
DATE FILED 6-
LAND: FEE & PATENTED STATE LEASE NO PUBLICLEASE NO U-020252-A INDIAN

DRILLINGAPPROVED: 7-27-92 (EXCEPTION LOCATION)
SPUDDED IN

COMPLETED: .. PUT TO PRODUCING:

INITIALPRODUCTION:

GRAVITY A.P.I.

ROOR

UCINGZONES:

TOTALDEPTH:

WELLELEVATION:

DATEABANDONED:

FIELD: MONUMENT BUTTE
UNIT:

COUNTY: DUCHESNE
WELLNO BALCRONMONUMENT FED. 42-6 API NO. 43-013-31364
LOCATION 1806' FNL FT FROM (N) (S) LINE 921' FEL FT FROM (E) (W) LINE. SE NE 1/4 - 1/4 SEC

TWP RGE. SEC. OPERATOR TWP. RGE. SEC. OPERATOR

93 17E 6 BALCRON
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& BALCRONOIL
EAq

f
blenAesources

Energy Company

P.D.Box 21017
1601 Lewis Avenue Building
Billings, Montana 59104
(406) 259-7860

DMSIONOF
June 18 , 1992 OlLGAS&MINING

-- VIA FEDERAL EXPRESS --

State of Utah
Division of Oil, Gas & Mining
355 West North Temple
Salt Lake City, UT 84180

Gentlemen:

Enclosed are Applications for Permit to Drill the following
wells in Duchesne County, Utah:

Balcron Monument Federal #11-6
NW NW Section 6, T9S, R17E

Balcron Monument Federal #33-6
NW SE Section 6, T9S, R17E

Balcron Monument Federal #42-6
SE NE Section 6, T9S, R17E

Balcron Monument Federal #24-6
SE SW Section 6, T9S, R17E

We have submitted these APDs to the Bureau of Land Management

and will provide a copy of the approved Federal APDs when we
have received them.

We request that the status of these wells be held tight for the
maximum period allowed by State regulations.

If you have any questions or need further information, please
let me know.

Si cerely,

Bobbie Schuman
Coordinator of Operations,

Environmental and Regulatory Affairs

/rs
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FORit 3
STATEOF UTAH

DIVISION OF OIL, GAS ANDMINING
5. Lease Designation and Serial No.

Fed. #U-020252-A

APPLICATION FOR PERMIT TO DRILL, DEEPEN, OR PLUG BACK " '"'"""°^" " '"°"""'°

Ia. Type of Work
DRILL DEEPEN PLUG BACK

7. Uni:AgrameneName

b. Type of Welt
Oil Gas Single Multiple 8. Farm or Lease Name
Well Well Other Zone Zone

.Nameoroverator Balcron Monument Federal
S. Well No.BALCRONOIL

. Address of Operator 42-6

P.0. Box 21017; Billings, MT 59104 .io.a.sa..ar.....,waa..' ©5
4. Location of Well (Report location cienrty and in accordance with any State requirements.•i lAOnument Butte/WasatchAt surface 11. 90, Sec., T., R., M., or stk.

1806' FNL, 921' FEL ands-r.ru..
At pr.oposed prod. zone

SF NF Sec. 6, T9S, R17E
14. Distance in miles and direction from nearest town or post office• 12. County or Parrish 13. State

10 miles southeast of Myton, Utah Duchesne UTAH
15. Distance from proposed" 16. No. of acres in lease 17. No. if acres assignedlocntion to nearest to this well

property or lense Ilne, ft.
(Also to nearest drisr. line. If any)

tu. Distance from proposed loention• 19. Proposed depth 20. Rotary or cable tools
to nearest well. drilling. completed. tor aoonea tor. on mis i...•• ft· 5, 580 ' a)cyo Rotary

21. Elevations (Show whether DF, RT, GR. etc.) 22. Approx. date work will start*

GL 5308.6' ~I
23.

PROPOSED CASING AND CEMENTING PROGRAM

Size of Hole Size of Casing Weight per Foot Setting Depth Quantity of Cement

.

12-1/4" 8-5/8" 24# 260 ' 250 sx "G"
7-7/8" 5-1/2" 15.5# 5,580' See EXHIBIT "D"

Operator plans to drill this well in accordance with the Federal permit which is
attached. Upon Federal approval, of the permit will be sent to the State
of Utah, Division of Oil, Gas a .

' \ DMS10NOF
OILGAS&MINING

IN ABOVE SPACE IBE PROPOSED PROGRAM: If proponn! is to deepen or plug back, give data on present productive zone and proposed new pro-
ductive tone. If proposai is to drill or deepen directionally. zive pertinent data on subsurface locations and measured and tute vertical depths. Give blowout
preventer prostram, if any.
N• I hereby ce ify that this is true and complete to the best of my k.nowledge.

Coordinator of Environmental

(This space for ral Stn of use

OF UTAH DIVISION OF

'See Instructions On Reverse Side
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SUBMIT IN TRIPLICATE* Form approved.Fogg 3160-3
(Other instructions on Budget Bureau No. 1004-0136','_1.? UNITED STATES reverse side) Expires August 31, 1985

DEPARTMENTOF THE INTERIOR U. LEASE DESIGNATION AND BERIAL NO,

BUREAUOF LAND MANAGEMENT U-020252A

APPLICATIONFOR PERMITTO DRILL,DEEPEN,OR PLUG BACK 0. Ir2NDIAN,ALLOTTEMORTalamNAME

n/a
18. TYPE OF WORK

DRILLO DEEPENO PLUG BACKO T. UNIT AGRERMENT NAME

b. TYPE OF WELL
°w'.'t... °w^.'s.. O 42...

UNNEW UNLTw" O s. - 4. s.... s-

*· NAME 07 ÒPMBATOR 5 ¶ " **g Balcron Monument Federal
EQUITABLERESOURCESENERGYCOMPANY -i i Í 9. WEL& NO.

8. ADDEWEB OF OPERATOR 42-6
P.O. Box 21017; Billings, MT59104 lo. FIELD AND POOL, 08 WILDCAT

4. LOCATION OF WELI, (1teport location clearly and in accordance with any State requirements.•) MODument Butte/WaSatch
At surface

1806' FNL 921' FEL 11...c..w.,a.....oaar...
AND SURVEY OR ABEA

At proposed prod. zone
SE. NESec. 6, T9S, R17E

14. DIBTANCE IN MILES AND DIRECTION FROM NEAREST TOWN OR POST Orr1CE* 12. COUNTY OR PARISH 13. STATE

10 miles southe&st of Myton, Utah Duchesne | UTAH
10. DISTANCR FROM PROPUBED* 16. NO. OF ACBES IN LEASE 17. NO. OF ACRES ABBIONED

LOCATION TO NEAREST TO THIS WELL
PROPERTI OR LEASE LINE, FT.
(Also to nearest drig. unit line, if any)

18. DISTANCE FROM PROPOSED LOCATION* 19. PROPOSED DEPTit 20. RotAar os ciaLa Toots
o'.°i^2a.D

I ON T
RIL NO CO IPLETED' 5, 580 ' Rotar y

21. ELEVATIoNa (Show whether DF, RT, GR, ete,) 22. Arrnox. Dars woaK WILL armar*

GL 5308.6. 9/1/92
23. . ' PROPOSED CASING AND CEMENTING PROGRAM

SI¾E OF ROLE sizE OF CASING WEtGHT PER FOOT BETTING DEPTH QUANTITY OF CEMENT

,12-1/4" 8-5/8" 24# 260 ' 0 s "G"
15.5# .

See

EXHIBITS ATTACHED JUN19 1992
"A" PROPOSEDDRILLING PROGRAM "F" ARCREOLOGYREPORT
"B" PROPOSEDSURFACEUSE PROGRAM "G" RIG LAYOUT
"C" GEOLOGICPROGNOSIS "H" B0PE SCHEMATIC DMS10NOF
"D" DRILLINGPROGRAM "I" LOCATIONSITE ANDELEOlI[GASP&llilINING
"E" EVIDENCEOF BONDCOVERAGE "J" EXISTING ROADS/PLANNEDACCESS (MAPSA & B)

"K" EXISTING WELLS(MAP0)
"L" DRILL PAD LAYOUT

.SELFCERTIFICATION:I herebycertify that I amauthorized, by proper lease interest owner,to conductthese
operations associated with the application. Bondcoveragepursuant to 43 CFR3104for lease activities is
being providedby Equitable ResourcesEnergyCopanyas principal and Safeco Insurance Coupanyof Americaas
surety underBLFIBondNo.MT0576(NationwideOil &GasBond#5547188)whovrill be responsiblefor copliance
withall of the tennsandconditions of that portion of the lease associated withthis application.
IN ABOVE SPACE DESCRIBM PROPOSED PROGRAM: It proposal is to deepen or plug back, give data on present productive zone and proposed new productive '
sone. If proposal is to drill or deepen directionally, give pertinent data on subsurface locations and measured and true vertical depths. Give blowout

preventer progr it any.
**·

, Coordinator of Environmental
SIGNED ·,, gyr y DATE

Dobbic Schuman
(This space for Federal or State oface use)

PERMIT No APPRnytt, 04TU

APPROYND BY TITr.E DATE

CONDITIONS OF APPROVAL, 17 ANY :

*SeeInstructionsOn RtYtise Side
Title 18 U.S.C. Section 1001, makes it a crime for any person knowintly and willfully to make to any department or agency of
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O O
EXHIBIT "A"
Proposed Drilling Program
Page 1

EQUITABLE RESOURCES ENERGY COMPANY
Balcron Oil Division

Balcron Monument Federal #42-6
SE NE Section 6-T9S-R17E

Duchesne County, Utah

In accordance with requirements outlined in 43 CFR 3162-3.1 (d):

1. ESTIMATED IMPORTANT GEOLOGICAL MARKERS:

See Geologic Prognosis (EXHIBIT "C")

2. ESTIMATED DEPTHS OF ANTICIPATED OIL, GAS OR WATER:

See Geologic Prognosis (EXHIBIT "C)

3. OPERATOR'S MINIMUM SPECIFICATIONS FOR PRESSURE CONTROL:

a. EXHIBIT "H" is a schematic of the BOP equipment and choke
manifold. A 2M system will be used. The BOPE will be installed
after setting 8-5/8" casing at 260'. The blind.rams and pipe
rams will be tested to 1500 psi. The annular preventer will be
tested to 500 psi. Pipe rams will be operationally checked
each 24-hour period and blind rams each time pipe is pulled out
of the hole.

b. The BOPE will be tested to 1500 psi when initially installed,
whenever any seal subject to test pressure is broken, and
following related repairs. The pipe and blind rams will be
activated at least weekly and on every trip the pipe and blind

rams will be activated.

c. An accumulator of sufficient capacity to open the
hydraulically-controlled choke valve lines (if so equipped),
close all rams plus the annular preventer, and retain a minimum
of 200 psi above precharge on the closing manifold without the
use of the closing unit pumps will be installed during the
drilling of this well.

d. An upper kelly cock will be used during the drilling of this
well.

e. Visual mud monitoring equipment will be used to detect volume
changes indicating loss or gain in circulating fluid volume.

f. Sufficient quantities of mud materials will be maintained or
readily accessible for the purpose of assuring well

l
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O O
EXHIBIT "A"
Proposed Drilling Program
Page 2

4. PROPOSED CASING AND CEMENTING PROGRAM:

a. Surface casing will be set in the Duchesne River formation to
approximately 260' and cemented to surface.

b. All potentially productive hydrocarbon zones will be isolated.

c. Casing designs are based on factors of burst: 1.25, collapse:
1.125, and joint strength: 1.8.

d. All casing strings will be pressure tested to 0.22 psi/ft. of
casing string length or 1500 psi whichever is greater (not to
exceed 70% of yield).

E. For details of casing, cement program, drilling fluid program,
and proposed mud program, see the following two attachments:

Drilling Program (EXHIBIT "D")
Geologic Prognosis (EXHIBIT "C")

5. HAZARDOUS PRESSURES, TEMPERATURES, FLUIDS/GASSES EXPECTED:

a. Expected bottom hole temperature is 125 degrees F. Expected
bottom hole pressure is 1500 psi.

b. No abnormal pressures or temperatures have been noted or
reported in wells drilled to the Green River formation in this
area.

c. No dangerous levels of hydrogen sulfide, hazardous fluids, or
gasses have been found, reported, or known to exist at the
depth to be drilled in this well, in this area.

6. ANTICIPATED STARTING DATE AND DURATION OF OPERATIONS:

a. The drilling operations for this well will begin as soon as the
BLM approves all requirements included in this APD.

b. These drilling operations should be completed within 12 days
after spudding the well depending on weather conditions.

c. If the well is productive, a sundry notice and plat showing
exact installed facilities will be submitted.

d. If this well is non-productive, a sundry notice-will be filed
with the BLM District Office within 30 days following
completion of the well for
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O O
EXHIBIT "B"
SurfaceUseProgram
Page 1

SURFACE USE PROGRAM

EQUITABLE RESOURCES ENERGY COMPANY
Balcron Oil Division

Balcron Monument Federal #42-6
SE NE Section 6, T9S, R17E

Duchesne County, Utah

In accordance with requirements outlined in 43 CFR 3162.3-1 (d):

1. EXISTING ROADS:

a. From Myton, Utah, take Highway #40 west out of town 1.6 miles
to the Sand Wash road. Go south on the Sand Wash road for 10.0
miles. Turn right onto the Monument Butte Gas Plant road. Go
1.1 miles west on gas plant road. Turn left and follow lease
road 0.4 miles to the location.

b. Existing roadways need no improvements for these drilling
operations.

c. All existing roads used by these drilling operations will be
maintained in the same or better condition as were existing
prior to entry.

d. See EXHIBIT "J" Maps A and B for access route.

2. PLANNED ACCESS ROADS: See EXHIBIT "J" Maps A & B

a. Length: Approximately ß.2 miles of new access road will be
required.

b. Width: Maximum 30' overall right-of-way with an 18' running
surface.

c. Maximum grade: 4%

d. Turnouts: None

e. Drainage design: This will be a barrow ditch along south side
of the road.

f. No culverts or bridges will be required. There are no cuts
and/or fills on or along the proposed access road route.

g. Surface materials: Any surface materials which are required
will be native materials from the location and/or access site.

h. No gates, cattleguards, or fence cuts and/or modifications to
existing facilities will be required.

i. Access road route has been
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j. All travel will be confined to location and access routes.

k. All access roads and surface disturbing activities will conform
to the standards outlined in the Bureau of Land Management and
Forest Service publication: Surface Operating Standards for Oil

and Gas Exploration and Development, (1989).

The road shall be constructed/upgraded to meet the standards of
the anticipated traffic flow and all-weather road requirements.
This shall include ditching, draining, graveling, crowning, and
capping the roadbed as necessary to provide a well-constructed

safe road. If necessary prior to upgrading, the road shall be
cleared of any snow cover and allowed to dry completely. Road
drainage crossings will be of the typical dry creek draining
crossing type. Crossings, if necessary, will be designed so
they will not cause siltation or accumulation of debris in the
drainage crossing nor shall the drainages be blocked by the
roadbed. Erosion of drainage ditches by runoff water shall be
prevented by diverting water off at frequent intervals by means
of cutouts. Upgrading will not be done during muddy
conditions. Should mud holes develop, they will be filled in
and detours around them will be avoided.

1. No right-of-way applications are needed for this road.

3. LOCATION OF EXISTING WELLS:

See EXHIBIT "K" Map C.

a. Water wells: none
b. Abandoned wells: two
c. Temporarily abandoned wells: none
d. Disposal wells: none
e. Drilling wells: none
f. Producing wells: twenty one
g. Shut-in wells: one
h. Injection wells: none

4. LOCATION OF EXISTING AND/OR PROPOSED PRODUCTION FACILITIES:

a. Upon completion, a sundry notice and plat showing exact
production facilities will be submitted.

b. All above-ground facilities will be painted earthtone color
Desert Brown #10Y/R in accordance with the Munsell Soil Color
chart within six months of the well completion unless prior
written approval to proceed with another alternative has been
granted via Sundry
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5. LOCATION AND TYPE OF WATER SUPPLY:

a. The drilling water source will be obtained from a private pond
in Pleasant Valley owned by Keith Hickens, Myton, Utah.

b. The drilling water will be hauled by truck to the location site

by Dalbo.

6. CONSTRUCTION ROAD/LOCATION MATERIALS:

a. Any construction materials which are required will be native
materials from the location and/or access site.

b. All construction materials for this location site and access
road shall be borrowed material accumulated during the
construction of the site and road. No additional construction
material from other sources is anticipated at this time.

c. Reasonable precautions will be taken to protect all lands.

7. METHODS FOR HANDLING WASTE MATERIALS AND DISPOSAL:

a. Garbage will be stored in a dumpster and disposed of according
to local and state regulations, at an approved facility.
Disposal will not be allowed on location. No trash will be
disposed of in the reserve pit.

b. Fluids produced during the completion operation will be
collected in test tanks. Any spills of oil, gas, salt water or
other noxious fluids will be cleaned up and hauled to an
approved disposal site. Burning will not be allowed.

c. The reserve pit will not be lined unless requested by the BLM
or unless it is deemed necessary by the operator. If a plastic
nylon reinforced liner is used, it will be torn and perforated
before backfilling of the reserve pit.

d. Saltwater or testing tanks will be located and/or diked so that
any spilled fluids will flow into the reserve pit. Saltwater
tanks will not be placed on topsoil stockpiles.

e. Any produced water will be contained on site for a period not
to exceed 90 days.

f. Sewage will be disposed of according to county and state
requirements. Sealed chemical portable toilets will be on
location during these drilling operations. Waste and chemicals
will not be disposed of on location.

g. Cuttings will be deposited in the reserve
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8. ANCILLARY FACILITIES:

None anticipated.

9. LOCATION SITE LAYOUT:

a. The proposed location site and elevation plat is shown on
EXHIBIT "I".

b. The drill pad layout, showing elevations, orientation, and
access to the pad is shown on EXHIBIT "L".

c. The drilling rig facilities layout is shown on EXHIBIT "G". No
permanent living facilities are planned. There will be two or
three trailers on location during drilling operations.

d. The reserve pit and the blooie pit will be constructed as a
combination pit capable of holding 12,000 bbls of fluid. The
size of the pit will be approximately equivalent to four times
the TD hole volume. The blooie pit might be used for testing,
but only after the drilling is completed and the drilling
equipment and personnel are off the location.

e. The reserve pit will be located on the South side of the
location. It will be constructed long and narrow for
topographic reasons.

f. Flare pit will be located downwind of the prevailing wind
directions near corner #8 a minimum of 100' from the wellhead
and 30' from the reserve pit fence.

g. Stockpiled topsoil (first 6 inches) will be stored on the NW
near corner #8.

h. Access to the wellpad will be from the west between corner #7
and #8.

i. The northeast corner of the wellpad will be rounded off to
avoid the large fill.

j. All pits will be fenced according to the following minimum
standards:

a. 39-inch net wire will be used with at least one strand of
barbed wire on top of the net wire unless pipe or some type
of reinforcement rod is attached to the top of the entire
fence.

b. The net wire shall be no more than 2 inches above the
ground. If barbed wire it shall be 3 inches above the net
wire. Total height of fence will be at least 42
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c. Corner posts will be cemented and/or braced in such a
manner to keep the fence tight at all times. Standard
steel, wood, or pipe posts will be used between the corner
braces. Maximum distance between any two posts will be no
greater than 16'.

d. All wire will be stretched before it is attached to the
corner posts.

The reserve pit will be fenced on three sides during drilling
operations and on the fourth side when the rig moves off
locations. Pits will be fenced and maintained until clean-up.

10. PLANS FOR RECLAMATION OF LOCATION SITE:

The BLM will be contacted prior to commencement of any reclamation
operations.

Producing location:

a. Immediately upon well completion, the location and surrounding
areas will be cleared of all unused tubing, equipment, debris,
materials, trash, and junk not required for production.

b. Immediately upon well completion, any hydrocarbons in the pit
will be removed in accordance with 43 CFR 3162.7-1.

c. If a plastic nylon reinforced liner is used-, it will be torn
and perforated before backfilling of the reserve pit.

d. The reserve pit and that portion of the location not needed for
production facilities or operations will be recontoured to the
approximate natural contours. The reserve pit will be
reclaimed within 90 days from the date of well completion.
Before any dirt work takes place, the reserve pit will have all
fluids and hydrocarbons removed and all trash will be removed.

Dry hole/abandoned location:

At such time as the well is plugged and abandoned, operator will
submit a subsequent report of abandonment and BLM will attach the
appropriate surface rehabilitation conditions of approval.

11. SURFACE OWNERSHIP:

Bureau of Land Management
Vernal District Office
170 South 500 East
Vernal, UT 84078

12. OTHER INFORMATION:

a. See EXHIBIT "F" which is the Archeology
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b. If unexpected cultural resources are observed during
construction or reclamation operations, Equitable Resources
Energy Company's Balcron Oil division will suspend operations
in the vicinity of the discovery and immediately report the
finding to the BLM District Office.

c. Evidence of bond coverage is included in this report, see
EXHIBIT "E".

d. Operator will have on site a copy of the Surface Use Program
and a copy of the supplemental conditions.

e. Drilling operations will be conducted in accordance with the
Bureau of Land Management conditions of approval when received.

13. OPERATOR'S REPRESENTATIVES:

Balcron Oil, a division of Equitable Resources Energy Company

1601 Lewis Avenue
P.O. Box 21017
Billings, Montana 59104
(8:00 a.m. to 5:00 p.m.)
(406) 259-7860
FAX: (406) 245-1361

Dave McCoskery, Drilling Engineer Home: (406) 248-3864

Mike Perius, Operations Supervisor Home: (406) 656-9719

14. CERTIFICATION:

I hereby certify that I, or persons under my direct supervision,
have inspected the proposed drillsite and access route; that I am
familiar with the conditions which presently exist; that any
statements made in this plan are, to the best of my knowledge, true
and correct; and that the work associated with the operations
proposed herein will be performed by Balcron Oil, a division of
Equitable Resources Energy Company, and its contractors and
subcontractors in conformity with this plan and the terms and
conditions under which it is approved. This statement is subject
to the provisions of 18 U.S.C. 1001 for the filing of a false
statement.

Da e Bobbie Schuman
Coordinator of Environmental and
Regulatory Affairs
BALCRON OIL division of Equitable
Resources Energy Company
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EXHIBIT "D"

BALCRON OIL
DRILLING PROGRAM

WELL NAME: Balcron Monument Butte PRosPECT/FIELD: Monument Butte
Federal # 42-6

LOCATION: SE NE Sec 6 Twn 9S Rge 17E
COUNTY: Duchesne STATE: Utah

TOTAL DEPTH: 5580'

HOLE SIZE INTERVAL

12 1/4" Surf to 260'
7 7/8" 2607 to 5580'

CASING INTERVAL CASING

STRING TYPE FROM TO SIZE WEIGHT GRADE

Surface O' 2607 8 5/8" 24 #|FT J-55

Production O' 5580' 5 1/2" 15.50#|Ft J-55

All casing will be ST&C, 8RD, New

CEMENT PROGRAN

Surface 250 sacks class "G" with 3% CaCl.
(Note: Volumes are 100% excess.)

Production 250 sacks Haliburton Hifill with 10 #|SK
Gilsonite tailed with 180 sacks 50/50 Poz with
0.3% CFR-3, 1/4 #|Sk Flocele, 0.5% Halad-24, and
10% salt.
(Note: Actual volumes will be calculated from

caliper log.)
PRELIMINARY
DRILLING FLUID PROGRAM

PLAS. YIELD

TYPE FROM TO WEIGHT VIS POINT

Fresh Gel/Native Mud Surf 260 8.5 NA NA

Fresh Gel (LSND) 260' 5580' 8.7-8.9 10-12 12-14

COMMENTS

1.) No cores or DSTs are planned .

DMM
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April 25, 1989

NOT I CE

Equitable Resources Energy Company

P. O. Box 21017 OIL AND GAS

Billings, Montana 59104
CORPORATE MERGER RECOGUIZED

RIDER TO MATIOMWIDE BOND ACCEPTED

Acceptable evidence has been filed in this office concerning the merger

of Balcron Oil Company into Equitable Resources Energy Company, the
surviving corporation. Information provided shows that Balcron Oil

Company merged into Equitable Resources Energy Company, changing the
former entity's name to Balcron Oil, a Division of Equitable Resources

Energy Company. Please note that Divisions cannot hold leases,

therefore, after consultation with Balcron Oil, this office is

recognizing only the merger action.

A cider was filed on April 20, 1989, to be made a part of $150,000
Nationwide Oil and Gas Bond No. 5547188 (BLM Sond No. MTOS76) with

Balcron Oil Company as principal and safeco Insurance Company of America

as surety. By means of this rider, the surety consents to changing the

name on the bond from Balcron Oil Company to Equitable Resources Energy

Company. The rider is accepted effective April 20, 1989.

For our purposes, the merger is recognized effective April 20, 1989.

The oil and gas lease files and communitization agreement files
identified on the enclosed Exhibit A have been noted as to the merger.

Other lease interests will be beansfecced by.assignments from Ballard & '

Cronoble to Equitable Resources Energy compan .

Cyn la L. Embretson, Chief
F ds Adjudication Section

1 Enclosure
1-Exhibit A

cc: (w/encl.)
GF_S Denver (1)
All DMs (1 ea.)
EMO_Section (1)
gegional Forester, Lakewood (2)
Begional Forester, Missoula (2)
Bureau of Reclamation
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BOND NO. 5547188

Foun 3104-8 UNITED STATES .

Guly 1984) -

.
DEPARTMENT OF THE INTERIOR ,

·
.••

BUREAU OF LAND MANAGEMENT • • \- i

. STATE, NATIONWIDE,OR HATIONAL PETROLEUMRESERYE '
.,

'
..

4· ¡
IN ALASKA 01L AHD GAS BOND '

. .
.

,

•. '. ,
-

'
..'

!°

Act of February 25, 1920 (30 U.S.C. Sec. 181) .- '., .

••

Act of August 7, 1947 (30 U.S.C. Sec.- 351) \ · - -· •¿y <.,•a
,g

. Department of the Interior Appropriations Act, Fiscal Year 1981 (P.L. 96-114)
.,, l'/ ('

Other Oil and Gas Leasing Authorities as Applicable . "tritig,gn
'

KNoW ALL MEN BY THESE PRESENTs, That we
BALCRON OIL COMPANY

of 1601 Lewis Avenue, Billings, MT 59104 .

-.

as principal, and
SAFECO INSURANCE COP.PANY OF AMERICA

of 111 Presidential Blvd., Suite 231, Bala Cynwyd, PA 19004

as surety, are held and firmly bound unto the United States of America in the sum of ONE 11UNDRED FIFTY ·

THOUSAND AND 00/100------------------dollars (S 150, 000.00 ), in lawful money
of the United States, which sum may be increased or decreased by a rider hereto executed in the same manner as this bond, for

the use and benefit of (1) the United States; (2) the owner of any of the land subject to the coverage of this bond, who hasia-.

statutory.right to compensation in connection with a reservation of the oil and gas deposits to the United States; and (3) any

lessee or permitiee under a lease or permit issued by the United States prior to the issuance of an oil and gas lease for the
same land subject to this bond, covering the use of the surface or the prospecting for, or development of, other mineral deposits
in any portion of such land, to be paid to the United States. For such payment, well and truly to be made, we bind ourselves,

and each of our heirs, executors, administrators, and successors, jointly and severally.

The coverage of this bond shall extend to all of the principal's holdings of federal oil and gas leases in the United States,

including Alaska, issued or acquired under the Acts cited in Schedule A. .

he coverage of this bond extends only to the principal's holdings of federal oil and gas leases issued or acquired under

the Acts cited and in the States named in Schedule A and to any other State or States that may be named in a rider attached

hereto by the lessor with the consent of the surety.

The coverage of this bond extends only to the principal's holdings of federal oil and gas leases within the National Petro-
leum Reserve in Alaska.

.
SCHEDULEA

Mineral Leasing Act of February 2S, 1920 (30 U.S.C. Sec. 181), Acquired Lands Leasing Act of August 7, 1947 (30 U.S.C. SÀc. 351), and

other oil and gas leasing authorities as applicable.

NAMEs OF STATES

ALL STATES

The conditions of the foregoing obligations are such that, tract, removë, and dispose of oil and gas deposits in or '

whereas the said principal has an interest in oil and gas under the lands covered by the leases, operating agteements

leases issued under the Acts cited in this bond: (1) as . or designations and is obligated to comply with certain

lessee; (2) as, the approved holder of operating rights in covenants and agreements set forth in such instruments; and

all or part of the lands covered by such leases under operat-

ing agreements with the lessees;_ or (3) as designated oper-
_ator or agent under such leases pending approval of an
assignment or operating agreement; and

· WHEREAs the principal and surety agree that without notice
to the surety the coverage of this bond, in addition to the
present holdings of the principal, shall extend to and

WllEREAS the principal is authorized to drill for, mine,ex-
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SUR ETY RID ER SAFECOINSURANCE COMPANYOF AMERICA
GENERAL INSURANCE COMPANY OFAMERICA
FIRST NATIONALINSURANCE COMPANY

SAFECD OF AMERICA •

HOME OFFICE: SAFECOPLAZA
SEATTLE, WASHINGTON 98185

To be attached to and form a part of

Type of Ronri· Nationwide Oil and Gas Lease Bond

BondNo. 5547188 (BLM Bond No. HTO576)

dated effective
(MONTH, DAY,YEAR)

everuled by BALCRON OIL COMPANY , as Principal.
(PRINCIPAL)

anri by SAFECO INSURANCE COMPANY OF AtmRICA as Surnty
(SURETY)

n Wrr«rif UNITEÓ STATES DEPARTMENT OF THE INTERIOR, BUREAU OF LAND -

(OBLIGEE) MANAGEMENT

In consideration of the mutual agreements herein contained the Principal and the Surety hereby consent to changing
i

The name of the Principal
i

From. BALCRON OIL COMPANY

yo. EDUITABLE RESOURCES ENERGY COMPANY

Nothing herein contained shall vary, alter or extend any provision or condition of this bond except as herein expressly stated.

This rider is effective
(MONTH, DAY, YEAR)

Signed and Sealed
(MONTH, DAY, YEAR)

E()UITABLE RESOURCES ENERGY COMPANY
PRINCIPAL

Ry•

SAFF 7. URANCE CpgPANY OF AMERICA

97. ge VO ATTORNEY•lN-FACT •

PRINTFft IN O 4
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ER S INSURANCECOMPANYOF AMERICA

*

-
TTOR NEY

G AL INSURANCE COMPANY OF AMERICA
HOME OFFICE: SAFECO PLA2A

SAFECO
SEATTLE, WASHINGTON98185 •

3798
No.

ThNa

A

ELCOINT SREANRCESCOS:ANY

OF AMERICA and GENERAL INSURANCE COMPANY OF AMERICA,each,

a Washington corporation, does each hereby appoint

-------------THOMAS L. VEHAR; R. GEORGE VOINCHET, Pittsburgh, Pennsylvania---------

its true and lawful attorney(s)-in-fact, with full authority to execute on its behalf fidelity and surety bonds or undertakings

and other documents of a similar character issued in the course of its business, and to bind the respective company thereby.

IN WITNESS WHEREOF, SAFECO INSURANCE COMPANY OF AMERICA and GENERAL INSURANCE COMPANY

OF AMERICA have each executed and attested these presents

this Ath day of September 19 87
.

CERTIFICATE

Extract from the By-Laws of SAFECO INSURANCE COMPANY OF AMERICA

and of GENERAL INSURANCE COMPANY OF AMERICA:

"Article V, Section 13. -- F1DELITYAND SURETY BONDS . . . the President, any Vice President, the Secretary, and any .

Assistant Vice President appointed for that purpose by the officer in charge of surety operations, shall each have authority
,

to appoint individuals as attorneys-in-fact or under other appropriate titles with authority to execute on behalf of the

company fidelity and surety bonds and other documents of similar character issued by the company in the course of its

business... On any instrument making or evidencing such appointment, the signatures may be affixed by facsimile.On any

instrument conferring such authority or on any bond or undertaking of the company, the seal, or a facsimile thereof, may be

impressed or affixed or in any other manner reproduced; provided, however, that the seal shall not be necessary to the

validity of any such jnstrument or undertaking."

Extract from a Resolution of the Board of Directors of SAFECO INSURANCE COMPANY OF AMERICA

and of GENERAL INSURANCE COMPANY OF AMERICA adopted July 28, 1970.

"On any certificate executed by the Secretary or an assistant secretary of the Company setting out,

(i) The provisions of Article V, Section 13 of the By-Laws, and

(ii) A copy of the power-of-attorney appointment, executed pursuant thereto, and

(iii) Certifying that said power-of-attorney appointment is in full force and effect,

the signature of the certifying officer may be by facsimile, and the seal of the Company may be a facsimile thereof."

l. Sob A. Dickey, Secretary of SAFECO INSURANCE COMPANY OF AMERICA and of GENERAL INSURANCE

COMPANY OF AMERICA, do hereby certify that the foregoing extracts of the By-Laws and of a Resolution of the Board of

Directors of thesecorporations, and of a Power of Attorney issued pursuant thereto, are true and correct, and that both the

By-Laws, the Resolution and the Power of Attorney are still in full force and effect.

IN WITNESS WHEREOF, t have hereunto set my hand and affixed the facsimile seal of said corporation

this 10th day of April
, , 19 '¾

.

$·974 810 3/88 .

·

PRINTED IN
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EXHIBIT "F"

ARCHEOLOGICAL- ENVIRONMENTAL
RESEARCHCORPORATION

P. O. Box 853 Bountiful, Utah 84011-0853
Tel: (801) 292-7061, 292-9668

May 26, 1992

Subject: CULTURAL RESOURCE EVALUATIONS OF FOUR PROPOSED
WELL LOCATIONS IN THE CASTLE PEAK DRAWLOCALITY
OF DUCHESNE COUNTY, UTAH

Project: BALCRON OIL CO. -- 1992 Development
' Program for Units 11-6, 24-6, 33-6, and 42-6

Project No.: BLCR-92-2

Permit No.: Dept. of Interior -- UT-92-54937

Utah State Project No.: UT-92-AF- 228 b

To: Ms. Bobbie Schuman, Baloron 011 Co., P.O. Box 21017,
Billings Montana 59104

Mr. David Little, District Manager, Bureau of Land
Management, 170 South 500 East, Vernal, Utah 84078

Info: Antiquities Section, Division of State History, 300 Rio
Grande, Salt Lake City, Utah
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ABSTRACT

Intensive cultural resource evaluations have been conducted
for Baloron 011 Company on the proposed Federal Well locations 11-

6, 24-6, 33-6, and 42-6 in the Castle Peak Draw locality of
Duchesne County, Utah. This series of well locations involved 10
aore survey areas. Access route corridors were also evaluated
measuring ca. 30 meters in width for a total of ca. .87 mile in
length. Thus, ca. 50.5 acres of public lands in the locality were
examined by R. Beaty of AERC on May 21 and 22, 1992.

One significant cultural resource activity locus was
identified and recorded during the examination. This site has been
designated .as 42DC 732 (AERC 1324B/1) and consists of an open
occupation which can be avoided by realigning the access route into
Unit 11-6.

One non-diagnostic isolated biface fragment of Tiger Chert was
observed in the vicinity of Unit 24-6 but not collected.

The variety of known sites in Section 6 including 42DC 349,
42DC 350, 42DC 351, 42DC 352, AND 42DC 353 will be avoided by the
proposed developments. No previously recorded significant or
National Register eligible cultural resources will be adversely
affected by the proposed developments.

AERC recommends cultural resource clearance with the
stipulation that the access route into Unit 11-6 should be moved to
the south in order to avoid any disturbance to Site 42DC 732.
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GENERAL INFORMATION

On May 21 and 22, 1992, AERC archaeologist Richard Beaty, M.A.
conducted intensive cultural resource evaluations for Baloron Oil
Company of Billings, Montana. These examinations involved four
proposed well units (Federal Units 11-6, 24-6, 33-6, and 42-6) in
the Castle Peak Draw locality of Duchesne County, Utah (see Map).

This project is situated on federal lands administered by the
Split Mountain Resource Area of the Vernal District of the Bureau

of Land Management.

The purpose of the field study and this report is to identify

and document cultural site presence and assess National Register

significance relative to established criteria (cf., 36 CFR 60.6).
Federal regulations require archeological assessments of
potentially endangered cultural resources in order to identify and

preserve significant artifacts and cultural material, strata,
features, or monuments that are susceptible to disturbance being
situated in the immediate development zone. These excavations and
site assessments were conducted in compliance with the Antiquities

Act of 1906; the Historic Sites Act of 1935; section 106 of the
National Historic Preservation Act of 1966, as amended; the
National Environmental Policy Act of 1969; the Federal Land Policy

and Management Act of 1979; the Archaeological Resources Protection
Act of 1979; the Native American Religious Freedom Act of 1978; the
Historic Preservation Act of 1980; and Executive Order 11593.

Proieût Location

Unit .11-6: This location is in the NW 1/4 of the NW 1/4 of
Section 6 of Township 9 South, Range 17 East. The location is
associated with an 800' access route leading from the existing
roadway to the east of the location.

Unit .24,6: This location is in the SE 1/4 of the SW 1/4 of
Section 6 of Township 9 South, Range 17 East. The location is

associated with a 2100'access route that approaches from the north
as shown on the map.

Unit 33-6: This location is in the NW 1/4 of the SE 1/4 of
Section 6 of Township 9 South, Range 17 East. The location is
associated with a short access route (800') that approaches from an
existing well location to the east.

Uni.t.42-6: This location is in the SE 1/4 of the NE 1/4 of

Section 6 of Township 9 South, Range 17 East. The location is
associated with a 900' access route that approaches from an
existing well location to the west of Unit
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Environmental Dascriotiop

The project area is situated within the 5250 to 5400 foot
elevation zone above sea level. Open rangeland and shallow
canyon/arroyo terrain surfaces are associated with all these
locations.

The vegetation in the project area includes Chrysothamnus
Raka, Enhedra .viridis, Atrialex canescens, Artemesia trident.a.ta,
Ocuntia volvacantha, Sarcobatus vermieulatus, and Bromus teßtorum.

The geological associations within the project area consist of
fluvial lake deposits which oorrelate with the Uinta Formation
which is of Tertiary age.

PREVIOUS RESEARCH IN THE LOCALITY

File .S.earch

Records searches of the site files and maps at the Antiquities
Section of the State Historic Preservation Office in Salt Lake City
were conducted on May 26, 1992. A similar search was conducted in
the Vernal Distriot Office of the BLM on May 20. The National
Register of Historic Places has been consulted and no registered
historic of prehistoric properties will be affected by the proposed
developments.

A few known cultural sites are situated in the Castle Peak
Draw locality. Most of these prehistoric resources including Sites
42DC 349, 42DC 350, 42DC 351, 42DC 352, and 42DC 353 were
identified and recorded during various archaeological inventories
conducted by AERC in 1981 (Hauck 1981).

Prehistory and..Hi.story of.the Cultural Re.«ion

Currently available information indicates that the Northern
Colorado Plateau Cultural Region has been occupied by a variety of
cultures beginning perhaps as early as 10,000 B.C. These cultures,
as identified by their material remains, demonstrate a cultural
developmental process that begins with the earliest identified
Paleoindian peoples (10,000 - 7,000 B.C.) and extends through the
Archaio (ca. 7,000 B.C. - A.D. 300), and Formative (ca. A.D. 400 -

1100 ) Stages, and the Late Prehistoric-Protohistorio periods (ca.
A.D. 1200 - 1850) to conclude in the Historic-Modern period which
was initiated with the incursion of the Euro-American trappers,
explorers, and settlers. Basically, each cultural stage - with the
exception of the Late Prehistoric hunting and gathering Shoshonean
bands - features a more complex life-way and social order than
occurred during the earlier stage of development (Hauck 1991:53).
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For a more comprehensive treatment of the prehistory and history of
this region see Archaeolorical .Evaluations in the Northern Color.ado
Platea.u..Cultural .Area (Hauck 1991).

Si.ta Patential ,in
the.Pr.o.iect Develooment.Zone:

Previous archaeological evaluations in the general project
area have resulted in the identification and recording of a variety
of cultural resource sites having eligibility for potential
nomination to the National Register of Historic Places (NRHP). The

majority of these sites are lithio scatters including Sites 42DC
349, 42DC 350, and 42DC 353. Open occupations have also been
identified in this locality (42DC 352). Site 42DC 351 is a rock
shelter. Site 42DC 353 apparently has a Paleoindian component
based on the recovery of a Folsom point from that site. Sites in
this locality generally appear to have been occupied during the
Archaic Stage and the Late Prehistoric Period (Numa) with
occasional indications of Paleoindian activity based on the
recovery of isolated Folsom and Plano style projectile points.

The site density of this locality appears to range from six to
above ten sites per square mile which is a moderate to high density
for this region (see Hauck 1991:45-54 for comparable site density
associations in other localities on the Northern Colorado Plateau).

FIELD EVALUATIONS

Methodoloav

Intensive evaluations consisted of the archaeologist walking
10 to 20 meter wide transects within the well location areas and
along the proposed access corridors. This series of well locations
involved 10 acre survey areas. Access route corridors were
evaluated measuring ca. 30 meters in width for a total of ca. .87

mile in length. Thus, ca. 50.5 acres of public lands in the
locality were examined by R. Beaty of AERC on May 21 and 22, 1992.

Observation of cultural materials results in intensive
examinations to determine the nature of the resource (isolate or
activity locus). The analysis of each specific cultural site
involves its subsequently being sketched, photographed, and
appropriately recorded on standard IMACS forms. The determination

of site significance is also established during the examination and
evaluation of the cultural
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Site .Binnificanpe Criteria

Prehistoric and historic oultural sites which can be

considered as eligible for nomination to the National Register of
Historic Places have been outlined as follows in the National

Register's Criteria for Evaluation as established in Title 36 CFR

60.6:
The quality of significance in American ...

archaeology ... and culture is present in ... sites ...

that possess integrity of location, design, setting,
materials, workmanship, feeling, and association and:

a. That are associated with events that have made a
significant contribution to the broad patterns of our

history; or

b, that are associated with the lives of persons
significant in our past; or

o. that embody the distinctive characteristics of a type,
period, or method of construction ... ; or

d. that have yielded, or may be likely to yield,
information important in prehistory or history.

In addition to satisfying one or more of these general

conditions, a significant cultural resource site in Utah will
generally be considered as being eligible for inclusion in the
National Register if it should advance our current state of
knowledge relating to chronology, cultural relationships, origins,
and cultural life ways of prehistorio or historio groups in the
area.

In a final review of any site's cultural significance, the
site must possess integrity and at least one of the above criteria

to be considered eligible for nomination to the National Record of
Historio PIaces.

Rasults o.f the.Inventory

One newly identified prehistoric oultural resource activity
loci was observed and recorded during these archaeological
evaluations. This site has been designated as 42DC 732 (AERC

13248/1) and consists of an extensive lithic scatter and open
occupation containing several deflated hearths. The site is ca. 30
x 40 meters in size and contains a variety of lithic material with
the siltstone from the Parachute Creek Member of the Green River

Formation being most dominant on the site. The site offers two
separate units in association with an ephemeral drainage channel

(Iþ (Iþ

Site .Binnificanpe Criteria

Prehistoric and historic oultural sites which can be

considered as eligible for nomination to the National Register of
Historic Places have been outlined as follows in the National

Register's Criteria for Evaluation as established in Title 36 CFR

60.6:
The quality of significance in American ...

archaeology ... and culture is present in ... sites ...

that possess integrity of location, design, setting,
materials, workmanship, feeling, and association and:

a. That are associated with events that have made a
significant contribution to the broad patterns of our

history; or

b, that are associated with the lives of persons
significant in our past; or

o. that embody the distinctive characteristics of a type,
period, or method of construction ... ; or

d. that have yielded, or may be likely to yield,
information important in prehistory or history.

In addition to satisfying one or more of these general

conditions, a significant cultural resource site in Utah will
generally be considered as being eligible for inclusion in the
National Register if it should advance our current state of
knowledge relating to chronology, cultural relationships, origins,
and cultural life ways of prehistorio or historio groups in the
area.

In a final review of any site's cultural significance, the
site must possess integrity and at least one of the above criteria

to be considered eligible for nomination to the National Record of
Historio PIaces.

Rasults o.f the.Inventory

One newly identified prehistoric oultural resource activity
loci was observed and recorded during these archaeological
evaluations. This site has been designated as 42DC 732 (AERC

13248/1) and consists of an extensive lithic scatter and open
occupation containing several deflated hearths. The site is ca. 30
x 40 meters in size and contains a variety of lithic material with
the siltstone from the Parachute Creek Member of the Green River

Formation being most dominant on the site. The site offers two
separate units in association with an ephemeral drainage channel



and a low stabilized dune complex. Several scrapers were observed
on the site as was a ground stone tool. No artifacts were
collected from this site.

Site 42DC 732 meets the requirements of oriterion d of Title

36 CFR 60.6 in that it contains the potential for providing
pertinent information and materials relative to the prehistory of
the locality and region. In addition, this site has contextual
integrity.

The original access route into Unit 11-6 passes along the
southern periphery of this site (see Map). In order to avoid any
disturbance to this significant resource, AERC recommends that a
new access road be planned that will be ca. 100 to 200 feet to the
south of the original access route as shown on Map.

No previously recorded cultural sites will be adversely
affected by the proposed developments.

One isolated artifact was observed during the evaluations.

This artifact consists of a biface fragment of Tiger Chert that was
observed in the vicinity of Unit 24-6. This isolate was not
collected.
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CONCLUSION AND RECOMMENDATIONS:

AERC recommends that a cultural resource clearance be granted
to Baloron Oil Company relative to the development of the proposed
units as noted above based upon adherence to the following
stipulations:

1. In order to avoid any disturbance to Site 42DC 732, AERC
recommends that a new access road into Unit 11-6 be developed that
will pass ca. 100 to 200 feet to the south of the original access
route as shown on Map.

2. All vehicular traffic, personnel movement, construction
and restoration operations should be confined to the flagged areas
and corridors examined as referenced in this report, and to the
existing roadways and/or evaluated access routes.

3. All personnel should refrain from collecting artifacts and
from disturbing any significant cultural resources in the area.

4. The authorized official should be consulted should
cultural remains from subsurface deposits be exposed during
construction work or if the need arises to relocate or otherwise
alter the location of the exploration area.

F. Richard Hauck, Ph.D.
President and Principal

Investigator
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-11.. conþ‡nued:

open occupation and lithic scatter that is adjacent to the original access
route into Unit 11-6. The access route was subsequently moved in order to
avoid any disturbance to this significant resource.

16....continued.:

1. All vehicular traffic, personnel movement, construction and restoration
operations should be confined to the corridors examined as referenced in this
report, and to the existing roadways and/or evaluated access routes.

2. All personnel should refrain from collecting artifacts and from disturbing
any significant cultural resources in the area.

3. The authorized official should be consulted should cultural remains from
subsurface deposits be exposed during construction work or if the need arises to
relocate or otherwise alter the location of the exploration area.

4. The original access route into Unit 11-6 should be shifted to the south
into the corridor shown on map in order to avoid Site 42DC
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ROTARY DRILLING i'H MUD & AIR SINCE 1966
Main Office Billings Office Havre, Montana YardELENBURG 1910 N. Loop Ave. 2047 E. Main 4 mi. W. Hwy 2EXPLOAATioN, INO. P,O. Box 2440 Billings, Montana 59103Casper, Wyoming 82602 (406) 245-3511
(307) 235-8609

PII

L

9" Bore -

.000 PSI
BloWout Preventer
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EXHIBIT "H"

ROTARY DRILLING WITHMUD& AIR SINCE 1966

Maln Office Bil11ngs Office Havre, Montana Yard
ELENBURG 1910 N. Loop Ave. 2047 E. Main 4 mi. W. Hwy2

EXPLORATION, INC. P.O. Box 2440 Billings, Montana 59103
Casper, Wyoming 82602 (406) 245-3511
(307) 235-8609

MY-2 91992.

Annular

9" Bore-JOOD PSI

Blowout Preventer
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ACCESS
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NOTE:ELEVAll0NSSHOUÏAREAFTERTOPS0lLISREMOVED(6")
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BALCRONOIL

OB 0

70urces Energy Cornpany

1601 Lewis Avenue Building
Billings, Montana 59104
(406) 259-7860

DIVIS10NOF
OILGAS&MINîNG

June 30, 1992

Tami Searing
State of Utah
Division of Oil, Gas & Mining
355 West North Temple
Salt Lake City, UT 84180

Dear Tami:

The following wells are Exceptions to Location due to
topographical reasons:

Balcron Monument Federal #42-6
SE NE Section 6, T S, RggE
Duchesne County, Utah

Balcron Monument Federal #24-6
SE SW Section 6, T9S, R17E
Duchesne County, Utah

If you have any questions or need further information,
please let me know.

Si ,

Bobbie Schuman
Coordinator of Operations,

Environmental and Regulatory Affairs
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Pa StateŸof Utah
DEPARTMENT OF NATURAL RESOURCES

Norman H. Bangerter
DIVISION OF OIL, GAS AND MINING

Governor
Dee C. Hansen

355 West North Temple

Executive Director 3 Triad Center, Suite 350

Dianne R. Nielson, Ph.D. Salt Lake City, Utah 84180-1203

Division Director 801-538-5340

July 27, 1992

Balcron Oil
P.O. Box 21017
Billings, Montana 59104

Gentlemen:

Re: Balcron Monument Federal 42-6 Well, 1806 feet from the north line, 921 feet from
the east line, SE 1/4 NE 1/4, Section 6, Township 9 South, Ranqe 17 East,
Duchesne County, Utah

Pursuant to Utah Admin. R. 649-3-3 and Utah Admin. R. 649-3-4, approval to drill
the referenced well is hereby granted.

In addition, the following specific actions are necessary to fully comply with this
approval:

1. Submittal to the Division of evidence providing assurance 'of an adequate
and approved supply of water as required by Utah Code Ann. § 73-3,
Appropriations, prior to commencing drilling operations.

2. .Compliance with the requirements of Utah Admin. R. 649-1 et seq., Oil and
Gas Conservation General Rules.

3. Notification within 24 hours after drilling operations commence.

4. Submittal of Entity Action Form, Form 6, within five working days following
commencement of drilling operations and whenever a change in operations
or interests necessitates an entity status change.

5. Submitta\ of the Report of Water Encountered During Drilling, Form 7.

6. Prompt notification prior to commencing operations, if necessary, to plug
and abandon the well. Notify Frank R. Matthews, Petroleum Engineer,
(Office) (801)538-5340, (Home) (801)476-8613, or R.J. Firth, Associate
Director, (Home) (801)571-6068.

an equal opportunity
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Page 2
Balcron Oil
Balcron Monument Federal 42-6 Well
July 27, 1992

7. Compliance with the requirements of Utah Admin. R. 649-3-20, Gas Flaring
or Venting, if the well is completed for production.

Trash and sanitary waste should be properly contained and transported to
approved disposal locations, not retained in or disposed of in pits on location or
downhole. Prior to the commencement of dril\\ng operations, the operator should consult
the local/county sanitarian and/or the Department of Environmental Quality, Division of
Drinking Water/Sanitation, regarding appropriate disposal of sanitary waste.

This approval shall expire one year after date of issuance unless substantial and
continuous operation is underway or a request for an extension is made prior to the
approval expiration date. The API number assigned to this well is 43-013-31364.

Sincerely,

Associate Director, Oiland Gas

Idc
Enclosures
cc: Bureau of Land Management

J.L. Thompson
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DO G WiA BLM Og m†os¾
Form 3160-3

svBMIT IN ' IJCATE• Form approved.

(November 1983) (Other instructions on Budget Bureau No. 1004-0136

(fomerly 9-331e> UNITED STATES reverse side) Expires August 31, 1985

DEPARTMENT OF THE INTERIOR U. I•EASE DESIGNATION AWD SERMI. NO.

BUREAUOF LAND MANAGEMENT U-020252A

APPLICATION FOR PERMlf TO DRILL,DEEPEN,OR PLUGBACK O.IFINDIAN.ALLOTTERORTSIBENAME

n/a
18. TYPE OF WORK

DRILLEJ DEEPENO PLUG BACKO 7. UNW AOBHMHz NAME

b. TYPE OF WELL
*w'.'r.r. g w^.ir. O .....

LNNOW MSOUTw" O •· -•= ===•= ====

2. NAME 07 ÒPERATOE BðÎCTOn Monument Federal

EQUITABLERESOURCESENERGYCOMPANY M. L
. .

II 9. WELL NO.

a. ano.... or ormastoa 42-6

P.O. Box 21017; Billings, MT59104 zo. rance aan room, 4. wasacar

4. racATrow or waLI. (Report location clearly and in accordance with any 8 uirements.•) ' Monument Butte/Wasatch
At sur£ace

1806' FNL 921' FEL [AUG0 4 1992 "· .hn,"¿.°•,:.':·

At proposed prod. zone
</3-0/ ///g -

SE.NESec. 6, T95, R17E
14. DISTANCE IN MILES AND DIRECTION FROM NEARzsT TOWN OR POST Orr!CE* 12. COUNTY OB PARIBR 13. stadi

10 miles southe&st of Myton, Utah OlLGAS&MINING Duchesne UTAH
10. DraTANem raox raorusso* 18. NO. OF ACBES IN LEASE 17. NO. OF ACRES ABRIONED

LOCATION TO NEAREST TO THIS WELL

PROPERTY 08 LEARE LINE. FT.
(Also to nearest drig. unit line, if any)

18. DISTANCE WROM PROTOstD LOCATION* 19. PROPOSED DEPTH 20. RotAar om CABLE TOOLS

TO NEAREST WELL, DRILLINO, COMPLETED, g

OR APFLIED FOR, ON THIS LEASE, rr. 5,580 Rotary
21. ELEVATIONS (ShOW whether DF, RT. GE, eto.) 22. APPROX. DATE WORK WILL BTART*

GL 5308.6 6 9/1/92
23. . . PROPOSED CASING AND CEMENTING PROGRAM

8355 OF ROLE BIZE OF CASING WEt0HT PER POOT BETTING DEPTH QUANTITT OF CEMENT

12-1/4" 8-5/8" 24# 260 ' 250 sx "G"
7-7/A" 5-1/2" 15.5# 6,6An See EXÑIBIT "b"

EXHIBITSATTACHED

"A" PROPOSEDDRILLINGPROGRAM "F" ARCHEOLOGYREPORT
"B" PROPOSEDSURFACEUSEPROGRAM "G" RIG LAYOUT
"C" GEOLOGICPROGNOSIS "H" BOPE SCHEMATIC
"D" DRILLINGPROGRAM "I" LOCATIONSITE ANDELEVATIONPLAT

"E" EVIDENCEOF BONDCOVERAGE "J" EXISTING ROADS/PLANNEDACCEiŠÚAPŠ A & B)
"K" EXISTING WELLS(MAPC)
"L" DRILL PAD LAYOUT

.SELFCERTIFICATION:I hereby certify that I amauthorized, by proper lease interest owner,to conductthese
operationsassociatedwith the application. Bondcoveragepursuant to 43 CFR3104for lease activities is
being providedby Equitable ResourcesEnergyCompanyas principal and Safeco InsuranceCopanyof Amrica as
surety underBU4BondNo. MT0576 (NationwideOil &GasBond#5547188)vhowill be responsiblefor cœpliance
with all of the termsandconditionsof that portion of the lease associatedwith this apolication.
IN ABOVE SPACE DESCRIBE TROTOBED PROonAM: If proposal is to deepen or plug back, give data on present productive gone and proposed new productive

zone. If proposal is to drill or deepen directionally, gLve pertinent data on subaurface locations and measured and true Vertical depths. Give blowout

preventer progra it any.
"· '

, Coordinator of Environmental

BIGNED
and Regulat0Ty AffaifS DATE

(This space for Federal or State omce use)

PERitiTN¢) appenvar ns•rm

Nÿ ASSISTWDISUCf JUL 2 3 iggg
APPAOVED 87 TITY T DATE

CONDITIONS -APP A .

NOTICEOFAPPROVAL' .. . . , ormenova.AmCHE

,,
TOOPERATOR'SCOPY

" *SeeInstructionrOn Revers.Side
Titt 18 11.8 e Smelten 1001. makes it a crime for anv normon knowintly and willfully to mnke to any department or agency of
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0
Revised November 1990

Date NOS Received: 5/7/92

y=vp
CONDITIONSOF APPROVAL

FOR ¡HE SURFACEUSE PRUGRAMDE THE1FPL¯IJÃTIGHTORWTO BRILL
DMSIONOF

OILGAS&MINING

Company/Operator: EQUITABLERESOURCESENERGYCOMPANY

Well Name & Number: BALCRONMONUMENTFEDERAL#42-6

Lease Number: U-020252A

Location: SENE Sec. 6 T. 9S R. 17E

Surface Ownership: FEDERAL

NOTIFICATION REQUIREMENTS

Location Construction - forty-eight
,(48)

hours prior to construction of
location and access roads.

Location Completion - prior to moving on the drilling rig.

Spud Notice '
- at least twenty-four (24) hours prior to spudding

the well

Casing String and - twenty-four (24) hours prior to running casing and
Cementing cementing all casing strings.

80P and Related - twenty-four (24) hours prior to initiating pressure
Equipment Tests tests.

First Production - within five (5) business days after new well begins
Notice or production resumes after well has been off

production for more than ninety (90) days.

For more specific details on notification requirements, please check the
Conditions of Approval for Notice to Drill and Surface Use
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O O
If a plastic nylon reinforced liner is used, it will be a minimum of 12
mil thickness with sufficient bedding (either straw or dirt) to cover any
rocks. The liner will overlap the pit walls and be covered with dirt
and/or rocks to hold it in place. No trash, scrap pipe, etc., that could
puncture the liner will be disposed of in the pit.

After first production, produced waste water wilT be confined to a lined
pit or storage tank for a period not to exceed ninety (90) days. During
the 90 day period, in accordance with NTL-2B, an application for approval
of a permanent disposal method and location, along with required water
analysis,shall be submitted for the A0's approval. Failure to file an
application within the time allowed will be considered an incident of
noncompliance.

Exhibit L is considered to be .the drill pad layout showing elevations,
orientation, access, etc., and not Exhibit G.

The operator is responsible for informing all persons in the area who are
associated with this project that they will be subject to prosecution for
knowingly disturbing historic or archaeological sites, or for collecting
artifacts. If historic or archaeological materials are uncovered during
construction, the operator is to immediately stop work that might further
disturb such materials, and contact the authorized officer (AO). Within
five working days the A0 will inform the operator as to:

-whether the materials appear eligible for the National Register of
Historic Places;

-the mitigation measures the operator will likely have to undertake
before the site can be used (assuming in situ preservation is not
necessary); and

-a time frame for the A0 to complete an expedited review under 36
CFR 800.11 to confirm, through the State Historic Preservation
Officer, that the findings of the A0 are correct and that mitigation
is appropriate.

If the operator wishes, at any time, to relocate activities to avoid the
expense of mitigation and/or the delays associated with this process, the
A0 will assume responsibility for whatever recordation and stabilization
of the exposed materials may be required. Otherwise, the operator will be
responsible for mitigation costs. The AOwill provide technical and
procedural guidelines for the conduct of mitigation. Upon cerification
from the A0 that required mitigation has been completed, the operator will
then be allowed to resume construction.

The operator will control noxious weeds along rights-of-way for roads,
pipelines, well sites, or other applicable facilities. A list of noxious
weeds may be obtained from the BLMor the appropriate County Extension
Office. On BLMadministered land it is required that a Pesticide Use
Proposal shall be submitted, and given approval, prior to the application
of herbicides or other pesticides or possible hazardous
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Drilling rigs and/or equipment used during drilling operations on this
wellsite will not be stacked or stored on Federal Lands after the conclu-

sion of drilling operations without BLMauthorization. However, if BLM
authorization is obtained, it is only a temporar.y measure to allow time
to tame arrangements for permanent storage on commercial facilities.

A silt catchment dam and basin will be constructed according to BLM
specifications approximately 240' south of the location, where flagged.
A copy of the BLMspecifications are attached.

The operator or his/her contractor shall contact the BLMOffice at
(801) 789-1362 forty-eight (48) hours prior to construction activities.

The BLMOffice shall be notified upon site completion prior to moving
on the drilling rig.
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MINIMUM STANDARDS FOR DAMS IMPOUNDING UNDER 10 AC. FT.

I. Site Location and Design
A. Authorized SLM personnel shall approve site location,

fill material, foundation material, and spillway size

and location.
B. Construction shall be per attached diagram.

II. Borrow Areas
A. Sorrow material shall be taken from within the

reservoir basin below high water line whenever

possible.
B. Vegetation, debris and topsoil shall be removed to a

depth of 12 inches below natural ground line and
deposited as directed.

C. Vegetation, debris and topsoil shall be stockpiled to
be used as cover for borrow areas above the high water

line or spread on downstream side of dam.

D. Sorrow areas above the high water line shall be

contoured to blend into natural ground lines.

III. Core Trench and Dam Foundation
A. A core trench shall be constructed 12 feet wide along

the full length of the dam center line to a minimum

depth of.3 feet or bedrock.

B. Sides of the core trench shall be no steeper than 1:1

slope.

IV. Dam and Core Fill
A. Fill shall be homogeneous material, preferably of high

impervious, compactable soils (such as high clay

content soil free of organic material, sand or rock).

B. Lifts of fill shall not exceed & inches when compacted.

C. Fill shall be built up at a consistent rate the full

length of the dam.
D. Lifts shall be compacted by at least one pass of the

crawler tractor over the entire width of the lift.

E. Downstream side of the dam shall be no steeper than 2:1

slope. Upstream side of the dam shall be no steeper

than 3:1 slope.
F. Top of the dam shall be a minimum of 12 feet wide.

G. Maximum water depth against the dam shall be 10 feet

when constructed with a crawler tractor.

V. Spillway
A. Spillway shall be constructed through natural material.

B. Spillway shall be constructed to divert overflow away

from fill material or natural material that is an

integral part of the dam.

C. Incorporate in-place rock or hauled-in rock in spillway

and at discharge point below spillway to prevent "down

cutting" and "blowout" holes, when possible.

D. Construct spillway so there is a minimum of 3 feet of

freeboard on the
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CONDITIONS OF APPROVAL FOR NOTICE TO DRILOLGAS&MININC

Company Equitable Resources Energy Company Well No. Monument Federal 42-6

Location SENE Section 6, T98, R17E Lease No.U - 020252 - A

Approval of this application does not warrant or certify that the applicant
holds legal or equitable title to those rights in the subject lease which
would entitle the applicant to conduct operations thereon.

All lease and/or unit operations will be conducted in such a manner that
full compliance is made with applicable laws, regulations (43 CFR 3100),
Onshore Oil and Gas Orders, and the approved plan of operations. The
operator is fully responsible for the actions of his subcontractors. A copy
of these conditions will be furnished the field representative to insure
compliance.

Be aware fire restrictions may be in'ežfect when location is being
constructed and/or when well is being drilled. Contact the appropriate
surface Management Agency for information.

A. DRILLING PROGRAM

1. Estimated Depth at Which Oil, Gas, Water, or other Mineral Bearing
Zones are Expected to be Encountered

Report ALL water shows and water-bearing sands to Tim Ingwell of this
office. Copies of State of Utah form OGC-8-X are acceptable. If
noticeable water flows are detected, submit samples to this office
along with any water analyses conducted.

All usable water and prospectively valuable minerals (as described by
BLM at onsite) encountered during drilling, will be recorded by depth
and adequately protected. All oil and gas shows will be tested to
determine commercial potential.

2. Pressure Control Equipment

The BOP and related equipment shall meet the minimum requirements of
Onshore Oil and Gas Order No. 2 for equipment and testing
requirements, procedures, etc., for a 2M system and individual
components shall be operable as designed. As per Equitable
Resources Energy Company, a double ram BOP stack will be used instead
of the annular preventer as identified in the BOP diagram. Chart
recorders shall be used for all pressure tests.

Test charts, with individual test results identified, shall be
maintained on location while drilling and shall be made available to
a BLM representative upon

AUG0 4 1992
DMSIONOF

CONDITIONS OF APPROVAL FOR NOTICE TO DRILOLGAS&MININC

Company Equitable Resources Energy Company Well No. Monument Federal 42-6

Location SENE Section 6, T98, R17E Lease No.U - 020252 - A

Approval of this application does not warrant or certify that the applicant
holds legal or equitable title to those rights in the subject lease which
would entitle the applicant to conduct operations thereon.

All lease and/or unit operations will be conducted in such a manner that
full compliance is made with applicable laws, regulations (43 CFR 3100),
Onshore Oil and Gas Orders, and the approved plan of operations. The
operator is fully responsible for the actions of his subcontractors. A copy
of these conditions will be furnished the field representative to insure
compliance.

Be aware fire restrictions may be in'ežfect when location is being
constructed and/or when well is being drilled. Contact the appropriate
surface Management Agency for information.

A. DRILLING PROGRAM

1. Estimated Depth at Which Oil, Gas, Water, or other Mineral Bearing
Zones are Expected to be Encountered

Report ALL water shows and water-bearing sands to Tim Ingwell of this
office. Copies of State of Utah form OGC-8-X are acceptable. If
noticeable water flows are detected, submit samples to this office
along with any water analyses conducted.

All usable water and prospectively valuable minerals (as described by
BLM at onsite) encountered during drilling, will be recorded by depth
and adequately protected. All oil and gas shows will be tested to
determine commercial potential.

2. Pressure Control Equipment

The BOP and related equipment shall meet the minimum requirements of
Onshore Oil and Gas Order No. 2 for equipment and testing
requirements, procedures, etc., for a 2M system and individual
components shall be operable as designed. As per Equitable
Resources Energy Company, a double ram BOP stack will be used instead
of the annular preventer as identified in the BOP diagram. Chart
recorders shall be used for all pressure tests.

Test charts, with individual test results identified, shall be
maintained on location while drilling and shall be made available to
a BLM representative upon



O O

The Vernal District Office shall be notified, at least 24 hours prior
to initiating the pressure tests, in order to have a BLM
representative on location during pressure testing.

3. Casing Program and Auxiliary Equipment

Surface casing shall have centralizers on.the bottom three joints,
with a minimum of one centralizer per joint.

As a minimum, the usable water and oil shale resources shall be
isolated and/or protected by having a cement top for the production
casing at least 200 ft. above the top of the Mahogany oil shale,
identified at + 2,980 ft. If gilsonite is encountered while drilling,
it shall be isolated and/or protected via the cementing program.

The Vernal District Office shall be notified at least 24 hours prior
to the running and cementing of all casing strings, in order to have
a BLM representative on location while running and cementing all
casing strings.

4. Mud Program and circulating Medium

Hazardous substances specifically listed by the EPA as a hazardous
waste or demonstrating a characteristic of a hazardous waste will not
be used in drilling, testing, or completion operations.

No chromate additives will be used in the mud system on Federal and
Indian lands without prior BLM approval to ensure adequate protection
of fresh water aquifers.

5. Coring, Loqqing and Testing Program

Daily drilling and completion progress reports shall be submitted to
this office on a weekly basis.

All Drill Stem tests (DST) shall be accomplished during daylight
hours, unless specific approval to start during other hours is
obtained from the AO. However, DSTs may be allowed to continue at
night if the test was initiated during daylight hours and the rate of
flow is stabilized and if adequate lighting is available (i.e.,
lighting which is adequate for visibility and vaporproof for safe
operations). Packers can be released, but tripping should not begin
before daylight unless prior approval is obtained from the AO.

A cement bond log (CBL) shall be utilized to determine the t_ E of
cement (TOC) and bond quality for the production
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Whether the well is completed as a dry hole or as a producer, "Well
Completion and Recompletion Report and Log" (Form 3160-4) will be
submitted not later than 30 days after completion of the well or
after completion of operations being performed, in accordance with 43
CFR 3164. Two copies of all logs, core descriptions, core analyses,
well-test data, geologic summaries, sample description, and all other
surveys or data obtained and compiled during the drilling, workover,
and/or completion operations, will be filed with Form 3160-4.
Samples (cuttings, fluids, and/or gases) will be submitted when
requested by the AO.

6. Notifications of Operations

No location will be constructed or moved, no well will be plugged,
and no drilling or workover equipment will be removed from a well to
be placed in a suspended status without prior approval of the AO. If
operations are to be suspended, prior approval of the AO will be
obtained and notification given before resumption of operations.

The Vernal District Office shall be notified, during regular work
hours (7:45 a.m.-4:30 p.m., Monday through Friday except holidays),
at least 24 hours prior to spudding the well.

Operator shall report production data to MMS pursuant to 30 CFR 216.5
using form MMS/3160.

Immediate Report: Spills, blowouts, fires, leaks, accidents, or any
other unusual occurrences shall be promptly reported in accordance
with the requirements of NTL-3A or its revision.

If a replacement rig is contemplated for completion operations, a
"Sundry Notice" (Form 3160-5) to that effect will be filed, for prior
approval of the AO, and all conditions of this approved plan are
applicable during all operations conducted with the replacement rig.

The date on which production is commenced or resumed will be
construed for oil wells as the date on which liquid hydrocarbons are
first sold or shipped from a temporary storage facility, such as a
test tank, and for which a run ticket is required to be generated or,
the date on which liquid hydrocarbons are first produced into a
permanent storage facility, whichever first occurs; and, for gas
wells as the date on which associated liquid hydrocarbons are first
sold or shipped from a temporary storage facility, such as a test
tank, and for which a run ticket is required to be generated or, the
date on which gas is first measured through permanent metering
facilities, whichever first occurs.

Should the well be successfully completed for production, the AO will
be notified when the well is placed in a producing status. Such
notification will be sent by telegram or other written communication,
not later than five (5) days following the date on which the well is
placed on
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Gas produced from this well may not be vented or flared beyond an
initial authorized test period of 30 days or 50 MMcF following its
completion, whichever occurs first, without the prior written
approval of the Authorized Officer. Should gas be vented or flared
without approval beyond the authorized test period, the operator may
be directed to shut-in the well until the gas can be captured or
approval to continue venting or flaring as uneconomic is granted and
the operator shall be required to compensate the lessor for that
portion of the gas vented or flared without approval which is
determined to have been avoidably lost.

A schematic facilities diagram as required by 43 CFR 3162.7-2,
3162.7-3, and 3162.7-4 shall be submitted to the appropriate District
Office within thirty (30) days of installation or first production,
whichever occurs first. All site security regulations as specified
in Onshore Oil & Gas Order No. 3 shall be adhered to. All product
lines entering and leaving hydrocarbon storage tanks will be
effectively sealed in accordance with 43 CFR 3162.7-4.

No well abandonment operations will be commenced without the prior
approval of the AO. In the case of newly drilled dry holes or
failures, and in emergency situations, oral approval will be obtained
from the AO. A "Subsequent Report of Abandonment" Form 3160-5, will
be filed with the AO within thirty (30) days following completion of
the well for abandonment. This report will indicate where plugs were
placed and the current status of surface restoration. Final
abandonment will not be approved until the surface reclamation work
required by the approved APD or approved abandonment notice has been
completed to the satisfaction of the AO or his representative, or the
appropriate Surface Managing Agency.

7. Other Information .

All loading lines will be placed inside the berm surrounding the tank
battery.

All off-lease storage, off-lease measurement, or commingling onlease
or off-lease will have prior written approval from the AO.

Gas meter runs for each well will be located within 500 feet of the
wellhead. The gas flowline will be buried or anchored down from the
wellhead to the meter and within.500 feet downstream of the meter run
or.any production facilities. Meter runs will be housed and/or
fenced.
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The oil and gas measurement facilities will be installed on the well
location. The oil and gas meters will be calibrated in place prior
to any deliveries. Tests for meter accuracy will be conducted
monthly for the first three months on new meter installations and at
least quarterly thereafter. The Ao will be provided with a date and
time for the initial meter calibration and all future meter proving
schedules. A copy of the meter calibration reports will be submitted
to the Vernal District Office. All meter measurement facilities will
conform with Onshore oil & Gas order No. 4 for liquid hydrocarbons
and Onshore Oil & Gas order No. 5 for natural gas measurement.

The use of materials under BLM jurisdiction will conform to 43 CFR
3610.2-3.

There will be no deviation from the proposed drilling and/or workover
program without prior approval from the AO. Safe drilling and
operating practices must be observed. All wells, whether drilling,
producing, suspended, or abandoned will be identified in accordance
with 43 CFR 3162.

"Sundry Notice and Report on Wells" (Form 3160-5) will be filed for
approval for all changes of plans and other operations in accordance
with 43 CFR 3162.3-2.

Section 102(b)(3) of the Federal Oil and Gas Royalty Management Act
of 1982, as implemented by the applicable provisions of the operating
regulations at Title 43 CFR 3162.4-1(c), requires that "not later
than the 5th business day after any well begins production on which
royalty is due anywhere on a lease site or allocated to a lease site,
or resumes production in the case of a well which has been off
production for more than 90 days, the operator shall notify the
authorized officer by letter or sundry notice, Form 3160-5, or orally
to be followed by a letter or sundry notice, of the date on which
such production has begun or resumed."

If you fail to comply with this requirement in the manner and time
allowed, you shall be liable for a civil penalty of up to $10,000 per
violation for each day such violation continues, not to exceed a
maximum of 20 days. see Section 109(c)(3) of the Federal Oil and Gas
Royalty Management Act of 1982 and the implementing regulations at
Title 43 CFR 3162.4-1(b)(5)(ii).

APD approval is valid for a period of one (1) year from the signature
date. An extension period may be granted, if requested, prior to the
expiration of the original approval
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program without prior approval from the AO. Safe drilling and
operating practices must be observed. All wells, whether drilling,
producing, suspended, or abandoned will be identified in accordance
with 43 CFR 3162.

"Sundry Notice and Report on Wells" (Form 3160-5) will be filed for
approval for all changes of plans and other operations in accordance
with 43 CFR 3162.3-2.

Section 102(b)(3) of the Federal Oil and Gas Royalty Management Act
of 1982, as implemented by the applicable provisions of the operating
regulations at Title 43 CFR 3162.4-1(c), requires that "not later
than the 5th business day after any well begins production on which
royalty is due anywhere on a lease site or allocated to a lease site,
or resumes production in the case of a well which has been off
production for more than 90 days, the operator shall notify the
authorized officer by letter or sundry notice, Form 3160-5, or orally
to be followed by a letter or sundry notice, of the date on which
such production has begun or resumed."

If you fail to comply with this requirement in the manner and time
allowed, you shall be liable for a civil penalty of up to $10,000 per
violation for each day such violation continues, not to exceed a
maximum of 20 days. see Section 109(c)(3) of the Federal Oil and Gas
Royalty Management Act of 1982 and the implementing regulations at
Title 43 CFR 3162.4-1(b)(5)(ii).

APD approval is valid for a period of one (1) year from the signature
date. An extension period may be granted, if requested, prior to the
expiration of the original approval
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In the event after-hours approvals are necessary, please contact one
of the following individuals:

Gerald E. Kenczka (801) 781-1190
Petroleum. Engineer

Ed Forsman (801) 789-7077
Petroleum Engineer

BLM FAX Machine (801)
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EPA'S LIST OF NONEXEMPT EXPLORATION AND PRODUCTION WASTES

While the following wastes are nonexempt, they are not necessarily
hazardous.

Upused fracturing fluids or acids

Gas plant cooling tower cleaning wastes

Painting wastes

Oil and gas service company wastes, such as empty drums, drum
rinsate, vacuum truck rinsate, sandblast media, painting wastes,
spend solvents, spilled chemicals, and waste acids

Vacuum truck and drum rinsate from trucks and drums, transporting
or containing nonexempt waste

Refinery wastes

Liquid and solid wastes generated by crude oil and tank bottom
reclaimers.

Used equipment lubrication oils

Waste compressor oil, filters, and blowdown

Used hydraulic fluids

Waste solvents

Waste in transportation pipeline-related pits

Caustic or acid cleaners

Boiler cleaning wastes

Boiler refractory bricks

Incinerator ash

Laboratory wastes

Sanitary wastes

Pesticide wastes

Radioactive tracer wastes

Drums, insulation and miscellaneous
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SPECIAL STATUS PLANT SPECIES REPORT

Proposed Project: Balcron Oil Division - Wells 11-6, 24-6, and 42-6
and 33-6

Proposed Location: All locations within Township 9 South, Range 17 East,
SLB&M, section 6

Brief Description of Proposed Project: Balcron Oil Division of Equitable Resources
Energy Co., proposes to drill four oil wells in the Monument Butte Field. For the most
part, access will be along existing roads and/or trails. However new access would be
needed for each location:

Well 11-6
.15 mile

Well 24-6
.40 mile

Well 33-6
.25 mile

Well 42-6
.20 mile

Total New Access: 1.00 mile

Setting: All proposed well would be located approximately 2 miles west of the Castle
Peak topographic feature on Pariette Bench in the Monument Butte Field. Two of the
wells (24- and 33-6) would be located in the immediate floodplain of Castle Peak
Draw. Proposed well locations 11- and 42-6 would be located on the benches or
gently rolling hills immediately north of Castle Peak Draw. Existing native vegetation
for these locations is sparse associated with a mixed desert shrub, i.e., saltbush,
horsebrush, budsage, spiny hopsage, galletta grass. Soil textures range from shaley
shallow loam (well 24- and 42-6) to sand and sandy loams (11- and 33-6).
Information provided by Balcron assigns Uinta Formation for the geologic
classification.

Methodology of Exam: Existing resource area data files covering special status plant
species covering the proposed well locations were reviewed for possible SSPS habitat.
No such habitat was identified as occurring within the proposed well sites and access
roads or their vicinities. No field exam was deemed necessary, based on the review
of this data.

Follow-up Action and/or Recommendation: Based on the existing resource area files
and personal knowledge of the area, it is my opinion a no affect situation exists and
that the proposed projects, as shown on the attached maps, is cleared from a special
status plant species perspective.

Date ean Nitschke-Sinclear, District T8tE Plant
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ARCHEOLOGICAL- ENVIRONMENTAL
RESEARCHCORPORATION

P. O. Box 853 Bountiful, Utah 84011-0853
Tel: (801) 292-7061, 292-9668

May 26, 1992

Subject: CULTURAL RESOURCE EVALUATIONS OF FOUR PROPOSED
WELL LOCATIONS IN THE CASTLE PEAK DRAW LOCALITY
OF DUCHESNE COUNTY, UTAH

Project: BALCRON OIL CO. -- 1992 Development
Program for Units 11-6, 24-6, 33-6, and 42-6

Project No.: BLCR-92-2

Permit No.: Dept. of Interior -- UT-92-54937

Utah State Project No.: UT-92-AF- 228 b

To: Hs. Bobbie Schuman, Balcron Oil Co., P.O. Box 21017,
Billings Montana 59104

Mr. David Little, District Manager, Bureau of Land
Management, 170 South 500 East, Vernal, Utah 84078

Info: .Antiquities Section, Division of State History, 300 Rio
Grande, Salt Lake City, Utah 84101
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ABSTRACT

Intensive cultural resource evaluations have been conducted
for Balcron Oil -Company on the proposed Federal Well locations 11-
6, 24-6, 33-6, and 42-6 in the Castle Peak Draw locality of
Duchesne County, Utah. This series of well locations involved 10
acre survey areas. Access route corridors were also evaluated
measuring ca. 30 meters in width for a total of ca. .87 mile in
length. Thus, ca. 50.5 acres of public lands in the locality were
examined by R. Beaty of AERC on May 21 and 22, 1992.

One significant cultural resource activity locus was
identified and recorded during the examination. This site has been
designated as 42DC 732 (AERC 1324B/1) and consists of an open
occupation which can be avoided by realigning the access route into
Unit 11-6.

One non-diagnostic isolated biface fragment of Tiger Chert was
observed in the vicinity of Unit.24-6 but not colieoted.

The variety of known sites in Section 6 including 42DC 349,
42DC 350, 42DC 351, 42DC 352, AND 42DC 353 will be avoided by the
proposed developments. No previously recorded significant or
National Register eligible cultural _resources will be adversely
affected by the proposed developments.

AERC recommends cultural resource clearance with the
stipulation that the access route into Unit 11-6 should be moved to
the south in order to avoid any disturbance to Site 42DC 732.
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GENERAL INFORMATION

On May 21 and 22, 1992, AERC archaeologist Richard Beaty, M.A.
conducted intensive cultural resource evaluations for Balcron Oil
Company of Billings, Montana. These examinations involved four
proposed well units (Federal Units 11-6, 24-6, 33-6, and 42-6) in

the Castle Peak Draw locality of Duchesne County, Utah (see Map).

This project is situated on federal lands administered by the
Split Mountain .Resource Area of the Vernal District of the Bureau
of Land Management.

The purpose of the field study and this report is to identify

and document cultural site presence and .assess National Register
significance relative to established criteria (cf., 36 CFR 60.6).
Federal regulations require archeological assessments of

potentially endangered cultural resources in order to identify and

preserve significant artifacts and cultural material, strata,

features, or monuments that are susceptible to disturbance being

situated in the immediate development zone. These excavations and

site assessments were conducted in compliance with the Antiquities

Act of 1906; the Historic Sites Act of 1935; Section 106 of the
National Historic Preservation Act of 1966, as amended; the
National Environmental Policy Act of 1969; the Federal Land Policy

and Management_Act of 1979; the Archaeologidal Resources Protection
Act of 1979; the Native American Religious Freedom Act of 1978; the
Historic Preservation Act of 1980; and Executive Order 11593.

Proiect Location

Unit 11-6: This location is in the NW 1/4 of the NW 1/4 of

Section 6 of Township 9 South, Range 17 East. The location is

associated with an 800' access route leading from the existing

roadway to the east of the location.

Unit 24-6: This location is in the SE 1/4 of the SW 1/4 of
Section 6 of Township 9 South, Range 17 East. The location is

associated with a 2100'access route that approaches from the north

as shown on the map.

Unit 29-6: This location is in the NW 1/4 of the SE 1/4 of

Section 6 of Township 9 South, Range 17 East. The location is

associated with a short access route (800') that approaches from an

existing well location to the east.

Uni.t 6: This location is in the SE 1/4 of the NE 1/4 of

Section 6 of Township 9 South, Range 17 East. The location is

associated with a 900' access route that approaches from an

existing well location to the west of Unit 42-6.
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Environmental.Dascri.otion

The project area is situated within the 5250 to 5400 foot
elevation zone above sea level. Open rangeland and shallow
canyon/arroyo terrain surfaces are associated with all these
locations.

The vegetation in the project area includes Chrysothamnus

anna, Echedra viridis, Atrinlex.canescens, Artemesia trident.a.ta,
Oountia volvacan.tha, Sarcobatus vermiculatus, and Bromus tectorum.

The geological associations within the project area consist of
fluvial lake deposits which correlate with the Uinta Formation
which is of Tertiary age.

PREVIOUS RESEARCH IN THE LOCALITY

Fil.e .ß.ear.ch

Records searches of the site files and maps at the Antiquities

Section of the State Historio Preservation Office in Salt Lake City

were conducted on May 26, 1992. A similar search was conducted in

the Vernal District Office of the BLM on May 20. The National
Register of Historic Places has been consulted an.d no registered
historic or prehistoric properties will be affected by the proposed
developments.

A few known cultural sites are situated in the Castle Peak

Draw locality. Most of these prehistoric resources including Sites

42DC 349, 42DC 350, 42DC 351, 42DC 352, and 42DC 353 were

identified and recorded during various archaeological inventcries

conducted by AERC in 1981 (Hauck 1981).

Prehistorv and.H.istorv of.tbe Cultural Berion

Currently available information indicates that the Northern

Colorado Plateau Cultural Region has been occupied by a variety of
cultures beginning perhaps as early as 10,000 B.C. These cultures,
as identified by their material remains, demonstrate a cultural

developmental process that begins with the earliest identified
Paleoindian peoples (10,000 - 7,000 B.C.) and extends through the
Archaic (ca. 7,000 B.C. - A.D. 300), and Formative (ca. A.D. 400 -

1100 ) Stages, and the Late Prehistoric-Protohistoric periods (ca.

A.D. 1200 - 1850) to conclude in the Historic-Modern period which

was initiated with the incursion of the Euro-American trappers,
explorers, and settlers. Basically, each cultural stage - with the
exception of the Late Prehistoric hunting and gathering Shoshonean

bands - features a more complex life-way and social order than
occurred during the earlier stage of development (Hauck 1991:53).
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For a more comprehensive treatment of the prehistory and history of
this region see Archaeolarical .Evaluations in the Northern Colop.ado
Platpau Cultural .Area (Hauck 1991).

Previous archaeological evaluations in the general project
area have resulted in the identification and recording of a variety
of cultural resource sites having eligibility for potential
nomination to the National Register of Historic Places (NRHP). The
majority of these sites are lithic scatters including Sites 42DC
349, 42DC 350, and 42DC 353. Open occupations have also been
identified in this locality (42DC 352). Site 42DC 351 is a rock
shelter. Site 42DC 353 apparently has a Paleoindian component
based on the recovery of a Folsom point from that site. Sites in
this locality generally appear to have been occupied during the
Archaic Stage and the Late Prehistoric Period (Numa) with
occasional indications of Paleoindian activity based on the
recovery of isolated Folsom and Plano style projectile points.

The site density of this locality appears to range from six to
above ten sites per square mile which is a moderate to high density
for this region (see Hauck 1991:45-54 for comparable site density
associations in other localities on the Northern Colorado Plateau).

FIELD EVALUATIONS

MethodolozY

Intensive evaluations consisted of the archaeologist walking
10 to 20 meter wide transects within the well location areas and

alon'g the proposed access corridors. This series of well locations
involved 10 acre survey areas. Access route corridors were
evaluated measuring ca. 30 meters in width for a total of ca. .87

mile in length. Thus, ca. acres of public lands in the
locality were examined by R. Beaty of AERC on May 21 and 22, 1992.

Observation of cultural materials results in intensive
examinations to determine the nature of the resource (isolate or
activity locus). The analysis of each specific cultural site
involves its subsequently being sketched, photographed, and
appropriately recorded on standard IMACS forms. The determination
of site significance is also established during the examination and
evaluation of the cultural resources.
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of site significance is also established during the examination and
evaluation of the cultural resources.
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ßite .Significanne Criteria

Prehistoric and historic cultural sites which can be
considered as eligible for nomination to the National Register of
Historic Places have been outlined as follows in the National
Register's Criteria for Evaluation as established in Title 36 CFR
60.6:

The quality of significance in American ...

archaeology ... and culture is present in ... sites ...

that possess integrity of location, design, setting,
materials, workmanship, feeling, and association and:

a. That are associated with events that have made a
significant contribution to the broad patterns of our
history; or

b. that are associated. with the lives of persons
significant in our past; or

o. that embody the distinctive characteristics of a type,
period, or method of construction ... ; or

d. that have yielded, or may be likely to yield,
information important in prehistory or history.

In addition to satisfying one or more of these general
conditions, a significant cultural resource site in Utah will
generally be considered as being eligible for inclusion in the
National Register if it should advance our current state of

knowledge relating to chronology, cultural relationships, origins,
and cultural life ways of prehistoric or historic groups in the
area.

In a final review of any site's cultural significance, the
site must possess integrity and at least one of the above criteria
to be considered eligible for nomination to the National Record of

Historic Places.

Results o.f the Inventory

One newly identified prehistoric cultural resource activity
loci was observed and recorded during these archaeological

evaluations. This site has been designated as 42DC 732 (AERC
13248/1) and consists of an extensive lithic scatter and open

occupation containing several deflated hearths. The site le ca. 30
x 40 meters in size and contains a variety of lithic material with
the siltstone from the Parachute Creek Member of the Green River
Formation being most dominant on the site. The site offers.two
separate units in association with an ephemeral drainage channel
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and a low stabilized dune complex. Several scrapers were observed
on the site as was a ground stone tool. No artifacts were
collected from this site.

Site 42DC 732 meets the requirements of criterion d of Title
36 CFR 60.6 in that it contains the potential for providing
pertinent information and materials relative to the prehistory of
the locality and region. In addition, this site has contextual
integrity.

The original access route into Unit 11-6 passes along the
southern periphery of this site (see Map). In order to avoid any
disturbance to this significant resource, AERC recommends that a
new access road be planned that will be ca. 100 to 200 feet to the
south of the original access route as shown on Map.

No previously recorded cultural sites will be adversely
affected by the proposed developments.

One isolated artifact was observed during the evaluations.
This artifact consists of a biface fragment of Tiger Chert that was

observed in the vicinity of Unit 24-6. This isolate was not
collected.
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CONCLUSION AND RECOMMENDATIONS:

AERC recommends that a cultural resource clearance be granted
to Baloron Oil Company relative to the development of the proposed
units as noted above based upon adherence to the following
stipulations:

1. In order to avoid any disturbance to Site 42DC 732, AERC
recommends that a new access road into Unit 11-6 be developed that
will pass ca. 100 to 200 feet to the south of the original access
route as shown on Map.

2. All vehicular traffic, personnel movement, construction
and restoration operations should be confined to the flagged areas
and corridors examined as referenced in this report, and to the
existing roadways and/or evaluated access routes.

3. All personnel should refrain from collecting artifacts and

from disturbing any significant cultural resources in the area.

4. The authorized official should be consulted should

cultural remains. from subsurface deposits be exposed during
construction work or if the need arises to relocate or otherwise

alter the location of the exploration area.

F. Richard Hauck, Ph.D.
President and Principal
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11. continued.:

open occupation and lithic scatter that is adjacent to the original acce
route into Unit 11-6. The access route was subsequently moved in order
avoid any disturbance to this significant resource.

16.. .co.nti.nued:

1.- All vehicular traffic, personnel movement, construction and restorat;

operations should be confined to the corridors examined as referenced in t:
report, and to the existing roadways and/or evaluated access routes.

2. All personnel should refrain from collecting artifacts and from disturb:

any significant cultural resources in the area.

3. The authorized official should be consulted should cultural remains f

subsurface deposits be exposed during construction work or if the need arises

relocate or otherwise alter the location of the exploration area.

4. The original access route into Unit 11-6 should be shifted to the so

into the corridor shown on map in order to avoid Site 42DC
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BALCRONOIL
A Division of
Equitable Resources Energy Cornpany

P.O. Box 21017
1601 Lewis Avenue Building
Billings, Montana 59104
(406) 259-7860

October 14, 1992 -Oli 1 6 1992

State of Utah
Division of Oil, Gas & Mining
355 West North Temple
Salt Lake City, UT 84180

Gentlemen:

RE: Balcron Monument Federal #42-6
SE NE Section 6, T9S, R17E
Duchesne County, Utah

Enclosed is our sundry notice reporting spud of the
referenced well. Also enclosed is our Entity Action
Form.

Bobbie Schuman
Coordinator of Operations,

Environmental and Regulatory Affairs

/rs
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Form 3160-5 UNITED STATES FORM APPROVED
(June 1990) DEPARTMENT OF THE INTERIOR ""

p'ire :

aNo 10 135

BUREAU OF LAND MANAGEMENT 5. Lease Designation and Serial No.

SUNDRY NOTICES AND REPORTS ON WELLS f nd n A trecorTribcName
Do not use this form for proposals to drill or to deepen or reentry to a different reservoir.

Use "APPLICATION FOR PERMIT-" for such proposals n/a
7. If Unit or CA, Agreement Desi8nation

n/a
11 Wu other 8. Well Nameand No.

. 2. Name of Operator DûlCr00 MODIrent Fcd. #42-6

EqUITABLERESOURCESENERGYCOMPANY 9. AP1WellNo.

3, Address and Telephone No. 43 -013 31364

P.O. Box 21017; Billings, MT 59104 (406) 259-7860 10.FieldandPool,orExploratoryArca

4. Location of Well (Footage. Sec., T., R., M., or Survey Description) M0nument Butte/Green River
SE NE Section 6, T9S, R17E 11. County or Parish, State

1806' FNL, 921' FEL Duchesne County, UTAH
12. CHECK APPROPRIATE BOX(s) TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION
,

O Nodce of Intent Abandonment Change of Plans

O Recompledon New Congruction

Subsequent Report Plugging Back Non-Routine Fracturing

Casing Repair Water Shut-Off

O Final Abandonment Notice Ahering Cuin Conversion to Injecdon

Other Spir'd of wel l oisposewater
(Note: Reportresultsof multiplccomplctiononWell
Compiciion or Recompletion Report and Log form.)

13. Describe Proposed or Completed Operations (Clearly state a I pertinent details, and give pertinent dates, including estimated date of starting any proposed work, If well is directionally drilled,
give subsurface locations and measured and true vertical depths for all markers and zones pertinent to this work.)*

This well was spud at 9 a.m. 10/13/92 by Parker Air Drilling.

OO 6 1992

14. I hen C d r of Env nmental
oate /

(This space for Federal or State office use)

Approved by Titic Date
Conditions of approval, if any:

Title 18 U.S.C. Section 1001, makes it a crime for any person knowingly and willfully to make to any department or agency of the United States any false, fictitious or fraudulent statements
or representations as to any matter within its jurisdiction.

*See Instruction on Reverse

9 e
Form 3160-5 UNITED STATES FORM APPROVED

(June 1990) DEPARTMENT OF THE INTERIOR ""
p'ire :

aNo 10 135

BUREAU OF LAND MANAGEMENT 5. Lease Designation and Serial No.

SUNDRY NOTICES AND REPORTS ON WELLS f nd n A trecorTribcName
Do not use this form for proposals to drill or to deepen or reentry to a different reservoir.

Use "APPLICATION FOR PERMIT-" for such proposals n/a
7. If Unit or CA, Agreement Desi8nation

n/a
11 Wu other 8. Well Nameand No.

. 2. Name of Operator DûlCr00 MODIrent Fcd. #42-6

EqUITABLERESOURCESENERGYCOMPANY 9. AP1WellNo.

3, Address and Telephone No. 43 -013 31364

P.O. Box 21017; Billings, MT 59104 (406) 259-7860 10.FieldandPool,orExploratoryArca

4. Location of Well (Footage. Sec., T., R., M., or Survey Description) M0nument Butte/Green River
SE NE Section 6, T9S, R17E 11. County or Parish, State

1806' FNL, 921' FEL Duchesne County, UTAH
12. CHECK APPROPRIATE BOX(s) TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION
,

O Nodce of Intent Abandonment Change of Plans

O Recompledon New Congruction

Subsequent Report Plugging Back Non-Routine Fracturing

Casing Repair Water Shut-Off

O Final Abandonment Notice Ahering Cuin Conversion to Injecdon

Other Spir'd of wel l oisposewater
(Note: Reportresultsof multiplccompletiononWell
Compiciion or Recompletion Report and Log form.)

13. Describe Proposed or Completed Operations (Clearly state a I pertinent details, and give pertinent dates, including estimated date of starting any proposed work, If well is directionally drilled,
give subsurface locations and measured and true vertical depths for all markers and zones pertinent to this work.)*

This well was spud at 9 a.m. 10/13/92 by Parker Air Drilling.

OO 6 1992

14. I hen C d r of Env nmental
oate /

(This space for Federal or State office use)

Approved by Titic Date
Conditions of approval, if any:

Title 18 U.S.C. Section 1001, makes it a crime for any person knowingly and willfully to make to any department or agency of the United States any false, fictitious or fraudulent statements
or representations as to any matter within its jurisdiction.

*See Instruction on Reverse



e o
a BALCRONOlL

A Division of
Equitable Resources Energy Company

P.O. Box 21017
1601 Lewis Avenue Building
Billings, Montana 59104
(406) 259-7860

August 13, 1992

State of Utah
Division of Oil, Gas & Mining
355 West North Temple
Salt Lake City, UT 84180

Gentlemen:

RE: Balcron Coyote Federal #42-6
SE NE Section 6, TSS, R25E
Uintah County, Utah

Enclosed are a Notice of Intent to Abandon and a
Subsequent Report of Abandonment for the referenced well.

Bobbie Schuman
Coordinator of Operations,

Environmental and Regulatory Affairs

/rs

Enclosures
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DIVISION OF OIL, GAS AND MINING

SPUDDING INFORMATION

NAME OF COMPANY: BALCRON 43-013-31364

WELL NAME: MONUMENT FEDERAL 42-6

Section 6 Township 9S Range 17E County DUCHESNE

Drilling Contractor MOLEN

Rig # 1

SPUDDED: Date 10/13/92

Time 9:00 AM

How DRY HOLE

Drilling will commence

Reported by BOBBIE SCHUMAN

Telephone #

Date 10/14/92 SIGNED
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L, GAS MQ MIN.IÑG OPERATon BALC.RONOIL OPERATORACCT. NO. H 9690
P.O. Box 21017 .

ENTITY ACTION FORH- FORH 6 ADDRESS '
Billings, MT 59104 -

ACTION CURRENT NEW API NUNDER WELLNAME WFII I OCATTON SPUD EFFECTIVE
CODE ENTITY NO. ENTITY NO. QQ SC TP RG COUNTY DATE DATE

A 3 43-013-31364 Balcron Monument Federal #42-6 SE NE 6 9S 17E Duchesne 10/13/92 10/13/92
WELL1 COHHENTS: EJá «ÁQlo-zMz.

Spud of new well

«Et 2 COMMENTS: «

WELL3 COMMENTS:

ELL 4 COMMENTS:

O
WELL5 COMMENTS:

ACTION CODES (See instructions on back of form)
A - Establish new entity for new well (single well only)
B - Add new well to existing entity (group or unit well) · X nna*

C - Re-assign well from one existing entity to another existing entity Cðord¾$tor of Environmental
D - Re-assign well from one existing entity to a new entity and Regulatory Affairs N-/fŸ

i E - Other (explain in comments section) Title Date

NOTE: Use COHMENTsection to explain why each Action Code was selected. DMSiONOF Phone Ho. ( 406) 259-7860

(3/89) .

- gi ggg g
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STATE OF UTAH
DIVISION OF OIL, GAS AND MINING

DRILLING INSPECTION FORM

COMPANY: BALCRON COMPANY REP: AL PLUNKETT

WELL NAME:MONUMENT FEDERAL 42-6 API NO: 43-013-31364

QTR/QTR: SE NE SECTION: 6 TWP: 9 S RANGE: 17E

CONTRACTOR: MOLEN RIG NUMBER: 1

INSPECTOR: HEBERTSON TIME: 10:30 AM DATE: 10/22/92

OPERATIONS: MOVE IN AND RIG UP DEPTH:

SPUD DATE: DRY: 10/13/92 ROTARY: 10/23/92 T.D.: DEPTH:

WELL SIGN: Y SANITATION: Y BOPE: BLOOIE LINE:

H2S POTENTIAL: ENVIRONMENTAL: Y FLARE PIT: Y

RESERVE PIT: Y FENCED: Y LINED: Y PLASTIC: Y

RUBBER: BENTONITE: OTHER: MUD WEIGHT LBS/GAL

BOPE TEST RECORDED IN THE RIG DAILY TOUR BOOK:

BOPE TRAINING RECORDED IN THE RIG DAILY TOUR BOOK:

LEGEND: (Y)=YES (U)=UNKNOWN (NA)=NOT APPLICABLE
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RESERVE PIT: Y FENCED: Y LINED: Y PLASTIC: Y

RUBBER: BENTONITE: OTHER: MUD WEIGHT LBS/GAL

BOPE TEST RECORDED IN THE RIG DAILY TOUR BOOK:

BOPE TRAINING RECORDED IN THE RIG DAILY TOUR BOOK:

LEGEND: (Y)=YES (U)=UNKNOWN (NA)=NOT APPLICABLE



9-94_TRU,9:01 FÑ$0,1406 1
.
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DATLY OPERATING REPOR'‡

BALORON 49NUMENT #42-6
Location: BE NE Section 6, T98, RI7E
Duchesne county, Utah ---TIGHT HOLE---
1980' FNL 660' FEL
PTD: 6,200' Formation: Top of Wasatch
Green River Prospect
Elevations: $308.6' GL
Contractor: Nolen Drilling Rig #1

TM brand fax transmittalmemo 7671 #af pages >

Operator: Ba1eron Oil Ai S-

Fax N Fax
10-14-92 TD: 190' (190') Day 1

Formation: Duchesne
Present Operation: Drilling surface.
MI Parker Air Drill. Spud 8-3/4" pilot hole O 9 a.m. 10-
13-92. Drill to 190'. SDFN.

10-23-92 TD: 272' (0') Day 1
MW f/w
Move in drilling rig & rig up. Had to get jack-hammer
out to dig collar around surface pipe. Weld on head.
NU, test BOP & manifold to 2000#. Test oog to 1500# -

OK. PU drill collars. Drill cmt.
DC: $3,568 CC: $30,127

10-24-92 TD: 1,355' (1,083') Day 2
Formation: Duchesne
MW 8.4 VIS 26 pH 9.2
Present Operation: Drilling
Drill cmt & guide shoe. Drill, survey, & clean on rig.
DC: $15,114 CC: $45,241

10-25-92 TD: 2,349' (994*) Day 3
Formation: Horseshoe Bench
MW 8.4 VIS 26 pH 10.2
Present Operation: Trip for bit.
Díill, survey, trip for bit. Bit #1RR Green. Set clocR
back 1 hr. Background Gas - 20 units.
DC: $13,308 CC: $58,549

10-26-92 TD.* 3,110' (161') Day 4
Formation: Green River
MW 8.4 VIS 26 pH 10.4
Present Operation: Drilling
Finish trip in. Drill, survey, & clean on rig. Over the
drilling nipple pay 2720'. Still going over a little
this a.m. Background Gas - 2000-2500. Connection Gas -

same.
DC: $10,627 CC:
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14061361
00T-19-92THU 9'02 FAXNO. 140 1 P.02

DAILY OPERATING REPORT

BALCRON MONUMENT #42-6
Location: BE NE Section 6, TS$, R17E
Duchesne County, Utah ---TIGHT BOLE---

10-27-92 TD: 3,850' (740') Day 5
Formation: Green River
MW 8.4 VIS 26 pH 9.7
Present operation: Drilling
Drill, worR on boiler, survey, & clean on rig.
Background Gas - 200-300 units.
DC, $10,820 CC: $79,996

10-28-92 TD: 4,447' (597') Day 6
Formation: Green River
MW 8.5 VIS 26 pH 9.8
Present operation: Drilling
Drill, survey, clean on rig. Unload 130 jts, 5-1/2n cag.
BacKground Gas - 1400 units.
DC: $9,664 CC: $89,660

10-29-92 TD: 5,015' (568') Day 7 -
Formation: Green River
MW 8.5 VIS 26 pH 9.8
Present operation: Drilling
Drîll, survey, and clean on rig. Nice rain. Background
Gas - 800 units.
DC: $9,232 CC:
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BALCRONOIL
A D/vision of
Equitable Resources Energy Company

P.O. Box 21017
1601 Lewis Avenue Building
Billings, Montana 59104
(406) 259-7860

November 2, 1992

Mr. Ed Forsman
Bureau of Land Management
170 South 500 East
Vernal, UT 84078

Gentlemen:

As we discussed, enclosed are sundry notices changing the
total depth of the following wells:

Balcron Monument Federal #11-6
Balcron Monument Federal #24-6
Balcron Monument Federal #42-6

Those wells have already been drilled.

Also enclosed are sundry notices requesting approval to
change the total depth of the following wells.

Balcron Monument Federal #33-6
Balcron Monument Federal #24-5

Those wells have not yet been drilled.

S y

Bobbie Schuman
Coordinator of operations,

Environmental and Regulatory Affairs

/rs

Enclosures

cc: Utah Department of oil, Gas and
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e g
Form 3160-5 UNITED STATES FORM APPROVED

(June 1990) DEPARTMENT OF THE INTERIOR Excpires
a

o. I 135

BUREAU OF LAND MANAGEMENT 5. Lease Ocsignation and Serial No.

U-07025?-A
SUNDRY NOTICES AND REPORTS ÒN WELLS 6. If Indian, Anottee or Tribe Name

Do not use this form for proposals to drill or to deepen or reentry to a different reservoir.
Use "APPLICATION FOR PERMIT-" for such proposals n/a

7. If Unit or CA, Agreement Designation

n/a
11 O °w','n

OO her
8. Well Name and No.

. 2. Nameor operator Balcron ttnumentFod. #42-6

EqUITABLERESOURCESENERGYCOMPANY 9. API Well No.43-013- 31364
3. Address and Telephone No.

P.O. Box 21017; Billings, MT 59104 (406) 259-7860 10.FieldandPool,orExploratoryArca

4. Location of Well (Footage, Soc., T.. R., M., or Survey Description) MOnument Butte/Green River
SE NE Section 6, T9S, R17E 11. County or Parish, State

1806' FNL, 921' FEL Duchesne County, UTAH

12. CHECK APPROPRiATE BOX(s) TO INDICATE NATlJRE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION ,

O sone..si..... O Abandonment O es....or rian,
O Recomplodon New Construcdon

Subsequent Repon O Plugging Back Non•Routine Fracturing

O cas,,, a...., O Water Shut-Off

O Final Abandonment Notice Mering Cning Conversionto Injecdon

ouse, change in total depth O o,sposewater
(Note: Reportresultsof muhiplccompletionon Well
Completion or Recompletion Rcport and t.ogform.)

13. Describe Proposed or Completed Operations (Clearly state a I pertinent details, and give pertinent dates, including estimated date of starting any proposed work. If well is directionally drilled,

give subsurface locations and measuredand true vertical depths for all markers and zones pertinent to this work.)*

This well was permitted to a TD of 5,580'. The well was drilled to a TD of 5,800'.
Change approved verbally by Ed Forsman.

NOVO4 1992

DIVISIONOF
OILGAS A MIMor

14. I hereby cert e foregoin8 is and correct
• Coordinator of Environmental

signed A/M.... Tine anri Ronala†new Affaire Date November 2, 1992
\Ílb 11 W NPlan

(This space for Pederal or Stateoffice use)

Approved by Title Dato
Conditions of approval, if any:

Tide 18 U.S.C. Section 1001, makes it a crime for any person knowingly and willfully to make to any department or agency of the United Slates any false, fictitious or fraudulent statements

or representations as to any matter within its jurisdiction.
*See Instruction on Reverse
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NOTFORINTERNATIONALMAIL

(See Reverse)
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NOV-20-92 RU :55 FAXHO, 1406 P, 01

DAILY OPERATING REPORT

BRORON MONUMENT #42-6
Location: SE NE Section 6, TSS, R17E
Duchesne County, Utah ---TIGHT HOLE---

11-18-92 Completion
RU Dowell to frac. Wtr heated to 115°. Average BPM 35,
average pressure 3300. Screened out fust after 8# sand
was on perts. Had just started flush. Left 23000# &
sand in csg. Approximately 1800'. Instant shut down
pressure 4289#, 5 min 1661#, 10 min 942#, 15 min 640#.
51,670# sand in perts, 543 bb1s wtr. SWI & SDFN.
DC: $28,37ß CC. $231,413

11-19-92 Completion
TIH w|tby circ out unbroken gel. SDFN.

i Post-n" brand fax transmittal memo7671 y of pages *

Fra
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14061361
NOV-24-92TUE10'29 FAXNO. 1408 P.02

DAILY OP1|lRATING REPORT
BALCROWMONUNENT #42-6
Location.• BE NE Section 6, TSB, RI7EDu esne county, Utah ---TIGHT HOLE---
1 2 Completion

RU Dowell to frac. Wtr heated to 115°. Average BPM 35,average pressure 3300. Screened out fust after 8# s4ndwas on perfs. Had just started flush. Left 23000# &sand in csg. Approximately 1800'. Instant shut downpressure 4289#, 5 min 1661#, 10 min 942#, 15 min 640#,51,670# sand in perfs, 543 bbls wtr. SWI & SDFN.DC: $28,376 CC: $231,413
11-19-92 Completion

TIH w/tby circ out unbroken gel. SDFN.
11-20-92 Completion

Well on slight vacummn. Tag sand @ 3020'. Start cirosand out. Gel broke OK. Get circulated down to 4620'.Pull 3 stds, SWI & drain pump & lines. SDFN.DC: $1,740 CC: $234,298
11-21-92 Completion

Well on vac. Took 30 bb1s to fill hole. Sand bridgedoff 6 4970' +/-. Circ clean & tag sand again 6 5660'.Circ sand to PETD $772' & circ hole clean. TOH & PUpacker w/1 it tog below & TIH. Set packer w|end of tbg§ 4670'+|-. Swab down to packer @ 4640. Make one runafter swab down & get 200' fluid w/a little oil. SWI &SDFN. Swab total of 33 bble.DC: $2,840 CC: $237,238
11-22-92 Completion

TP - 25#, FL -
.3750'. Make 2 pulls from packer & recover9-1/2 bble, 75% oil, make 1 pull per hr for 5 hrs & get50-§0' an hr (4 or 5 gals). Fill tbg w/wtr & releasepacker & go down 3 jts below perfs, no sand. TOH & getready for GR log. SWI & SDFN. Swab total of 10-1/2bble.

DC: $1,850 CC: $239,088
11-23-92 Completion

RU OWP & run GR log over perfs. Sand went in all perfs.Run production string tbg in hole. Nipple down BOP & rigdown pulling unit. Start cleaning flat tank oncirculator. SDFN. SWI. Tbg detail: Notched collar -

.35'; 1 jt 2-7/8" J-55 tog - 30.54'; perforated sub - 37;seating nipple - 1' O 4632.33'; 150 jts 2-7/8" j_55 tbg4620.33'; KB - 12'; tog set @ 4667.22' KB.DC: $3,880 CC:
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WELL REPORT

NOV2 4 1992
OMSIONOF

OILGAS&MINING

Monument Butte Field
Saloron Oil Co. 42-8 Monument Butte-Federal

1808' FNL, 921' FEL, Sea. 8, T9S-R17E
Duchesne County , Utab

BY

DENNIS REHRIG & ASSOC.,INC.
OIL & GAS CONSULTING

4924 Rimrock Road
Billings, Montana 59106
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WELLSITE GEOLOGISTS REPORT

Monument Butte Field
Baloron Oil Co. 42-8 Monument Butte-Federal

1808' FNL, 921' FEL, Sec. 8, TSS-R17E
Duchesne County, Utah

DENNIS REHRIG & ASSOC.,1NC.
OIL & GAS CONSULTING

4924 Rimrock Rood
Billings, Montene 59106

(406) 656 -4785
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DENNIS C. REHRIG & ASSOCIATES, INC.
Oil & Gas Exploration

4924 RIMROCK ROAD • BILLINGS,MONTANA59106 • (406) 656-4785

Monument Butte Field
Saloron Oil Co. 42-8 Monument Butte-Federal

1808' FNL, 921' FEL, Sec. 8, TOS-R17E
Ouchesne County, Utah

Page Item

TABLE OF CONTENTS
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By:
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Monument Butte Field
Salcron Oil Co. 42-5 Monument Butte-Federal

1808' FNL, 921' FEL, Sec. 8, T9S-R17E
Duchesne County, Utah

GENERAL REVIEW

The Balcron Oil Co. 42-8 Monument Butte-Federal (SEkNE¼ S-5, TOS-
R17E, Duchesne County, Utah) was drilled as an inFill development
well in the Monument Butte Field. The wèll was supported with e×-
tensive subsurFace well control and drilled For Future water
Flood and identiFication of hopeFul additional Douglas Creek and
Wasatch Tongue oil sands

The surFace hole was air drilled. SurFace casing was set prior to
moving Molen Drilling Co. Rig No. 1 on location and spudding on
October 23, 1992. A two-man mud-logging unit and wellsite
Geologists were on-site From 1000' to Total Depth. The Green
River and Oouglas Creek Formations were penetrated at 1505' and
4724' making them respectively 24' and 13' structurally low to the
ofFeet Diamond Shamrock Corp. 32-8 Allen-Federal (SW¾NEk S-8, TSS-
R17E).

Numerous very Fine grained Sandstones were penetrated with gas
shows and poor-Fair visual sample shows.

This well was drilled to 5800' (Oriller) and 5797' (Logger).

After log review the operator elected to run 58" production casing
to 5799'.

The Rotary was released © 2:00 PM (MST) 11-1-92.

Respectfully submitted,

Oennis C. Rehrig

't DENNISC. REHRIG& ASSOCIATES,
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4724' making them respectively 24' and 13' structurally low to the
ofFeet Diamond Shamrock Corp. 32-8 Allen-Federal (SW¾NEk S-8, TSS-
R17E).

Numerous very Fine grained Sandstones were penetrated with gas
shows and poor-Fair visual sample shows.

This well was drilled to 5800' (Oriller) and 5797' (Logger).

After log review the operator elected to run 58" production casing
to 5799'.

The Rotary was released © 2:00 PM (MST) 11-1-92.

Respectfully submitted,

Oennis C. Rehrig
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WELL DATA

OPERATOR: Balcron Oil Company

LEASE S WELL NO.: Monument Butte-Federal 42-8

LOCATION: 1808' FNL, 921' FEL, Sec. 6, TOS-R17E

PROSPECT/FIELO: Monument Butte Field

COUNTY: Ouchesne

AS

U

anhtah

WELL TYPE: Development

BASIS FOR PROSPECT: SubsurFace well control

ELEVATIONS: 5308' G.L. 5318' K.B.

SPUO DATE: 7:45 AM (MOT) 10/23/92 (Rotary)

OUT FROM UNDER
SURFACE CASING: 7:45 AM (MOT) 10/23/92 (Surface Casing

previously set.)

DRILLING COMPLETED: 2:30 AM (MST) 10/31/92

LOGGING COMPLETEO: 5:OO PM (MST) 10/31/92

RIG RELEASE: 2:00 PM (MST) 11/1/92

TOTAL OAYS SPUD
THROUGH LOGGING: 9 days

TOTAL DEPTH: 5800' (Driller) 5797' (Logger)

TOTAL ORILLING DAYS: 9 days (SurFace Casing previously set)

HOLE SIZE S CASING: Hole Size Casing Size
12¼" SurFace to 272' S 5/8" surface to

259' K.S.
7 7/8" 272' to T.O. 54" Production to

5799'

WELL STATUS: Cased For completion attempt

PENETRATION: 214' into Wasatch Tongue
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COMPANY ORILLING
CONSULTANT Al Plunkett

DRILLING CONTRACTOR: Molen Drilling Co.

RIG NO. 1

TOOLPUSHER: Chuck Doornek

RIG SPECIFICATIONS: Oraw works - Emsco GB-250T, Powered by 2 -

Detroit 8-71 300 HP Oiesels, Oerrick -

Idele, 104' mest

BLOW OUT PREVENTER: Make: Shaffer LWS. Type: 10" x 3000 lbs.
Orill Pipe: Size 4½" OD, 28" IO, Thread
XH. BHA: Length 843.77', 18 jts-6"
OC-475.OS'-12 jts-heavy weight pipe-380.71',
Tool joints: 8¼" 00, Type - XH

PUMPS: No. 1: EMSCO 0-375 14" stroke 8" liner

MUD COMPANY ANO
ENGINEER: Uniber Drilling Fluide, Inc.

Gerald Ashoraft

MUD PROGRAM: Fresh Water 0-3000'
KCL/Water 3000'-T.O.

ELECTRIC OPEN-HOLE
LOGGING PROGRAM: Halliburton Logging Services, Inc.

Engineer: J. K. (Kirk) Evatt
Witnessed by: Dennis Rehrig & Al Plunkett
- Oual Induction Guard w/Gamma Ray/ Ten-

sion Log (base surFace casing
273'-5795').

- Dual Spaced Neutron/Compensated Density
Log w/Gamma Ray/Caliper/Tension (3100'-
5794').

- Quick Look Log - not run on wellsite.

LOST CIRCULATION ZONE
OR DRILLING PROBLEMS: Experienced slight gas kick and Flow at approx.

2730' but drilled ahead without a problem.

WELLSITE GEOLOGIST: Dennis C. Rehrig

SAMPLING PROGRAM: 30' Samples from 1000'-4200'
20' Samples From 4200'-Total Depth e×cept
caught 10' Samples through drilling breaks.
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Il
SAMPLE QUALITY: Generally good unless noted otherwise.

SAMPLE DISPOSITION: Utah Geological Survey
Salt Lake City, Utah

MUD LOGGING EQUIP.: Cate Logging - Two men unit operated by
Tony Cate, Paul Nielsen S Gerry Brooke.

CDRE PROGRAM: None.

DRILL STEM TEST: None.

SURFACE CASING: 8 5/8", 24 wt, Gr-K, 6 jts, Surface - 259'
K.B. Cemented w/150 s×s Dowell 75% Clase 'G'
S 25% Poz w/2% CaCl2 G 4 lb/sx
Celloflake.

PROOUCTION CASING: 128 jts, 5¼", 155 lb J-55 to 5799' K.S.
Cemented w/217 s×s Hilift 8 447 exs Class
'G'. Plug down @ 10:00 AM 11/1/92.

PLUGGING RECORD: None.

I
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Balcron 42-6 Monument Butte-Federal
1806' FNL, 921' FEL, Sec. 6, T9S-R17E

Duchesne County, Utah

DAILY DRILLINGHISTORY

Daily drilling reports taken primarily from Rig Tower Sheets and supplemented by Drilling Supervisor. Day commenced at 8:00 AM(MST) of prior day of

report and ends at 8:00 AM(MST) day of report.

Penetration Hours

Days Ftg in
Since Last Maint & Bit
Spud Date Depth 24 hrs. Dry Repairs Og No. WOB(M) RPM g Activity

1992
1 10/23 280' 86 0.25 3.00 20.75 1RR 35/40 65/70 650 Rig down, move & rig up, dig cellar, weld on casing head test, nipple

up, WOBOP tester, test BOP, drlg cement 225-272' (note surface casing
set at 259'), drlg 7 7/8" hole, spud @7:45 AM, 10/23/92.

2 10/24 1371' 10916 23.00 0.25 0.75 1RR 35/LD 65/70 700 Dr1g, survey.
3 10/25 2348' 977' 17.75 1.00 5.25 2 35/40 65/70 750 Dr1g, survey, turn clock back 1 hour for time change, drop survey, TOHfor

bit, run DCs in hole, cut & slip 72' drill line, TIH, dr1g.

4 10/26 3120' 772' 23.50 0 0.50 2 35/40 65/70 750 Dr19, survey.
5 10/27 3856' 736' 23.75 0 0.25 2 35/40 65/70 750 Dr19, survey.
6 10/28 4461' 605' 23.00 0 1.00 2 35/40 60 750 Dr19, survey.
7 10/29 5022' 561* 23.50 0 0.50 2 40 60 800 Drlg, survey.
8 10/30 5355' 333' 16.00 0 8.00 3 3E/40 55/60 800 Dr19, drop survey, TOH for b,it, dress bit, PU junk sub, TIH, wash 30' to

bottom, dr1g.
9 10/31 5800' 445· 18.50 0 5.50 3 40 60 800 Drlg to T.D., cire up samples, pump þill, cire up for E-Logs, drop survey,

TOH for E-Logs, LD SCL, SLM.

10 11/1 5800' - - - - - - - - TOHfor E-Logs, no correction on SLM, run logs, TIH w/DC & drill pipe, circ
for csg, TOH, LD DP & DC, run in w/5½" casing, circ, cement csg.

11 11/2 5800' - - - - - - - - Finished cementing casing, plug down @ 10:00 AM, released rig @ 2:00 PM,
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Balcron Oil Co. 42-8 Monument Butte-Federal
1808' FNL, 921' FEL, Sec. 8, TSS-R27E

Duchesne County, Utah

SURVEYS VERTICAL HOLE

Orilling Depth Oegrees

350 ' 3/4°

911' 1 3/4°

1400' 3/4°

1921 ' 3/4°

2348' 1 1/2°

2904' 1 1/4°

3427' 2 3/4°

39 17 ' 2 °

4408' 1 3/4°

4900 ' 2 °

5288' 2 °

5800' 3 °

' i DENNISC. REHRIG& ASSOCIATES,

Balcron Oil Co. 42-8 Monument Butte-Federal
1808' FNL, 921' FEL, Sec. 8, TSS-R27E

Duchesne County, Utah

SURVEYS VERTICAL HOLE

Orilling Depth Oegrees

350 ' 3/4°

911' 1 3/4°

1400' 3/4°

1921 ' 3/4°

2348' 1 1/2°

2904' 1 1/4°

3427' 2 3/4°

39 17 ' 2 °

4408' 1 3/4°

4900 ' 2 °

5288' 2 °

5800' 3 °

' i DENNISC. REHRIG& ASSOCIATES,



BALCRONOIL CO. 42-6 MONUMENTBUTTE-FEDERAL
ISO6' FNL 921' FEL, SECTION 6, T 9 S-R 17 E

DUCHESNECOUNTY, UTAH

TIME/DEPTH PENETRATIONCURVE
D

DAYS 2 4 6 8 10 14

E

1000

2000

3000

4000

5000 '

6000

i 7000

I
I
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Balcron Oil Co. 42-8 Monument Butte-Federal
1808' FNL, 921' FEL, Sec. 8, TSS-R17E

I Duchesne County, Utah

FORMATION TOPS

I E-Log Subsea *Structural Relationship
Formation Tog Datum To Reference Well No. 1

Green River 1505' (+3813') 24' Lo

Horseshoe Bend 2282' (+3038') 1' Lo

Douglas Creek 4724' (+ 5949) 13' Lo

2nd Douglas Creek
Marker 4970' (+ 348') 15' Lo

Green Marker 5115' (+ 203') 12' Lo

Wasatch Tongue 5583' (- 285')

TOTAL DEPTH: 5797' Logger

Reference Well No. 1

I Diamond Shamrock Corp. 32-8 Allen-Federal
SW¾NE¼ Sec. 8, T9S-R17E
Duchesne County, Utah

I
I
I
11
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Saloron Oil Co. 42-8 Monument Butte-Federal
1808' FNL, 921' FEL, Sec. 8, T9S-R17EI Duchesne County, Utah

REFERENCE WELL E-LOG FORMATION
BOREHOLE AND SUBSEA 0ATUMS

I Oiamond Shamrock Corp.
32-8 Allen-Federal
SW¾NE¾ Sec. 8, T98-R17E
Ouchesne County, Utah

Formation

Green River 1500' (+3837')

Horseshoe Bend 2300' (+3037')

Oouglas Creek 4730' (+ 807')

2nd Douglas Creek Mkr. 4974' (+ 383')

Green Marker 5122' (+ 215')

Wasatch Tongue NP

TOTAL DEPTH: 5401' (Logger)

Note: Correlations provided by operator.

I
I
i
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l Baloron Oil Co. 42-8 Monument Butte-Federal
1808' FNL, 921' FEL, Sec. 8, TSS-R17E

Duschesne County, Utah

SIGNIFICANT GAS KICKS S ORILLING BREAKS
Provided by Mud Logger

TIME GAS
FORMATION DEPTH (BEFORE-0URING-AFTER) (BEFORE-

MIN/FT DURING-
AFTER)

Green River 3190-3220 SS 1.5-1.5-1.5 880-1780-1280
" " 3720-3800 SH 3.0-1.0-1.5 1820-2580-1200
" " 3930-3950 SS 1.5-0.5-1.0 120-240-180
" " 4240-4300 SS 2.5-1.5-2.0 100-800-1200

Douglas Creek 4740-4780 SS 2.0-1.5-2.0 800-1000-800
" " 4900-4930 SS 2.5-1.0-2.5 800-1400-800
" " 5088-5078 SS 2.0-1.5-2.0 520-1140-800

Wasatch
Tongue 5824-5838 SS 3.0-2.0-2.5 720-980-800

" 5844-5852 SS 2.5-1.0-3.0 800-1040-800
" 5684-5892 SS 3.0-2.0-3.0 840-1040-840
" 5748-5780 SS 2.5-1.5-2.5 800-920-720

POTENTIAL SS ZONES
Provided by Wellsite Geologist

3194-3202'
3218-3222'

i 3928-3950'
4022-4028'
4252-4259'
4272-4280'

I 4758-4758'
4905-4927'
5082-5089'

I 5828-5833'
5843-5850'
5879-5884'
5747-5780'

I
i
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Balcron Oil Co. 42-8 Monument Butte-Federal
1808' FNL, 921' FEL, Sec. 8, TSS-R17E

Duchesne County, Utah

SAMPLE DESCRIPTIONS
By: Dennis C. Rehrig

Samples caught and legged From shale shaker by Mud Loggers.
Samples were e×amined wet, under reFlected light and 2X mag-
niFication From 1000' to total depth, for porosity identi-
Fication samples were dried. Sample descriptions generally tie
well to drill time log. Sample quality was good unless stated
otherwise in descriptions. All sample descriptions are inter-
pretative.

1000-1080 Siltstone, light-medium gray, occasionally cream, mod-

I erately Firm, slightly calcareous in part, shaly in
part. Trace glauconite, some mica and some dark green
trace minerals.

1080-1090 Siltstone, light-medium gray, slight greenish-gray,
occasionally mottled with white, slightly calcareous
in part. Trace glauconite, cream-bufF. Some Lime-

I stone, cryptocrystalline, soFt, slightly argillaceous
in part, dense.

1090-1120 Siltstone, light-medium gray, Frequently cream, soft-
moderately firm, slight increase in calcareous
content, trace glauconite, argillaceous in part.
Shale, light-medium gray, calcareous in part, soFt.
Some Limestone, as above.

1120-1150 Siltstone, clear-occasionally light gray-slightly tan,
slightly calcareous in part. Some fine-very Fine
grained Sandstone, Firm-slightly Friable in part, sub-
rounded, moderately well sorted, no apparent porosity,
no show, fluorescence or out. Limestone, medium-dark

i brown, occasionally tan, cryptocrystalline, moderately
firm, dense.

I 1150-1180 As above, except Siltstone more gray, argillaceous in
part.

1180-1240 Siltstone, light-medium gray, occasionally slightly
tan, moderately Firm, frequently calcareous. Trace
glauconite and mica. Some very fine grained Sand-
stone, moderately Firm-slightly Friable, sub-rounded,
moderately well sorted. Some Limestone, medium-dark
brown-tan, as above.

I 1240-1300 Siltstone, light-medium gray, occasionally clear-cream,
soft-moderately Firm, frequently calcareous, Frequent-
ly argillaceous, trace mica and glauconite. Some

i
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moderately well sorted. Some Limestone, medium-dark
brown-tan, as above.

I 1240-1300 Siltstone, light-medium gray, occasionally clear-cream,
soft-moderately Firm, frequently calcareous, Frequent-
ly argillaceous, trace mica and glauconite. Some

i
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Limestone, cream-slightly tan, cryptocrystalline,
soft, dense. Trace Shale, light-dark gray, soFt,
blocky in part, slightly calcareous in part.

1300-1380 Siltstone, light-medium gray, occasionally clear-
cream-light tan, soft-moderately Firm, calcareous in

i part, slightly argillaceous in part. Some Limestone,
cream-light tan, cryptocrystalline, moderately Firm,
dense. Some Shale, medium-dark gray, sub-blocky in
part, soft, slightly calcareous in part.

1380-1390 Sandstone, very fine grained, moderately Firm-Friable
in part, clear-slight tan stain, sub-rounded, mod-
erstely well sorted, no apparent porosity.

1390-1450 Some Siltstone and Limestone, as above. Some Sand-
stone, as above. Generally Siltatone and Limestone as
1300-1380 above. Trace pyrite.

1450-1510 Siltstone, light gray-c.lear-slightly cream-slightly

I tan, moderately firm-soFt, slightly calcareous, trace
mica, slightly argillaceous in part. Trace Limestone
and Shale, ,as above.

1510-1540 Siltstone, light gray-cream, soft-moderately Firm,
calcareous. Shale, light gray-clear, soFt,
calcareous. Argillaceous Limestone, marked increase
in quantity, gray-sli.ghtly brown-tan-medium brown,
cryptoorystalline, moderately firm, dense.

I 1540-1570 Shale, cream-light gray, soFt, calcareous. Some Silt-
stone, light gray-cream, moderately firm-soFt, cal-
careous, trace mica.

1570-1800 Shale, light-medium gray to brownish gray-tan, moder-
stely Firm, sub-angular, calcareous in part. Lime-
stone-dolomitic Limestone, ten-grayish tan, occasion-
ally cream, cryptocrystalline, Firm, dense.

1800-1830 Limy Shale, brown-medium tan, cryptocrystalline, mod-
erstely Firm, dense, some black carbonaceous material,
some gold mineral Fluorescence, no stain or cut. Some
Siltstone and Shale, as above, trace mica.

1830-1880 As above with increase in Siltstone.

1880-1750 Limy Shale, ten-buFF, occasionally mottled colors,
cryptocrystalline, Firm-moderately firm, dense, bright
yellow-gold mineral Fluorescence, no stain, occasional
cut, some black carbonaceous material, trace Pyrite.
Some Shale, cream-slightly tan, soFt, marly, cal-
careous.
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Limestone, cream-slightly tan, cryptocrystalline,
soft, dense. Trace Shale, light-dark gray, soFt,
blocky in part, slightly calcareous in part.

1300-1380 Siltstone, light-medium gray, occasionally clear-
cream-light tan, soft-moderately Firm, calcareous in

i part, slightly argillaceous in part. Some Limestone,
cream-light tan, cryptocrystalline, moderately Firm,
dense. Some Shale, medium-dark gray, sub-blocky in
part, soft, slightly calcareous in part.

1380-1390 Sandstone, very fine grained, moderately Firm-Friable
in part, clear-slight tan stain, sub-rounded, mod-
erstely well sorted, no apparent porosity.

1390-1450 Some Siltstone and Limestone, as above. Some Sand-
stone, as above. Generally Siltatone and Limestone as
1300-1380 above. Trace pyrite.

1450-1510 Siltstone, light gray-c.lear-slightly cream-slightly

I tan, moderately firm-soFt, slightly calcareous, trace
mica, slightly argillaceous in part. Trace Limestone
and Shale, ,as above.

1510-1540 Siltstone, light gray-cream, soft-moderately Firm,
calcareous. Shale, light gray-clear, soFt,
calcareous. Argillaceous Limestone, marked increase
in quantity, gray-sli.ghtly brown-tan-medium brown,
cryptoorystalline, moderately firm, dense.

I 1540-1570 Shale, cream-light gray, soFt, calcareous. Some Silt-
stone, light gray-cream, moderately firm-soFt, cal-
careous, trace mica.

1570-1800 Shale, light-medium gray to brownish gray-tan, moder-
stely Firm, sub-angular, calcareous in part. Lime-
stone-dolomitic Limestone, ten-grayish tan, occasion-
ally cream, cryptocrystalline, Firm, dense.

1800-1830 Limy Shale, brown-medium tan, cryptocrystalline, mod-
erstely Firm, dense, some black carbonaceous material,
some gold mineral Fluorescence, no stain or cut. Some
Siltstone and Shale, as above, trace mica.

1830-1880 As above with increase in Siltstone.

1880-1750 Limy Shale, ten-buFF, occasionally mottled colors,
cryptocrystalline, Firm-moderately firm, dense, bright
yellow-gold mineral Fluorescence, no stain, occasional
cut, some black carbonaceous material, trace Pyrite.
Some Shale, cream-slightly tan, soFt, marly, cal-
careous.
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1750-1780 Limy Shale, ten-bufF, moderately Firm-soFt, sub-
blocky in part. Trace Limestone, buFF-cream,
moderately Firm, dense.

1780-1810 Limy Shale, as above. Increase in Limestone, as
above. Some Siltstone.

1810-1840 Shale-Limy Shale, tan-buFF, moderately Firm-moderately
soft, argillaceous in part, sub-blocky in part,
yellow-dull gold mineral Fluorescence, no stain or

i cut. Some Limestone, cream-buFF, cryptocrystalline,
moderstely soFt, dense. Trace Siltstone, clear-
light gray, moderately firm, trace argillaceous
material, calcareous in part, trace pyrite.

1840-1900 Shale-limy Shale, as above, some Shale, cream-light

i buFF, soFt, marly, calcareous, looks like Bentonite,
some medium gray argillaceous material.

1900-1990 Shale, mixture of both Shales as 1840-1900 above, plus
light-medium gray, moderately firm, some carbonaceous
material, trace pyrite, calcareous.

1990-2020 Shale-limy Shale, ten-medium brown-gray brown,
moderately Firm, occasionally cream, frequent pyrite,
yellow-dull gold Fluorescence, no stain or cut. Some
Limestone, cream-white, occasionally mottled with

I medium gray carbonaceous material, some pyrite,
cryptocrystalline.

I 2020-2050 Shale-limy Shale, ten-buff, sub-blocky, moderately
Firm-firm, generally very calcareous.

2050-2140 Limestone-argillaceous Limestone, medium brown-tan,
cryptocrystalline-microcrystalline, Firm-moderately
firm, dense, dull gold fluorescence, no stain, trace
bright yellow cut, some pyrite, trace black carbon-
aceous material.

2140-2200 Limestone-argillaceous Limestone, grayish brown-

I grayish tan, more argillaceous than above. _Some dull
gold fluorescence, no stain or out, cryptocrystalline,
firm-moderately Firm, dense.

I 2200-2230 Calcareous Shale, tan-grayish brown, occasionally
buFF, moderately firm-occasionally firm, pyritic, sub-
blocky to sub-angular. Occasional Limestone, cream-
white, cryptocrystalline, streaks light-medium gray
carbonaceous material, soft, dense.

2230-2260 Shale, as above, much buFF-light tan, soFt-marly.
Probably Bentonite.
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1750-1780 Limy Shale, ten-bufF, moderately Firm-soFt, sub-
blocky in part. Trace Limestone, buFF-cream,
moderately Firm, dense.

1780-1810 Limy Shale, as above. Increase in Limestone, as
above. Some Siltstone.

1810-1840 Shale-Limy Shale, tan-buFF, moderately Firm-moderately
soft, argillaceous in part, sub-blocky in part,
yellow-dull gold mineral Fluorescence, no stain or

i cut. Some Limestone, cream-buFF, cryptocrystalline,
moderstely soFt, dense. Trace Siltstone, clear-
light gray, moderately firm, trace argillaceous
material, calcareous in part, trace pyrite.

1840-1900 Shale-limy Shale, as above, some Shale, cream-light

i buFF, soFt, marly, calcareous, looks like Bentonite,
some medium gray argillaceous material.

1900-1990 Shale, mixture of both Shales as 1840-1900 above, plus
light-medium gray, moderately firm, some carbonaceous
material, trace pyrite, calcareous.

1990-2020 Shale-limy Shale, ten-medium brown-gray brown,
moderately Firm, occasionally cream, frequent pyrite,
yellow-dull gold Fluorescence, no stain or cut. Some
Limestone, cream-white, occasionally mottled with

I medium gray carbonaceous material, some pyrite,
cryptocrystalline.

I 2020-2050 Shale-limy Shale, ten-buff, sub-blocky, moderately
Firm-firm, generally very calcareous.

2050-2140 Limestone-argillaceous Limestone, medium brown-tan,
cryptocrystalline-microcrystalline, Firm-moderately
firm, dense, dull gold fluorescence, no stain, trace
bright yellow cut, some pyrite, trace black carbon-
aceous material.

2140-2200 Limestone-argillaceous Limestone, grayish brown-

I grayish tan, more argillaceous than above. _Some dull
gold fluorescence, no stain or out, cryptocrystalline,
firm-moderately Firm, dense.

I 2200-2230 Calcareous Shale, tan-grayish brown, occasionally
buFF, moderately firm-occasionally firm, pyritic, sub-
blocky to sub-angular. Occasional Limestone, cream-
white, cryptocrystalline, streaks light-medium gray
carbonaceous material, soft, dense.

2230-2260 Shale, as above, much buFF-light tan, soFt-marly.
Probably Bentonite.
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2260-2320 Shale, grayish brown-grayish ten, calcareous, some
very fine black carbonaceous laminae, petroliFerous in
part, some dull gold Fluorescence, black dead oil
stain with Fair-poor dull yellow milky out.

2320-2350 Shale, buFF-light ten, calcareous, moderately firm-
soft in part, sub-angular. Siltstone, clear-white in
part, moderately firm-Friable in part, slightly cal-
careous, trace pyrite.

2350-2380 Siltstone, clear-cream-light tan, moderstely firm-
Friable, no show, Fluorescence or out, slightly

I calcareous. Some pyrite. Some Limestone, white-
cream, slightly argillaceous, soft, dense.

2380-2410 Calcareous Shale, ten-buFF, Firm-moderately Firm,I sub-blocky in part, some pyrite, some buFF soFt-
marly bentonitic Shale.

2410-2470 Shale, as above. Some Limestone, tan, crypto-
crystalline-microcrystalline, Firm-moderately firm,

2470-2500

Cae

reous Shale, medium brown, moderately Firm, sub-
blocky to sub-angular. Trace black petroliferous
material, no apparent stain, dull gold Fluorescence in
part, weak dull yellow cut in part.

2500-2580 Calcareous medium brown Shale, as above and Shale,

I tan-buff, soFt, marly, slightly calcareous, bentonit-
ic.

2580-2590 Calcareous Shale, medium brown-tan-occasionally buFF,I moderately firm-soft, occasionally marly and benton-
itic. Show as 2470-2500 above.

I 2590-2850 Calcareous Shale, ten-bufF-medium brown, slightly car-
bonaceous in part, sub-blocky to sub-angular, soft-
moderately Firm, trace black petroliFerous material,

I trace dark brown spotty oil stain, dull gold Fluor-
escence, weak bright yellow streaming cut-dull yellow
milky out, in part.

2850-2710 Shale, as above. Trace Siltstone, clear-light tan
stain, moderately firm, slightly calcareous, no show.

2710-2740 Siltstone, clear-light gray-grayish tan, peppered with
carbonaceous material and glauconite Firm-moderately
Firm. Trace spotty oil stain, slight dull gold flu-
oresce, trace Fair bright yellow streaming out. Cal-

I careous Shale, highly calcareous, light cream-medium
gray, Frequently streaked with carbonaceous material,
some glauconite, soFt, pyrite, some ten-brown Shale.

I
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2260-2320 Shale, grayish brown-grayish ten, calcareous, some
very fine black carbonaceous laminae, petroliFerous in
part, some dull gold Fluorescence, black dead oil
stain with Fair-poor dull yellow milky out.

2320-2350 Shale, buFF-light ten, calcareous, moderately firm-
soft in part, sub-angular. Siltstone, clear-white in
part, moderately firm-Friable in part, slightly cal-
careous, trace pyrite.

2350-2380 Siltstone, clear-cream-light tan, moderstely firm-
Friable, no show, Fluorescence or out, slightly

I calcareous. Some pyrite. Some Limestone, white-
cream, slightly argillaceous, soft, dense.

2380-2410 Calcareous Shale, ten-buFF, Firm-moderately Firm,I sub-blocky in part, some pyrite, some buFF soFt-
marly bentonitic Shale.

2410-2470 Shale, as above. Some Limestone, tan, crypto-
crystalline-microcrystalline, Firm-moderately firm,

2470-2500

Cae

reous Shale, medium brown, moderately Firm, sub-
blocky to sub-angular. Trace black petroliferous
material, no apparent stain, dull gold Fluorescence in
part, weak dull yellow cut in part.

2500-2580 Calcareous medium brown Shale, as above and Shale,

I tan-buff, soFt, marly, slightly calcareous, bentonit-
ic.

2580-2590 Calcareous Shale, medium brown-tan-occasionally buFF,I moderately firm-soft, occasionally marly and benton-
itic. Show as 2470-2500 above.

I 2590-2850 Calcareous Shale, ten-bufF-medium brown, slightly car-
bonaceous in part, sub-blocky to sub-angular, soft-
moderately Firm, trace black petroliFerous material,

I trace dark brown spotty oil stain, dull gold Fluor-
escence, weak bright yellow streaming cut-dull yellow
milky out, in part.

2850-2710 Shale, as above. Trace Siltstone, clear-light tan
stain, moderately firm, slightly calcareous, no show.

2710-2740 Siltstone, clear-light gray-grayish tan, peppered with
carbonaceous material and glauconite Firm-moderately
Firm. Trace spotty oil stain, slight dull gold flu-
oresce, trace Fair bright yellow streaming out. Cal-

I careous Shale, highly calcareous, light cream-medium
gray, Frequently streaked with carbonaceous material,
some glauconite, soFt, pyrite, some ten-brown Shale.

I
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2740-2800 Siltstone and Shale, as above. Sandstone, clear, very
Fine grained, sub-engular, moderately well sorted,
moderately Firm-Friable, frequent spotted dark brown

i oil stain with dull gold Fluorescence and Fair bright
yellow out, glauconite and mica present, consolidated-
partially unconsolidated, trace poor-fair inter-
granular porosity, trace Bitumen.

2800-2830 No sample - bypassed shaker.

I 2830-2880 Shale, medium brown-grayish brown- tan-occasionally
buFF, calcareous, moderately firm-soft, bentonitic in
part, some petroliFerous material in part, dull gold
Fluorescence in part, dull yellow milky cut.

2880-2920 No sample - bypassed shaker.

2920-2950 Shale, as above, with 30% PetroliFerous black stain,
dull gold fluorescence in part, and weak dull yellow
milky cut. Some Sandstone, generally loose very Fine
grains, sub-engular, no apparent porosity or show.

2950-2980 Shale, medium brown-grayish brown, Firm-moderately
Firm, sub-angular to sub-blocky, calcareous, slight
petroliferous stain in part with dull gold Fluor-
escence and very weak dull yellow milky cut. Trace
pyrite. Some loose very Fine sand grains, as above.

2980-3010 Shale and sand grains, as above. Limestone, cream-
white, cryptocrystalline, moderately firm, dense.

3010-3040 Shale, light-medium gray, occasionally brown-grayish
brown, calcareous, frequently pyritic, moderately

I soft-moderately Firm. Some Siltstone and loose very
- fine send grains, moderately firm-Friable in part, no

apparent porosity, trace spotty dark brown oil stain,
with dull gold Fluorescence, very weak dull yellow-
bluish yellow milky cut.

3040-3070 As above, with much Limestone, cream-white, crypto-
crystalline, moderately Firm, dense.

3070-3100 Shale, ten-slight olive tinge-gray brown, slightly
calcareous, sub-blocky to sub-angular, firm-moderstelyi Firm. Limestone, cream-white, cryptocrystalline-
microcrystalline, moderately Firm-soft, slightly
argillaceous in part, dense. Trace Siltstone and very

i fine Sandstone and very fine sand grains, trace spotty
oil stain, as above.

3100-3130 Shale, tan-medium to dark brown-occasionally black,
slightly-highly calcareous, moderately Firm-Firm, sub-
angular to sub-platy in part. Some algal laminae,
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2740-2800 Siltstone and Shale, as above. Sandstone, clear, very
Fine grained, sub-engular, moderately well sorted,
moderately Firm-Friable, frequent spotted dark brown

i oil stain with dull gold Fluorescence and Fair bright
yellow out, glauconite and mica present, consolidated-
partially unconsolidated, trace poor-fair inter-
granular porosity, trace Bitumen.

2800-2830 No sample - bypassed shaker.

I 2830-2880 Shale, medium brown-grayish brown- tan-occasionally
buFF, calcareous, moderately firm-soft, bentonitic in
part, some petroliFerous material in part, dull gold
Fluorescence in part, dull yellow milky cut.

2880-2920 No sample - bypassed shaker.

2920-2950 Shale, as above, with 30% PetroliFerous black stain,
dull gold fluorescence in part, and weak dull yellow
milky cut. Some Sandstone, generally loose very Fine
grains, sub-engular, no apparent porosity or show.

2950-2980 Shale, medium brown-grayish brown, Firm-moderately
Firm, sub-angular to sub-blocky, calcareous, slight
petroliferous stain in part with dull gold Fluor-
escence and very weak dull yellow milky cut. Trace
pyrite. Some loose very Fine sand grains, as above.

2980-3010 Shale and sand grains, as above. Limestone, cream-
white, cryptocrystalline, moderately firm, dense.

3010-3040 Shale, light-medium gray, occasionally brown-grayish
brown, calcareous, frequently pyritic, moderately

I soft-moderately Firm. Some Siltstone and loose very
- fine send grains, moderately firm-Friable in part, no

apparent porosity, trace spotty dark brown oil stain,
with dull gold Fluorescence, very weak dull yellow-
bluish yellow milky cut.

3040-3070 As above, with much Limestone, cream-white, crypto-
crystalline, moderately Firm, dense.

3070-3100 Shale, ten-slight olive tinge-gray brown, slightly
calcareous, sub-blocky to sub-angular, firm-moderstely

i Firm. Limestone, cream-white, cryptocrystalline-
microcrystalline, moderately Firm-soft, slightly
argillaceous in part, dense. Trace Siltstone and very

i fine Sandstone and very fine sand grains, trace spotty
oil stain, as above.

3100-3130 Shale, tan-medium to dark brown-occasionally black,
slightly-highly calcareous, moderately Firm-Firm, sub-
angular to sub-platy in part. Some algal laminae,
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highly carbonaceous-petroliferous in part with
bright Fluorescence and very weak slow dull yellow
streaming cut, pyritic in part.

3130-3180 Shale, as above,but generally less dark color and less
carbonaceous and petroliferous material. Limestone,

I cream-white-slightly bufF, cryptocystalline,
moderately Firm, dense.

3160-3190 Shale, grayish brown, buFF to occasionally cream, sub-
blocky to sub-engular, hard-moderately Firm, occasion-
ally soft, slightly calcareous-moderately calcareous,
Frequent very fine disseminated pyrite.

3190-3220 Generally Siltstone ranging to very fine grained Sand-
stone, clear-slightly white, sub-rounded to

i sub-angular, moderately well sorted, moderately firm-
Friable, slightly calcareous, Fair intergranular
porosity, some fair spotty dark brown-black oil blobs
and stain with dull gold fluorescence, weak streaming
bright yellow cut-week milky dull yellow cut.

3220-3250 Shale, generally light gray-cream-occasionally buFF,

i slightly calcareous, some streaks or specks oF medium-
dark gray argillaceous material, Firm-occasionally
soft. Limestone, light tan-buFF, microcrystalline,
Frequent cream colored very fine pellets, soFt-
moderately firm.

3250-3280 Shale, light-medium gray-Frequently grayis:h-brown,

I moderately firm-soft, some specks and streaks of
carbonaceous material, slightly calcareous, sub-blocky
to sub-angular.

3280-3310 Shale, as above, plus increase in brown-grayish brown.
Limestone, white-cream-buFF, cryptocrystalline-micro-
crystalline, moderately firm-soft, argillaceous in
part, dense.

3310-3340 Shale, moderately-highly calcareous, medium-derk

i brown-tan-occasionally buff, firm-soFt, frequent
microcrystalline disseminated pyrite, sub-angular,
trace Petroliferous-black carbonaceous material, dull
gold Fluorescence and very weak milky cut.

3340-3370 Generally Limestone, buFF-tan, cryptocrystalline,
occasionally microcrystalline, occasionally
argillaceous, firm-moderately firm, dense.

3370-3400 Some Limestone, as above. Siltstone, occasionally

I some very Fine Sandstone, clear-white, slightly cal-
careous, sub-angular to sub-rounded, moderately well
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highly carbonaceous-petroliferous in part with
bright Fluorescence and very weak slow dull yellow
streaming cut, pyritic in part.

3130-3180 Shale, as above,but generally less dark color and less
carbonaceous and petroliferous material. Limestone,

I cream-white-slightly bufF, cryptocystalline,
moderately Firm, dense.

3160-3190 Shale, grayish brown, buFF to occasionally cream, sub-
blocky to sub-engular, hard-moderately Firm, occasion-
ally soft, slightly calcareous-moderately calcareous,
Frequent very fine disseminated pyrite.

3190-3220 Generally Siltstone ranging to very fine grained Sand-
stone, clear-slightly white, sub-rounded to

i sub-angular, moderately well sorted, moderately firm-
Friable, slightly calcareous, Fair intergranular
porosity, some fair spotty dark brown-black oil blobs
and stain with dull gold fluorescence, weak streaming
bright yellow cut-week milky dull yellow cut.

3220-3250 Shale, generally light gray-cream-occasionally buFF,

i slightly calcareous, some streaks or specks oF medium-
dark gray argillaceous material, Firm-occasionally
soft. Limestone, light tan-buFF, microcrystalline,
Frequent cream colored very fine pellets, soFt-
moderately firm.

3250-3280 Shale, light-medium gray-Frequently grayis:h-brown,

I moderately firm-soft, some specks and streaks of
carbonaceous material, slightly calcareous, sub-blocky
to sub-angular.

3280-3310 Shale, as above, plus increase in brown-grayish brown.
Limestone, white-cream-buFF, cryptocrystalline-micro-
crystalline, moderately firm-soft, argillaceous in
part, dense.

3310-3340 Shale, moderately-highly calcareous, medium-derk

i brown-tan-occasionally buff, firm-soFt, frequent
microcrystalline disseminated pyrite, sub-angular,
trace Petroliferous-black carbonaceous material, dull
gold Fluorescence and very weak milky cut.

3340-3370 Generally Limestone, buFF-tan, cryptocrystalline,
occasionally microcrystalline, occasionally
argillaceous, firm-moderately firm, dense.

3370-3400 Some Limestone, as above. Siltstone, occasionally

I some very Fine Sandstone, clear-white, slightly cal-
careous, sub-angular to sub-rounded, moderately well

-18-

' i DENNISC. REHRIG& ASSOCIATES,



sorted, no apparent porosity, moderately Firm, no
show, fluorescence or cut, trace argillaceous
material.

3400-3430 No sample, by-passed shale shaker.

3430-3480 Very poor sample, decided not to use.

3480-3490 Shale, light-medium gray, occasionally brownish grey,
some streaks and specks oF carbonaceous material,i Frequent microcrystalline disseminated pyrite, mod-
erately calcareous, moderately Firm-soFt, sub-
platy in part.

3490-3520 Shale, light-medium gray, occasionally ten-buff,
moderately firm-soft, moderately-slightly calcareous,

i Some Limestone, cream-buFF, cryptocrystalline,
moderately firm-soft, argillaceous in part, dense.

3520-3550 Shale, as above, Frequently tan-buFF, soFt, ben-
tonitic. Some Limestone, as above.

3550-3580 Shale, light-medium gray, moderately Firm, sub-

i .
angular to sub-blocky, os1careous, trace pyrite, some
Shale, ten-buFF, calcareous, moderately firm, slight
oil sheen on surface in part, dull gold Fluorescence,
very weak dull yellow milky out.

3580-3840 Shale in part, predominately light-medium gray, as

3840-3870

aSbhales

as 3550-3580 above, with trace black petro-
liFerous Shale, dull gold fluorescence, weak dull

i yellow streaming-milky cut. Some Siltstone, clear,
slightly calcareous, no show, Fluorescence or out.

3870-3730 Siltstone, clear, slightly calcareous, moderately

i Firm-friable, slightly consolidated, no show,
Fluorescence or cut, slightly carbonaceous in part.
Trace Sandstone, very Fine grained, some loose quartz

i grains, sub-angular to sub-rounded, moderately well
sorted, slightly calcareous in part, moderately Firm-
Friable, no show, fluorescence or cut. Shale, light-
medium gray, as above.

3730-3820 Argillaceous Limestone, medium brown-tan, crypto-
crystalline, hard-moderately Firm, some pyrite.

I Shale, ten-buff, soFt, slightly calcareous,
bentonitic, dull gold fluorescence in part, with very
weak dull yellow streaming-milky cut,

I
i
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sorted, no apparent porosity, moderately Firm, no
show, fluorescence or cut, trace argillaceous
material.

3400-3430 No sample, by-passed shale shaker.

3430-3480 Very poor sample, decided not to use.

3480-3490 Shale, light-medium gray, occasionally brownish grey,
some streaks and specks oF carbonaceous material,i Frequent microcrystalline disseminated pyrite, mod-
erately calcareous, moderately Firm-soFt, sub-
platy in part.

3490-3520 Shale, light-medium gray, occasionally ten-buff,
moderately firm-soft, moderately-slightly calcareous,

i Some Limestone, cream-buFF, cryptocrystalline,
moderately firm-soft, argillaceous in part, dense.

3520-3550 Shale, as above, Frequently tan-buFF, soFt, ben-
tonitic. Some Limestone, as above.

3550-3580 Shale, light-medium gray, moderately Firm, sub-

i .
angular to sub-blocky, os1careous, trace pyrite, some
Shale, ten-buFF, calcareous, moderately firm, slight
oil sheen on surface in part, dull gold Fluorescence,
very weak dull yellow milky out.

3580-3840 Shale in part, predominately light-medium gray, as

3840-3870

aSbhales

as 3550-3580 above, with trace black petro-
liFerous Shale, dull gold fluorescence, weak dull

i yellow streaming-milky cut. Some Siltstone, clear,
slightly calcareous, no show, Fluorescence or out.

3870-3730 Siltstone, clear, slightly calcareous, moderately

i Firm-friable, slightly consolidated, no show,
Fluorescence or cut, slightly carbonaceous in part.
Trace Sandstone, very Fine grained, some loose quartz

i grains, sub-angular to sub-rounded, moderately well
sorted, slightly calcareous in part, moderately Firm-
Friable, no show, fluorescence or cut. Shale, light-
medium gray, as above.

3730-3820 Argillaceous Limestone, medium brown-tan, crypto-
crystalline, hard-moderately Firm, some pyrite.

I Shale, ten-buff, soFt, slightly calcareous,
bentonitic, dull gold fluorescence in part, with very
weak dull yellow streaming-milky cut,

I
i
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I 3820-3850 Shale, brown-grayish brown, Frequently light-medium
gray, frequently bufF, Firm-moderately firm, sub-

I angular to sub-blocky in part, fluorescence and out as
above. Some argillaceous Limestone, as above.

3850-3880 Shale, generally light-medium gray, moderately cal-
careous, moderately firm, sub-platy in part. Some
Siltstone, clear-white, moderately Firm, slightly
calcareous, generally consolidated, no show, fluor-
escence or cut.

3880-3910 Shale, as above. Increase in Siltstone, as above.

I 3910-3940 Sandstone, clear-white in part, generally loose grains
- moderately unconsolidated, sub-angular to sub-

I rounded, Fairly well sorted, frequent specks oF dark
brown oil stain, with dull gold Fluorescence, very
weak dull yellow streaming-milky cut. Some fair

3940-4000

interegr ughat

med m

gyray,

g

eay hah roa aboalecareous,

sub-blocky to sub-angular, Firm-moderately firm.

I Limestone, cream-tan, microcrystalline-cryptocrystal-
line, firm-moderately Firm, argillaceous in part,
dense. Trace Sitstone, no show, fluorescence or cut.

I 4000-4080 Shale, light-medium gray, calcareous, moderately firm,
occasionally soft, trace pyrite, sub-blocky to sub-
angular. Siltstone, clear-white, calcareous cement,

i firm-moderately firm, appears dense, spotty dark brown
oil stain with dull gold fluorescence and weak dull
yellow streaming out. Possibly trace grading to very
fine grained Sandstone.

4080-4090 Shale, tan, Frequently buFF, occasionally light-medium
gray, calcareous, moderately firm-soft, generally sub-
blocky to sub-engular. Trace Siltstone, as above.

4090-4150 Siltstone, clear-white, commonly calcareous cement,

i moderately Firm-Friable, some argillaceous material,
generally no show, Fluorescence or cut but trace dark
brown oil stain with dull gold fluorescence and very
weak milky cut. Frequent light-medium colored Shale,

I trace Limestone, white-cream, slightly argillaceous,
cryptocrystalline, moderately firm-soft, dense.

I 4150-4200 Shale, medium-dark brown, grayish brown, Firm-
moderately firm, generally sub-engular to sub-blocky,
slightly carbonaceous - slightly petroliFerous in
part, dull gold fluorescence in part, no cut.

4200-4220 Shale, light-medium gray, caloereous, sub-platy in
part, moderately firm-soft, some Siltstone, clear-
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I 3820-3850 Shale, brown-grayish brown, Frequently light-medium
gray, frequently bufF, Firm-moderately firm, sub-

I angular to sub-blocky in part, fluorescence and out as
above. Some argillaceous Limestone, as above.

3850-3880 Shale, generally light-medium gray, moderately cal-
careous, moderately firm, sub-platy in part. Some
Siltstone, clear-white, moderately Firm, slightly
calcareous, generally consolidated, no show, fluor-
escence or cut.

3880-3910 Shale, as above. Increase in Siltstone, as above.

I 3910-3940 Sandstone, clear-white in part, generally loose grains
- moderately unconsolidated, sub-angular to sub-

I rounded, Fairly well sorted, frequent specks oF dark
brown oil stain, with dull gold Fluorescence, very
weak dull yellow streaming-milky cut. Some fair

3940-4000

interegr ughat

med m

gyray,

g

eay hah roa aboalecareous,

sub-blocky to sub-angular, Firm-moderately firm.

I Limestone, cream-tan, microcrystalline-cryptocrystal-
line, firm-moderately Firm, argillaceous in part,
dense. Trace Sitstone, no show, fluorescence or cut.

I 4000-4080 Shale, light-medium gray, calcareous, moderately firm,
occasionally soft, trace pyrite, sub-blocky to sub-
angular. Siltstone, clear-white, calcareous cement,

i firm-moderately firm, appears dense, spotty dark brown
oil stain with dull gold fluorescence and weak dull
yellow streaming out. Possibly trace grading to very
fine grained Sandstone.

4080-4090 Shale, tan, Frequently buFF, occasionally light-medium
gray, calcareous, moderately firm-soft, generally sub-
blocky to sub-engular. Trace Siltstone, as above.

4090-4150 Siltstone, clear-white, commonly calcareous cement,

i moderately Firm-Friable, some argillaceous material,
generally no show, Fluorescence or cut but trace dark
brown oil stain with dull gold fluorescence and very
weak milky cut. Frequent light-medium colored Shale,

I trace Limestone, white-cream, slightly argillaceous,
cryptocrystalline, moderately firm-soft, dense.

I 4150-4200 Shale, medium-dark brown, grayish brown, Firm-
moderately firm, generally sub-engular to sub-blocky,
slightly carbonaceous - slightly petroliFerous in
part, dull gold fluorescence in part, no cut.

4200-4220 Shale, light-medium gray, caloereous, sub-platy in
part, moderately firm-soft, some Siltstone, clear-

-20-

't DENNIS C. REHRIG& ASSOCIATES, INC.



white, calcareous cement, moderately firm slightly
argillaceous, no show, Fluorescence or cut.

I 4220-4240 Shale, as above, plus some medium brown-grayish
brown Siltatone, as above.

I 4240-4300 Siltstone, moderately firm-Friable in part, slightly
calcareous, medium dark brown oil stain, dull gold
fluorescence, fair bright yellow-bluish yellow
streaming cut, slightly argillaceous in part, some oF

i this grayish to very Fine grained Sandstone with
similar show, sub-angular to sub-rounded, moderately
well sorted, some Fair intergranular porosity, some
Shale, light-medium gray.

4300-4320 Siltstone-very Fine grained Sandstone, generally as
above, but show not as good.

4320-4340 Sandstone, very fine grained and Siltstone as 4240-

4340-4380 S

tsaboveand

some very fine grained Sandstone as
4240-4300 above. Some light-medium gray Shale, cal-

I careous, moderately Firm-soft.
I

4380-4380 Shale, light-medium gray, occasionally cream, very
calcareous, moderately firm-soFt, sub-platy in part.

4380-4400 Shale, as above, some bu.ff, soFt, bentonitic, trace
pyrite, trace Siltstone, clear-white, much calcareous
cement, moderstely Firm, no show, Fluorescence or
cut. Trace Limestone, white-cream, microcrystalline,
soft, dense, argillaceous in part.

4400-4420 Shale, light-medium gray-brownish gray, Firm-soft,
calcareous, pyrite. Siltstone, clear-white,
moderately Firm, much calcareous cement, no show,
fluorescence or cut, some Limestone, as above.

4420-4440 Shale, grayish brown-medium to dark brown, calcareous,

i some dark brown-black carbonaceous material, no show,
fluorescence or cut, moderately firm-soft, sub-blocky,
trace pyrite.

I 4440-4480 Siltstone, clear-white, generally calcareous cement,
moderately Firm, trace spotty stain, trace dull gold
Fluorescence, very weak slowing dull yellow streaming

i aut, argillaceous in.part. Shale, light-medium gray,
moderately Firm-soft, calcareous.

4480-4500 Siltstone, possibly grading to very Fine grained
Sandstone, clear-white, calcareous cement, no apparent
porosity, no show, Fluorescence or cut, argillaceous

!
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white, calcareous cement, moderately firm slightly
argillaceous, no show, Fluorescence or cut.

I 4220-4240 Shale, as above, plus some medium brown-grayish
brown Siltatone, as above.

I 4240-4300 Siltstone, moderately firm-Friable in part, slightly
calcareous, medium dark brown oil stain, dull gold
fluorescence, fair bright yellow-bluish yellow
streaming cut, slightly argillaceous in part, some oF

i this grayish to very Fine grained Sandstone with
similar show, sub-angular to sub-rounded, moderately
well sorted, some Fair intergranular porosity, some
Shale, light-medium gray.

4300-4320 Siltstone-very Fine grained Sandstone, generally as
above, but show not as good.

4320-4340 Sandstone, very fine grained and Siltstone as 4240-

4340-4380 S

tsaboveand

some very fine grained Sandstone as
4240-4300 above. Some light-medium gray Shale, cal-

I careous, moderately Firm-soft.
I

4380-4380 Shale, light-medium gray, occasionally cream, very
calcareous, moderately firm-soFt, sub-platy in part.

4380-4400 Shale, as above, some bu.ff, soFt, bentonitic, trace
pyrite, trace Siltstone, clear-white, much calcareous
cement, moderstely Firm, no show, Fluorescence or
cut. Trace Limestone, white-cream, microcrystalline,
soft, dense, argillaceous in part.

4400-4420 Shale, light-medium gray-brownish gray, Firm-soft,
calcareous, pyrite. Siltstone, clear-white,
moderately Firm, much calcareous cement, no show,
fluorescence or cut, some Limestone, as above.

4420-4440 Shale, grayish brown-medium to dark brown, calcareous,

i some dark brown-black carbonaceous material, no show,
fluorescence or cut, moderately firm-soft, sub-blocky,
trace pyrite.

I 4440-4480 Siltstone, clear-white, generally calcareous cement,
moderately Firm, trace spotty stain, trace dull gold
Fluorescence, very weak slowing dull yellow streaming

i aut, argillaceous in.part. Shale, light-medium gray,
moderately Firm-soft, calcareous.

4480-4500 Siltstone, possibly grading to very Fine grained
Sandstone, clear-white, calcareous cement, no apparent
porosity, no show, Fluorescence or cut, argillaceous

!
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II
i in part, some carbonaceous material, sub-angular to

sub-rounded, moderately well sorted, moderately firm.
Some light-medium gray Shale.

4500-4520 Siltstone, as above. Shale, as above.

I
4520-4580 Siltatone, clear-white, calcareous cement, moderately

firm, moderately unconsolidated, trace dark brown oil
stain with dull gold Fluorescence and very weak dull
yellow-bluish yellow streaming to milky cut. Poss-

i ibly some very fine grained Sandstone. Shale, light-
medium gray, calcareous, moderately firm-soFt.

I

i 4580-4580 Shale, light-medium gray, frequently medium brown- '
grayish brown-tan, calcareous, moderately firm-soft,
sub-platy, sub-blocky in part. Some Siltstone, cal-
careous cement, moderately Firm, generally

I consolidated, argillaceous in part, no show, Fluor-
escence or cut.

4580-4800 Generally Shale, as 4580-4580 above. Trace Siltstone.

4800-4820 Shale and Siltstone as 4580-4580 above.

4820-4840 Siltstone and Shale as 4580-4580 above, some Siltstone
may grade to very Fine grained Sandstone, calcareous
cement, no apparent porosity, Firm-moderately Firm,

I generally well consolidated, argillaceous in part,
trace glauconite, no show, fluorescence or cut.

4840-4860 Siltstone, grading to very Fine grained Sandstone,I clear-white, generally calcareous cement, moderately
Firm, moderately well consolidated-occasionally un-
consolidated loose quartz grains, trace glauconite,

I .argillaceous in part, no show, Fluorescence or cut, no
apparent porosity, sub-angular to sub-rounded,
moderately well sorted.

4880-4700 Shale, light-medium grey-bluish gray, occasionally
cream, moderately firm-soft, calcareous, sub-blocky.

I Some Siltstone, clear-white, caloereous cement,
moderately firm, moderately consolidated, trace glauc-
onite, some argillaceous material, no show, fluor-

4700-4720

haceencel ghtc

medium gray, Frequently cream, moderately
firm-soft, earthy in part, highly calcareous, sub-
angular to sub-blocky.

4720-4740 Shale, medium-derk brown, black in part, highly
carbonaceous, slightly petroliferous in part, firm,

i sub-blocky, highly calcareous, dull gold fluorescence,
trace oF very week slow dull yellow streaming out.

II
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II
i in part, some carbonaceous material, sub-angular to

sub-rounded, moderately well sorted, moderately firm.
Some light-medium gray Shale.

4500-4520 Siltstone, as above. Shale, as above.

I
4520-4580 Siltatone, clear-white, calcareous cement, moderately

firm, moderately unconsolidated, trace dark brown oil
stain with dull gold Fluorescence and very weak dull
yellow-bluish yellow streaming to milky cut. Poss-

i ibly some very fine grained Sandstone. Shale, light-
medium gray, calcareous, moderately firm-soFt.

I

i 4580-4580 Shale, light-medium gray, frequently medium brown- '
grayish brown-tan, calcareous, moderately firm-soft,
sub-platy, sub-blocky in part. Some Siltstone, cal-
careous cement, moderately Firm, generally

I consolidated, argillaceous in part, no show, Fluor-
escence or cut.

4580-4800 Generally Shale, as 4580-4580 above. Trace Siltstone.

4800-4820 Shale and Siltstone as 4580-4580 above.

4820-4840 Siltstone and Shale as 4580-4580 above, some Siltstone
may grade to very Fine grained Sandstone, calcareous
cement, no apparent porosity, Firm-moderately Firm,

I generally well consolidated, argillaceous in part,
trace glauconite, no show, fluorescence or cut.

4840-4860 Siltstone, grading to very Fine grained Sandstone,I clear-white, generally calcareous cement, moderately
Firm, moderately well consolidated-occasionally un-
consolidated loose quartz grains, trace glauconite,

I .argillaceous in part, no show, Fluorescence or cut, no
apparent porosity, sub-angular to sub-rounded,
moderately well sorted.

4880-4700 Shale, light-medium grey-bluish gray, occasionally
cream, moderately firm-soft, calcareous, sub-blocky.

I Some Siltstone, clear-white, caloereous cement,
moderately firm, moderately consolidated, trace glauc-
onite, some argillaceous material, no show, fluor-

4700-4720

haceencel ghtc

medium gray, Frequently cream, moderately
firm-soft, earthy in part, highly calcareous, sub-
angular to sub-blocky.

4720-4740 Shale, medium-derk brown, black in part, highly
carbonaceous, slightly petroliferous in part, firm,

i sub-blocky, highly calcareous, dull gold fluorescence,
trace oF very week slow dull yellow streaming out.

II
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l Limestone, ten-brown, occasionally cream, crypto-
crystalline to microcrystalline, Firm-moderately Firm,
dense, generally argillaceous, some carbonaceous

i material. Some Siltstone, generally white, occasion-
ally clear, moderately Firm, generally well consol-
idated, much calcareous cement, argillaceous in part,
no show, fluorescence or cut.I 4740-4780 Siltstone, grading to very fine grained Sandstone,
clear-white-slightly ten, much calcareous cement, no

i apparent porosity, no show, Fluorescence or out,
bright yellow mineral fluorescence, moderately firm,
well consolidated, some glauconite and carbonaceous

i material, argillaceous in part, moderately well
sorted, sub-engular to sub-rounded. Some Limestone,
white-cream, frequently laminated or mottled with dark
gray carbonaceous material, cryptocrystalline,
moderately soft, dense, trace pyrite.

4780-4780 Shale, brown-grayish brown, Frequently ten-buff. Ten-

I buFF is earthy, bentonitic. Brown-grayish brown, Firm,
sub-blocky, slightly petroliFerous, highly
carbonaceous, no show, fluorescence or cut.

4780-4820 Shale, light-medium gray, calcareous, firm-moderately
firm, sub-blocky to sub-angular. Siltstone, clear,
white in part, calcareous cement, well consolidated,
hard-Firm, quartzitic, argillaceous in part. Lime-
stone, cream-white, soft, marly in part, argillaceous
in part.

4820-4880 Shale, light-medium gray, calcareous, soft and earthy
- moderately Firm, sub-angular to sub-platy, carbon-
aceous in part.

4880-4900 Shale, Siltstone, Limestone, as 4780-4820 above.
Trace Dolomite, ten-orangish tan, firm, cryptocrystal-
line, argillaceous in part, dense.

4900-4920 Sandstone, very fine grained, generally clear,
Frequently white, some calcareous cement, firm-mod-I erstely friable, some fair intergranular porosity,
sub-angular to sub-rounded, moderately well sorted,
very slight light tan stain, bright yellow Fluor-

I escence, weak bluish yellow streaming-milky out.
Glauconite, some stringers oF Shale, light gray-
cream, soFt, carbonaceous material, slightly petro-

i liFerous in part. Some Limestone, white-cream, cryp-
tocrystalline, soFt, argillaceous in part, slightly
mottled in part.

4920-4930 As above with increase in Limestone and Shale.

i
-23-

' i DENNISC. REHRIG& ASSOCIATES,

l Limestone, ten-brown, occasionally cream, crypto-
crystalline to microcrystalline, Firm-moderately Firm,
dense, generally argillaceous, some carbonaceous

i material. Some Siltstone, generally white, occasion-
ally clear, moderately Firm, generally well consol-
idated, much calcareous cement, argillaceous in part,
no show, fluorescence or cut.I 4740-4780 Siltstone, grading to very fine grained Sandstone,
clear-white-slightly ten, much calcareous cement, no

i apparent porosity, no show, Fluorescence or out,
bright yellow mineral fluorescence, moderately firm,
well consolidated, some glauconite and carbonaceous

i material, argillaceous in part, moderately well
sorted, sub-engular to sub-rounded. Some Limestone,
white-cream, frequently laminated or mottled with dark
gray carbonaceous material, cryptocrystalline,
moderately soft, dense, trace pyrite.

4780-4780 Shale, brown-grayish brown, Frequently ten-buff. Ten-

I buFF is earthy, bentonitic. Brown-grayish brown, Firm,
sub-blocky, slightly petroliFerous, highly
carbonaceous, no show, fluorescence or cut.

4780-4820 Shale, light-medium gray, calcareous, firm-moderately
firm, sub-blocky to sub-angular. Siltstone, clear,
white in part, calcareous cement, well consolidated,
hard-Firm, quartzitic, argillaceous in part. Lime-
stone, cream-white, soft, marly in part, argillaceous
in part.

4820-4880 Shale, light-medium gray, calcareous, soft and earthy
- moderately Firm, sub-angular to sub-platy, carbon-
aceous in part.

4880-4900 Shale, Siltstone, Limestone, as 4780-4820 above.
Trace Dolomite, ten-orangish tan, firm, cryptocrystal-
line, argillaceous in part, dense.

4900-4920 Sandstone, very fine grained, generally clear,
Frequently white, some calcareous cement, firm-mod-

I erstely friable, some fair intergranular porosity,
sub-angular to sub-rounded, moderately well sorted,
very slight light tan stain, bright yellow Fluor-

I escence, weak bluish yellow streaming-milky out.
Glauconite, some stringers oF Shale, light gray-
cream, soFt, carbonaceous material, slightly petro-

i liFerous in part. Some Limestone, white-cream, cryp-
tocrystalline, soFt, argillaceous in part, slightly
mottled in part.

4920-4930 As above with increase in Limestone and Shale.

i
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i 4930-4940 Shale, generally medium gray, frequently light gray,
moderately firm, sub-platy in part, occasional car-
bonaceous material.

4940-4980 Shale, medium dark brown-derk grayish brown,
moderately firm-soft and earthy, sub-platy in part,
slightly-moderately calcareous, highly carbonaceous-
slightly petroliFerous, no show, Fluorescence or out.

4980-5020 Shale, light-medium gray, moderately Firm, cal-

I careous, sub-engular to sub-blocky, some Siltstone,
clear-white, calcareous cement, moderately firm,
moderately well consolidated, no show, fluorescence or

i out, stringers of white-cream Limestone.

5020-5040 Shale, light-medium gray, moderately brown-grayish
brown, calcareous, moderately Firm-soFt, trace pyrite,

I trace Siltstone, clear-white, calcareous cement, mod-
erstely unconsolidated, no show, fluorescence or cut.
Trace Limestone, cream-buffa cryptocrystalline, mod-
erstely-soft and marly, argillaceous in part, dense.

5040-5080 Siltstone, grading to very fine grained Sandstone,
clear-white, Frequent light-medium brown oil stain,i dull gold fluorescence in part, with very weak dull
yellow-bluish yellow cut, moderately Firm-frequently
friable, fair intergranular porosity, moderately un-

I consolidated, some calcareous cement, sub-angular to
sub-rounded, moderately well sorted, some Shale,
light-medium grey, as above.

5080-5080 Sandstone, very fine grained and Siltstone, generally
as above, but better staining and stronger bright
yellow streaming cut, probably better intergranular
porosity.

5080-5090 Shale, light-medium gray, moderately Firm-soFt, cal-

I careous, sub-angular, trace Siltstane and very fine
grained Sandstone, as above.

5090-5100 Shale, generally as above, some brown-grayish brown,
sub-splintery to sub-platy in part.

5100-5120 Shale, generally medium-dark brown-dark grayish brown,

i moderately Firm, moderately calcareous, sub-blocky,
highly carbonaceous-petroliferous in part, no show,
Fluorescence or out, trace pyrite.

5120-5140 Shale, medium-dark brown-grayish brown, occasionally
light-medium gray, trace black, calcareous, moderately
Firm, earthy in part, highly carbonaceous-petro-
liferous, trace dull gold Fluorescence, weak dull

I
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i 4930-4940 Shale, generally medium gray, frequently light gray,
moderately firm, sub-platy in part, occasional car-
bonaceous material.

4940-4980 Shale, medium dark brown-derk grayish brown,
moderately firm-soft and earthy, sub-platy in part,
slightly-moderately calcareous, highly carbonaceous-
slightly petroliFerous, no show, Fluorescence or out.

4980-5020 Shale, light-medium gray, moderately Firm, cal-

I careous, sub-engular to sub-blocky, some Siltstone,
clear-white, calcareous cement, moderately firm,
moderately well consolidated, no show, fluorescence or

i out, stringers of white-cream Limestone.

5020-5040 Shale, light-medium gray, moderately brown-grayish
brown, calcareous, moderately Firm-soFt, trace pyrite,

I trace Siltstone, clear-white, calcareous cement, mod-
erstely unconsolidated, no show, fluorescence or cut.
Trace Limestone, cream-buffa cryptocrystalline, mod-
erstely-soft and marly, argillaceous in part, dense.

5040-5080 Siltstone, grading to very fine grained Sandstone,
clear-white, Frequent light-medium brown oil stain,i dull gold fluorescence in part, with very weak dull
yellow-bluish yellow cut, moderately Firm-frequently
friable, fair intergranular porosity, moderately un-

I consolidated, some calcareous cement, sub-angular to
sub-rounded, moderately well sorted, some Shale,
light-medium grey, as above.

5080-5080 Sandstone, very fine grained and Siltstone, generally
as above, but better staining and stronger bright
yellow streaming cut, probably better intergranular
porosity.

5080-5090 Shale, light-medium gray, moderately Firm-soFt, cal-

I careous, sub-angular, trace Siltstane and very fine
grained Sandstone, as above.

5090-5100 Shale, generally as above, some brown-grayish brown,
sub-splintery to sub-platy in part.

5100-5120 Shale, generally medium-dark brown-dark grayish brown,

i moderately Firm, moderately calcareous, sub-blocky,
highly carbonaceous-petroliferous in part, no show,
Fluorescence or out, trace pyrite.

5120-5140 Shale, medium-dark brown-grayish brown, occasionally
light-medium gray, trace black, calcareous, moderately
Firm, earthy in part, highly carbonaceous-petro-
liferous, trace dull gold Fluorescence, weak dull

I
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yellow streaming cut, some Siltstone, clear-white,
moderately Firm, generally well consolidated, argil-
laceous in part, calcareous cement, no show. Fluor-
escence or cut.

5140-5180 Shale, light-medium brown-grayish brown, Frequently

I light-medium gray, calcareous, less carbonaceous and
non-petroliferous, no show, Fluorescence or out.

5180-5200 Shale, light-medium gray, calcareous, moderately firm-

i soFt, sub-blocky, Siltstone, clear-white, moderately
firm, Fairly unconsolidated, some calcareous cement,
trace very faint brown oil stain, no fluorescence,
very week dull yellow milky out.

5200-5220 Shale, light-medium gray, calcareous, moderately firm-
soFt, trace marly, Siltstane grading to some very finei grained Sandstone, no apparent porosity, clear-white,
fairly well consolidated, sub-angular to sub-rounded,
moderately well sorted, trace dark brown uneven oil

i stain, trace dull gold Fluorescence, with very week
dull yellow milky cut.

I 5220-5230 Shale, as above, with some cream colored, calcareous,
soFt-marly. Some dolomitic Limestone, ten-orangish
tan, cryptocrystalline, moderately hard-Firm, dense,
Siltstone and Sandstone, as above with spotty dead oil
stain, trace dull gold fluorescence, no cut.

5230-5240 Shale, cream-light-medium gray, calcareous, frequently

I mottled to speckled with carbonaceous material, mod-
erstely firm-soft, some pyrite, mostly Siltstone-
grading occasionally to very fine grained Sandstone,
clear-white, frequently speckled with medium-dark

i brown carbonaceous material, very hard, calcareous
cement, dense, no show, fluorescence or cut.

I 5240-5280 Shale, Siltstone and very Fine grained Sandstone, as
above, some cream calcareous Shale, very soft-marly,
some Limestone, white-cream, moderately soFt-soFt,

i Frequently streaked-speckled with medium-dark gray
carbonaceous material, dense, trace dead oil.

5280-5288 No sample, tripped For bit, didn't circulate up
samples.

5288-5270 Shale, light-medium gray, frequently cream and soft

i and marly, generally moderately firm, calcareous,
sub-splintery in part, some carbonaceous particles.
Some Siltstone, clear-white, very hard, calcareous
cems,t, speckled with carbonaceous material, some
pyrite, no show, fluorescence or cut.
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yellow streaming cut, some Siltstone, clear-white,
moderately Firm, generally well consolidated, argil-
laceous in part, calcareous cement, no show. Fluor-
escence or cut.

5140-5180 Shale, light-medium brown-grayish brown, Frequently

I
light-medium gray, calcareous, less carbonaceous and
non-petroliferous, no show, Fluorescence or out.

5180-5200 Shale, light-medium gray, calcareous, moderately firm-

i soFt, sub-blocky, Siltstone, clear-white, moderately
firm, Fairly unconsolidated, some calcareous cement,
trace very faint brown oil stain, no fluorescence,
very week dull yellow milky out.

5200-5220 Shale, light-medium gray, calcareous, moderately firm-
soFt, trace marly, Siltstane grading to some very finei grained Sandstone, no apparent porosity, clear-white,
fairly well consolidated, sub-angular to sub-rounded,
moderately well sorted, trace dark brown uneven oil

i stain, trace dull gold Fluorescence, with very week
dull yellow milky cut.

I
5220-5230 Shale, as above, with some cream colored, calcareous,

soFt-marly. Some dolomitic Limestone, ten-orangish
tan, cryptocrystalline, moderately hard-Firm, dense,
Siltstone and Sandstone, as above with spotty dead oil
stain, trace dull gold fluorescence, no cut.

5230-5240 Shale, cream-light-medium gray, calcareous, frequently

I mottled to speckled with carbonaceous material, mod-
erstely firm-soft, some pyrite, mostly Siltstone-
grading occasionally to very fine grained Sandstone,
clear-white, frequently speckled with medium-dark

i brown carbonaceous material, very hard, calcareous
cement, dense, no show, fluorescence or cut.

I 5240-5280 Shale, Siltstone and very Fine grained Sandstone, as
above, some cream calcareous Shale, very soft-marly,
some Limestone, white-cream, moderately soFt-soFt,

i Frequently streaked-speckled with medium-dark gray
carbonaceous material, dense, trace dead oil.

5280-5288 No sample, tripped For bit, didn't circulate up
samples.

5288-5270 Shale, light-medium gray, frequently cream and soft

i and marly, generally moderately firm, calcareous,
sub-splintery in part, some carbonaceous particles.
Some Siltstone, clear-white, very hard, calcareous
cems,t, speckled with carbonaceous material, some
pyrite, no show, fluorescence or cut.

-25-

' t DENNISC. REHRIG& ASSOCIATES,



i

5270-5280 Shale, grayish brown-medium brown, calcareous, firm-
moderately firm, sub-blocky to sub-platy in part.

5280-5320 Shale, medium gray, Frequently light gray, cal-
careous, moderately firm, sub-blocky, frequently sub-
splintery to sub-platy, carbonaceous in part.I 5320-5380 Shale, generally dark gray-dark brownish gray,
slightly calcareous, moderately Firm, sub-platy to

i sub-blocky in part, highly carbonaceous, slightly
petroliferous in part, no show, fluorescence or out.

I 5380-5380 Shale, light-medium gray, some dark gray-dark brownish
gray, as above, light-medium grey is more calcareous,
moderstely Firm-moderately soft, siltstane, clear-
white, calcareous cement, firm-moderately Firm, gs,-

I erally well consolidated, trace pyrite, no show,
fluorescence or cut, argillaceous-carbonaceous in
part.

5380-5400 Shale, medium-dark brown-dark grayish brown, fre-
quently black and highly carbonaceous to petro-
liferous, no show, fluorescence or out, moderately-I highly calcareous, moderately firm, Frequently
sub-blocky.

I 5400-5440 Shale, gaaerally medium-dark gray-grayish black,
occasionally light gray,.highly carbonaceous-petro-
liferous, dull gold Fluoresomace in part, very weak-

I week dull yellow streaming out, moderately Firm, sub-
platy in part, non-calcareous to slightly calcareous.

5440-5480 Shale, generally light grey, Frequently medium gray,i moderately Firm-soFt, moderately calcareous, sub-
angular to sub-splintery in part.

I 5480-5480 Shale, as above, also cream colored Shale, cal-
careous, soFt-marly.

5480-5500 Shale, equal amount oF light-medium gray, mod-I erstely firm, moderately calcareous, dark gray to
grayish black-black, firm-moderately firm, non-
calcareous to very slightly calcareous, highly

I carbonaceous-petroliFerous, no fluorescence, gen-
erally no cut, trace very weak dull yellow milky cut.

I 5500-5520 Shale, grayish black-black, frequently grayish brown
in part, non-calcareous to slightly calcareous,
splintery-platy in part, firm-moderately firm, trace
pyrite, no show, Fluorescence or cut.

I
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5270-5280 Shale, grayish brown-medium brown, calcareous, firm-
moderately firm, sub-blocky to sub-platy in part.

5280-5320 Shale, medium gray, Frequently light gray, cal-
careous, moderately firm, sub-blocky, frequently sub-
splintery to sub-platy, carbonaceous in part.I 5320-5380 Shale, generally dark gray-dark brownish gray,
slightly calcareous, moderately Firm, sub-platy to

i sub-blocky in part, highly carbonaceous, slightly
petroliferous in part, no show, fluorescence or out.

I 5380-5380 Shale, light-medium gray, some dark gray-dark brownish
gray, as above, light-medium grey is more calcareous,
moderstely Firm-moderately soft, siltstane, clear-
white, calcareous cement, firm-moderately Firm, gs,-

I erally well consolidated, trace pyrite, no show,
fluorescence or cut, argillaceous-carbonaceous in
part.

5380-5400 Shale, medium-dark brown-dark grayish brown, fre-
quently black and highly carbonaceous to petro-
liferous, no show, fluorescence or out, moderately-

I highly calcareous, moderately firm, Frequently
sub-blocky.

I 5400-5440 Shale, gaaerally medium-dark gray-grayish black,
occasionally light gray,.highly carbonaceous-petro-
liferous, dull gold Fluoresomace in part, very weak-

I week dull yellow streaming out, moderately Firm, sub-
platy in part, non-calcareous to slightly calcareous.

5440-5480 Shale, generally light grey, Frequently medium gray,

i moderately Firm-soFt, moderately calcareous, sub-
angular to sub-splintery in part.

I 5480-5480 Shale, as above, also cream colored Shale, cal-
careous, soFt-marly.

5480-5500 Shale, equal amount oF light-medium gray, mod-

I erstely firm, moderately calcareous, dark gray to
grayish black-black, firm-moderately firm, non-
calcareous to very slightly calcareous, highly

I carbonaceous-petroliFerous, no fluorescence, gen-
erally no cut, trace very weak dull yellow milky cut.

I 5500-5520 Shale, grayish black-black, frequently grayish brown
in part, non-calcareous to slightly calcareous,
splintery-platy in part, firm-moderately firm, trace
pyrite, no show, Fluorescence or cut.

I
i -28-

DENNISC. REHRIG& ASSOCIATES,



i
i 5520-5530 Shale, but more dark gray-brownish grey in color, no

show, Fluorescence or cut.

I 5530-5540 Shale, as 5520-5530 above, Siltstone, light gray-
cream-clear, calcareous cement, moderately Firm,
moderately well consolidated, no show, Fluorescence or
cut, argillaceous in part.

5540-5580 Shale, black-grayish black-brownish black, Firm-
sub-brittle, platy-splintery in part, non-calcareous

i to slightly calcareous, highly carbonaceous-petro-
liFerous, no show, fluorescence or cut.

I 5580-5580 Shale, as above, some brownish gray Shale, soFt-
marly, earthy in part, calcareous, no show, fluor-
escence or cut.

I 5580-5820 Shale, light-medium gray, moderately Firm-soFt, cal-
careous Limestone, white-cream-light gray, soft,
streaks and specks of medium-dark gray carbonaceous

i material, Frequently mottled, cryptocrystalline-
microcrystalline, Siltstone ranging to very Fine
grained Sandstone, white-clear, firm, no apparent

i porosity, no show, fluorescence or out, calcareous
cement, carbonaceous-argillaceous in part.

5820-5830 Sandstone - grading to Siltstone, very Fine grained,

i moderately Firm and generally well consolidated,
slightly calcareous cement, poor intergranular
porosity, sub-angular to sub-rounded, moderately well

i sorted, fair spotty - uneven dark brown oil stain,
trace dull yellow fluorescence, very weak slow dull
yellow-milky cut.

I 5830-5840 . Shale, light-medium gray, Frequently cream, moderately
firm-soft, earthy-grainy in part, calcareous, speckled
carbonaceous material. Some Limestone, clear-white,

i microorystalline-cryptocrystalline, firm - some argil-
laceous in part.

I 5840-5850 Shale and Limestone, as above. Siltstone,
clear-white, moderately hard-Firm, well consolidated,
calcareous cement, trace glauconite and argillaceous
material, no show, fluorescence or cut. Possibly some

i very fine grained Sandstone, moderately hard-firm, no
apparent porosity, no show, fluorescence or cut.

5850-5860 Shale and Limestone as 5830-5840 above.

5880-5870 Sandstone, grading to Siltstone, clear-occasionally
white, some calcareous cement, moderately Firm-friable
in part, moderately unconsolidated, some glauconite,

I
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i 5520-5530 Shale, but more dark gray-brownish grey in color, no

show, Fluorescence or cut.

I 5530-5540 Shale, as 5520-5530 above, Siltstone, light gray-
cream-clear, calcareous cement, moderately Firm,
moderately well consolidated, no show, Fluorescence or
cut, argillaceous in part.

5540-5580 Shale, black-grayish black-brownish black, Firm-
sub-brittle, platy-splintery in part, non-calcareous

i to slightly calcareous, highly carbonaceous-petro-
liFerous, no show, fluorescence or cut.

I 5580-5580 Shale, as above, some brownish gray Shale, soFt-
marly, earthy in part, calcareous, no show, fluor-
escence or cut.

I 5580-5820 Shale, light-medium gray, moderately Firm-soFt, cal-
careous Limestone, white-cream-light gray, soft,
streaks and specks of medium-dark gray carbonaceous

i material, Frequently mottled, cryptocrystalline-
microcrystalline, Siltstone ranging to very Fine
grained Sandstone, white-clear, firm, no apparent

i porosity, no show, fluorescence or out, calcareous
cement, carbonaceous-argillaceous in part.

5820-5830 Sandstone - grading to Siltstone, very Fine grained,

i moderately Firm and generally well consolidated,
slightly calcareous cement, poor intergranular
porosity, sub-angular to sub-rounded, moderately well

i sorted, fair spotty - uneven dark brown oil stain,
trace dull yellow fluorescence, very weak slow dull
yellow-milky cut.

I 5830-5840 . Shale, light-medium gray, Frequently cream, moderately
firm-soft, earthy-grainy in part, calcareous, speckled
carbonaceous material. Some Limestone, clear-white,

i microorystalline-cryptocrystalline, firm - some argil-
laceous in part.

I 5840-5850 Shale and Limestone, as above. Siltstone,
clear-white, moderately hard-Firm, well consolidated,
calcareous cement, trace glauconite and argillaceous
material, no show, fluorescence or cut. Possibly some

i very fine grained Sandstone, moderately hard-firm, no
apparent porosity, no show, fluorescence or cut.

5850-5860 Shale and Limestone as 5830-5840 above.

5880-5870 Sandstone, grading to Siltstone, clear-occasionally
white, some calcareous cement, moderately Firm-friable
in part, moderately unconsolidated, some glauconite,

I
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i argillaceous in part, sub-engular to sub-rounded,
moderately well sorted, trace very weak light brown
oil stain, bright yellow fluorescence, very weak slow
dull yellow milky cut.

5870-5890 Sandstone and Siltstone as 5880-5870 above. Shale as
5830-5840 above.I 5890-5700 Shale, generally medium gray, frequently light gray-
white, frequently mottled-streaked calcareous, mod-

I erstely Firm-soft, frequently earthy, slightly platy
in part, some Limestone, clear-cream, microcrystal-
line to very fine crystalline, moderately Firm-soFt,
Frequently streaked with medium gray carbonaceousi material, dense.

5700-5720 Siltstone, grading to very Fine grained Sandstone,

I generally white, occasionally clear, much calcareous
cement, Firm-moderately hard, tightly consolidated,
very tight, no show, Fluorescence or cut, frequently
speckled with glauconite and carbonaceous material.

5720-5740 Siltstone, as above, Shale, light-medium gray, as
above, some Limestone, cream-white, microcrystal-
line, moderately soft, carbonaceous material, dense.

5740-5750 Sandstone, very fine-occasionally fine grained, some

i Siltstone, generally clear, Frequent Faint light brown
oil stain, bright yellow fluorescence, extremely weak
very slow bluish dull yellow milky out, firm-Friable,

I moderately unconsolidated, sub-engular to sub rounded,
moderately well sorted, some poor-Fair intergranular
porosity.

5750-5800 Siltstone and very Fine grained Sandstone, Shale andi Limestone as 5720-5740 above.

I TOTAL DEPTH: 5800' Oriller
5797' Logger

I
i
i
I
i
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i argillaceous in part, sub-engular to sub-rounded,
moderately well sorted, trace very weak light brown
oil stain, bright yellow fluorescence, very weak slow
dull yellow milky cut.

5870-5890 Sandstone and Siltstone as 5880-5870 above. Shale as
5830-5840 above.I 5890-5700 Shale, generally medium gray, frequently light gray-
white, frequently mottled-streaked calcareous, mod-

I erstely Firm-soft, frequently earthy, slightly platy
in part, some Limestone, clear-cream, microcrystal-
line to very fine crystalline, moderately Firm-soFt,
Frequently streaked with medium gray carbonaceousi material, dense.

5700-5720 Siltstone, grading to very Fine grained Sandstone,

I generally white, occasionally clear, much calcareous
cement, Firm-moderately hard, tightly consolidated,
very tight, no show, Fluorescence or cut, frequently
speckled with glauconite and carbonaceous material.

5720-5740 Siltstone, as above, Shale, light-medium gray, as
above, some Limestone, cream-white, microcrystal-
line, moderately soft, carbonaceous material, dense.

5740-5750 Sandstone, very fine-occasionally fine grained, some

i Siltstone, generally clear, Frequent Faint light brown
oil stain, bright yellow fluorescence, extremely weak
very slow bluish dull yellow milky out, firm-Friable,

I moderately unconsolidated, sub-engular to sub rounded,
moderately well sorted, some poor-Fair intergranular
porosity.

5750-5800 Siltstone and very Fine grained Sandstone, Shale andi Limestone as 5720-5740 above.

I TOTAL DEPTH: 5800' Oriller
5797' Logger

I
i
i
I
i
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DENNIS REHRIG & ASSOCIATES, INC.
OIL& GAS CONSULTING4924 RIMROCK ROAD

BILLINGS, MONTANA 59106
(406) 6564785 GEOLOGIÇWELL LOG DMSiONOF

MONUMENTBUTTEËIELD 31LGASaMINING
• BALCRONOIL CO. 42-6 MONUMENTBUTTE-FEDERAL

1806° FNL 921' FEL, SECTION6, T 9 S- R 17 E
DUCHESNECOUNTY,UTAH

ELEVATIONS:5306' GL 5318' KB
CONTRACTOR: MOLENDRILLINGCO.

RIG: I
SPUD: 7:45 AM (MDT) 10/23/92 (ROTARY)

OUT FROM UNDER SURF. CSG.:7:45 AM(MDT)10/23/92 DERRICK: IDELA, 104' MAST (DOUBLE)
(Surface CSG Previously set) DRAWWORKS: EMSCO GB-250T, POWERED BY 2-DETROIT

DATE DRLG. COMP.: 2:30 AM(MST)10/31/92 6-71 300HP DIESELS

DATE WELL COMPLETED: 2:00 PM (MST) 11/1/92
PUMPS: EMSCO D-375 14" STROKE

STATUS: CASED FOR OIL COMPLETlON ATTEMPT

SURF. CSG.: 259" OF 8 5/8"

PRODUCTION CSG: 5 \/2" TO 5799° KB
DRILL PIPE: 4 1/2" OD,2 1/4" ID, XH THREAD

COLLARS:BHA843.77- 475.06' 6" DC 8 360.71" HWP
CORES: NONE

MUD SYSTEM: FRESHWATERS KCL/WATER AT T.D.

DRILL STEM TESTS: NONE
TOTAL BITS: 3 ROTARY,AIR-DRILLED FOR SURFACE CASING

TOTAL DAYSTO LOG POINT: 9 TO COMPL: 10

T.D. DRILLER 5800° LOGGER

DENNIS REHRIG & ASSOCIATES, INC.
OIL& GAS CONSULTING4924 RIMROCK ROAD

BILLINGS, MONTANA 59106
(406) 6564785 GEOLOGIÇWELL LOG DMSiONOF

MONUMENTBUTTEËIELD 31LGASaMINING
• BALCRONOIL CO. 42-6 MONUMENTBUTTE-FEDERAL

1806° FNL 921' FEL, SECTION6, T 9 S- R 17 E
DUCHESNECOUNTY,UTAH

ELEVATIONS:5306' GL 5318' KB
CONTRACTOR: MOLENDRILLINGCO.

RIG: I
SPUD: 7:45 AM (MDT) 10/23/92 (ROTARY)

OUT FROM UNDER SURF. CSG.:7:45 AM(MDT)10/23/92 DERRICK: IDELA, 104' MAST (DOUBLE)
(Surface CSG Previously set) DRAWWORKS: EMSCO GB-250T, POWERED BY 2-DETROIT

DATE DRLG. COMP.: 2:30 AM(MST)10/31/92 6-71 300HP DIESELS

DATE WELL COMPLETED: 2:00 PM (MST) 11/1/92
PUMPS: EMSCO D-375 14" STROKE

STATUS: CASED FOR OIL COMPLETlON ATTEMPT

SURF. CSG.: 259" OF 8 5/8"

PRODUCTION CSG: 5 \/2" TO 5799° KB
DRILL PIPE: 4 1/2" OD,2 1/4" ID, XH THREAD

COLLARS:BHA843.77- 475.06' 6" DC 8 360.71" HWP
CORES: NONE

MUD SYSTEM: FRESHWATERS KCL/WATER AT T.D.

DRILL STEM TESTS: NONE
TOTAL BITS: 3 ROTARY,AIR-DRILLED FOR SURFACE CASING

TOTAL DAYSTO LOG POINT: 9 TO COMPL: 10

T.D. DRILLER 5800° LOGGER



Vt-INti nA I IUIN fl4 INIU WAbAIGM¯\UNUUE ¯¯

ROCKTYPE ACCESSORIES ORGANICor NON
[Consistent with American Stratigraphic Company] ORGANICALLOCHEMS

CONGLOMERATE DOLOMITE SANDY CHERT FORAMINIFERA CEPHALOPOD

- SANDSTONE ANHYDRITE SILTY ARGILLACEOUS CRINOID GASTROPOD

- - SILTSTONE SALT SANDGRAINS
.1

CALCAREOUS PELECYPOD ECHINOlD

SHALE COAL SILICEOUS DOLOMITIC B L TC
U TIFIABLE

BENTONITE IGNEOUS GLAUCONITE ANHYDRITIC CORAL OOLITES

CHERT VOLCANIC PYRITE SALTCASTor INFILL STROMATOPOROID PISOLITE2mm.« over

LIMESTONE METAMORPHIC Pl.ANTREMAINS PHOSPHATEPELLETS BRYOZOA
P B

MINERALCRYSTALS NODULES BRACHIOPOD INTRACLASTS

OSTRACOD

FRAMEWORK NON-FRAME- MISCELLANEOUS
ALGAE WORK ALGAE

SKELETAL NON-DESCRIFT NOSAMPLES QUESTIONABLEINTERPRETATION

OOTOID«ONCOLYTIC LAMINATED CANNOTINTERPRET. STYLOUTES
cavings,etc.

POROSITY TYPES OIL STAINS - stain present

X INTERCRYSTALLINE, INTERGRANULAR, O ORGANIC - bridged, Intrafossil O EVEN STAINING, FLOURESCES IN SOLVENT
INTERFRAGMENTAL

F FRACTURE & SPDTTED STAINING, FLOURESCES IN
INTEROOLITIC,INTERPELLETOIO SOLVENT

e EARTHY - low permeability, crystals
V VUGGY - voids greater than 1/16mm less than 1/16mm D OEAD, ASPHALTIC, BITUMEN,ETC.

P PINPOINT - voids less than 1/16mm O FENESTRAL - voids from gas bubbles. O QUESTIONABLE, NO FLOURESCENCE IN
shrinkage cracks & birdseye texture SOLVENT

Á MOLDIC

EVALUATIONU¯GEND ORILLINGAND PRODUCTION DATA MUD DATA
OLE CORE CASÏNG SET MÚWÏ ROTMlúÑ(NÜØN) V VISCOSÏÑ

NB NEW BIT PP PUMP PRESSURE W WEIGHT IN Ibs/gal

DRILL-STEM TEST RRB RERUN BIT LC LOST CIRCULATION WL FILTRATEIN cc

CB CORE BIT NR NO RETURNS FC FILTERCAKE

PERFORATIONS OS DEVIATIONSURVEY TG- TRIP GAS CL CHLORIDE CQNTENT (ppm]

W/B WEIGHT ON BIT CG CONNECTION GAS Rm MUD RESISTIVITY( A. ]

Rmf MUD FILTRATERESISTIVITY[ fl. ]
I

D U) O O

ELECTRICLOG EBzo ORILLINGPENETRATION
GAMMA RAY/ CALIPER $ 0 E RATE[MIN / FT]
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STATE OF UTAH

OIVISION OF OIL, GAS ANO MINING

APPLICATION FOR INJECTION HELL - ulc FoRN i

OPERATOR BALCRONOIL
ADDRESS P,0, Box 21017

Billings, MT 59104

Well name and number: aku ) i Balcron Monument Federal #42-6

Field or Unit name: Monument Butte Field Lease no. U-07025?A

Hell location: QQSE NE secti n 6_ township 9S range 17E county Duchesne

Is this application for expansion of an existing project? . . Yes EJ No 6

Hill the proposed well be used for: Enhanced Recovery? . . Yes [A No EJ
Disposal? . . . . . . Yes El No 00
Storage? . . . . . . . Yes E3 No 50

Is this application for a new well to be drilled? . . . . . . Yes [] No 99*

If this application is for an existing well,
has a casing test been performed on the well? . . . . . . Yes EJ No 6]
Date of test: This well will be completed prior
API number: 43-013-31364 to the December 2 hearing.

Proposed injection interval: from 4,760' to 5.270'

600 BPD 2500Proposed maximum injection: rate pressure psig
i

Proposed injection zone contains 90 oil, [3 gas, and/or [] fresh water within X .

m11e of the well.

IMPORTANT: Additional information as required by R615-5-2 should
accompany this form.

List of Attachments: Logs are or will be on file prior to the Hearing.

I certify that this report is true and complete to e best of y knowledge.

Name Bobbie Schuman Signatur / Af/92df E-'
Title C.nordinator of Envrionmental Date October 16. 149?
Phone No. ( ) and Regulatorv Afairs PHONE: (406) 259-7860

(State use only)
Application approved by Title
Approval Date

Comments:
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O O
INJECTION WELL APPLICATION*

REVIEW SUMMARY

Applicant: BALCRON OIL Well: 42-6

Location: section 6 township 9 SOUTH range 17 EAST

API #: 43-013-31364 Well Type: disp.__ enhanced recov. X

If enhanced recovery has project been approved by the Board ? NO

Lease Type: FEDERAL Surface Ownership: BLM

Field: MONUMENT BUTTE Unit: Indian Country: YES

UIC Form 1: YES Plat: YES Wells in AOR: 4P,5I,

Logs Available: YES Bond Log:

Casing Program: ADEQUATE

Integrity Test: AT TIME OF CONVERSION

Injection Fluid: FRESH WATER

Geologic Information: DOUGLAS CREEK MEMBER OF GREEN RIVER
FORMATION,

Analyses of Injection Fluid: NO Formation Fluid: YES Compat._N_O

Fracture Gradient Information: .861PSIGfFT Parting Pressure
2500 PSI

Affidavit of Notice to Owners: YES

Fresh Water Aquifers in Area: THERE ARE NO USDW'S IN AREA

Depth Base of Moderately Saline Water: 4800-5000 MEAN SEA LEVEL

Confining Interval: GREEN RIVER AND WASATCH SHALES

Reviewer: D. JARVIS Date: 11-24 -92

Comments & Recommendation THIS WELL IS BEING DRILLED, WILL NEED
MIT AT TIME OF CONVERSION, NEED BOND LOG AND NEED ANALYSIS OF
INJECTION FLUID.
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O O
Monument Federal //42-6 BALCRON OIL
(Proposed Location) Proposed Injection Wet! Completion Diagram 7-20-92

SE NE Sec. 6,T9S,R17E
Lease No. U-020252A
MONUMENT BUTTEFIELD
DUCHESNE CO., UTAH

SURFACE CASING

8 5/8",K-55,24#
Landed @ 260' KB
Cemented W/250 sx,Class-G,3% CaC1.
Cemented to surface.
Hole Size @ 12 1/4"

PRODUCTIONCASING

5 1/2",J-55,15.5#
Landed @ 5580' KB -- Uintah Formation Surface to 1400 ft.
Cement Data:
250 sx Hifillw/10#/sx Gilsonite
tailed w/180 sx 50-50 poz w/0.3%
CFR-3,1/4#/sx Flocele,0.5% Halad-24
& 10% Salt.
Cemented to surface.
Hole Size @7 7/8"

TUBING& PACKERS

2 3/8',J-55,4.7#
Landed @5230' KB ·- Green River Formation 1400 to 4100 ft.

Retrievable Csg Tension Packer
Landed @5234' KB PROPOSED PERFORATIONS

Tandem Tension Packer Landed @4910' KB - - 4760'- 4770' (10') 2 SPF
Tandem Tension Packer Landed @4740' KB 4930'- 4950' (20') 2 SPF

5250'- 5270' (20') 2 SPF
- - 100 Holes

Wireline retrievable downhole flow
regulators set to control the flowrate
into each injection zone. - -

- Douglas Creek Member 4100 to 5350 ft.
- Wasatch Fm. Transition 5350 to 6000 ft.

--¯1 PBTD @5580' KB

TD @ 5600'
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BALCRONOIL
A Divlslon of
Equitable Resources Energy Company

P.O. Box 21017
1601 Lewis Avenue Building
Bi¡ii M86ntana 59104

DMSIONOF
LGAS&MMN

December 16, 1992

Bureau of Land Management
170 South 500 East
Vernal, UT 84078

Gentlemen:

Enclosed are sundry notices showing our intent to
complete the following wells for injection in our
Monument Butte pilot waterflood project.

Balcron Monument Federal #33-6
Balcron Monument Federal #42-6

Also enclosed is summary showing the injection well
perforations and producing well perforations.

If you have any questions or need further information,
please let us know.

Sincerely,

Bobbie Schuman
Coordinator of Operations,

Environmental and Regulatory Affairs

/rs

Enclosures

cc: Utah Division of Oil, Gas and

e *
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Form 3160-5 UNITED STATES FORM APPROVED

(June 1990) DEPARTMENT OF THE INTERIOR
"'"'Exetire MaNo 1 135

BUREAU OF LAND MANAGEMENT 5. I.ease Designation and Serial No.

U-020252-A
SUNDRY NOTICES AND REPORTS ON WELLS 6. If Indian, Allottee or Tribe Name

Do not use this form for proposals to dr11\or to deepen or reentry to a different reservoir.
Use "APPLICATION FOR PERMIT--" for such proposals n/a

SUBMIT IN TRIPLICATE
7. It unitor cA, Agreement oesignation

1. Type of Well Of
3°w'.n O °w','n O om., 8. Well Nameand No.

2. Nameor operator Balcron MonumentFederal #42-6
EQUITABLERESOURCESENERGYCOMPANY(Balcron Oil Division) 9.APlWeMNo.

3. Address and Telephone No.
43-013- 31364

P.O. Box 21017; Bil1ings, MT 59104 (406) 259-7860 10. Field and Pool, or Exploratory Area

4. Incation of Well (Footage,Sec., T., R., M., or Survey Description) O U 90É BUi$8|$†OOD Ñ$V

SE NE Section 6, T9S, R17E 11. conmyor rarish,state

1806' FNL, 921' FEL Duchesne County, UTAH

12. CHECK APPROPRIATE BOX(s) TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION ,

Notice of Intent Abandonment Change of Plans

O a.completion O s.wc....cuo.

O sues.s..., a.,on O Plugging Back Non-Roudne Fracmring

O Casing Repair Water Shut-Off

O Final Abandonment Notice Al enng Cuing Conversion to Injection

Other Waterflood completion DisposeWater
(Note: Reportresuksof multiplecompletionon Well

Completion or Recomptction Report and Log form.)

13. Describe Proposed or Completed Operations (Clearly state a i pertinent details, and give pertinent dates, including estimated date of starting any proposed work.1f well is directionally drilled,

give subsurface locations and measured and true vertical depths for all markers and zones pertinent to this work.)*

Operator intends to complete this well as part of our Monument Butte pilot waterflood
pro,ject. Work will be done as showin on the attached Waterflood Recompletion Procedure
and Well Report. Work will begin immediately.

Accepted by Ene State
of Utah Division of OEC18 1992
Oil, Gas and B ng
Date: tafe iv DMSIONOF

By: 'O LGAS&MINING

14. I hereby ce that the foregoing true and correct COordina tor of Envi ronmental -

Sirne ,,, and Regulatory Affairs o.t. December M, NW

(This s
1Fe

ier
eDo see use)

Federal Approval of this
ALred bf

approval, if any: AClyon NM- Jodil

Title 18 U.S.C. Section 1001, makes it a crime for any person knowingly and willfully to make to any department or agency of the United States any falso, fictitious or fraudulent statements

or representations as to any matter within its Jurisdiction.
*See Instruction on Reverse
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O #
Baloron Oil

Monument Federal # 42-6

SE NE Sec.6 Twn.98 Rge.17E
Duchesne County, Utah

Waterflood Recompletion Procedure

1.) Move in and rig up completion rig.

2.) Nipple up BOP. Trip out with 2 7/8" tubing.

3.) Pick up retievable bridge plug and 5 1/2" packer. Trip in
hole. Set plug at 4800'. set packer at 4700'.

4.) Nipple up injection head. Load casing with packer chemical.
Preform MIT on casing.

5.) Rig down and move off completion rig.

Casing:
5799', 5 1/2", 15.50 #|ft, J-55

PETD = 5783'KB
Tubing:

150 Joints (4620'), 2 7/8", 6.4 #|ft, J-55

Rods:
None
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ATTACHMENT1

BALCRONOILMONUMENTBUTTEWATERFLOOD APPLICATION

INJECTION WELLPERFORATIONS

WELLNAME ZONE NAME: YELLOW ggg§$gg RED 2 ($$#2¾:@ GREEN 1 GREËN3 , GREEN 4 Ogig GREEN 6 BLUE

MONUMENTBUTTEFED 11-6 4781-4790 5208-5215 5288-5336

ALLENFED 13-6 **4744-4768 +4910 92(f **5054-5066

ALLENFED 22-6
.

+4765-4771 4910-4924 5190-5200 5270-5276

MONUMENTBUTTEFED 24-6 +4678-4681 **5556-5569

MONUMENTBUTTEFED 33-6 - 4658-4676 4814-4824

MONUMENTBUTTEFED 42-6 4757-4760 **4907-4927 **5065-5068

ALLENFED 1-6 (SE/SE) **4169-4180 4698-4702 **4753-4757 **5141-5145

PRODUCING WELLPERFORATIONS

WELLNAME ZONE NAME: YELLOW - RED 1 RED 2 GREEN 1 GAEEN3 GREEN 4 GREEN5 GREEN 6 BLUE

ALLENFED 12-6 4302-4326 +4780-4788 4832-4851 5280-5301 5665-5676

ALLENFED 21-6
.

5173-5194 5220-5228 5277-5381 5414-5419

ALLENFED 23-6 4249-4267 +4735-4750 4792-4808 4890-4908 5244-5260

ALLENFED 31-6
.

5050-5056
.

5235-5256

ALLENFED 32-6 4246-4289 4912-4934 5232-5354

ALLENFED 34-6 4690-4715 4856-4892 5162-5177 5189-5230

ALLENFED 41-6 4281-4318 4750-4764 4912-4938 5062-5068 5236-5260

ALLENFED 43-6 4666-4680 4712-4742 4817-4848 5138-5178 5179-5205

+ TO BEADDED
** NOTTO BE USED FOR INJECTION RE ZONESFOR
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· BURFAU OF LAND MANAGEMENT •--- -

Vernal District Office . IN REPLYltEFERTO:

170 South 500 East
Vernal, Utah 84078

Phone (801) 789-1362 FAX(801) 789-3634

.
MECHANICAL INTEGRITY PRESSURE TEST

, . CASING|TUBING ANNULUS

Company Name: 4 (gga / Date: |- */- (3

Well Name: ////saumer;ÁËeelera/d'MT-A N No· trry - appriryR

Field Name: ///ppyyp./ ~j?,y././es County: Tyr./49,74

Well Location: Ad /A/£ Sec (4 T Û¾ R / r

Well Type: SWD ER v" 2H Other:

Type of Packer: gee Alt/m 7p/pal Total Depth:

Packer Set at (depth): FT

Surface Casing Size·: $Ÿp ,
4-5£, g'Ê From: $ L. FT to Rur ca.FT

Casing Size: $Ÿ ..T-55 /g.g From: (7¾ G.C. FT to Sur o.ct..FT

Tubing Size: B'7/p T-65' 4,g Tubing Pressure during Test: o psig

Time of Day: /gen Ma->p am/pm

Fluidta ûnriula.9:d/>amamat%,wa/, der/ren-aga xxneof tryl ·/s '7dbb/ ;¾' frasjç
est #1 Test tz

JA:sc 0 Min: 35d psig psig / ©Ë*·6:

5 ry psig psi Sc.kers : ,

10
.g~3D psig psig

15 . S'Yo psig psig se*Œ ¥t»V4

20 yn psig psig

25 go ..
psig psig

30 ..'¶d
psig psig

35 §¾.0 psig psig

40 Ægg psig
' '

. psig

45 y,;t¶ psig psig

50 'g psig psig 7/s well alas

55 psig psig dapy/Ww g' /;//*

pges --- 60 01,5 psig psig Ñ/esel u e/ -jo

C- 2&% /oss m I br. freveraf , reepe up

Test Conducted by: /Ÿ//n em Ëa //.Service - Ÿa/ A.h.sener

Inspected by: S/,p I;,//,Ñ- Êo/eren Err So.rnes- $,¿./21
Others Presente ihn Ôerrter - So e sÊ
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Form 3160-4 Form npproved.(November,To UNi l'ED STATES SUDMIT IN DU l E. BLdeeLBurea Nol 11984-013

DEP A RTMENTOFTHE INTERlOR -,. ,.,.,,,, ,,,,,,,,,,,, a
BUREAU OF LAND MANAGEMENT U-020252-A

0. ir t.901AN. ALI.oTT E on Tastia rdANWELL COMPLETION OR RECOMPLETION REPORT AND LOG *

n/ala. TYPE OF WELL: *MI •: as
arKI.L tas:I.i. ony Other

b. TYPE OF COMPLETION:
NEW 4tietti( Dilill'• t'lli; fairr.
%3):I.i. Illi:li OtfN I:Þ:.*ttu. Othft

,

b. VAnti UK LLASE NAME

2. NAME OF OPERATOR OùÏ CCOn Monument Feder¿
EQUITABLERESOURCESENERGYCOMPANY • *=" 6°·

3. Assoness or urenarna #42-6
P.0. Box 21017; Dillings, MT 59104 1°·"" ^""'°°'.o.wn.ncar

4. I.ocArio.9 ur aus:i.L (Rrport location cfrarly and in aTNunce irith ony Sinic rcquirrments)• gggggggt gggge Gyggg gi
At surface , e 11. sa:c., T., n., M., on nLocs ANo sulivri1806 FNL, 921 FEL on ^

At top prod, interval reported below

At total depus SE NE Sec. 6, T9S, R17E
i4. PER.418T NU. DATE ISSCED 12. COl'NTT 014 13. STATE

PARISI!43-013-31364 7-27-92 Duchesne UTAH
15. DATE SPCDDED 50. DATE T.D. REACittu 17. 11ATT. CO.%il'L, (Altady to prod.) 18. ELEVATIUN3 (Dr. RKB, NT, GE, ETC.)e 10. ELEV. CASI.NGIIEAD

10-13-92 10-31-92 11-24-92 5, 680 GL .

20. T TAL Derrit, MD a Typ 21. FLUG. BACK T.D., MO A Two 22, ir til f.Tirt e cu.tif'L., TI. IVTenrAt.9 tioTART TuoLs CABLE TOOLB
¡¡nar alANy• bulLLED BY ,5,800' 5,772' N/A a | S fc. - TD I none

24. raout*clNo
INycarAI.la), or This cu.all'Lcriu.N--Tor, autros. .9A.t!E I.tin AND Two;• 25.

a a
EDrlarctDEO.NAL

Green River 4,757' - 5,068: no
G. TYPE ELECTAIC AND OTilta 1.OGB At'N 27. WAS WELL CORED

DLL-MSFL,CDL-DSN-GR no
2.4. CA.SING llECOftD (Report an strança set in seril)

CAsgNo alza welcnr, La./rT. uterrt any (Mu) lius.c size ceticsrise accono AMouNT ruLL:n

8-5/8" 24# 259' 12-1/4" 150 sxs 75%"G" none
25%PoZwith 2%Call

5-1/2" 15.5// 5,799' 7-7/8" 217 sxs HiliFt wiii;IlAdditives none
147 sxs "G" wit)]_A11ditives

20. LINEli ItBColtu 30. T1 IIING ftECOltD

alzt Tor (MD) BorToM (Mo) sAcxs cz.airyy• scacxN (Mo) sitt nEPTII azr (MD) PACKza smT (MD)

n/a 2-7/6" 4,667' N/A

31. rzaronATaoN ascono (Anterval, enac and number) 32. ACID. SJfDT. FitACTLIltE, CEntENT SQUEEZE. ETC.

4757', 4760', 4907', 4911', 4915', 4919', 4923', OtrTil INTERVAL (MD) A.\IOUNT AND KIND OF MÂTERIAL UBED

4927', 5065', 5068' 4757' - 5068' 750 gallons -
15°/.HCL

51,670(/ 16/30 sand
10 holes total - 4" casing guns

33.* PitODL'CTION

DArs riasT raooucTioN raoui;crioN METuoD (flotoing, gag liff, putapstig-giac and igpg of pump) 19tLL STATUS (Protiucing Of
shut-in)

N/A Swabbed SI
DATE OF TEST liCURE TESTED CliOKE 812E rnOD'N. ran UIL--DBL, i:AS-,ticr. tVATEn-BBL. CAS'Oll. RATIO

TzsT PEniCD I I11-23-92 5 N/A a 1 i R1M Í 1 N/A
FLaw. TURING FAmsa, CAsiNO Pagas RE CAI.CUI.ATED Oll.--asi,, GAS--MCF. taATI.R-IIDL. OIL GRAVITT•API (CORE.)

24-nous mata
n?a N/A a 4.8 4.8 Not Measured

34. DiarostrioN or oAa (Sold, used for furt, vented, «fc.) Icar avir.Ncssco ar

N/A j Al Plunkett
30, LIST OF ATTACUMENTB

Well SI - will be converted to injection well.
36. I hereby c h to at ched information la compi e and correct as dete mine f om all available recor

*(See Instructionsand Spaces fct Additional Data on ReverseSide)
ritle 18 U.5 C. Section 1001, makes it a crime for any persos, konwiselv and willfully to snake to any derart:,et ' ': ar -y of th'

linsted States any faime, licei•u, e. o• fr::wt Arat ..:.0•·,',?' es • itton< 's ,, !! ,than its pi
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BALCADNOIL WELLREPORT

WELLNAME: BalcronMonument Federal #42-6 DATE: 2-19-94 JZ
FIELD: Monument Butte

FEDERAL LEASE NO.: U-020252A API NO.: 43-013-31364
LOCATION:SE NESec.6,TSS,R17E

COUNTYlSTATE:DuchesneCounty,Utah
WORKINGINTEREST: 0.79942652 NET REVENUEINT.: 0.72981781 Oil

PRODUCINGFORMATION: Green River . 0.65881769 Gas
COMPLETIONDATE: 11-24-92 SPUDDATE: 10-13-92

INITIALPRODUCTION: 1 STBOPD, TSTM MCF, 1 STBWPD
PRESENT PRODSTAT1JS:Water InjectionWell BRT: 154 Deg.F

Started Water Inj. 1-22-93
ELEVATIONS- GROUND: 5308' KB: 5318' (10'KB)

TOTALDEPTH: 5800' PLUGBACKTD: 5783'KB

SURFACECASING PRODUCTIONCASING

STRING: 1 STRING: 1
CSG SlZE: 8 5/8" CSG SIZE: 5 1/2"

GRADE: J-55 GRADE: J-55
WEIGHT: 24 lbs. WEIGHT: 15.5#
LENGTH: 249' LENGTH: 5816'

DEPTH LANDED: 259'KB DEPTH LANDED: 5799'KB
HOLE SIZE: 12 1/4" HOLESIZE: 7 7/8"

CEMENT DATA: 150 sx 75% Class - G CEMENT DATA: 217 sx hifil&
&25% Utpoz 447 sx Class - G

CEMENTTOPAT:
990'KB from CBL

INJECTION LENGTH SETTINGDEPTH
EQUIPMENT&SIZE FT. (W/10'KB)FT. PERFORATIONS

1)152jis 2 7/8",J-55tbg 4672.70' 10' 4757,4760' (2 Holes)
2)2 7/8" SN w/2.25" ID 1.10' 4682.70 490T,4911',4915' (3 Holes)
3)5.5" Arrow Set 1 Pkr 6.20' 4683.80 4919',4923',4927 (3 Holes)
End OfTbg String 4690.00' 5065', 5068' (2 Holes)

Repedorate above zones 9-13-93.
IrgectionPackem Set 9-15-93 By Mtn States. 4756'- 4760', 4906'- 4928' w/2 SPF

5064'- 5070' w/2 SPF
2.875" SN ID@2.25".
Arrow Set-1 Pkrset w/20,000 lbs compression.
Packer fluid,55 gals ChampionCottron#2343 w/60 STBW. ACIDJOB

Be o / el
INJECTIONHORIZONS 5065'-5068' Spot250 gal. 15% HCIacid,

------------------- BD@ 1930, Avg.3.8 STBPM@2250psig, ISIP @ 1450psig.
Red 1 @47574760' 49074927 Spot 250 gal 15% HCIacid,BD@ 1570,
Red 5 @4907-4927 Dropped Balls, 3.7 STBPM @2010psig, ISIP@ 130psig
Green 1 @5065'-5068' 47574760' Spot250 gal. 15% HCIacid,BD@3140,

4.0 STBPM@ 1640psig, ISIP@830psig.

5064'-5070' Breakdown w/ Western 9-14-93,
FRACJOB 500 gals 15% HCIacidw/24 ballsealem.
------------------- 4906'- 4928' Breakdown w/ Western 9-14-93,
4757-5068' 1000 gals 15% HCIacidw/96ball sealers.
DowelfFrac w/51,670 lbs. sand &543 bbis gel. 4756'- 4760' Breakdown w/ Western 9-14-93.
Ave. 35 BPM @3300psig. Screen out after8ppg sand 500 gals 15% HCIacidw/24 ballsealem.
on perfs. ISIP @4289psig, 5 min@ 1661psig,
10 min@942psig, 15 min@
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BalcronMonument Federal #42-6 BALCRONOIL

SE NE Sec. 6,T9S,R17E InjectionWell CompletionDiagram 9-18-94 JZ
Lease No.
MONUME U-020252A
DUCHESNE CO.,UTAH

SURFACE CASING

8 5/8",K-55,24#
Landed@260' KB
CementedW1250sx,Classd,3% CaCI.
Cementedtosurface.
HofeSize@ 12 1/4"

PRODUCTION CASING

5 1&",4-55,15.5#
Landed@5580' KB - Uintah Formation Sudace to 1400 ft.
Cement Data:
250 sx Hifillw/10#lax Gilsonite
tailedw/180 sx 50-50 pot wm.3%
CFR-3,1/4#lax Flocele,0.5% Halad-24
& 10% Salt.
Cemented tosudace.
HoleSize@7 7/8"

INJECTION LENGTHSETTINGDEPTH - Green RiverFormation 1400 to 4100 ft.
EQUIPMENT& SIZE FT. (W/10'KB)FT.

1)146)ts 2 7Æ",J-55ibg 4672.70' 10'
2)2 7Æ"SN wa.25" ID 1.10' 4682.70'
3)5.5" Mow Set 1 Pckr 6.20' 4683.80' Ë Ñ - Mow Set-1 Packer@4690 ft.

End OfTbg String 4690.00'
PERFORATIONS

Injection Packers Set 9-15-93 By Mtn States. ------- --------

4757',4760' (2 Holes)
2.875" SN ID@2.25". 4907',4911',4915' (3 Holes)
Mow Set-1 Pkr set w/20,000 lbs œmpression. 4919',4923',4927' (3 Holes)
Packer fluid,55 gals ChampionCortron#23-83 5065', 5068' (2 Holes)
w/ 60 STBW.

Repedorate above zones 9-13-93.
4756'- 4760', 4906'- 4928' w/2 SPF

INJECTIONHORIZONS 5064'- 5070' wj2 SPF

Red 1 @475T-4760' - DouglasCreekMember 4100 to5350 ft.

Red 5 @4907-4927 - Wasatch Fm.Transition 5350to 6000 ft.

Green 1 @5065'-5068'
PBTD @5580' KB
TD @5600'KB

- Wasatch Formation 6000
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BALCRONOIL

A Division of
Equitable Resources Energy Company

P.O. Box 21017
1601 Lewis Avenue Building
Bi g2s Mon6tana 59104

FEB2 2 1993

February 17, 1993 DIVISIONOF
OIL,GAS&MINIW

State of Utah
Division of Oil, Gas & Mining
355 West North Temple
Salt Lake City, UT 84180

Gentlemen:

RE: Balcron Monument Federal #42-6
SE NW Section 6, T9S, R17E
Duchesne County, Utah

Enclosed are the Well Completion Report and Report of
Water Encountered for the referenced well.

Sincerely,

Molly M. Conrad
operations secretary

/mc
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P.O. Box 21017
1601 Lewis Avenue Building
Bi g2s Mon6tana 59104

FEB2 2 1993

February 17, 1993 DIVISIONOF
OIL,GAS&MINIW

State of Utah
Division of Oil, Gas & Mining
355 West North Temple
Salt Lake City, UT 84180

Gentlemen:

RE: Balcron Monument Federal #42-6
SE NW Section 6, T9S, R17E
Duchesne County, Utah

Enclosed are the Well Completion Report and Report of
Water Encountered for the referenced well.

Sincerely,

Molly M. Conrad
operations secretary

/mc



(III
STATE OF UTAH
DIVISION OF OIL, GASAND MINING

REPORTOF WATERENCOUNTEREDDURINGDRILLING - FORM7

DIVISt N OF
OIL,GAS&MININC1. Nell name and number: Balcron Monument Federal #42-6

API number: 43-013-31364

2. Nell location: QQSE NE section township_9S. range 1 _Ecounty Duchesne

3. Nell operator: ßALCRONOIL
Address: P,0, Box 21017 phone: (406) 759-7A60

Rillings, MT 5010&

4. Drilling contractor: Molen Drilling
Address: P,0, Box ???? phone: (406) 252-2591

Billings, MT 59103

5. Hater encountered (continue on reverse side if necessary)

Oepth Volume Quality
from to (flow rate or head) (fresh or salty)

Mn moacarahlo wa or onenantored during drilling nappa+inne

6. Formation tops: See Geologic Report sent separately.

If an analysis has been made of the water encountered, please attach a copy of the
report to this form.

I certify that this report is true and complete to e best of y knowledge.

Name Bobbie Schuman Signatur ,

Title Coordinator of Environmental Date r2'/7, 5
and Rayulato., Affaii a

/

Comments:

(III
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4. Drilling contractor: Molen Drilling
Address: P,0, Box ???? phone: (406) 252-2591

Billings, MT 59103

5. Hater encountered (continue on reverse side if necessary)

Oepth Volume Quality
from to (flow rate or head) (fresh or salty)

Mn moacarahlo wa or onenantored during drilling nappa+inne

6. Formation tops: See Geologic Report sent separately.

If an analysis has been made of the water encountered, please attach a copy of the
report to this form.

I certify that this report is true and complete to e best of y knowledge.

Name Bobbie Schuman Signatur ,

Title Coordinator of Environmental Date r2'/7, 5
and Rayulato., Affaii a

/

Comments:



WELLNAME: BalcronMonumentFederal#42-6
FIELD: Monument Butte

FEDERAL LEASENO.: U-020252A API NO.: 43-013-31364

LDCATION:SE NESec.6,T9S,R17E
COUN'TY/STAŒ:Duchesne,UT

WORKINGINTEREST:1.00 NETREVENUEINT.: 0.825
PRODUCINGFORMATION:Green River

COMPLETIONDATE: SPUDDATE: 10/23/92
INITIALPRODUCTION: OILGRAVITY:
OlUGASPURCHASER: BHT: 154Degrees

PRESENTPRODSTATUS: DATE:7/30/92
ELEVATIONS- GROUND: 5308' KB: 5318'(10'KB)

TOTALDEPTH: 5800' PLUGBACKID: 5783'KB

SURFACECA$lNG PRODUCflONCASING

STRING: 1 STRING: 1
CSG SIZE: 8 5/8" CSGSIZE: 5 112"

GRADE: K-55 GRADE:J-55
WEIGHT•24 lbs. WE1GHT:15.5#
LENGT>l:249' LENGTH:5816'

DEPTHLANDED: 259'KB DEPTHLANDED:5799'KB
HOLESIZE: 12 1/4" HOŒ SIZE: 7 7/8"

CEMENTDATA: 150 sx 75% Class - G CEMENTDATA: 217 sxhitil&
&25% Litpoz 447 sxClass - G

CEMENTTOPAT: 990'KBfromCBL

TUBINGRECORD PERFORATIONS

SIZE/GRADE/WT.:2 7/8",J-55,6.5# Schlumberger
NO.OFJOlNTS: 150 LENGTH:4620' 4757, 4760, 4907, 4911, 4915,

TUBINGIANDEDAT: 4667KB 4919, 4923, 4927, 5065, 5068,
TUBlNGANCHOR: NA w/10 shots
SEATINGNIPPLE: 27/8"x2.25"x1.0'

PERF. SUB: 2 7/8"x3'
MUDANCHOR: 2 7/8"x31' ACIDJOB

PACKER: --------------

Brealdown w/Dowell
5065'-5068' Spot250 gal.15% HCIacid,

SUCKERRODRECORD BD@ 1930, Avg.3.8STBPM@2250psig, ISIP@ 1450psig

4907-4927 Spot250 gal 15% HCIacid,BD@ 1570,
Dropped Balls,3.7 STBPM@2010psig, ISIP@ 130psig

4757-4760' Spot250gal.15% HCIacid,BD@3140,
4.0 STEPM@1640psig,1S1P@830psig.

PUMPSlZE:
STROKELENGTH:

PUMP SPEED, SPM: FRACJOB
PUMPINGUNITSIZE: --------------

PRIMEMOVER: 4757-5068'
DowellFracw/51,670lbs.sand&543bbisgel.
Ave.35 BPMdþ3300psig. Screen outafter8ppgsand
on perfs. IS1P@4289psig, 5 min@1661psig,
10 min@942psig,15min@
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FORM8
STATEOF UTAH

DIVISION OF OIL, GAS ANDMINING . AS IGNADON AND SExm. NO.

U-020252-A (Federal #)
6. Er INDIAN, ALLOTTE: Oz Tatas NAMEWELLCOMPLETIONOR, RECOMPLETION REPORT AND LOG n/a

ta. TŸl»Bor wkLL: . os c.^ñ... O ... O om. - - -- -

h. TYPE OF COMPI.ETION: O 8
EL

OTORE O " O 2: O :'A', - - •= L==== ---

2. N&Ms or oranarom BalCTOn MonumentFederal
EQUITABLERESOURCESENERGYCOMPANY - "=-· "•-

3. Anoscas or ormatto. #42-6
P.O. Box21017, Billings, MT 59104 FEB2 2 1993 2o 2= ro•=.•= -======

4. LOCATION or wcLI. 4Report location cicarig and in accordance initA any State requiremente) MonumentButte/Green River
'""" 1806' FNL,921' FEL DWISION OF " «L'"" °.=c.......«

At top prod. Interval reported hetow OIL,GAS&MINING
At total depth SE NESec. 6, T9S, R17E

14. API NO. DATE la.susD 12. CoCNTT 13. 8717:

43-013-31364 7-27-92 Duchesne Utah
li. DATE stuopaD 16. DATE T.D. REACHED 17. DATE COMPL. (Ready to prod·). 18. Et.tvATIONa (Dr.155, RT, GE, ETC.) 19. Et.tT. ChalN¢azaD

10-13-92 10-31-92 11-24-92 Ä«.> 5,580' GL
20. TOTAL DEPTE. 20 & ITD 21. FLUU IACK T.D., MD A TTU 22, IF MULTIPLC COMFL., 23. INTERVAL3 ROTART TOOI.3 CAxt.S TOOf.8

HOW MANT DKit.LED BT5,8001 5,772' n/a JSfc. - TD | none
24. PRODUCENG ENTERVAL.(B). OF TRIS COMPLETION-TOF, BOTTOM, NAktE (MD AND TTD) $$. WA3 DIRECT10:IAI.

6URTET MADE

Green River 4,757' - 5,068' No
26. TTFE st.ECraic AND Tuca Loca aoN 27

TAS WELL COREO Yts NQgfS.&..ie enegais;
DLLe FL, CD DSN-GR h on a s== rest vaso mis .-· a

28. CASING RECORD (Report all strings set in teett)
CASINC atBE WEIGHT. LE.frT. DEPTR 3CT (MD) Hot.E SIZE CEME.NTING RECOND AMOUNT FULLED

8-5/8" 24# 259' 12-1/4" 150 sxs 75%"G" none
255 PoZwith 2%CaC1

5-1/2" 15.5# 5,7991 7-7/E" 217 sxs Hilift with Additives none
a47s×s "G"WithAdditives

29. LINER RECORD 30. TUBING RECORO
SilE TOP (MD) SOTTOM (MD) BACE3 CE&tBNT SCREEN (MD) 512E DEPTS BET (MD) PACEEE 3ET (MD)

n/a ?-7/8" 4667' n/a
1. PaaroxATioN accoso (Antervoi, a se end number) 32. ACID, SHOT. FRACTETRE. CEMENT SQUEEZE. TTC.

4757', 4760', 4907', 49111, 4915', 4919', 4923', DEPTR ENTERTAL (MD) Ah!OUtiT AND EIND OF MATEElAL 05ED

4927', 5065·, 5068' 4757' - 5058' 750 gallons - 15%HCL
51,670# 16/30 sand10 holes total - 4" casing gun

I
33. PRODIICTION
DATE riagT FxoDUCTION PRODUCTION METaco (Flotoing, gas lift, pumping-esze and type of pump) wzt.t. sTATua (Producing or

ahui-in)n/a Swabbed SI
DATE OF TE3T BOUK3 TESTED CHOKE 811E PROD'N. POR Olis-55L. GAS-AICF. WATER-•BEL. GA3-OIL RATIO

11-23-92 5 n/a 1 TLT4 1 n/a
FM3W. TU35mQ Fazag. CA31NG PRE23URC CALCULATED 081.-580. GAS-MCf. WATCA-BEL. OIL CIAYtTT•AFI (CORE.)

n/a n/a "
4.8 4.8 Not measured

34. otarostTsaN ar eas (Sold, used for fuel, vented, etc.) Tzar wszNeanzo at
n/a Al Plunkett

30. LlaT OF ATTACSalEWTA

Well SI - will be convertedto injection well.
36. I hereby cert that the foregoin and accached information la complete,and ¢ocrect as de.ttrmined from .111 atalla le records

. Coordinator of Environmental
BIGNED

Dhle hennimn tres andRegulatory Affairs 2,.2., A //7/rf3

See Spaces for Additional Data on Reverse Side
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See Spaces for Additional Data on Reverse Side
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DAILY OPERATING REPORT

BALCRON MONUMENT #42-6 diO/J-1/Jh #
Location: SE NE Section 6, T98, R17E
Duchesne County, Utah ---TIGHT HOLE---
1980' FNL 660' FEL
PTD: 6,200' Formation: Top of Wasatch
Green River Prospect
Elevations: 5308.6' GL
Contractor: Molen Drilling Rig #1
Operator: Balcron Oil
Spud: 10-13-92 O 9 a.m. 2 2 ggg)
Casing: 8-5/8" O 207'

5-1/2" O 5799'
Tubing: 2-7|8n G 4667.22' KB Añ&ON OF

OIL,GAS&MININO
10-14-92 TD: 190' (190') Day 1

Formation: Duchesne
Present Operation: Drilling surface.
MI Parker Air Drill. Spud 8-3/4" pilot hole @ 9 a.m. 10-
13-92. Drill to 190'. SDFN.

10-23-92 TD: 272' (0') Day 1
MW f/w
Move in drilling rig & rig up. Had to get jack-hammer
out to dig collar around surface pipe. Weld on head.
NU, test BOP & manifold to 2000#. Test csg to 1500# -

OK. PU drill collars. Drill cmt.
DC: $3,568 CC: $30,127

10-24-92 TD: 1,355' (1,083') Day 2
Formation: Duchesne
MW 8.4 VIS 26 pH 9.2
Present Operation: Drilling
Drill cmt & guide shoe. Drill, survey, & clean on rig.
DC: $15,114 CC: $45,241

10-25-92 TD: 2,349' (994') Day 3
Formation: Horseshoe Bench
MW 8.4 VIS 26 pH 10.2
Present Operation: Trip for bit.
Drill, survey, trip for bit. Bit #1RR Green. Set clock
back 1 hr. Background Gas - 20 units.
DC: $13,308 CC: $58,549

10-26-92 TD: 3,110' (161') Day 4
Formation: Green River
MW 8.4 VIS 26 pH 10.4
Present Operation: Drilling
Finish trip in. Drill, survey, & clean on rig. Over the
drilling nipple pay 2720'. Still going over a little
this a.m. Background Gas - 2000-2500. Connection Gas -

same.
DC: $10,627 CC:
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DAILY OPERATING REPORT
DIVISIONOF

BALCRON MONUMENT #42¯? OIL,GAS&MININGLocation: BE NE Section 6, T98, R17E
Duchesne County, Utah ---TIGHT HOLE---

10-27-92 TD: 3,850' (740') Day 5
Formation: Green River
MW 8.4 VIS 26 pH 9.7
Present Operation: Drilling
Drill, work on boiler, survey, & clean on rig.
Background Gas - 200-300 units.
DC: $10,820 CC: $79,996

10-28-92 TD: 4,447' (597') Day 6
Formation: Green River
MW 8.5 VIS 26 pH 9.8
Present Operation: Drilling
Drill, survey, clean on rig. Unload 130 jts, 5-1/2" csg.
Background Gas - 1400 units.
DC: $9,664 CC: $89,660

10-29-92 TD: 5,015' (568') Day 7
Formation: Green River
MW 8.5 VIS 26 pH 9.8
Present operation: Drilling
Drill, survey, and clean on rig. Nice rain. Background
Gas - 800 units.
DC: $9,232 CC: $98,892

10-30-92 TD: 5,348' (333') Day 8
Formation: Green River
MW 8.5 VIS 26 pH 9.9
Present Operation: Drilling
Drill, survey, clean on rig, trip for bit & drill ahead.
Background Gas - 600 units.
DC: $5,984 CC: $104,876

10-31-92 TD: 5,800' (452') Day 9
Formation: Green River
MW 8.5 VIS 26 pH 9.5
Present Operation: Trip out.
Drill, circ for logs, drop survey, start TOH, & SLM.
DC: $8,174 CC: $113,050

11-1-92 TD; 5,800' (0') Day 10
Formation: Green River
Present Operation: Running 5-1/2" csg.
Finish TOH. Log w/Halliburton, had to hotshot part for
a tool from Vernal. TIH w|collars & drill pipe. Circ,
LD drill pipe & collars. RU & start running 5-1/2" csg.
SLM - 5800'; Board - 5800'; Loggers' - 5797'.
DC: $14,360 CC:
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DAILY OPERATING REPORT

BALCRON MONUMENT #42-6 DIVIS.10NOF
Location: SE NE Section 6, T98, R17E

OlL,GAS&MINIFK2
Duchesne County, Utah ---TIGHT HOLE---

11-2-92 TD: 5,800' (0') Day 11
Formation: Green River
Present Operation: Moving rig off.
Finish runing 5-1/2" csg. Cmt w/Dowell. Set slips, cut
csg off, nipple down, & move tanks. Csg detail: 5-1|2"
quide shoe (.60); cut off 5-1/2", 15.5#, J-55 (12.2'); 5-
1/2" float collar (2.84'); 128 jts 5-1/2", 15.5#, J-55
csg (5800.37'). Csg landed @ 5799', PBTD 5783', 20
centralizers. Cmt w/217 sxs Hilift w/additives. tail
w/447 sxs Class "G" w|additives. Plug down 10 a.m. 11-1-
92. Release rig @ 2 p.m. 11-1-92.
DC: $48,270 CC: $175,680

11-13-92 Completion
MIRU pulling unit. PU bit & scraper. NU BOP. Run 2-
7/8" tbg in to 5772' & circ hole w/2% KCL wtr. Pull tbg
out of hole. SDFN.
DC: $11,414 CC: $191,022

11-14-92 Completion
RU Schlumberger & run collar & bond log. Perf 4757',
4760', 4907', 4911', 4915', 4919', 4923', 4927', 5065' &
5068'. 10 holes. Run packer & bridge plug & break down
3 zones @ 1930#, get 3.8 bbls/min @ 2250#. ISDP 1450.
Bled off & move up, 4907', 4911', 4915', 4919, 4923',
4927'. spot 250 gals 15% acid & break down @ 1570#, drop
10 RCN balls & get ball action from 690# up to 2010# @
3.7 bbls/min. ISDP - 130#. One min on vac, move up to
4757', 4760', & spot 250 gal is acid. Break down @
3140#. Get 4 bb1s/min @ 1640#. ISDP - 830#, bled
pressure off & move plug below all perfs & packer set @
4710' & start swabbing. FL down @ 900'. Swab 20 bb1s to
packer & wait 30 min & have 300' fluid. Wtr w/a little
gas. SWI & SDFN. Load to recover 72 bbls. Recover 29
bbls.
DC: $8,515 CC: $199,537

11-15-92 Completion
Well shut-in.

11-16-92 Completion
TP - 275#, FL - 3200'. Swab right down, wait 30 min &
have 300', make 2 more pulls 30 min each. Get 200' fluid
each pull 50% oil. Recover 16 bbls oil & 6 bb1s wtr.
Release packer & retrieve plug. POOH & get ready for
frac. SWI - SDFN. Dowell will frac well 11-18-92 in
a.m. Will leave shut-in.
DC: $3,500 CC:
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FEB2 2 1993
DAILY OPERATING REPORT

DIVISIONOF
BALCRON MONUMENT #42-6 OIL,GAS&MININGLocation: SE NE Section 6, T98, R17E
Duchesne County, Utah ---TIGHT HOLE---

11-18-92 Completion
RU Dowell to frac. Wtr heated to 115°. Average BPM 35,
average pressure 3300. Screened out fust after 8# sand
was on perfs. Had just started flush. Left 23000# &
sand in csg. Approximately 1800'. Instant shut down
pressure 4289#, 5 min 1661#, 10 min 942#, 15 min 640#.
51,670# sand in perfs, 543 bbls wtr. SWI & SDFN.
DC: $28,376 CC: $231,413

11-19-92 Completion
TIH w|tbg circ out unbroken gel. SDFN.

11-20-92 Completion
Well on slight vacummn. Tag sand @ 3020'. Start circ
sand out. Gel broke OK. Get circulated down to 4620'.
Pull 3 stds, SWI & drain pump & lines. SDFN.
DC: $1,740 CC: $234,298

11-21-92 Completion
Well on vac. Took 30 bbls to fill hole. Sand bridged
off 8 4970' +/-. Circ clean & tag sand again @ 5660'.
Circ sand to PBTD 5772' & circ hole clean. TOH & PU
packer w/1 jt tbg below & TIH. Set packer w|end of tbg

4670'+/-. Swab down to packer @ 4640. Make one run
after swab down & get 200' fluid w/a little oil. SWI &
SDFN. Swab total of 33 bbls.
DC: $2,840 CC: $237,238

11-22-92 Completion
TP - 25#, FL - 3750'. Make 2 pulls from packer & recover
9-1/2 bbls, 75% oil. make 1 pull per hr for 5 hrs & get
50-60' an hr (4 or 5 gals). Fill tbg w/wtr & release
packer & go down 3 jts below perfs, no sand. TOH & get
ready for GR log. SWI & SDFN. Swab total of 10-1/2
bbls.
DC: $1,850 CC: $239,088

11-23-92 Completion
RU OWP & run GR log over perfs. Sand went in all perfs.
Run production string tbg in hole. Nipple down BOP & rig
down pulling unit. Start cleaning flat tank on
circulator. SDFN. SWI. Tbg detail: Notched collar -

.35';
1 jt 2-7/8" J-55 tbg - 30.54'; perforated sub - 3';

seating nipple - l' @ 4632.33'; 150 jts 2-7/8" j_55 tbg
4620.33'; KB - 12'; tbg set @ 4667.22' KB.
DC: $3,880 CC:
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an equal opportunity employer

O UNAAHURAL
RESOURCE:

355 West North 7

Gasa irur

ad Center, Suite 350, Salt Lake City, Ut
84180-1203.etB01-538-5340) Page---- Of ---

MONTHLY OIL AND GAS PRODUCTION REPORT

Operator name and address:

• BALCRON OIL Utah Account No.

Report Period (Month/Year)

Amended Report

Welt blame Producing Days Production Volume

API Number Entity Location Zone Oper Oil (BBL) Gas (MSCF) Water (BBL)

BALCRON MONUMENT FED 42-6
*(5-013-31364 11431 9S 17E 6 GRRV ~ ¿Qtá)

BALCRON MONUMENT FED 41-15
-013-31367 .99999 9S 16E 15

BALCRON MONUMENT FED 32-15
-013-31368 99999 9S 16E 15

BALCRON MONUMENT FED 23-11
-013-31369 99999 9S 16E 11

BALCRON MONUMENT FED 13-5
3-013-31370 99999 98 17E 5

BALCRON MONUMENT FED 23-15
fŠ-013-31373 99999 9S 16E 15
BALCRON MONUMENT FED 14-11

Vf3-013-31374 99999 9S 16E 11
BALGRQN MONUMENT FED 24-5

-013-31375 11445 9S 17E 5 GRRV

TOTAL

Comments (attach separate sheet if necessary)

I have revievved this report and certify the information to be accurate and complete. Date

Authorized signature
Telephone

PLEASE COMPLETE FORMS IN BLACK
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RONOIL
4 Equitable Resources Energy Company

P.O. Box 21017
1601 Lewis Avenue Building DIVISIONOFBillings, Montana 59104
(406) 259-7860 i GAS&MINING

February 25, 1993

Bureau of Land Management
170 South 500 East
Vernal, UT 84078

Gentlemen:

Attached are sundry notices giving details of the
conversion of the following wells at the Monument Butte
Field to water injection wells:

Allen Federal 31-6
Balcron Monument Federal #42-6
Balcron Monument Federal #33-6
Balcron Monument Federal #24-6
Allen Federal #13-6
Balcron Monument Federal #11-6
Allen Federal #22-6

If you have any questions or need further information,
please give John Zellitti of this office a call.

Sincerely,

Bobbie Schuman
Coordinator of Operations,

Environmental and Regulatory Affairs

/rs

Enclosures

cc: Dan Jarvis; Utah Division of Oil, Gas & Mining
Chuck Williams,
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Forrn 3160-5 UNITED STATES FORM APPROVED

(June 1990) DEPARTMENT OF THE INTERIOR Ex ire
MaNo 10 03135

BUREAU OF LAND MANAGEMENT 5. Lease Designation and Serial No.

U-020252A
SUN DRY NOTICES AND REPORTS ON WELLS 6. If Indian, Allottee or Tribe Name

Do not use this form for proposals to drill or to deepen or reentry to a different reservoir. n/a
Use "APPLICATION FOR PERMIT-" for such proposals

7. If Unit or CA, Agreement Designation
SUBMIT IN TR/PL/CATE * n/a

1. Type of Well

O °w"u O °w'eii G o.., water In.iection MAR0 1 1995 8. Well Name and No.

2. Name of operator BalCTOn nument Fed. 42-6

EQUITABLERESOURCESENERGY COMPANYBalcron Oil gjpgjgy]Qg
9.APIWenNo.

3. Address and Telephone No. 43-013- 31364
P.0 . Box 21017; Bi ll ings, MT 59104 (406) gggg MINING 10. Field and Pool, or Exploratory Area

4. Location of Well (Footage. Sec., T., R., M., or Survey Description) Monument Butte/Green River
SE NE Section 6, T9S, R17E ti. countyor Parish, State

1806' FNL, 921' FEL
Duchesne County, .UTAH

12. CHECK APPROPRIATE BOX(s) TO INDICATE NATURE OF NOTICE, REPORÌ, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

O sone,or inten, O Abandonment Change of Plans

O accompicaos O sewconsta.coon
Subsequent Repon Plugging Back Non-Roudne Fracturing

O cas,asace.,, O Water Shut-Off

O Final Abandonment Notice Ahering Casing Conversion to Injecdon

O oser O oisposew2ter
(Note: Reportresultiol multipiccompletiononWell
Completion or Recompletion Report and Log form.)

13. Describe Proposed or Completed Operations (Clearly state all pertinent details, and give pertinent dates, including estimated date of starting any proposed work. If well is directionally drilled,

give subsurface locations and measured and true vertical depths for all markers and zones pertinent to this workJ*

This well was converted to a water injection well on 12/12/9 . A retrievable bridge
plug was set at 4800' KB to isolate the lower perforations at 4907'-4927' KB and
5065'-5068' KB. An injection packer assembly was run on 2-7/8" tubing and set at
4699' KB to isolate the injection perforations at 4757'-4760' KB. The casing annulus
was displaced w/50 STB of fresh water and 55 gallons of Champion chemical corrosion
inhibitor (Cortron-2383) prior to setting the packer. The backside was.then pressured
to 500 psig and the pressure was held for a one-hour test. Water injection was
started on 1/22/93 and is presently injecting at a rate of 23 STBWPDand a tubing
pressure of 1500 psig. Refer to the attached wellbore diagram for tubing and packer
details.

11. I hereb ergi th e (oregoing uit e and correct COOrdinator of Envi ronmental
Signed Tid¢ and Requlatory Affairs Date February 25, 1993
(This s e or F era

oCr tLat
of ce use)

Approved by Title Date
Conditions of approval, if any:

Title 18 U.S.C. Section 1001, makes it a crime for any person knowingly and willfully to make to any department or agency of the United States any false, fictitious fraudulent statements
or representations as to any matter within its jurisdiction.

*See instruction on Reverse

Forrn 3160-5 UNITED STATES FORM APPROVED

(June 1990) DEPARTMENT OF THE INTERIOR Ex ire
MaNo 10 03135

BUREAU OF LAND MANAGEMENT 5. Lease Designation and Serial No.

U-020252A
SUN DRY NOTICES AND REPORTS ON WELLS 6. If Indian, Allottee or Tribe Name

Do not use this form for proposals to drill or to deepen or reentry to a different reservoir. n/a
Use "APPLICATION FOR PERMIT-" for such proposals

7. If Unit or CA, Agreement Designation

SUBMIT IN TR/PL/CATE * n/a
1. Type of Well

O °w"u O °w'eii G o.., water In.iection MAR0 1 1995 8. Well Name and No.

2. Name of operator BalCTOn nument Fed. 42-6

EQUITABLERESOURCESENERGY COMPANYBalcron Oil gjpgjgy]Qg
9.APIWenNo.

3. Address and Telephone No. 43-013- 31364
P.0 . Box 21017; Bi ll ings, MT 59104 (406) gggg MINING 10. Field and Pool, or Exploratory Area

4. Location of Well (Footage. Sec., T., R., M., or Survey Description) Monument Butte/Green River
SE NE Section 6, T9S, R17E ti. countyor Parish, State

1806' FNL, 921' FEL
Duchesne County, .UTAH

12. CHECK APPROPRIATE BOX(s) TO INDICATE NATURE OF NOTICE, REPORÌ, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

O sone,or inten, O Abandonment Change of Plans

O accompicaos O sewconsta.coon
Subsequent Repon Plugging Back Non-Roudne Fracturing

O cas,asace.,, O Water Shut-Off

O Final Abandonment Notice Ahering Casing Conversion to Injecdon

O oser O oisposew2ter
(Note: Reportresultiol multipiccompletiononWell
Completion or Recompletion Report and Log form.)

13. Describe Proposed or Completed Operations (Clearly state all pertinent details, and give pertinent dates, including estimated date of starting any proposed work. If well is directionally drilled,

give subsurface locations and measured and true vertical depths for all markers and zones pertinent to this workJ*

This well was converted to a water injection well on 12/12/9 . A retrievable bridge
plug was set at 4800' KB to isolate the lower perforations at 4907'-4927' KB and
5065'-5068' KB. An injection packer assembly was run on 2-7/8" tubing and set at
4699' KB to isolate the injection perforations at 4757'-4760' KB. The casing annulus
was displaced w/50 STB of fresh water and 55 gallons of Champion chemical corrosion
inhibitor (Cortron-2383) prior to setting the packer. The backside was.then pressured
to 500 psig and the pressure was held for a one-hour test. Water injection was
started on 1/22/93 and is presently injecting at a rate of 23 STBWPDand a tubing
pressure of 1500 psig. Refer to the attached wellbore diagram for tubing and packer
details.

11. I hereb ergi th e (oregoing uit e and correct COOrdinator of Envi ronmental
Signed Tid¢ and Requlatory Affairs Date February 25, 1993
(This s e or F era

oCr tLat
of ce use)

Approved by Title Date
Conditions of approval, if any:

Title 18 U.S.C. Section 1001, makes it a crime for any person knowingly and willfully to make to any department or agency of the United States any false, fictitious fraudulent statements
or representations as to any matter within its jurisdiction.

*See instruction on Reverse
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EQUITABLERESOURCESENERGYCOMPANY,
BALCRON OIL DIVISION
1601 Lewis Avenue
P.O. Box 21017
Billings, MT 59104
(406) 259-7860
FAX: (406) 245-136$

March 4, 1993

State of Utah
Uintah County
152 East 100 North
Vernal, UT 84078

Gentlemen:

Effective March 1, 1993, the name of our company has
changed from Balcron Oil Company to Equitable Resources
Energy Company, Balcron Oil Division.

Please make the necessary changes in your records and let
me know if there is anything else we need to do in order
to effect the change for the 1993 Uintah County Business
License.

Bobbie Schuman
Coordinator of Operations,

Environmental and Regulatory Affairs

/rs

MAR0 8 1993

DIVISIONOF
OILGASA

O O
EQUITABLERESOURCESENERGYCOMPANY,
BALCRON OIL DIVISION
1601 Lewis Avenue
P.O. Box 21017
Billings, MT 59104
(406) 259-7860
FAX: (406) 245-136$

March 4, 1993

State of Utah
Uintah County
152 East 100 North
Vernal, UT 84078

Gentlemen:

Effective March 1, 1993, the name of our company has
changed from Balcron Oil Company to Equitable Resources
Energy Company, Balcron Oil Division.

Please make the necessary changes in your records and let
me know if there is anything else we need to do in order
to effect the change for the 1993 Uintah County Business
License.

Bobbie Schuman
Coordinator of Operations,

Environmental and Regulatory Affairs

/rs

MAR0 8 1993

DIVISIONOF
OILGASA
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Attach all documentation received by the division regarding this change. 2 8-

Initial each listed item when completed. Write N/A if'item is not applicable. 3 C
4 JF G /

O Change of Operator (well sold) O Designation of Agent 54uei //'

O Designation of Operator XXI Operator Name Change Only 6ADA "

The operator of the we11(s) listed below has changed (EFFECTIVE DATE: 3-1-93 )

TO (new operator) EQUITABLE RESOURCES ENERGY CO FROM(former operator) BALCRON OIL
(address) BALCRON OIL DIVISION (address) Po BOX 21017

PO BOX 21017 BILLINGS MT 59104
BILLINGS NŒ 59104
phone ( 406) 259-7860 phone (406 )259-7860
account no. N 9890 account no. N9890

He11(s) (attach additional page if needed):

Name:**ALL WELLS** API: Entity: Sec Twp _Rng __
Lease Type:

Name: API: Entity: Sec __Twp _Rng Lease Type:
Name: API: Entity: Sec Twp Rng

__
Lease Type:

Name: API: Entity: Sec Twp _Rng __
Lease Type:

Name: API: Entity: Sec _Twp Rng
__

Lease Type:
Name: API: Entity: Sec _Twp Rng

__
Lease Type:

Name: API: Entity: Sec __Twp__ Rng___ Lease Type:

OPERATORCHANGEDOCUMENTATION

PÁ_1. (Rule R615-8-10) Sundry or other ingal documentation has been received from former
operator (Attach to this form).

2. (Rule R615-8-10) Sundry or other ingal documentation has been received from newoperator
(Attach to this form). (ÂaÁf-048)

3. The Department of Commerce has been contacted.if the new operator above not currently
operating any wells in Utah. I,s coÿpany registered with the state? Ino) If
yes, show company file number: /FŸ/yo

.

4. (For Indian and Federal Hells ONLY) The BLM has been contacted regarding this change
(attach Telephone Documentation Form to this report). Make note of BLM status in
comments section of this form. Management review of Federal and Indian well operator
changes should take place prior to completion of steps 5 through 9 below.

5. Changes have been entered in the Oil and Gas Information System (Wang/IBM) for each well
listed above. (7-/74 )

6. Cardex file has been updated for each well listed above.(F/f-fú2

7. Well file labels have been updated for each well listed above./F-/f-f37

8. Changes have been included on the monthly "Operator, Address, and Account Changes" memo
for distribution to State Lands and the Tax Commission.(FAf43)

di 9. A folder has been set up for the Operator Change file, and a copy of this page has been
placed there for reference during routing and processing of the original documents.

- OVER
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.

4. (For Indian and Federal Hells ONLY) The BLM has been contacted regarding this change
(attach Telephone Documentation Form to this report). Make note of BLM status in
comments section of this form. Management review of Federal and Indian well operator
changes should take place prior to completion of steps 5 through 9 below.

5. Changes have been entered in the Oil and Gas Information System (Wang/IBM) for each well
listed above. (7-/74 )

6. Cardex file has been updated for each well listed above.(F/f-fú2

7. Well file labels have been updated for each well listed above./F-/f-f37

8. Changes have been included on the monthly "Operator, Address, and Account Changes" memo
for distribution to State Lands and the Tax Commission.(FAf43)

di 9. A folder has been set up for the Operator Change file, and a copy of this page has been
placed there for reference during routing and processing of the original documents.

- OVER



PERATOR CHANGEWORKSHEET (CONTINUED) InitTal each item when completed. Write N/A item is not applicable.

NTITY REVIEH

l. (Rule R615-8-7) Entity assignments have been reviewed for all wells listed above. Were
entity changes made? (yes/no) (If entity assignments were changed, attach copies of
Form 6, Entity Action Form).

Nid 2. State Lands and the Tax Commission have been notified through normal procedures of
entity changes.

K)ND VERIFICATION (Fee wel ls onl y) ,7 , , f ÑL

1. (Rule R615-3-1) The new operator of any fee lease well. listed above has furnished a

2. A copy of this form has been placed in the new and former operators' bond files.

3. The former operator has requested a release of liability from their bond (yes/no) .

Today's date 19 . If yes, division response was made by letter
dated 19_ .

EASE INTEREST OHNERNOTIFICATION RESPONSIBILITY

1. (Rule R615-2-10) The former operator/lessee of any fee lease well listed above has been
notified by letter dated 19___, of their responsibility to notify any

44 person with an interest in such lease of the change of operator. Documentation of such
notification has been requested.

2. Copies documents have been sent to State Lands for changes involving State leases.

ILMING

. All attachments to this form have been microfilmed. Date: stw/ J Ja 1911_.

ILING

1. Cogie_s of all attachments to this form have been filed in each well file.

d 2. The origin_al of this form and the original attachments have been filed in the Operator
Change file.

OMMENTS

PERATOR CHANGEWORKSHEET (CONTINUED) InitTal each item when completed. Write N/A item is not applicable.

NTITY REVIEH

l. (Rule R615-8-7) Entity assignments have been reviewed for all wells listed above. Were
entity changes made? (yes/no) (If entity assignments were changed, attach copies of
Form 6, Entity Action Form).

Nid 2. State Lands and the Tax Commission have been notified through normal procedures of
entity changes.

K)ND VERIFICATION (Fee wel ls onl y) ,7 , , f ÑL

1. (Rule R615-3-1) The new operator of any fee lease well. listed above has furnished a

2. A copy of this form has been placed in the new and former operators' bond files.

3. The former operator has requested a release of liability from their bond (yes/no) .

Today's date 19 . If yes, division response was made by letter
dated 19_ .

EASE INTEREST OHNERNOTIFICATION RESPONSIBILITY

1. (Rule R615-2-10) The former operator/lessee of any fee lease well listed above has been
notified by letter dated 19___, of their responsibility to notify any

44 person with an interest in such lease of the change of operator. Documentation of such
notification has been requested.

2. Copies documents have been sent to State Lands for changes involving State leases.

ILMING

. All attachments to this form have been microfilmed. Date: stw/ J Ja 1911_.

ILING

1. Cogie_s of all attachments to this form have been filed in each well file.

d 2. The origin_al of this form and the original attachments have been filed in the Operator
Change file.

OMMENTS



Form 3160-5 UNITED STATES FORM APPROVED

(June 1990) DEPARTMENT OF THE INTERIOR
BudExetire MaNo i 03135

BUREAU OF LAND MANAGEMENT 5. Mase Designation and Serial No.

U-070252-A
SUNDRY NOTICES AND REPORTS ON WELLS 6. If Indian, Anonce or Tribe Name

Do not use this form for proposals to drill or to deopen or reentry to a different reservoir.
Use "APPLICATION FOR PERMIT-" for such proposals n/a

7. If Unit or CA, Agreement gnation

n/a

6 °Åll waan G oher injection well 6
2. Name of Operator

EQUITABLERESOURCESENERGYCOMPANY ^¤ _NoŠl364

3. Address and Telephone No.

P.O. Box 21017; Billings, MT 59104 (406) 259-7860 10.FieldandPool,orExploratoryArca

4. Locadon of WeH (Footage. Sec., T., R., M., or Survey Description) Monument Butte/Green River

SE NE Section 6, T9S, R17E ti. countyor varish,state

1806' FNL, 921' FEL Duchesne County, UTAH

12. CHECK APPROPRIATE BOX(s) TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION ,

O Nodce onntent .
Abandonment Change of P1m

O accompieno. O sewco..ta.cao.

Ð Subsequent Repon Plugging Back O Non-Routine Fracturing

O cas.=,aer.., O w..., sa...orr

O Final Abandonment Notice. Altering Cuing Conversion to Injecdon

other Site Security diagram O o.sposewater
(Note: Reportresullsof multipiccompletionon Well

Completion of Recompletion Report and Los form.)

13. Describe Proposed or Completed Operations (Clearly state a I pertÏnentdetails, and give pertinent dates, including estimated date of starting any proposed work. If well is directionally drilled,

give subsurface locationsand measuredand true vertical depths for all markers and zones pertinent to this work.)*

Attached is the site security/site facility diagram for this injection well.

APR1 9 1993

DMSIONOF

14.Ihere o mCaOord 3'En r nmental
,,, April 15, 1993

(This space for Federal or State office use)

Approved by Titir Date
Conditions of approval, if any:

Title 18 U.S.C. Section 1001, makes it a crime for any person knowingly and willfully to make to any department or agency of the United States any false, fictitious or fraudulent statements

or representations as to any matter within its jurisdiction.
*Soo Instruction on Reverse

Form 3160-5 UNITED STATES FORM APPROVED

(June 1990) DEPARTMENT OF THE INTERIOR
BudExetire MaNo i 03135

BUREAU OF LAND MANAGEMENT 5. Mase Designation and Serial No.

U-070252-A
SUNDRY NOTICES AND REPORTS ON WELLS 6. If Indian, Anonce or Tribe Name

Do not use this form for proposals to drill or to deopen or reentry to a different reservoir.
Use "APPLICATION FOR PERMIT-" for such proposals n/a

7. If Unit or CA, Agreement gnation

n/a

6 °Åll waan G oher injection well 6
2. Name of Operator

EQUITABLERESOURCESENERGYCOMPANY ^¤ _NoŠl364

3. Address and Telephone No.

P.O. Box 21017; Billings, MT 59104 (406) 259-7860 10.FieldandPool,orExploratoryArca

4. Locadon of WeH (Footage. Sec., T., R., M., or Survey Description) Monument Butte/Green River

SE NE Section 6, T9S, R17E ti. countyor varish,state

1806' FNL, 921' FEL Duchesne County, UTAH

12. CHECK APPROPRIATE BOX(s) TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION ,

O Nodce onntent .
Abandonment Change of P1m

O accompieno. O sewco..ta.cao.

Ð Subsequent Repon Plugging Back O Non-Routine Fracturing

O cas.=,aer.., O w..., sa...orr

O Final Abandonment Notice. Altering Cuing Conversion to Injecdon

other Site Security diagram O o.sposewater
(Note: Reportresullsof multipiccompletionon Well

Completion of Recompletion Report and Los form.)

13. Describe Proposed or Completed Operations (Clearly state a I pertÏnentdetails, and give pertinent dates, including estimated date of starting any proposed work. If well is directionally drilled,

give subsurface locationsand measuredand true vertical depths for all markers and zones pertinent to this work.)*

Attached is the site security/site facility diagram for this injection well.

APR1 9 1993

DMSIONOF

14.Ihere o mCaOord 3'En r nmental
,,, April 15, 1993

(This space for Federal or State office use)

Approved by Titir Date

Conditions of approval, if any:

Title 18 U.S.C. Section 1001, makes it a crime for any person knowingly and willfully to make to any department or agency of the United States any false, fictitious or fraudulent statements

or representations as to any matter within its jurisdiction.
*Soo Instruction on Reverse
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Site Security Diagram

Equitable Resources Energy Company

Ba1cron Oil Division

Balcron Monument Butte Fed. #42-6
SE NE Sec.6 Twn.9S Rge.17E

Duchesne County, Utah

Lease Q: U-020252-A

NORTH

Wellhead

2" Steel buried line

From injection Plant

Injection Well: P.O. Box 21017
Billings, Montana 59104

No sealed valves

O g
Site Security Diagram

Equitable Resources Energy Company

Ba1cron Oil Division

Balcron Monument Butte Fed. #42-6
SE NE Sec.6 Twn.9S Rge.17E

Duchesne County, Utah

Lease Q: U-020252-A

NORTH

Wellhead

2" Steel buried line

From injection Plant

Injection Well: P.O. Box 21017
Billings, Montana 59104

No sealed valves



EQUITABLERESOURCES
ENERGYCOMPANY
BALCRON OIL DIVISION

1601 Lewis Avenue Office: (406) 259-7860

P.O. Box 21017 FAX: (406) 245-1365 El
Billings, MT 59104 - )y FAX: (406) 245-1361

AUG2 0 1993

DMSiON OF
August 18, 1993 L GÂS &ggmc

-- BY FAX and MAIL --

Bureau of Land Management
170 South 500 East
Vernal, UT 84078

ATTENTION: Jamie Sparger or Jerry Kenczka

Gentlemen:

I am FAXing a sundry notice reporting discharges made on some
of our Monument Butte Field injection wells by Environmental
Protection Agency representatives during inspections they made.
The original sundry notice will be put in the mail today.

If you have any questions, please feel free to give me a call.

Bobbie Schuman
Coordinator of Operations,

Environmental and Regulatory Affairs

/rs

Enclosure

cc: Utah Division of Oil, Gas and Mining (Frank

EQUITABLERESOURCES
ENERGYCOMPANY
BALCRON OIL DIVISION

1601 Lewis Avenue Office: (406) 259-7860

P.O. Box 21017 FAX: (406) 245-1365 El
Billings, MT 59104 - )y FAX: (406) 245-1361

AUG2 0 1993

DMSiON OF
August 18, 1993 L GÂS &ggmc

-- BY FAX and MAIL --

Bureau of Land Management
170 South 500 East
Vernal, UT 84078

ATTENTION: Jamie Sparger or Jerry Kenczka

Gentlemen:

I am FAXing a sundry notice reporting discharges made on some
of our Monument Butte Field injection wells by Environmental
Protection Agency representatives during inspections they made.
The original sundry notice will be put in the mail today.

If you have any questions, please feel free to give me a call.

Bobbie Schuman
Coordinator of Operations,

Environmental and Regulatory Affairs

/rs

Enclosure

cc: Utah Division of Oil, Gas and Mining (Frank
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Form 3160-5 UNITED STATES FORM APPROVED

Budget Bureau No. 1004-0135
(June 1990) DEPARTMENT OF THE INTERIOR Exp¡rcs: March 31, 1993

BUREAU OF LAND MANAGEMENT 5, Lease Designation and Serial No.

U-020252A
SUNDRY NOTICES AND REPORTS ON WELLS y 6. If lndian, Anoucc or Tribe Name

Do not use this form for proposals to drill or to deepen or reentry gfáÙjt r r Šr n/a
Use "APPUCATION FOR PERMIT--" for such ogoëÀfs

. If Unit or CA, Agreement Designation

SUBMIT IN TRIPLICATE ÛÍŸ93 Jonah Unit
1. Type of Well

11
wacan

omer DMS N OF 8. Well Name and No.

1. Nameof Operator 8 &Mimor See attached l ist
Equitable Resources Energy Company, Balcron Oil Division *·^1**""°·

3. Address and Telephone No. See attached l ist
P.0. Box21017; Billings, MT59104 (406) 259-7860 10.FieldandPool,orExploratoryArea

4. Location of Well (Footage. Sec., T., R., M., or Survey Description) Monument Butte/Grn.River
11. Courity or Parish, State

See attached list Duchesne County, UTAH

12. CHECK APPROPRIATE BOX(s) TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TŸPE OF ACTION ,

Notice of Intent
' Abandonment Change o(Plans

O accompicuo. O sew consta.caon

U Subsequent Repon Plugging Back Non-Routine Fracturing

O casia, a...., O Water Shut-Off

O Final Abandonment Notice Akenng Cdmg Conversion to Injecdon

Other TepOrt of discharge oisposewater
(Note: Reportresultsof multipiccompletiononWell

Completion or Recompletion Rcport and Log form.)

13. Describe Probpos ocrCœo leted Operations (Clearly state rtin t details, aanrdgive rtinent dateLinncludiestimated date of staning any proposed work. If well is directionally drilled.

On August 17, 1993, operator discovered that Environmental Protection Agency (Region 8)
representatives conducted inspections of the injection wells on the attached list and
in their inspection blew the backside down causing a mixture of diesel and water
(approximately 1/2-1 bbl total per location) to discharge onto location. The diesel
is used as a blanket to prevent freezing. It is estimated that approximately 1/2 yard
of dirt per location was impacted. The diesel stained the soil only slightly. On the
Balcron Monument Federal #24-6 there was no diesel; however, water with a trace of oil
blew from the tubing string causing minor staining.

The EPA Region 8 office was notified by telephone 8/17/93.

Cleanup of the locations will be done in conjunction with upcoming proposed reworks.

14. I hereby regoing is t e a orrect COordinator of Environmental
y,

·n,,, and Regulatorv Affairs care August TR, 1993

(This space o e r Ër at o sce use)

Approved by Title Date

Conditions of approval, if any:

Tide 18 U.S.C. Section 1001, rnakes it a crime for any person knowingly and willfully to make to any department or agency of the United States any false, fictitious or fraudulent statements

or representations as to any matter within its jurisdiction.
*See Instruction on Reverse
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(June 1990) DEPARTMENT OF THE INTERIOR Exp¡rcs: March 31, 1993
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wacan
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See attached list Duchesne County, UTAH

12. CHECK APPROPRIATE BOX(s) TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TŸPE OF ACTION ,

Notice of Intent
' Abandonment Change o(Plans

O accompicuo. O sew consta.caon

U Subsequent Repon Plugging Back Non-Routine Fracturing

O casia, a...., O Water Shut-Off

O Final Abandonment Notice Akenng Cdmg Conversion to Injecdon

Other TepOrt of discharge oisposewater
(Note: Reportresultsof multipiccompletiononWell

Completion or Recompletion Rcport and Log form.)

13. Describe Probpos ocrCœo leted Operations (Clearly state rtin t details, aanrdgive rtinent dateLinncludiestimated date of staning any proposed work. If well is directionally drilled.

On August 17, 1993, operator discovered that Environmental Protection Agency (Region 8)
representatives conducted inspections of the injection wells on the attached list and
in their inspection blew the backside down causing a mixture of diesel and water
(approximately 1/2-1 bbl total per location) to discharge onto location. The diesel
is used as a blanket to prevent freezing. It is estimated that approximately 1/2 yard
of dirt per location was impacted. The diesel stained the soil only slightly. On the
Balcron Monument Federal #24-6 there was no diesel; however, water with a trace of oil
blew from the tubing string causing minor staining.

The EPA Region 8 office was notified by telephone 8/17/93.

Cleanup of the locations will be done in conjunction with upcoming proposed reworks.

14. I hereby regoing is t e a orrect COordinator of Environmental
y,

·n,,, and Regulatorv Affairs care August TR, 1993

(This space o e r Ër at o sce use)

Approved by Title Date

Conditions of approval, if any:

Tide 18 U.S.C. Section 1001, rnakes it a crime for any person knowingly and willfully to make to any department or agency of the United States any false, fictitious or fraudulent statements

or representations as to any matter within its jurisdiction.
*See Instruction on Reverse



(It (il
Attachment to Sundry Notice

Federal Lease #U-020252A

Allen Federal #13-6
NW SW Section 6, T9S, R17E
2070' FSL, 578' FWL
API #43-013-30918

Allen Federal #22-6
NW SE Section 6, T9S, R17E
2141' FNL, 1902' FWL
API #43-013-30919

Balcron Monument Federal #11-6
NW NW Section 6, T9S, R17E
804' FNL, 696' FWL
API #43-013-31362

Balcron Monument Federal #24-6
SW SE Section 6, T9S, R17E
504' FSL, 1613' FWL
API #43-013-31363

Balcron Monument Federal #33-6
NW SE Section 6, T9S, R17E
1832' FSL, 1829' FEL
API #43-013-31361

Balcron Monument Federal #42-6
SE NE Section 6, T9S, R17E
1806' FNL, 921' FEL
API #43-013-31364

8/18|93

(It (il
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504' FSL, 1613' FWL
API #43-013-31363

Balcron Monument Federal #33-6
NW SE Section 6, T9S, R17E
1832' FSL, 1829' FEL
API #43-013-31361

Balcron Monument Federal #42-6
SE NE Section 6, T9S, R17E
1806' FNL, 921' FEL
API #43-013-31364

8/18|93



EQUITABLERESOURCES
ENERGYCOMPANY
BALCRON OIL DIVISION
1601 Lewis Avenue Office: (406) 259-7860

I r
gl3o×M2150

04
FAAX

(
0066)2'445

1 6

CEP0 2 1993

DIVISIONOF
September 1, 1993 IL,GAS&MINING

-- VIA FEDERAL EXPRESS --

Bureau of Land Management
170 South 500 East
Vernal, UT 84078

Gentlemen:

Enclosed are sundry notices for workovers on the wells on the
enclosed list. One of the sundry notices also is a notice that
we intend to convert the well to injection in accordance with
our EPA permit.

Bobbie Schuman
Coordinator of Operations,

Environmental and Regulatory Affairs

/rs

Enclosures

cc: Utah Division of Oil, Gas and Mining
Chuck Williams, EPA

EQUITABLERESOURCES
ENERGYCOMPANY
BALCRON OIL DIVISION
1601 Lewis Avenue Office: (406) 259-7860

I r
gl3o×M2150

04
FAAX

(
0066)2'445

1 6

CEP0 2 1993

DIVISIONOF
September 1, 1993 IL,GAS&MINING

-- VIA FEDERAL EXPRESS --

Bureau of Land Management
170 South 500 East
Vernal, UT 84078

Gentlemen:

Enclosed are sundry notices for workovers on the wells on the
enclosed list. One of the sundry notices also is a notice that
we intend to convert the well to injection in accordance with
our EPA permit.

Bobbie Schuman
Coordinator of Operations,

Environmental and Regulatory Affairs

/rs

Enclosures

cc: Utah Division of Oil, Gas and Mining
Chuck Williams, EPA



1) Balcron Monument Federal #11-6
NW NW Section 6, T9S, R17E
Lease No. U-020252A
Monument Butte Field
Duchesne County, Utah

2) Allen Federal #13-6
NW SW Section 6, T9S, R17E
Lease No. U-020252A
Monument Butte Field
Duchesne County, Utah

3) Balcron Monument Federal #24-6
SW SW Section 6, T9S, R17E
Lease No. U-020252A
Monument Butte Field
Duchesne County, Utah

4) Balcron Monument Federal #42-6
SE NE Section 6, T9S, R17E
Lease No. U-020252A
Monument Butte Field
Duchesne County, Utah

5) Allen Federal #1-6
SE SE Section 6, T9S, R17E
Lease No. U-020252A
Monument Butte Field
Duchesne County, Utah

6) Allen Federal #31-6
NW NE Section 6, T9S, R17E
Lease No. U-020252A
Monument Butte Field
Duchesne County, Utah

7) Allen Federal #12-6
SW NW Section 6, T9S, R17E
Lease No. U-020252A
Monument Butte Field
Duchesne County, Utah

8) Allen Federal #23-6
NE SW Section 6, T9S, R17E
Lease No. U-020252A
Monument Butte Field
Duchesne County,

1) Balcron Monument Federal #11-6
NW NW Section 6, T9S, R17E
Lease No. U-020252A
Monument Butte Field
Duchesne County, Utah

2) Allen Federal #13-6
NW SW Section 6, T9S, R17E
Lease No. U-020252A
Monument Butte Field
Duchesne County, Utah

3) Balcron Monument Federal #24-6
SW SW Section 6, T9S, R17E
Lease No. U-020252A
Monument Butte Field
Duchesne County, Utah

4) Balcron Monument Federal #42-6
SE NE Section 6, T9S, R17E
Lease No. U-020252A
Monument Butte Field
Duchesne County, Utah

5) Allen Federal #1-6
SE SE Section 6, T9S, R17E
Lease No. U-020252A
Monument Butte Field
Duchesne County, Utah

6) Allen Federal #31-6
NW NE Section 6, T9S, R17E
Lease No. U-020252A
Monument Butte Field
Duchesne County, Utah

7) Allen Federal #12-6
SW NW Section 6, T9S, R17E
Lease No. U-020252A
Monument Butte Field
Duchesne County, Utah

8) Allen Federal #23-6
NE SW Section 6, T9S, R17E
Lease No. U-020252A
Monument Butte Field
Duchesne County,



"orm 3160-5 UNITED STATES FORM APPROVED

June 1990) DEPARTMENT OF THE INTERIOR a
°

3¶9
3m

BUREAU OF LAND MANAGEMENT 5. D:ase Designation and Serial No.

U-020252A
SUNDRY NOTICES AND REPORTS ON WELLS 6. Ifindian, AnonceorTribe Name

Do not use this forrn for proposals to drill or to deepen or reentry to a different reservoir. n/a
Use "APPLICATION FOR PERMIT-" for such proposals

7. If Unit or CA, Agreement Designation

SUBMIT IN TRIPLICATE .Jonah Umt
1. Type of WellÐ°w"nO°w'InO o..,

s· *=u N=== =as N ·

2. Name of Operator Balcron MonuientFed. //42-6

Equitable Resources Energy Company, Balcron Oil Division 9.APIWenNo.

3. Address and Telephone No.
43-013- 31364

P.0. Box 21017; Billings, MT 59104 (406) 259-7860 ao. ricisana rooi.or exploratoryarea

4. Location of Well (Footage. Sec., T., R., M., or Survey Description) gggggt Sgttg|¾ River
11. County or Parish, State

SE NE Section 6, T9S, R17E ,

1806' FNL, 921' FEL Duchesne County, UTAH

t2. CHECK APPROPRIATE BOX(s) TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION ,

Notice of Intent
' Abandonment Change of Plans

O Recompletion New Conunicúon

O s.»,.9. 2, a.pon O riossinssack O Non-Routine Fracturing

O cas,,, a.,.., O waterasut-orr

O Final Abandonment Notice Miering Cing Convolon to injecdon

Other
' Workover O oisposewater

(Note: Reportresultsoi multiptecompletiononWell

Completion or Recomplction Report and Log form.)

13. Describe Proposed or Completed Operations (Clearly state all pertinent detalk, and give pertinent dates, including estimated date of staning any proposed work. 1(welt is directionally drilled.

Sive subsurface locations and measured and tnic vertical depths for all markers and zones pertinent to this work.)•

Due to the completion and approval of the Jonah Unit in the Monument Butte Field,
Equitable Resources Energy Company, Balcron Oil Division plans to workover this
well in accordance with the attached procedure. We propose to complete the well to
inject water into all potential waterflood sand horizons in the Douglas Creek
member of the Green River formation. Water will be injected at an approximate rate of
5 STBWPDper foot of sand. Refer to the attached perforation table for more

.information.

DMSK)N OF

14. I hereby c th foregoing is correct 000001nat0r of Environmental
.., and Regulatory Affairs care

Approved by Title .

Date

Conditions of approval, if any:

Titic 18 U.S.C. Section 1001, makes it a crime for any person knowingly and willfully to make to any department or agency of the United States any false, fictitious or fraudulent statements

or representations as to any maner within its jurisdiction.
*See instruction on Reverse
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3¶9
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13. Describe Proposed or Completed Operations (Clearly state all pertinent detalk, and give pertinent dates, including estimated date of staning any proposed work. 1(welt is directionally drilled.

Sive subsurface locations and measured and tnic vertical depths for all markers and zones pertinent to this work.)•
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inject water into all potential waterflood sand horizons in the Douglas Creek
member of the Green River formation. Water will be injected at an approximate rate of
5 STBWPDper foot of sand. Refer to the attached perforation table for more

.information.

DMSK)N OF

14. I hereby c th foregoing is correct 000001nat0r of Environmental
.., and Regulatory Affairs care

Approved by Title .

Date

Conditions of approval, if any:

Titic 18 U.S.C. Section 1001, makes it a crime for any person knowingly and willfully to make to any department or agency of the United States any false, fictitious or fraudulent statements

or representations as to any maner within its jurisdiction.
*See instruction on Reverse



O
Balcron Monument Federal #42-6 Workover Procedure 9-1-93
SE NE Section6,T9S,R17E JZ
Lease No. U-020252A
Monument Butte Field
Duchesne County,Utah
Jonah Unit

Proposed Operations: Set up injection packer assemblyto injectwater intothe
RED1, RED5, and GREEN1 sands. Perforate the RED1 Zone (4 ft
w/2 spffrom 4756'- 4760' KB),RED5 Zone (22 ftw/2 spf from
4906'- 4928' KB),GRREN1 Zone (4 ftw/2spf from 5064'- 5070'
KB),breakdown perforations,RlHw/injectionpackerassembly
and returnthewellto injection.

Existing Perforations: RED1 Zone @475T &4760' KBw/2 shots.
RED5 Zone @4907, 4911', 4915', 4919', 4923', 492T KBw/6shots.
GREEN1 Zone @5065'& 5068' KBw/2 shots.

CapacityData: 5 1/2",15.5 #,J-55 csg 0.0238 STB/FT.
2 7/8",6.5 #,J-55 tbg 0.00579 STB/FT.
5 1/2"x 2 7/8" annulus 0.0158 STB/FT.

Workover Procedure MŸ 0 2 IN

1) MIRUpullingunit,NDwellhead,NU BOP. DIVISiON OF
IL,GAS& MININ

2) Release packer, RIH& retrieveRBP @4800' KB,TOOH w/lbg&tools.
Note: Strap1bgcomingout ofhole.

3) RUSchlumberger,RlH w/4"carriergun &perforateas follows:
RED1 @4756'- 4760' KBw/2 spf.
RED5@4906'- 4928' KBw/2spf.
GREEN1 @5064'- 5070' KBw/2spf.

4) RIHw/RBP,retrievingtool,onejnt2 7/8" tbg,SN, packer, &2 7/8" tbg.

5) Set RBP @5100' KB,pullthepacker up holeto5010' KB,circulatewellw/ 2% KCl
water to clean up the perforationdebris, set packer@5010' KB.
Note: Csg collars@ 4982', 5026', 5071', &5115' KB.

6) Rig up frac trucksto breakdown perforations.

7) Breakdown perfsw/2% KCIwater &25 ballsealers, ball out perfs,surge back ball
sealers.

8) Release packer, RIHto RBP, reverse circulateballsealersoffofRBP,retrieve

O
Balcron Monument Federal #42-6 Workover Procedure 9-1-93
SE NE Section6,T9S,R17E JZ
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Note: Csg collars@ 4982', 5026', 5071', &5115' KB.

6) Rig up frac trucksto breakdown perforations.

7) Breakdown perfsw/2% KCIwater &25 ballsealers, ball out perfs,surge back ball
sealers.

8) Release packer, RIHto RBP, reverse circulateballsealersoffofRBP,retrieve



O e
9) Pull up hole &set RBP @ 4960' KB,pullthe packer up hole & set @ 4860' KB, load

backside w/2%KCIwater.
Note: Csg collam@4845', 4889', 4935', &4982' KB.

10) Breakdown perfsw/ 2% KCIwater &88 ballsealem, ballout perfs,surge back ball
sealem.

11) Release packer, RIHto RBP, reverse circulateballsealers offofRBP,retrieveRBP.

12) Pull up hole &set RBP @4780' KB,pullthe packer up hole &set @4700' KB, load
backside w/2%KCIwater.
Note:Csg collars@4669', 4713', 4760', &4804' KB.

13) Breakdown perfsw/2% KCIwater &20 ballsealers, balloutperfs,surgeback ball
sealers.

14) Release packer, RIH to RBP, reverse circulateballsealers offof RBP, retrieveRBP,
TOOH w/tbg &tools.

15) RIHw/injection packer, SN, &tbg,inspect alltreads&collarson tbggoinginto
hole, landpacker@4700' KB,load csg annuluswithChampiancorrosioninhibitor
(55 gals Cortron#23-83 w/60 STB water),cap offannulusw/diesel,set injection
packer @4700' KB,flange up wellhead.
Note: Csg collam@4669' &4713' KB.

16) Pressure test the csg annulusto 600 psig for the integritytest,contactJerry
Bams wlthe Vemal BLMtowittness the test.Test is to be held @ 500 psig or
greater for one hour.

17) Retum thewellto injection at a rate of 140 STBWPD.

18) Let well injection pressure stabilizeand runinjectionprofile.

19) Determine from injection profileifit is necassary to run isolation packers
and injection orificesto force water into allpotentialflood

O e
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Balcron Oil
Jonah UnitWaterflood
Section6,TSS,R17E
Monument Butte Field
DuchesneCounty,Utah

INJECTIONWELLPERFORATIONS

WELLNAME ZONE NAME: YELLOW \ REDI RED 2 AED5 | GREEN 1 ligli!¾lil2BN GREEN 4 OREEN& GREEN 6 BLUE

MONUMENTFED#11-6 4781•479 ½5044-5079 li!§§jgd$2Bj§ !!¾(52 MBBit§
ALLENFED #13-6 47444768 4910493Œ 5054-5066

ALLENFED #22-6 47654771 49104924 i§\Sf¾¾aWW iii!!¾egf62262|\i!
MONUMENTFED#24-6 4674-4061 ++4811-4842 ++5141-5157 e6165-5181 "5556-5569

ALLENFED#31-6 5050-5056 5235-5256

MONUMENTFED #33-6 465Œ4676 WililŠ¾¾iÑž$
MONUMENTFED#42-6 '47564760 4906-4928 5064-5070

ALLENFED#1-6 "4169-4180 4698-4704 4752-4758 5140-5148

Presentlylniecting
Existing Perforations Proposed For Injection.

++ TO BE ADDED
" NOTTOBE USED FOR INJECTON

PRODUCINGWELLPERFORATIONS

WELLNAME ZONE NAME: YELLOW MBRI ig!§ii!!)\§RED 2 ) RED 5 GREEN 1 þ§i!§iiiggigi!§\ GREEN 4 §j!§i:OBEggligig GREEN 6 BLUE

ALLENFED 12-6 4302-4326 e4780-4788 4832-4851 ++5051-5055 5280-5301 5665-5676

ALLENFED 21-6 Possible 5173-5194 5220-5228 5277-5381 5414-5419

ALLENFED 23-6 4249-4267 ++4735·4750 4792-4808 4890-4908 ++5221-5234 5244-5260

ALLENFED32-6 4246-4289 4912-4934 5232-5354

ALLENFED34-6 4690-4715
.

4856·4892 5162-5177 5189-5230

ALLENFED 41-6 4281-4318 4750-4764 4912-4938 5062-5068 Possible 5236-5260

ALLENFED 43-6 4666-4680 4712-4742 4817-4848 5138-5178 5179-5205

i
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Mechanical Integrity Test
Casing or Antiulus Pressure Test for Well UT2642-03737

U.S. Environmental Protection
Underground IniectionControl Program, UIC ion Section, SWM-DW

999 18th Street, Suite 500, Denver, CO 0202-2466
This formwas printed on 08/26/93.

EPA Witness: Date 1/ ff / TimeÑeek am/pm
Test conducted by: /// Ñ tr -N/gr yt

.

Others present: v•v «Vnes •/.. Úf-

Equitable Energy Resources Company, Billings, MT Op ID EQRO2
MONUMENT FEDERAL #42-6 2R. UC- as of 12/22/92
MONUMENT BUTTE SÈNE 06 09S 17É

Indian? Yes, UINTAH-OURAY Compliance staff: WILLIAMS
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45 ye/o
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ss 140
60 '|

Tubing
pressure () psig psig psig
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Signature of EPA Witness:

See back ofpage for any additional commentsand compliancefollowup.
Side 1 of2
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United States Denartment of thf Interior mouca-
Y ·. -------------Il

-----5----5--
am------

· · BUREAU OF LAND MANAGEMENT •-a-- -
-- -

Vemal District OfBce . W MR.YMIER'rO:
170South 500 East
Vernal, Utah 84078

.

Phone (8 2ICAL

INTEGRITY PRESS

Sol) 789-3634

CASING|TUBING ANNULUS
Leas e No. 47> asp;r fag
Company Narite: S/dt'on A/ Date: f-M-Ÿ3

Well Name: /ÎÝamuner//S/era! 4 4',g-J
.

Permit No.

Field Name: |}ýµggy¿y;) fg//gs ,
County: Tagjes ye

Well Location: g/NE Sec (, .
T 9,$ R /76

Well Type: SWD .ER v 2H Other:

Type of Packer: 5Ÿs" /Ÿrtm.a Šg/ ¿Qxt Total Depth:

Packer Set at (depth): ý7eý' FT

Sufface Casing Size: 8A)k·56 ,2·/* Fkom: fŠ g.þ FT to age FT

Casing Size: SF, J'55 /55 From: $1¾ Â¿· FT to arÂct FT

Tubing Size: p1/'y J.gg ¿, ge Tubing Pressure during Test: o psig

Time of Day: rÿao / am/pm

Fluid in Annulas: //g Ággy,)g/ y./yy; -ggf3 myy §§ J / ypj / // /(f¿4,ay
Test ‡1 Test #2

/J á 0 Min: O psig psig

5 † () psig psig

10 7 ft) psig psig

15 796 psig Psig

20 g<c psig .
psig

25 $40
.. psig psig

30 7)o psig psig

35 794) psig psig

40 †ŸÐ P.sig psig

45 79/o psig psig .

50 7 ô psig psig

55 0 Psig 9519

60 0 psig psig

Test Conducted by: Ñ// ee- //pÁ(9/ Šerater, - (¿//grier
Inspected by: Êif Q1agy - $4Ì¢,ynn
Others Present: «Yr ISOYdt0 - Ê·A'N
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à EQUlTABLERESOURCES

ENERGYCOMPANY
BALCHON OIL DIVISION
1601 Lewis Avenue Office: (406) 259-7860

P.O. Box 21017 FAX: (406) 245-1365 O
Billings, MT 59104 FAX: (406) 245-1361 19

O!L GAS & MINING
December 29,.1993 ''

Bureau of Land Management
170 South 500 East
Vernal, UT 84078

Gentlemen:

Enclosed are sundry notices reporting work done on the following
wells:

Allen Federal #1-6

Balcron Monument Federal #11-6

Allen Federal #13-6

Balcron Monument Federal #24-6

Allen Federal #31-6

gBalcron Monument Federal #42-6 43' 13 ·

Allen Federal #12-6

Allen Federal #23-6

Federal #2-1

Si ,

Bobbie Schuman
Coordinator of Operations,

Environmental and Regulatory Affairs

/rs

Enclosures

cc: Utah Division of Oil, Gas and
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P.O. Box 21017 FAX: (406) 245-1365 O
Billings, MT 59104 FAX: (406) 245-1361 19

O!L GAS & MINING
December 29,.1993 ''

Bureau of Land Management
170 South 500 East
Vernal, UT 84078

Gentlemen:

Enclosed are sundry notices reporting work done on the following
wells:

Allen Federal #1-6

Balcron Monument Federal #11-6

Allen Federal #13-6

Balcron Monument Federal #24-6

Allen Federal #31-6

gBalcron Monument Federal #42-6 43' 13 ·

Allen Federal #12-6

Allen Federal #23-6

Federal #2-1

Si ,

Bobbie Schuman
Coordinator of Operations,

Environmental and Regulatory Affairs

/rs

Enclosures

cc: Utah Division of Oil, Gas and



. O
Form 3160-5 · UNITED STATES FORM APPROVED
(June 1990) DEPARTMENT OF THE INTERIOR

• Budget Bureau No. I 135

- BUREAU OF LAND MANAGEMENT s. 1..... o., anadon.nu sertatNo.

SUNDRY NOTICES AND REPORTS ON
.

.2

Do not use this forrn for proposals to drill or to deopen or reent ifferent reset
Use "APPLICATION FOR PERMlT-" for such posals n/a

.A 0 5 1½4 7.«una«ca.Aar-...,o :-a.«
.

SUBMIT IN TRIPLIGATE Jonah Unit
1. Typeof Well • UlvdiON OF

BËii O°w'inDom., injection well OIL, GAR A NG '·*°"""''"'"°·
2. Nameof operator 88|CrOn MonumntFed. #42-6

Equitable Resources Energy Company, Balcron Oil Division 9-^ *• N••
3. Address and Telephone No. -

·
43-013-31364

P.O. Box 21017; Billings, MT S9104 (406) 259-7860 10.FieldandPool.orExploratosy.Area

4. Lacation of Well (Pootage. Soc., T., R., M,. or Survey Description) ÑUIMimit BULG:/GrteriRIVer

11. County or Parists, State
SE NE Section 6, T9S, R17E.
1806' FNL, 921' FEL Duchesne County, UTAH

12. CHECK APPROPRIATE BOX(s)TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION • TYPE OF ACTION

O n.a...«i..... O Abandonment Change of Plan

O a...,t.a.. O s.wc.....co..
Subsequent Report Plugging Bau O u..-ao.a.. s..

O cus., a...x, O w..., as...orr
O Fnal Abando ment Nodce O ».4, c... O c..w..si....reca..

O Other WØrk dOne O ois,... w.t.,
(Note. Acportresultsof multipiccompladononWell
Compittion or Recomptction Rcport and t.ogform.)

1.1. Describe Proposed or Completed Operations (Clearly state a i pertinent details, and give pertinent dates, including estimated dato of starting any proposed work. If well is directionally drilled.
31ve subsurfacelocations and measured and true vertical depths for all markers and zones pertinent to this work.)*

Work was done on this well in accordance with the attached report. Also attached
is a copy of the MIT which was performed on this well.

•

14. I hereby car _foregoin e and cono t COordinator of Environmental
si,, // y¡,,, and Regulatory Affairs o...December 28, 1993

rio human
(This space for Federal or Stato office use)

Approved by Titir Date
Condidons of approval, it any:

Title is U.S.C. Section1001, makes it a crime for any person knowinglyand willfully to make to any department or agency of the UnitedStates any false, fictitiousor fraudulentstatements
or representations as to any maner within itsjurisdiction.

*See Instruction on Reverse
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******************************************************************************

EREGBalcronOilDivision
Jonah Unit
Monument Butte Field

Attachment to Sundry Notice for workcompleted.

Balcron Monument Federal #42-6
SE NE Section 6, T9S, R17E
Lease No. U-020252A
Monument Butte Field
Duchesne County,Utah
Jonah Unit

As per verbal approvalfromEd Fomman on 9-3-93, the followingwork
was performed:

1) MlRUWelltechWell Service.

2) Reperforatethe Red-1, Red-5, &Green-1zones w/2spf.
RED1 Zone @4756'- 4760' KBw/2 spf.
RED5 Zone @4906'- 4928' KBw/2 spf.
GREEN1 Zone @5064'- 5070' KBw/2spf.

3) Breakdown each zone w/500gals of 15% HCIacid&24, 96, &24 ball
sealers respectively.

4) Set up injection packers to inject water into the Red-1, Red-5,
and Green-1zones.

5 1/2"Arrow Set-1 Pkr @4700' KB.

5) Test casing&packem to 740 psig for onehour.

6) Returnwellto

******************************************************************************
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& EQUITABLERESOURCES

ENERGYCOMPANY
BALCRON OIL DIVISION

Office: (406) 259-7860
1601 Lewis Avenue FAX: (406) 245-1365
Billings, MT 59102 FAX: (406) 245-1361

MAR2 0 !995

March 16, 1995 O OF OiL, GAS

Mr . Dan Jarvis
State of Utah
Division of Oil, Gas & Mining
355 West North Temple
Salt Lake City, UT 84180

Dear Mr. Jarvis:

Attached are copies of the injection profile reports for ourenhanced recovery wells in the Jonah Unit.

If you have any questions, please call John Zellitti at (406)259-7860.

Sincerely,

Bobbie Schuman
Regulatory and Environmental Specialist

/hs
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EQUITABLE RESOURCES ENERGY COMPANY-BALCRON OIL DIVISION
INJECTION PROFILE

BALCRON MONUMENT D ste: 1/7/95 D<sired Rate: 180 B/D
Si rface Temp: 43 F Mtered Rate: 200 B/D

FEDERAL 42-6 B IT: 154 F Maasured Rate: 200 B/D

O PlšTD: Tt g Presure: 1900 PSI
T ): 5685 Csg Prefsure: 3 PSI

a 10 23 30 40 50 6( 73 80 90 10(

4300

4400

4500

O 4600

4700 es

56
R 1 *

4800

4900
4%

R5

5000

Gi M /

5100

5200

5300

5400

5500O Rema ks: R/A Tracer sur ey i idicates exits as shown. Packer checks okay.
Service Company: Well Info mation Services, Inc.
Opera or: Bart
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Page No. 4 STATE OF UTAH
03/07/96 INVENTORY OF INJECTION WELLS

OPERATOR API NO. WELL TNS RGE SE WELLTYPE INDIAN COUNT
**********kk ********kkk* **********kk kk* *** ** ******** ******kkk***

CROSS CREEK 43-037-20117 NAVAJO A #1 41S 26E 5 INJD Y
CROSS CREEK 43-037-20164 NAVAJO A #3 41S 26E 5 INJI Y
ENSERCH EXPL 43-013-31240 FEDERAL 43-3 OSS 16E 33 INJW N
ENSERCH EXPL 43-013-31269 FEDERAL 34-3 08S 16E 33 INJW N
ENSERCH EXPL 43-013-31229 FEDERAL 14-3 08S 16E 33 INJW N
ENSERCH EXPL 43-013-31225 FEDERAL 14-3 OSS 16E 34 INJW N
ENSERCH EXPL 43-013-31272 FEDERAL 21-4 098 16E 4 INJW N
ENSERCH EXPL 43-013-30670 FEDERAL 32-5 09S 16E 5 INJW N
ENSERCH EXPL 43-013-31205 FEDERAL 41-5 09S 16E 5 INJW' N
ENSERCH EXPL 43-047-$2248 1-26B 09S 19E 26 INJG N
ENSERCH EXPL 43-013-30913 44-5H 09S 17E 5 INJW N
ENSERCH EXPL 43-013-30678 42-8H 09S 17E 8 INJW N
ENSERCH EXPL 43-013-31457 22-8H 09S 17E 8 INJW N
ENSERCH EXPL 43-013-30679 31-8H 095 17E 8 INJW N
ENSERCH EXPL 43-013-31049 22-9H 09S 17E 9 INJW N
ENSERCH EXPL 43-013-30682 24-9H 09S 17E 9 INJW N
ENSERCH EXPL 43-013-30887 11-9H 098 17E 9 INJW N
ENSERCH EXPL 43-013-31108 33-9H 09S 17E 9 INJW N
ENSERCH EXPL 43-013-30656 13-9H 095 17E 9 INJW N
EQUITABLE RE 43-013-31362 FEDERAL 11-6 09S 17E 6 INJW Y
EQUITABLE RE 43-013-31361 FEDERAL 33-6 09S 17E 6 INJW Y
EQUITABLE RE 43-013-31363 FEDERAL 24-6 09S 17E 6 INJW Y
EQUITABLE RE 43-013-31364 FEDERAL 42-6 09S 17E 6 INJW Y
EQUITABLE RE 43-013-30919 FEDERAL 22-6 095 17E 6 INJW Y
EQUITABLE RE 43-013-15779 FEDERAL 1-6 09S 17E 6 INJW Y
EQUITABLE RE 43-013-30918 FEDERAL 13-6 09S 17E 6 INJW Y
EQUITABLE RE 43-047-15681 PARIETTE BEN 09S 19E 7 INJD Y
EQUITABLE RE 43-013-31404 42-1J 09S 16E 1 INJW Y
EQUITABLE RE 43-013-31415 44-1J 09S 16E 1 INJW Y
EQUITABLE RE 43-013-30702 FEDERAL 1-13 09S 16E 1 INJW N
EQUITABLE RE 43-013-30735 FEDERAL 1-33 09S 16E 1 INJW N
EQUITABLE RE 43-013-30701 1-24 098 16E 1 INJW N
EQUITABLE RE 43-013-31384 22-5 09S -LGB- 5 INJW Y
EQUITABLE RE 43-013-31416 34-10J 09S 16E 10 INJW N
EQUITABLE RE 43-013-31002 43-11J 09S 16E 11 INJW N
EQUITABLE RE 43-013-31369 23-11J 09S 16E 11 INJW N
EQUITABLE RE 43-013-31417 12-11J 09S 16E 11 INJW N
EQUITABLE RE 43-013-31386 32-11J 09S 16E 11 INJW N
EQUITABLE RE 43-013-31003 FEDERAL 34-1 09S 16E 11 INJW N
EQUITABLE RE 43-013-31374 14-11J 095 16E 11 INJW N
EQUITABLE RE 43-013-31410 12-12J 09S 16E 12 INJW N
EQUITABLE RE 43-013-31411 14-12J 09S 16E 12 INJW N
EQUITABLE RE 43-013-30742 GOVT C&O #4 09S 16E 12 INJW N
EQUITABLE RE 43-013-31419 32-12J 09S 16E 12 INJW N
EQUITABLE RE 43-013-31408 41-14J 095 16E 14 INJW N
EQUITABLE RE 43-013-31421 21-14J 09S 16E 14 INJW N
EQUITABLE RE 43-013-31367 41-15J 09S 16E 15 INJW N
EQUITABLE RE 43-013-31373 23-15J 09S 16E 15 INJW N
EQUITABLE RE 43-013-31368 32-15J 098 16E 15 INJW · N
EQUITABLE RE 43-013-31375 24-5 098 17E 5 INJW Y
EQUITABLE RE 43-013-31370 FEDERAL 13-5 09S 17E 5 INJW Y
EQUITABLE RE 43-013-31195 ALLEN FEDERA 09S 17E 6 INJW N
EQUITABLE RE 43-013-31405 31-7J 09S 17E 7 INJW
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EQUITABLE RE 43-013-30735 FEDERAL 1-33 09S 16E 1 INJW N
EQUITABLE RE 43-013-30701 1-24 098 16E 1 INJW N
EQUITABLE RE 43-013-31384 22-5 09S -LGB- 5 INJW Y
EQUITABLE RE 43-013-31416 34-10J 09S 16E 10 INJW N
EQUITABLE RE 43-013-31002 43-11J 09S 16E 11 INJW N
EQUITABLE RE 43-013-31369 23-11J 09S 16E 11 INJW N
EQUITABLE RE 43-013-31417 12-11J 09S 16E 11 INJW N
EQUITABLE RE 43-013-31386 32-11J 09S 16E 11 INJW N
EQUITABLE RE 43-013-31003 FEDERAL 34-1 09S 16E 11 INJW N
EQUITABLE RE 43-013-31374 14-11J 095 16E 11 INJW N
EQUITABLE RE 43-013-31410 12-12J 09S 16E 12 INJW N
EQUITABLE RE 43-013-31411 14-12J 09S 16E 12 INJW N
EQUITABLE RE 43-013-30742 GOVT C&O #4 09S 16E 12 INJW N
EQUITABLE RE 43-013-31419 32-12J 09S 16E 12 INJW N
EQUITABLE RE 43-013-31408 41-14J 095 16E 14 INJW N
EQUITABLE RE 43-013-31421 21-14J 09S 16E 14 INJW N
EQUITABLE RE 43-013-31367 41-15J 09S 16E 15 INJW N
EQUITABLE RE 43-013-31373 23-15J 09S 16E 15 INJW N
EQUITABLE RE 43-013-31368 32-15J 098 16E 15 INJW · N
EQUITABLE RE 43-013-31375 24-5 098 17E 5 INJW Y
EQUITABLE RE 43-013-31370 FEDERAL 13-5 09S 17E 5 INJW Y
EQUITABLE RE 43-013-31195 ALLEN FEDERA 09S 17E 6 INJW N
EQUITABLE RE 43-013-31405 31-7J 09S 17E 7 INJW



EQUITABLE• • RCES
ENERGYCOMPANY
BALCRON OIL DIVISION Office: (406) 259-7860
1601 Lewis Avenue FAX: (406) 245-1365
Billings, MT 59102 FAX: (406) 245-1361

April 1, 1996

Mr . Dan Jarvis
Utak Division of Oil, Gas and Mining
UIC Program
355 West North Temple
Salt Lake City, UT 84180

Dear Dan:

Effective April 1, 1996, our name will change from Equitable Resources
Energy Company, Balcron Oil Division to Equitable Resources Energy
Company. Attached is a listing of permits which we have with your
Agency. This change will apply to those. If you note that I have
missed some or if you have any questions, please do not hesitate to give
me a call at (406) 259-7860, extension 240 to discuss this.

This change affects only our company name. The physical locations of
our offices and the personnel remain the same.

If you have any questions, please do not hesitate to give me a call.

Si ,

Bobbie Schuman
Regulatory and

Environmental Specialist

/hs
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UTAH UIC PERMITS

Balcron Oil Monument Butte Jonah UnitWaterflood (new name)
Formerly Monument Butte Area-A Waterflood Approved 12/22/92
Area Permit No. UT2642-00000

AIIen Federal #22-6 UT2642-03729(AREAPERMIT UT2642-00000)
AllenFederal #13-6 UT2642-03730(AREAPERMITUT2642-00000)
Allen Federal #31-6 UT2642-03731(AREAPERMITUT2642-00000)(State #UIC-142)
Allen Federal #1-6 UT2642-03732(AREAPERMITUT2642-00000)
Allen Federal #1A-5 UT2642-03733(AREAPERMITUT2642-00000)

NOTE: Never converted to UIC- put back on production
Balcron MonumentFed. #11-6 UT2642-03734(AREAPERMIT UT2642-00000)
Balcron Monument Fed. #24-6 UT2642-03735 (AREAPERMIT UT2642-00000)
Balcron MonumentFed. #33-6 UT2642-03736(AREAPERMIT UT2642-00000)
Balcron Monumentgegk#42 UT2642-03737(AREAPERMITUT2642-00000)
Balcron MonumentFed. #13-5J UT2642-04208(AREAPERMITUT2642-00000) (State #UIC-149)
Balcron MonumentFed. #22-5J UT2642-04209(AREAPERMIT UT2642-00000) (State #UIC-149)
Balcron Monument Fed. #24-5 UT2642-04210 (AREAPERMIT UT2642-00000) (State #UIC-149)
Balcron Monument Fed. #31-7J UT2642-04211 (AREAPERMIT UT2642-00000) (State #UIC-149)
Monument Butte #1-33 State #UIC-151
Monument Butte #1-24 State #U\C-151
MonumentButte #1-13 State #UIC-151
Balcron Monument Fed. #42-1J State #UIC-151
Getty #12-1 State #UIC-151
Balcron Monument Fed. #41-15 State #UIC-152
Balcron Monument Fed. #32-15 State #UIC-152
Batcron Monument Fed. #23-15 State #UIC-152
Balcron Monument Fed. #41-14J State #UIC-152
BalcronMonument Fed. #21-14J State #UIC-152
Balcron Monument Fed. #32-12J State #UIC-152
C & O Gov't#4 State #UIC-152
Baloron MonumentFed. #14-12J State #UIC-152
Balcron Monument Fed. #12-12J State #UIC-152
Balcron Monument Fed. #43-11J State #UIC-152
Balcron Monument Fed. #32-11 State #UlC-152
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EQUITABLE· • RCES
ENERGYCOMPANY
BALCRON OIL DIVISION Ottice: (406) 259-7860
1601 Lewis Avenue FAX: (406) 245-1365 O
Billings, MT 59102 FAX: (406) 245-1361

Utah Division of Oil, Gas and Mining
15 W keN th Temp

180 \f OF

Gentlemen:

Effective April 1, 1996, our name will change from Equitable Resources

Energy Company, Balcron Oil Division to Equitable Resources Energy
Company. Attached is a sundry notice reflecting that change. To
simplify paperwork, I have done one sundry notice with copies for each
of the wells. To this letter I have attached a list of our wells for
your ease in filing the sundry notices in the well files. This should
be sufficient for your purposes.

I have the listings on a spreadsheet so if it would be easier for you to
have them sorted differently (for example, the Montana Board of Oil and
Gas prefers them sorted by API number), please give me a call at (406)
259-7860, extension 240 and I would be glad to provide a list to your
specifications.

This change affects only our:company name. The physical locations of
our offices and the personnel remain the same. We will be changing our
well signs and ask for your patience and cooperation as this will be
done as soon as possible but may take some time since we do have so many
properties at which to make the change.

If you have any questions, please do not hesitate to give me a call.

Sincerely,

Bobbie Schuman
Regulatory and

Environmental Specialist

/hs
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Regulatory and

Environmental Specialist

/hs



FORM o V OF UTAH

. DIVISION OF UIL, GAS AND MINING
5. Lease Designation and Serial Number:

See attached listing
0. If Indian, Allottee or Tribe Name:SUNDRY NOTICES AND REPORTS ON WELLS n/a
7. Unit Agreement Name:Do not use this form for proposals to drill new wells, deepen existing wells, or to reenter plugged and abandoned wolI• See attached 1i sti ngUse APPUCAT)ON FOR PERMff TO DRILLOR DEEPEN form forsuch proposals.

8. Well Name and Number:1. Type of well: OIL GAS OTHER: .
.See attached listing See attached listing

2. Name of Operator: 9. API Well Number:

Equitable Resources Energy ComDanv. Balcron Oil Division See attached listing
3. Address and Telephone Number: 10. Fleid and Pool, or Wildcat:

1601 Lewis Avenue Avenue; Billings, MT 59102 (406) 259-7860 See attached listing
4. Location of Well

Footages: See attached listing County: See attached list
oo.s.o..T..a,M.: stat.: UTAH

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA
NOTICE OF INTENT SUBSEQUENT REPORT

(Submit in Duplicate) (Submit Original Form Only)

O Abandon O New Construction O Abandon O New Construction
O Repair casing O Pull or Alter casing O Repair Casing O Pull or AfterCasing
O Change of Plans O Recomplete O Change of Plans O Reperforate
O convertto injection O Reperforat• O convertto injection O ventor Flare
O Fracture Treat or Acidize O Vent or Flare O Fracture Treat or Acidize O Water shut-off
O MultipleCompletion Water Shut-Off g Other Operator name change
O Other

Date of work completion
Approximate date work will start Repon tosults of Mutuple Compienone and Recompletione to different reservoirson WELL

COMPLEDON OR RECOMPLETION REPORT AND LOG form.
* Must be accompanled by a coment verificationreport.

12. DESCRIBEPAOPOSED OR COMPLETEDOPERATIONS (Clearly state all pertinent detalls, and give pertinent dates. If well is directionally drilled, give subsurface locations and measured and trueverticaldepths for all markers and zones pertinent to this work.)

Effective April. 1, 1996, operator will change its name from Equitable ResourcesEnergy Company, Balcron Oil Division TO: Equitable Resources Energy Company.Physical location of the operator remains as: 1601 Lewis Avenue; Billings, MT 59102(406) 259-7860, FAX: (406) 145-1361. This is to report the operator name change '
only. It affects the wells on the attached listing.

Regulatory and
nam.asonatu.: LCLÆRL nl.. Environmental Spedalist oat.: March 27, 1996Bobbie Schuman

(This space for State use only)

(4\94) (See instructions on Reverse
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(This space for State use only)
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UTAH

Balcron Monument Fed. #32-1) Monument Butte SW NE 1 9S 16E Duchesne UT Oil Green River U-33992 43-013-31414 2143' FNL, 198T FEL Vemal JonahBalcron Monument Fed. #32-25 Undesignated SW NE 25 SS 17E Uintah UT Oil Green River U-67845 43-047-32524 1980' FNL, 1980' FEL VemalBalcron Monument Fed. #33-11J Monument Butte NWSE 11 9S 16E Duchesne UT Oil Green River U-096550 43-013-31451 1971' FSL, 2032' FEL Vemal JonahBalcron MonumenÑed#33-25 Undesignated NWSE 25 SS 17E Uintah UT Oil Green River Ud7845 43-047-32525 209T FSL, 2067° FEL VemalBalcronMonument Fed. #33-6 Monument Butte NWSE 6 9S 17E Duchesne UT W1W Green River U-020252-A 43-013-31361 1832' FSL, 1829' FEL Vernal JonahBalcron Monument Fed. #33-8 Monument Butte NWSE 8 9S 17E Duchesne UT Oil Green River UTU-74108 43-013-31427 1980' FSL 19i' FEL Vemal BelugaBalcron Monument Fed. #34-10J Monument Butte SW SE 10 9S 16E Duchesne UT WlW Green River U-017985 43-013-31416 592' FSL, 1979' FEL Vemal JonahBalcronMonument Fed. #34-25 Undesignated SW SE 25 8S 17E Uintah UT PND Green River U-67845 800' F L, NOŒ FEL VemalBalcron Monument Fed. #34-7 Monument Butte SW SE 7 9S 17E Duchesne UT PND Green River UTU-72106 43-013-31426 810' FSL, 1736" FEL VemalBalcronMonument Fed. #41-12J Monument Butte NE NE 12 9S 16E Duchesne UT Oil Green River U-44426 395' FNL,476' FEL Vemal JonahBalcronMonument Fed. #41-14J Monument Butte NE NE 14 98 16E Duchesne UT W1W Green River U-096550 43-013-31408 363' FNL,600' FEL Vemal JonahBalcronMonument Fed. #41-15 Monument Butte NE NE 15 9S 16E Duchesne UT WlW Green River U-017985 43-013-31367 460' FNL,500' FEL Vemal JonahBalcronMonument Fed. #41-17 Monument Butte NE NE 17 9S 17E Duchesne UT Oil Green River UTU-72106 43-0Ñ3-3146660' FN 660°FEL Vemal BelugaBalcronMonument Fed. #41-26 Monument Butte NE NE 26 SS 17E Uintah UT PND Green River U-67845 43-047-32456 660' FNL, 500' FEL VemalI
Balcron Monument Fed. #42-11) Monument Butte SE NE 11 9S 16E Duchesne UT Oil Green River U-096550 43-013-30066 1992' FNL 496 FEL Vemal JonahBalcron Monument Fed. #42-12J Monument Butte SE NE 12 9S 16E Duchesne UT Oil Green River U-035521 43-013-31486 2550' FNL, 395' FEL mal oLhBalcronMonument Fed. #42-14J Monument Butte SE NE 14 SS 16E Duchesne UT PND Green River U-096550 43-013-21491 1882' FNL, 773' FEL Vemal JonahBalcron Monument Fed. #42-17 MonumentButte SE NE 17 9S 17E Duchesne UT Oil Green River UTU-72106 43-013-31467 1800' FNL,700' FEL Vemal BelugaBalcron Monument Fed. #42-18 Monument Butte SE NE 1ð GS 17E Duchesne UT PND Green River UTU-72106 43-013-31433 1800' FNL, 800' FEL VemalBalcron Monument Fed. #42-13 Monument Butte SE NE 1 9S 16E Duchesne UT WIW Green River U-40652 43-013-31404 208T FNL, 69i FEL mal onahBalcron Monument Fed. #42-26 Undesignated SE NE 26 SS 17E Uintah UT PND Green River U-67845 2100' FNL. 660' FEL VemalBalcronMonument Fgt42-6 MonumentButte SE NE 6 9S 17E Duchesne UT WIW Green River U-020252-A 43-013-31364 1806' FNL,921' FEL Vemal JonahBalcronMonument Fed. #43-11J MonumentButte NE SE 11 9S 16E Duchesne UT WIW Green River U-096550 43-013-31002 212T FSL, 693' FEL Vemal JonahBaleron Monument Fed. #43-26 Undesignated NE SE 26 BS 17E Uintah UT PND Green River U-67845 1880' FSL, 379' FEL VernalBalcron Monument Fed. #43-7 Monument Butte NE SE 7 9S 17E Duchesne UT Oil Green River UTU-72106 43-013-31432 1850' FSL, 650' FEL Vemal LBelugaBalcron Monument Fed, #44-1J MonumentButte SE SE 1 9S 16E Duchesne UT WIW Green River U-44426 43-013-31415 338' FSL, 859' FEL Vemal JonahBalcron Monument State #12-2 Undesignated SW NW 2 9S 17E Duchesne UT Oil Green River ML45555 43-013-31481 1980' FNL, 660' FWLBalcron Monument State #13-2 Undesignated NWSW 2 9S 17E Duchesne UT Oil Green River ML-45555 43-013-31482 2210' FSL, 604' FWLBalcronMonument State #14-2 Undesignated SW SW 2 SS 17E Duchesne UT Oil Green River ML-45555 43-013-31425 513' FSL, 78T FWLBalcron Monument State #21-2-9-17 Undesignated NENW 2 9S 17E Uintah UT Oil Green River ML45555 43-047-32703 821' FNL,2187' FWLBalcronMonument State #22-2 Undesignated SE NW 2 SS 17E Uintah UT Oil Green River ML45555 43-047-32610 1980' FNL, 1980' FWLBalcronMonumentState #23-2 Undesignated NE SW 2 9S 17E Uintah UT WSW Green River ML-45555 43-047-32613 1980' FSL, 1980' FWLBalcronMonument State #24-2 Undesignated SE,SW 2 9S 17E Uintah UT Oil Green River ML-45555 43-047-32612 660' FSL, 1980' FWL

O BaleronMonument State #32-2 Undesignated SW NE 2 SS 17E Uintah UT PND Green River ML45555 43-047-32609 1980' FNL,1980' FELBalcronMonument State #34-2 Undesignated SW SE 2 9S 17E Uintah UT PND Green River MLAS555 43-047-32611 800' FSL, 1980' FEL

I
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O BaleronMonument State #32-2 Undesignated SW NE 2 SS 17E Uintah UT PND Green River ML45555 43-047-32609 1980' FNL,1980' FELBalcronMonument State #34-2 Undesignated SW SE 2 9S 17E Uintah UT PND Green River MLAS555 43-047-32611 800' FSL, 1980' FEL
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Division of Gil, Gas and Mining a
OPERATORCHANGEHORKSHEET ,-

i 7-8.1
Attach all documentation received by the division regarding this change. 2 B-FIL
Initial each listed item when completed. Write N/A if item is not applicable. 3 01

4
O Change of Operator (well sold) O Ðesignation of Agent 5
O Designation of Operator MIBOpWetitWWINinnemSidigeu0n&‡ 621LM

The operator of the well(s) listed below has changed (EFFECTIVE DATE: 4-1-96 )

TO (new operator) EQUITABLE RESOURCES ENERGY COEROM(former operator) EQUITABLE RESOURCES ENERGYCI
(address) _1601 LEWIS AVE (address) BALCRONOIL DIVISION

BILLINGS MT 59102-4126 1601 LEWIS AVE
BILLINGS MT 59102-4126

phone (406 )259-7860 phone (406 )259-7860
account no. N9890 account no. N9890

Hell(S) (attach additional page if needed)

Name:**SEE ATTACHED** API: Û '
ntity: Sec Twp Rng Lease Type:

Name: API: Entity: Sec___Twp __Rng__ Lease Type:
Name:___ API: Entity: Sec___Twp Rng___ Lease Type:
Name: API: Entity: Sec___Twp _Rng___ Lease Type:
Name: API: Entity: Sec___Twp __Rng___ Lease Type:
Name: API: Entity: Sec_ Twp Rng___ Lease Type:
Name: API: Entity: Sec_ Twp Rng___ Lease Type:

OPERATORCHANGEDOCUNENTATION

4-1. (Rule R615-8-10) Sundry or other legal docume tation has been received from former
operator (Attach to this form). ¿y// y..//,g / ý474

BAR2. (Rtle R615-8-10) Sundry or other legal documentation has been received from na operator
(Attach to this form).

NJAF3. The Department of Commerce has been contacted if the new operator above is not currently
operating any wells in Utah. Is company registered with the state? (yes/no) If
yes, show compan°y

file number: .

4. (For Indian and Federal Hells ONLY) The BLM has been contacted regarding this change
(attach Telephone Documentation Form to this report). Make note of BLM status in
comments section of this form. Management review of Federal and Indian well operator
changes should take place prior to completion of steps 5 through 9 below.

5. Changes have been entered in the Øil and Gas Information System OHang/IBM) -fer-each-wH

6. Cardex file has been updated for each well listed above. ( //-f

7. Hell file labels have been updated for each well listed above. V4/-î$2
8. Changes have been included on the monthly "Operator, Address and Account Changes" memo

for distribution to State Lands and the Tax Commission. (46/p,f
9. A folder has been set up for the Operator Change file, and a copy of this page has been

placed there for reference during routing and processing of the original documents.

- OVER

Division of Gil, Gas and Mining a
OPERATORCHANGEHORKSHEET ,-

i 7-8.1
Attach all documentation received by the division regarding this change. 2 B-FIL
Initial each listed item when completed. Write N/A if item is not applicable. 3 01

4
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O Designation of Operator MIBOpWetitWWINinnemSidigeu0n&‡ 621LM
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BILLINGS MT 59102-4126 1601 LEWIS AVE
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Hell(S) (attach additional page if needed)
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(Attach to this form).

NJAF3. The Department of Commerce has been contacted if the new operator above is not currently
operating any wells in Utah. Is company registered with the state? (yes/no) If
yes, show compan°y

file number: .

4. (For Indian and Federal Hells ONLY) The BLM has been contacted regarding this change
(attach Telephone Documentation Form to this report). Make note of BLM status in
comments section of this form. Management review of Federal and Indian well operator
changes should take place prior to completion of steps 5 through 9 below.

5. Changes have been entered in the Øil and Gas Information System OHang/IBM) -fer-each-wH

6. Cardex file has been updated for each well listed above. ( //-f

7. Hell file labels have been updated for each well listed above. V4/-î$2
8. Changes have been included on the monthly "Operator, Address and Account Changes" memo

for distribution to State Lands and the Tax Commission. (46/p,f
9. A folder has been set up for the Operator Change file, and a copy of this page has been

placed there for reference during routing and processing of the original documents.

- OVER



OPERATORCHANGEHORKSHEET (CONTINUED) Initial each item when completed. Write N/A if item is not applicable.

ENTITY REVIEH

l. (Rule R615-8-7) Entity assi nments have been reviewed for all wells listed above. Here
entity changes made? (yes/ o (If entity assignments were changed, attach cDRifl of
Form 6, Entity Action Form .

(_ 2. State Lands and the Tax Commission have been notified through normal procedures of
entity changes.

80 D VERIFICATION (Fee wells only)

1. (Rule R615-3-1) The_new operator of any fee lease well listed above has furnished a
proper bond.

2. A copy of this form has been placed in the new and former operators' bond files.

Agt 3. The former operator has requested a release of liability from their bond (yes/no) .

Today's date 19 . If yes, division response was made by letter
dated 19__ .

LEASE INTERESTOHNERNOTIFICATION RESPONSIBILITY

1. (Rule R615-2-10) The former operator/lessee of any fee lease well listed above has-been
notified by letter dated 19___, of their responsibility to notify any
person with an interest in such lease of the change of operator. Documentation of such
notification has been requested.

2. Co o do um nts have beeg sent to4State Lands for changes involving State leases.

All attachments to this form have been microfilmed. Date: 19 .

FILING

1. Copies of all attachments to this form have been filed in each well file.

2. The oEiginal of this form and the original attachments have been filed in the Operator
Change file.

COMMENTS

HE71/34-35

OPERATORCHANGEHORKSHEET (CONTINUED) Initial each item when completed. Write N/A if item is not applicable.

ENTITY REVIEH

l. (Rule R615-8-7) Entity assi nments have been reviewed for all wells listed above. Here
entity changes made? (yes/ o (If entity assignments were changed, attach cDRifl of
Form 6, Entity Action Form .

(_ 2. State Lands and the Tax Commission have been notified through normal procedures of
entity changes.

80 D VERIFICATION (Fee wells only)

1. (Rule R615-3-1) The_new operator of any fee lease well listed above has furnished a
proper bond.

2. A copy of this form has been placed in the new and former operators' bond files.

Agt 3. The former operator has requested a release of liability from their bond (yes/no) .

Today's date 19 . If yes, division response was made by letter
dated 19__ .

LEASE INTERESTOHNERNOTIFICATION RESPONSIBILITY

1. (Rule R615-2-10) The former operator/lessee of any fee lease well listed above has-been
notified by letter dated 19___, of their responsibility to notify any
person with an interest in such lease of the change of operator. Documentation of such
notification has been requested.

2. Co o do um nts have beeg sent to4State Lands for changes involving State leases.

All attachments to this form have been microfilmed. Date: 19 .

FILING

1. Copies of all attachments to this form have been filed in each well file.

2. The oEiginal of this form and the original attachments have been filed in the Operator
Change file.

COMMENTS

HE71/34-35



O O
Page No. 4 STATE OF UTAE
06/16/97 INVENTORY OF INJECTION WELLS

OPERATOR . API NO. WELL TNS RGE SE WELLTYPE INDIAN COUNT*********kk* *******kk*** ************ *** *** ** ******** **
COASTAL OIL 43-013-30337 G. HANSON #2 02S 03W 4 INJD yCOASTAL OIL 43-013-30038 2-23B4 LAKE 02S 04W 23 INJD yCOASTAL OIL 43-013-30371 L RUSSELL 2- 02S 04W 32 INJD yCOASTAL OIL 43-013-30391 EHRICH 2-11B 02S 05W 11 INJD yCOASTAL OIL 43-013-30340 LDS CHURCH # 02S OSW 27 INJD YCOASTAL OIL 43-047-31996 NBU 159 09S 21E 35 INJD YCOCHRANE RES 43-037-30815 3-23 38S 25E 23 INJW NCOCHRANE RES 43-037-30690 1-25 38S 25E 25 INJW NCOCHRANE RES 43-037-31145 4-25 38S 25E 25 INJW NCOCHRANE RES 43-037-31761 WDW 1 38S 25E 25 INJD NCOCHRANE RES 43-037-30762 3-26 38S 25E 26 INJW NCROSS CREEK 43-037-16269 SOUTH ISMAY 41S 26E 5 INJD YCROSS CREEK 43-037-20117 NAVAJO A #1 41S 26E 5 INJD YCROSS CREEK 43-037-20164 NAVAJO A #3 41S 26E 5 INJI YENSERCH EXPL 43-013-31229 FEDERAL 14-3 08S 16E 33 INJW N

ENSERCH EXPL 43-013-31240 FEDERAL 43-3 08S 16E 33 INJW NENSERCH EXPL 43-013-31269 FEDERAL 34-3 OSS 16E 33 INJW NENSERCH EXPL 43-013-31225 FEDERAL 14-3 08S 16E 34 INJW NENSERCH EXPL 43-013-31272 FEDERAL 21-4 09S 16E 4 INJW N
ENSERCH EXPL 43-013-31205 FEDERAL 41-5 09S 16E 5 INJW NENSERCH EXPL 43-013-30670 FEDERAL 32-5 09S 16E 5 INJW N
ENSERCH EXPL 43-013-30913 44-SH 09S 17E 5 INJW NENSERCH EXPL 43-013-30678 42-8H 09S 17E 8 INJW NENSERCH EXPL 43-013-31457 22-8H 09S 17E 8 INJW NENSERCH EXPL 43-013-30679 31-8H 09S 17E 8 INJW NENSERCH EXPL 43-013-31049 22-9H 09S 17E 9 INJW N
ENSERCH EXPL 43-013-30887 ll-9H 09S 17E 9 INJW N
ENSERCH EXPL 43-013-31108 33-9H 09S 17E 9 INJW N
ENSERCH EXPL 43-013-30682 24-9H 09S 17E 9 INJW N
ENSERCH EXPL 43-013-30656 13-9H 09S 17E 9 INJW NEQUITABLE RE e434013-31364' FEDERAL 42-6 09S 17E 6 INJW Y
EQUITABLE RE $3-013-313617 FEDERAL.33-6 09S 17E 6 INJW YEQUITABLE RE J¾3-013215799 FEDERAL 1-6 09S 17E 6 INJW Y
EQUITABLE RE 045-013-31362 FEDERAL 11-6 09S 17E 6 INJW Y
EQUITABLE RE A -013-30919 FEDERAL 22-6 09S 17E 6 INJW YEQUITABLE RE v4'3-013-31343" FEDERAL 24-6 09S 17E 6 INJW YEQUITABLE RE 043-013-30918 FEDERAL 13-6 09S 17E 6 INJW YEQUITABLE RE 043-047-15681 PARIETTE BEN 09S 19E 7 INJD Y
EQUITABLE RE 6¥3-013-30735 FEDERAL 1-33 09S 16E 1 INJW NEQUITABLE RE v43-013-30702 FEDERAL 1-13 09S 16E 1 INJW N
EQUITABLE RE 043-013-30701 1-24 09S 16E 1 INJW NEQUITABLE RE v4 -013-31404 42-1J 09S 16E 1 INJW YEQUITABLE RE 43-013-31415 44-1J 09S 16E 1 INJW Y
EQUITABLE RE 64'3-013-31416 34-10J 09S 16E 10 INJW NEQUITABLE RE >¥3-013-31002 43-11J 09S 16E 11 INJW N
EQUITABLE RE 43-013-31369 23-11J 09S 16E 11 INJW N
EQUITABLE RE v43-013-31417 12-11J 09S 16E 11 INJW NEQUITABLE RE $3-013-31386 32-11J 09S 16E 11 INJW NEQUITABLE RE (3-013-31374 14-11J 09S 16E 11 INJW NEQUITABLE RE (3-013-31093 FEDERAL 34-1 09S 16E 11 INJW NEQUITABLE RE v43 013-31419 32-12J 09S 16E 12 INJW NEQUITABLE RE 24 -013-31411 14-12J 09S 16E 12 INJW NEQUITABLE RE :43-013-30742 GOVT C&O #4 09S 16E 12 INJW

O O
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rofw e STA E OF UTAH

DIVISIONOF OlL, GAS AND MINING
5. Lease Designation and Sodal Number:

See Attached
6. If indian, Allottoo of Tdbo Name:SUNDRY NOTICES AND REPORTS ON WELLS n/a
7. Unit Agreement Name:Donot use this form for proposals to ddlf new wells, doopen existing wells, or to reenter plugged and abandoned wells.Use APPUCATION FOR PERMITTO DRit.LOR DEEPEN form for such proposal•. See Attached
8. Well Name and Number:1. Type of Wed: OIL GAS O OTHER:

See Attached
2. Name of Operator:

9. API Well Number:
Inland Production Company MT 1 ËÑ$ See Attached

3. Address and Telephone Number: 10. Field and Pool, or Wildcat:

475 - 17th Street, Suite 1500, Denver, CO 80202 See Attached
4. Location of Well

vootaa..: See Attached Exhibit County:

QQ, Soc.,T.,A..M.: State:

11· CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA
NOTICE OF INTENT SUBSEQUENT REPORT

(Submit in Duplicate) (Submit Original Form Only)

O Abandon O New Construction O Abandon O New Construction
O Repair casing O Pull or Alter casing O Repair casing O Pull or Alter Casing
O Change of Plans O Recomplete O Change of Plan6 O Reperforate
O convertto injection O Reperforate O convertto injection O Vent or Flare
O Fracture Treat or Acidize O ventor Flare O Fracture Treat or Acidize O Water Shut-Off
O Multiplecompletion O Water Shut-Off Other Change of Operator
g other Change of Operator

Date of work completion 9-30-97'
Approximate date work will stad

Repo<t results of Multiple Compiadone and Rooompletione to different reservolta on WELI.
coMPLEnoN oR RECOMPLETION REPORT AND LOGform.

* Must be accompanied by a coment verfication report.

12. DESCRIBE PROPOSEDOR COMPLETED OPERATIONS (Clearty state all pertinent details, and give portinent dates. Wwell is directionally drilled, give subsurface locations and measured and truevertical depths for all markets and zones portinent to this work.)

Effective September 30, 1997, Inland Production Company will take over operations of thewells on the attachèd list. The previous operator was :

Equitable Resources Energy Company
1601 Lewis Avenue
Billings, MT 59102

Effective September 30, 1997, Inland Production Company is responsible under the termsand conditions of the leases for operations conducted on the leased lfg6'rTþófti nthereof under State of Utah Statewide Bond No. 4471291.
OCT1 0 1997

a signatum: / CHRISA.POTER,ATTORNEY-IN-FACT
Da

4) (See Instructions on Reverse

rofw e STA E OF UTAH

DIVISIONOF OlL, GAS AND MINING
5. Lease Designation and Sodal Number:

See Attached
6. If indian, Allottoo of Tdbo Name:SUNDRY NOTICES AND REPORTS ON WELLS n/a
7. Unit Agreement Name:Donot use this form for proposals to ddlf new wells, doopen existing wells, or to reenter plugged and abandoned wells.Use APPUCATION FOR PERMITTO DRit.LOR DEEPEN form for such proposal•. See Attached
8. Well Name and Number:1. Type of Wed: OIL GAS O OTHER:

See Attached
2. Name of Operator:

9. API Well Number:
Inland Production Company MT 1 ËÑ$ See Attached

3. Address and Telephone Number: 10. Field and Pool, or Wildcat:

475 - 17th Street, Suite 1500, Denver, CO 80202 See Attached
4. Location of Well

vootaa..: See Attached Exhibit County:

QQ, Soc.,T.,A..M.: State:

11· CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA
NOTICE OF INTENT SUBSEQUENT REPORT

(Submit in Duplicate) (Submit Original Form Only)

O Abandon O New Construction O Abandon O New Construction
O Repair casing O Pull or Alter casing O Repair casing O Pull or Alter Casing
O Change of Plans O Recomplete O Change of Plan6 O Reperforate
O convertto injection O Reperforate O convertto injection O Vent or Flare
O Fracture Treat or Acidize O ventor Flare O Fracture Treat or Acidize O Water Shut-Off
O Multiplecompletion O Water Shut-Off Other Change of Operator
g other Change of Operator

Date of work completion 9-30-97'
Approximate date work will stad

Repo<t results of Multiple Compiadone and Rooompletione to different reservolta on WELI.
coMPLEnoN oR RECOMPLETION REPORT AND LOGform.

* Must be accompanied by a coment verfication report.

12. DESCRIBE PROPOSEDOR COMPLETED OPERATIONS (Clearty state all pertinent details, and give portinent dates. Wwell is directionally drilled, give subsurface locations and measured and truevertical depths for all markets and zones portinent to this work.)

Effective September 30, 1997, Inland Production Company will take over operations of thewells on the attachèd list. The previous operator was :

Equitable Resources Energy Company
1601 Lewis Avenue
Billings, MT 59102

Effective September 30, 1997, Inland Production Company is responsible under the termsand conditions of the leases for operations conducted on the leased lfg6'rTþófti nthereof under State of Utah Statewide Bond No. 4471291.
OCT1 0 1997

a signatum: / CHRISA.POTER,ATTORNEY-IN-FACT
Da

4) (See Instructions on Reverse



(Iþ (Iþ
STATE OF UTAH st L.., E
DIVISION OF OIL, GAS AND MINING

OCEF1 01997
TRANSFEROF AUTHORITYTO INJECT - UIC Fona 5

0CT 1 3 1997

Hell name and number: See Attached **JONAH (GREEN RIVER) UNIT

Field or Unit name: see Attached API no. See Attached

Nell location: QQ section
__ township range ___ county

See Attached
Effective Date of Transfer: september 30, 1997

CURRENTOPERATOR

Transfer approved by:

T1tleDirector of Operations & Engineering Billings, MT 59102

Date 9-30-97 Phone ( 406 ) 259-7860'

Comments:

NENOPERATOR
i

Transfer approved by:

Name / Î o V Company Inland Production Company

Signature - Address 475 - 17th Street, Suite 1500

Tit1e CHRISA.POTTER,ATTORNEY·lN-FACT Denver, CO 80202

Date 9-30-97 Phone ( 303 ) 792-0400

Comments:

a'n e
aep

ed byË- Title

Approval Date ~¾~

(Iþ (Iþ
STATE OF UTAH st L.., E
DIVISION OF OIL, GAS AND MINING

OCEF1 01997
TRANSFEROF AUTHORITYTO INJECT - UIC Fona 5

0CT 1 3 1997

Hell name and number: See Attached **JONAH (GREEN RIVER) UNIT

Field or Unit name: see Attached API no. See Attached

Nell location: QQ section
__ township range ___ county

See Attached
Effective Date of Transfer: september 30, 1997

CURRENTOPERATOR

Transfer approved by:

T1tleDirector of Operations & Engineering Billings, MT 59102

Date 9-30-97 Phone ( 406 ) 259-7860'

Comments:

NENOPERATOR
i

Transfer approved by:

Name / Î o V Company Inland Production Company

Signature - Address 475 - 17th Street, Suite 1500

Tit1e CHRISA.POTTER,ATTORNEY·lN-FACT Denver, CO 80202

Date 9-30-97 Phone ( 303 ) 792-0400

Comments:

a'n e
aep

ed byË- Title

Approval Date ~¾~



Injection wells

Injection Wells for Inland Change of Operator
WELL NAME

___

LOCATlON COUNTY ST FIELD NAME API NUMBER _ LEASE NO. AGREEMENT NO.
U¯¾#i ¯W¯NŸÏ

ÌTŠ f5Ë ÏJiÑÌÄÏ ÜÌ COŸÕTËBASIN 43-047-20245-00 UTUO16271V UTU720ËŠÄ
LÈOYOTE BASIN#42-6X SENE 6 8S 25E UINTA UT C0YOTE BASIN 43-047-32346-00 UTUO17439B UTU72085A
1. EAST RED WASH FED. #4-6 SWSE 6

8Š¯¯ŠË
UINTAH ÙT COYOTE BASIN 43-047-20261-00 UTUO20309Ò UTU72085A

-ÉAST RED WASH #2-5 NWNW 5 8S 25E UlNTA UT COYOTE BASIN 43-047-20252-00 UTUO63597A UTU72085A

-fLEN FEÒERAL#1 SESE 6 9Š i ÏÈ DUCHESNE UT MONUMENTBUTTE (J) 43-013-15779-00 UTÜ0003ÏŠžA UTU72086A
o#).LEN FEDERAL#13-6 Ñ\ÑŠŸÏ6 ÖŠTÌË ÕlCÑËSTÏËÙÏ ÕÑÜÙÈÑÏŠÜÏTË 43-013-30918-00 UTUO20252A UTU72086A
vÀbLEN EEDERAb#2296 SENW 6 9S 17E DUCHESNE ÜÌ MONUMENTBUTTE (J) 43-013-30919-00 UTUO20252A UTU72086A

O ¿SLLEN FEEiERÄE#31-6 ÕT2 6 9S lÌE DUCHESNE UT UMENTBUTTE (J) 43-013-31195-00 UTUO20252A UTU72086A iÃÍÕÑÜÑÏËÑÏ5ÜŸTEÏËÍÕ.Ñf1-6 NWNW 6 9S 17E DUCHESNE UT MONUMENTBUTTE (J) 43-013-31362-00 UTUO20252A UTU72086A
54ÕÑÜÑÏÈNTËËÜËÑÄiÑf1-Ì NW N\Ñ S 17E DUCHESNE ÜÌ ÜÕÑÜÑÉÑT ÜÜÌÌË l ÃŠ-013-31492-00UTU44426 UTU72086A

>NJONUMENTBUTTE #13-5 NWSW 5 9S 17E DUCHESNE UT MONUMENTBUTTE (J) 43-013-31370-00 UTU72086A
'ÉJONUMENT BUTTE #22-5 SENW _5 9S 17E DUCHESNE UT MONUMENTBUÌÌËTJ) 43-013-31384-00 UTUO20252 UTU72086A
UgONUMENT BUTTE #24-5 SESW 5 9S 17E DUCHESNE UT MONUMENTBUTTE (J) 43-013-31375-00 UTUO20252 UTU72086A

ONUMENT BUTTE FED. #24-6 SESW 6 9S 17E DUCHESNE UT MONUMENTBUTTE (J) 43-013-31363-00 UTUO20252A UTU72086A
MONUMEÑTBUTTE #31-7 NWW 9S 17E DUCHESNE UT MONUMENTBUTTE (J) 43-013-31405-00 UTU72106 UTU72086A
MONUMENTBUTTE FED. #33-6 NWSE 6 9S 17E DUCHESNE UT MONUMENTBUTTE (J) 43-013-31361-00 UTUO20252A UTU72086A
MONUMEN_TBUTTE FED. #42-6 SENE 6 9S 17E DUCHESNE UT MONUMENT BUTTE (J) 43-013-31364-00 UTUO20252A UTU72086A
MONUMENTBUTTE FED. #12-11 SWNW 119S 16E DUCHESNE UT MONUMENT BUTTE (J) 43-013-31417-00 UTUO96550 UTU72086A
MONUMENTBUTTE FED. #14-11 SWSW 119S 16E DUCHESNE UT IMONUMENTBUTTE (J) 43-013-31374-00 UTUO96547 UTU72086A

lONUMENTBUTTE #12-126 SWNW 129S 16E DUCHESNE UT MONUMENTBUTTE (J) 43-013-31410-00 UTUO96550 UTU72086A
1VIONUMENTBUTTE #14-12 SWSW 129S 16E DUCHESNE UT MONUMENTBUTTE (J) 43-013-31411-00 UTU72086A
ÌVIONUMENTBUTTE #21-14 NENW 149S 16E DUCHESNE UT MONUMENTBUTTE (J) 43-013-31421-00 UTU72086A
MONUMENTBUTTE #23-11 NESW 119S 16E DUCHESNE UT MONUMENTBUTTE (J) 43-013-31369-00 UTUO96550 UTU72086A
MONUMENTBUTTE FED. #23-15 NESW 159S 17E DUCHESNE UT MONUMENTBUTTE (J) 43-013-31373-00 UTU017985 UTU72086A
MQNUMENTBUTTE #32-11 SWNE 119S 16E DUCHESNE UT MONUMENTBUTTE (J) 43-013-31386-00 UTU72086A
TvloNUMENTBUTTE #32-12 SWNE 129S 16E DUCHESNE UT MONUMENTBUTTE (J) 43-013-31419-00 UTU72086A

O ivlONUMENTBUTTE #41-14 NENE 149S 16E DUCHESNE UT MONUMENTBUTTE (J) 43-013-31408-00 UTUO96550 UTU72086A
TVIONUMENTBUTTE #43-11 NESE 119S 16E DUCHESNE UT MONUMENT_BUTTE(J) 43-013-31002-00 UT_UO96550_ UTU72086A

AllONUMENT BUTTE FED. #32-15 SWNE 159S 16E DUCHESNE UT MONUMENTBUTTE (J) 43-013-31368-00 UTUO17985 UTU72086A61V10NUMENTBUTTE FED. #34-10 SWSE 109S 16E DUCHESNE UT MONUMENTBUTTE (J) 43-013-31416-00 UTUO17985 UTU72086AØvlONUMENT BUTTE FED. #41-1 NENE 159S 16E DUCHESNE UT MONUMENTBUTTE (J) 43-013-31367-00 UTUO17985 UTU72086A
6 MONUMENTBUTTE FED. #42-1 SENE 1 9S 16E DUCHESNE UT MONUMENTBUTTE ($ 43-013-31404-00 UTU40652 UTU72086ATVIONUMENTBUTTE FED. #44-1 SESE 1 9S 16E DUCHESNE UT IVÍÖNUMENTBUTTE (J) 43-013-31415-00 UTU44426 UTU72086AC&O GOV'T #4 NESW 129S 16E DUCHESNE UT MONUMENTBUTTE (J) 43-013-30742-00 UTUO35521A UTU72086A
6 MONUMENTBUTTE FED. #1-13 NWSW 1 9S 16E DUCHESNE UT MONUMENTBUTTE (J) 43-013-30702-00 UTU18399 UTU72086A
s. MONUMENTBUTTE FED. #1-33 NWSE _1 9S 16E DUCHESNE UT MONUMENTBUTTE (J) 43-013-30735-00 UTU52013 UTU72086AUMONUMENTBUTTE #1-24 SESW 1 9S 16E DUCHESNE UT MONUMENTBUTTE (J) 43-013-30701-00 UTUi8399 UTU72086A*(NALTON FEDERAL#34-11 SWSE 119S 16E DUCHESNE UT MOÑUMENT BUTTE (J) 43-013-31003-00 UTUO96550 UTU72086AMONUMENTSTATE #11-2-9-17CD NW NW 2 9S 17E DUCHESNE UT MONUMENTBUTTE (CD) 43-013-42685 ML45555
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0 EQUlTABLERESOURCES
ENERGYCOMPANY
WESTERNREGION
(406) 259-7860 Telephone
(406) 245-1361 Fax

December 10, 1997

Lisha
State of Utah
Division of Oil, Gas and Mining
1594 West North Temple, Suite 1210
Box 145801
Salt Lake City, UT 84114-5801

Dear Lisha:

RE: Equitable Sale of Utah Properties

Eflëctive September 30, 1997, Equitable Resources Energy Company sold all of its Utah

properties to Inland Production Company.

Please feel free to contact me if you require additional infornation.

Sincerely,

Molly Conra
Agent for Equitable Resources

Energy Company
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1594 West North Temple, Suite 1210
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CrazyMountain Oil Gas Services
P.O. Box577
Laurel,MT 59044
(406) 628-4164
(406) 628-4165

TO:

S+oFtLM.

FROM, MollyConrad
CrazyMountain Oil & Gas Services
(406) 628-4164

PagesAttached - Including Coversheet
.

NoTE
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United States Department of the Interior
BUREAU OF LAND MANAGEMENT

Utah State Office
P.O. Box 45155

Salt Lake City, UT 84145-0155

IN REPLY REFERTO
UT-931

January 13, 1998
Inland Production Company
475 17th Street, Suite 1500
Denver, Colorado 80202

Re: Jonah (Green River) Unit
Duchesne County, Utah

Gentlemen:

On January 13, 1998, we received an indenture dated November 17, 1997, whereby
Equitable Resources Energy Company resigned as Unit Operator and Inland Production
Company was designated as Successor Unit Operator for the Jonah (Green River) Unit,
Duchesne County, Utah.

This indenture was executed by all required parties and the signatory parties have complied
with Sections 5 and 6 of the unit agreement. The instrument is hereby approved effective
January 13,-1998. In approving this designation, the Authorized Officer neither warrants
nor certifies that the designated party has obtained all required approval that would entitle
it to conduct operations under Jonah (Green River) Unit Agreement.

Your statewide (Utah) oil and gas bond No. 0056 will be used to cover all operations
within the Jonah (Green River) Unit.

It is requested that you notify all interested parties of the change in unit operator. Copies
of the approved instruments are being distributed to the appropriate federal offices, with
one copy returned herewith.

Sincerely,

Is/ Robert A. Henricks

Robert A. Henricks
Chief, Branch of Fluid Minerals

Enclosure
bcc: District Manager - Vernal (wlenclosure)

WyisigmoM jlygas¢uMining i
Minerals Adjudication Group U-932
File - Jonah (Green River) Unit (wlenclosure)
MMS - Data Management Division
Agr. Sec. Chron
Fluid Chron
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WELLSTATUS REPORTS
UTAH STATEOFFICE

INSPECTION ITEM API NO. WELL QTOTSEC TWN RNG WELL LEASE NAME OPERATOR
NUMBER STATUS

** INSPECTION ITEM UTU72086A JONAH(GR) SECONDARYRECOVERYUNIT
UTU72086A 43013151110081 1 NWSW 12 9S 16E POW UTUO35521A EQUITABLE RESOURCES ENERG
UTU72086A 43013157800081 1 NWNW 5 9S 17E POW UTUO20252 EQUITABLERESOURCES ENERG
UTU72086A 43013157790031 i SESE 6 9S 17E WIW UTUO20252A EQUITABLE RESOURCES ENERG
UTU72086A 43013157890081 1 SESW 11 9S 16E POW UTUO96547 EQUITABLE RESOURCES ENERG
UTU72086A 43013157920081 1 SESE 11 95 16E POW UTUO96550 EQUITABLERESOURCES ENERG
UTU72086A 43013307020081 1-13 NWSW 1 9S 16E WIW UTU18399 EQUITABLE RESOURCES ENERG
UTU72086A 43013307030081 1-14 SWSW 1 95 16E POW UTU18399 EQUITABLE RESOURCES ENERG
UTU72086A 43013306460081 1-23 NESW 1 9S 16E POW UTU18399 EQUITABLE. RESOURCES ENERG
UTU72086A 43013307010051 1-24 SESW 1 9S 16E WIW UTU18399 EQUITABLE RESOURCES ENERG
UTU72086A 43013307350081 1-33 NWSE 1 9S 16E WIW UTU52013 EQUITABLE RESOURCES ENERG
UTU72086A 43013307360081 1-34 SWSE 1 9S 16E POW UTU52013 EQUITABLE RESOURCES ENERG
UTU72086A 43013307340081 1-43 NESE 1 9S 16E POW UTU52013 EQUITABLE RESOURCES ENERG
UTU72086A 43013313620081 11-6 L4 6 95 17E WIW UTUO20252A EQUITABLE RESOURCES ENERG
UTU72086A 43013314920081 11-7J NWNW 7 9S 17E WIW UTU44426 EQUITABLE RESOURCES ENERG
UTU72086A 43013308890051 12-1 NWNE 12 98 16E POW UTU44426 EQUITABLE RESOURCES ENERG
UTU72086A 43013314170081 12-11J SWNW 11 9S 16E VlW UTUO96550 EQUITABLE RESOURCES ENERG
UTU72086A 43013314100051 12-12J SWNW 12 9s 16E WIW UTUO96550 EQUITABLE RESOURCES ENERG
UTU72086A 43013306110081 12-5 SWNW 5 9S 17E POW UTUO20252 EQUITABLE RESOURCES ENERG
UTU72086A 43013305820081 12-6 SWNW 6 98 17E POW UTUO20252A EQUITABLERESOURCES ENERG
UTU72086A 43013314930081 12-7J SWNW 7 9S 17E POW UTU44426 EQUITABLE RESOURCES ENERG
UTU72086A 43013157900081 13-11J NWSW 11 9S 16E POW UTUO96547 EQUITABLE RESOURCES ENERG
UTU72086A 43013313700081 13-5 NWSW 5 9S 17E WlW UTUO20252 EQUITABLE RESOURCES ENERG
UTU72086A 43013309180081 13-6 NWSW 6 9S 17E WIW UTUO20252A EQUITABLE RESOURCES ENERG
UTU72086A 43013313740081 14-11 SWSW 11 9S 16E WIW UTUO96547 EQUITABLE RESOURCES ENERG
UTU72086A 43013314110081 14-12J SMSW 12 9S 16E WIW UTUO35521A EQUITABLE RESOURCES ENERG
UTU72086A 43013313850081 14-5 SWSW 5 98 17E POW UTUO20252 EQUITABLE RESOURCES ENERG
UTU72086A 43013151120081 2 NWSE 12 9S 16E POW UTUO35521 EQUITABLE RESOURCES ENERG
UTU72086A 43013157930081 2 NWNE 14 9S 16E POW UTUO96550 EQUITABLERESOURCES ENERG
UTU72086A 43013306030081 2-1 L1 1 9S 16E POW UTU33992 EQUITABLE RESOURCES ENERG

UTU72086A 43013314210081 21-14J NEN 14 9S 16E IW UTUO96547 EQUITABLERESOURCES ENERG

UTU72086A 43013306120081 21-5 NENW 5 9S 17E POW UTUO20252 EQUITABLE RESOURCES ENERG
UTU72086A 43013305840081 21-6 L3 6 9S 17E POW UTUO20252A EQUITABLERESOURCES ENERG
UTU72086A 43013157960082 22-12J SENW 12 9S 16E POW UTUO96550 EQUITABLE RESOURCES ENERG
UTU72086A 43013306340081 22-15 SENW 15 9S 16E POW UTUO17985 EQUITABLE RESOURCES ENERG
UTU72086A 43013313840081 22-5 SENW 5 9S 17E WIN UTU020252 EQUITABLERESOURCES ENERG
UTU72086A 43013309190081 22-6 SENW 6 9S 17E WIW UTUO20252A EQUITABLE RESOURCES ENERG
UTU72086A 43013313690081 23-11 NESW 11 9S 16E WIW UTUO96550 EQUITABLERESOURCES ENERG
UTU72086A 43013313730081 23-15 NESW 15 9S 16E WIW UTUO17985 EQUITABLE RESOURCES ENERG
UTU72086A 43013313830051 23-5 NEsW 5 9S 17E POW UTUO20252 EQUITABLE RESOURCES ENERG
UTU72086A 43013305580081 23-6 NESW 6 9S 17E POW UTUO20252A EQUITABLERESOURCES ENERG
UTU72086A 43013314090081 24-12J SESW 12 9S 16E POW UTUO35521A EQUITABLERESOURCES ENERG
UTU72086A 43013306310081 24-15 SESW 15 9S 16E POW UTU017985 EQUITABLE RESOURCES ENERG
UTU72086A 43013313750081 24-5 SESW 5 9S 17E WIW UTUO20252 EQUITABLERESOURCES ENERG
UTU72086A 43013313630081 24-6 SESW 6 9S 17E WIW UTUO20252A EQUITABLERESOURCES ENERG
UTU72086A 43013157910081 3 NWNW14 9S 16E POW UTUO96547 EQUITABLERESOURCES ENERG
UTU72086A 43013306130081 31-15 NWNE 15 9S 16E POW UTUOl7985 EQUITABLERESOURCES
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WELLSTATUS REPORTS

UTAH STATEOFFICE

INSPECTION ITEM API NO. WELL QTOTSEC TWN RNG WELL LEASE NAME OPERATOR
NUMBER STATUS

** INSPECTION ITEM UTU72086A JONAH(GR) SECONDARYRECOVERYUNIT
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UTU72086A 43013157890081 1 SESW 11 9S 16E POW UTUO96547 EQUITABLE RESOURCES ENERG
UTU72086A 43013157920081 1 SESE 11 95 16E POW UTUO96550 EQUITABLERESOURCES ENERG
UTU72086A 43013307020081 1-13 NWSW 1 9S 16E WIW UTU18399 EQUITABLE RESOURCES ENERG
UTU72086A 43013307030081 1-14 SWSW 1 95 16E POW UTU18399 EQUITABLE RESOURCES ENERG
UTU72086A 43013306460081 1-23 NESW 1 9S 16E POW UTU18399 EQUITABLE. RESOURCES ENERG
UTU72086A 43013307010051 1-24 SESW 1 9S 16E WIW UTU18399 EQUITABLE RESOURCES ENERG
UTU72086A 43013307350081 1-33 NWSE 1 9S 16E WIW UTU52013 EQUITABLE RESOURCES ENERG
UTU72086A 43013307360081 1-34 SWSE 1 9S 16E POW UTU52013 EQUITABLE RESOURCES ENERG
UTU72086A 43013307340081 1-43 NESE 1 9S 16E POW UTU52013 EQUITABLE RESOURCES ENERG
UTU72086A 43013313620081 11-6 L4 6 95 17E WIW UTUO20252A EQUITABLE RESOURCES ENERG
UTU72086A 43013314920081 11-7J NWNW 7 9S 17E WIW UTU44426 EQUITABLE RESOURCES ENERG
UTU72086A 43013308890051 12-1 NWNE 12 98 16E POW UTU44426 EQUITABLE RESOURCES ENERG
UTU72086A 43013314170081 12-11J SWNW 11 9S 16E VlW UTUO96550 EQUITABLE RESOURCES ENERG
UTU72086A 43013314100051 12-12J SWNW 12 9s 16E WIW UTUO96550 EQUITABLE RESOURCES ENERG
UTU72086A 43013306110081 12-5 SWNW 5 9S 17E POW UTUO20252 EQUITABLE RESOURCES ENERG
UTU72086A 43013305820081 12-6 SWNW 6 98 17E POW UTUO20252A EQUITABLERESOURCES ENERG
UTU72086A 43013314930081 12-7J SWNW 7 9S 17E POW UTU44426 EQUITABLE RESOURCES ENERG
UTU72086A 43013157900081 13-11J NWSW 11 9S 16E POW UTUO96547 EQUITABLE RESOURCES ENERG
UTU72086A 43013313700081 13-5 NWSW 5 9S 17E WlW UTUO20252 EQUITABLE RESOURCES ENERG
UTU72086A 43013309180081 13-6 NWSW 6 9S 17E WIW UTUO20252A EQUITABLE RESOURCES ENERG
UTU72086A 43013313740081 14-11 SWSW 11 9S 16E WIW UTUO96547 EQUITABLE RESOURCES ENERG
UTU72086A 43013314110081 14-12J SMSW 12 9S 16E WIW UTUO35521A EQUITABLE RESOURCES ENERG
UTU72086A 43013313850081 14-5 SWSW 5 98 17E POW UTUO20252 EQUITABLE RESOURCES ENERG
UTU72086A 43013151120081 2 NWSE 12 9S 16E POW UTUO35521 EQUITABLE RESOURCES ENERG
UTU72086A 43013157930081 2 NWNE 14 9S 16E POW UTUO96550 EQUITABLERESOURCES ENERG
UTU72086A 43013306030081 2-1 L1 1 9S 16E POW UTU33992 EQUITABLE RESOURCES ENERG

UTU72086A 43013314210081 21-14J NEN 14 9S 16E IW UTUO96547 EQUITABLERESOURCES ENERG

UTU72086A 43013306120081 21-5 NENW 5 9S 17E POW UTUO20252 EQUITABLE RESOURCES ENERG
UTU72086A 43013305840081 21-6 L3 6 9S 17E POW UTUO20252A EQUITABLERESOURCES ENERG
UTU72086A 43013157960082 22-12J SENW 12 9S 16E POW UTUO96550 EQUITABLE RESOURCES ENERG
UTU72086A 43013306340081 22-15 SENW 15 9S 16E POW UTUO17985 EQUITABLE RESOURCES ENERG
UTU72086A 43013313840081 22-5 SENW 5 9S 17E WIN UTU020252 EQUITABLERESOURCES ENERG
UTU72086A 43013309190081 22-6 SENW 6 9S 17E WIW UTUO20252A EQUITABLE RESOURCES ENERG
UTU72086A 43013313690081 23-11 NESW 11 9S 16E WIW UTUO96550 EQUITABLERESOURCES ENERG
UTU72086A 43013313730081 23-15 NESW 15 9S 16E WIW UTUO17985 EQUITABLE RESOURCES ENERG
UTU72086A 43013313830051 23-5 NEsW 5 9S 17E POW UTUO20252 EQUITABLE RESOURCES ENERG
UTU72086A 43013305580081 23-6 NESW 6 9S 17E POW UTUO20252A EQUITABLERESOURCES ENERG
UTU72086A 43013314090081 24-12J SESW 12 9S 16E POW UTUO35521A EQUITABLERESOURCES ENERG
UTU72086A 43013306310081 24-15 SESW 15 9S 16E POW UTU017985 EQUITABLE RESOURCES ENERG
UTU72086A 43013313750081 24-5 SESW 5 9S 17E WIW UTUO20252 EQUITABLERESOURCES ENERG
UTU72086A 43013313630081 24-6 SESW 6 9S 17E WIW UTUO20252A EQUITABLERESOURCES ENERG
UTU72086A 43013157910081 3 NWNW14 9S 16E POW UTUO96547 EQUITABLERESOURCES ENERG
UTU72086A 43013306130081 31-15 NWNE 15 9S 16E POW UTUOl7985 EQUITABLERESOURCES



O O
Page No. 2
01/13/98

WELL STATUS REPORTS

UTAH STATE OFFICE

INSPECTION ITEM API NO. WELL QTOT SEC TWN RNG WELL LEASE NAME OPERATOR
NUMBER STATUS

UTU72086A 43013314130081 31-1J L2 1 98 16E POW UTU33992 EQUITABLERESOURCES ENERG
UTU72086A 43013311950051 31-6 L2 . 6 9S 17E WIW UTUO20252A EQUITABLERESOURCES ENERG
UTU72086A 430133140500$1 31-7J NWNE 7 9S 17E WIW UTU44426 EQUITABLE RESOURCES ENERG
UTU72086A 43013313860081 32-11 SWNE 11 9S 16E WIW UTUO96550 EQUITABLERESOURCES ENERG
UTU72086A 43013314190081 32-12J SWNE 12 9S 16E WIW UTUO35521 EQUITABLERESOURCES ENERG
UTU72086A 43013313680081 32-15 SWNE 15 9S 16E WIW UTUO17985 EQUITABLE RESOURCES ENERG
UTU72086A 43013314140051 32-1J SWNE 1 9S 16E POW UTU33992 EQUITABLERESOURCESENERG
UTU72086A 43013305590051 32-6 SWNE 6 9S 17E POW UTUO20252A EQUITABLERESOURCES ENERG
UTU72086A 43013314510051 33-11J NWSE 11 9S 16E OSI UTUO96550 EQUITABLERESOURCES ENERG
UTU72086A 43013306320081 33-15 NWSE 15 98 16E POW UTUO17985 EQUITABLERESOURCES ENERG
UTU72086A 43013313610081 33-6 NWSE 6 9S 17E WIW UTUO20252A EQUITABLE RESOURCES ENERG
UTU72086A 43013314160081 34-10J SWSE 10 9S 16E WIW UTUO17985 EQUITABLE RESOURCES ENERG
UTU72086A 43013310030081 34-11 SWSE 11 9S 16E WIW UTUO96550 EQUITABLE RESOURCES ENERG
UTU72086A 43013305860081 34-6 SWSE 6 9S 17E POW UTUO20252A EQUITABLE RESOURCES ENERG
UTU72086A 43013307420081 4 NESW 12 9S 16E WIW UTUO35521A EQUITABLE RESOURCES ENERG
UTU72086A 43013157950081 4 SENW 11 9S 16E POW UTUO96550 EQUITABLE RESOURCES ENERG
UTU72086A 43013314870051 41-12J NENE 12 9S 16E POW UTU44426 EQUITABLE RESOURCES ENERG
UTU72086A 43013314080081 41-143 NENE 14 9S 16E WIW UTUO96550 EQUITABLERESOURCES ENERG
UTU72086A 43013313670051 41-15 NENE 15 9S 16E WIW UTUO17985 EQUITABLERESOURCES ENERG
UTU72086A 43013305810081 41-6 NENE 6 9S 17E POW UTUO20252A EQUITABLE RESOURCES ENERG
UTU72086A 43013300660051 42-11J SENE 11 9S 16E POW UTUO96550 EQUITABLERESOURCES ENERG
UTU72086A 43013314860051 42-12J SENE 12 9S 16E POW UTUO35521 EQUITABLE RESOURCES ENERG
UTU72086A 43013306330081 42-15 SENE 15 9S 16E POW UTUO17985 EQUITABLE RESOURCES ENERG
UTU72086A 43013314040051 42-1J SENE 1 9S 16E Wik UTUA0652 EQUITABLERESOURCES ENERG
UTU72086A 43013313640081 42-6 SENE 6 9S 17E WIW UTUO20252A EQUITABLE RESOURCES ENERG
UTU72086A 43013310020081 43-11J NESE 11 9S 16E WIW UTUO96550 EQUITABLE RESOURCES ENERG
UTU72086A 43013305830081 43-6 NESE 6 98 17E POW UTUO20252A EQUITABLE RESOURCES ENERG
UTU72086A 43013306300081 44-10 SESE 10 9S 16E POW UTUO17985 EQUITABLE RESOURCES ENERG
UTU72086A - 43013314150081 44-1J SESE 1 9S 16E WIW UTU44426 EQUITABLE RESOURCES ENERG
UTU72086A 430133092600$1 7-A NENE 7 98 17E POW UTU44426 EQUITABLERESOURCES ENERG
UTU72086A 43013309610081 7-C NENW 7 9S 17E POW UTU44426 EQUITABLE RESOURCES

O O
Page No. 2
01/13/98

WELL STATUS REPORTS

UTAH STATE OFFICE

INSPECTION ITEM API NO. WELL QTOT SEC TWN RNG WELL LEASE NAME OPERATOR

NUMBER STATUS

UTU72086A 43013314130081 31-1J L2 1 98 16E POW UTU33992 EQUITABLERESOURCES ENERG
UTU72086A 43013311950051 31-6 L2 . 6 9S 17E WIW UTUO20252A EQUITABLERESOURCES ENERG
UTU72086A 430133140500$1 31-7J NWNE 7 9S 17E WIW UTU44426 EQUITABLE RESOURCES ENERG
UTU72086A 43013313860081 32-11 SWNE 11 9S 16E WIW UTUO96550 EQUITABLERESOURCES ENERG
UTU72086A 43013314190081 32-12J SWNE 12 9S 16E WIW UTUO35521 EQUITABLERESOURCES ENERG
UTU72086A 43013313680081 32-15 SWNE 15 9S 16E WIW UTUO17985 EQUITABLE RESOURCES ENERG
UTU72086A 43013314140051 32-1J SWNE 1 9S 16E POW UTU33992 EQUITABLERESOURCESENERG
UTU72086A 43013305590051 32-6 SWNE 6 9S 17E POW UTUO20252A EQUITABLERESOURCES ENERG
UTU72086A 43013314510051 33-11J NWSE 11 9S 16E OSI UTUO96550 EQUITABLERESOURCES ENERG
UTU72086A 43013306320081 33-15 NWSE 15 98 16E POW UTUO17985 EQUITABLERESOURCES ENERG
UTU72086A 43013313610081 33-6 NWSE 6 9S 17E WIW UTUO20252A EQUITABLE RESOURCES ENERG
UTU72086A 43013314160081 34-10J SWSE 10 9S 16E WIW UTUO17985 EQUITABLE RESOURCES ENERG
UTU72086A 43013310030081 34-11 SWSE 11 9S 16E WIW UTUO96550 EQUITABLE RESOURCES ENERG
UTU72086A 43013305860081 34-6 SWSE 6 9S 17E POW UTUO20252A EQUITABLE RESOURCES ENERG
UTU72086A 43013307420081 4 NESW 12 9S 16E WIW UTUO35521A EQUITABLE RESOURCES ENERG
UTU72086A 43013157950081 4 SENW 11 9S 16E POW UTUO96550 EQUITABLE RESOURCES ENERG
UTU72086A 43013314870051 41-12J NENE 12 9S 16E POW UTU44426 EQUITABLE RESOURCES ENERG
UTU72086A 43013314080081 41-143 NENE 14 9S 16E WIW UTUO96550 EQUITABLERESOURCES ENERG
UTU72086A 43013313670051 41-15 NENE 15 9S 16E WIW UTUO17985 EQUITABLERESOURCES ENERG
UTU72086A 43013305810081 41-6 NENE 6 9S 17E POW UTUO20252A EQUITABLE RESOURCES ENERG
UTU72086A 43013300660051 42-11J SENE 11 9S 16E POW UTUO96550 EQUITABLERESOURCES ENERG
UTU72086A 43013314860051 42-12J SENE 12 9S 16E POW UTUO35521 EQUITABLE RESOURCES ENERG
UTU72086A 43013306330081 42-15 SENE 15 9S 16E POW UTUO17985 EQUITABLE RESOURCES ENERG
UTU72086A 43013314040051 42-1J SENE 1 9S 16E Wik UTUA0652 EQUITABLERESOURCES ENERG
UTU72086A 43013313640081 42-6 SENE 6 9S 17E WIW UTUO20252A EQUITABLE RESOURCES ENERG
UTU72086A 43013310020081 43-11J NESE 11 9S 16E WIW UTUO96550 EQUITABLE RESOURCES ENERG
UTU72086A 43013305830081 43-6 NESE 6 98 17E POW UTUO20252A EQUITABLE RESOURCES ENERG
UTU72086A 43013306300081 44-10 SESE 10 9S 16E POW UTUO17985 EQUITABLE RESOURCES ENERG
UTU72086A - 43013314150081 44-1J SESE 1 9S 16E WIW UTU44426 EQUITABLE RESOURCES ENERG
UTU72086A 430133092600$1 7-A NENE 7 98 17E POW UTU44426 EQUITABLERESOURCES ENERG
UTU72086A 43013309610081 7-C NENW 7 9S 17E POW UTU44426 EQUITABLE RESOURCES
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O eDivision of Oil, Gas and Mining Routing /
OPERATOR CHANGE WORKSHEET RL

Attach all documentation received by the division regarding this change. 3-nTAw1'Î 8-8 I V /
Initial each listed item when completed. Write N/A if item is not applicable. 4-VI.D 9-Fr y

IMI Change of Operator (well sold) O Designation of Agent
O Designation of Operator O Operator Name Change Only

The operator of the well(s) listed below has changed, effective: 9-30-97

TO: (new operator) INLAND PRODUCTION COMPANY FROM: (old operator) EQUITABLE RESOURCES ENERGY
(address) PD Box 1446 (address) Po BoX 577

ROOSEVELT UT 84066 LAUREL HT 59044
C/O CRAZY HTN O&G SYS

Phone: (801)722-5103 Phone: (406)628-4164
Account no. N5160 Account no. N9890

WELL(S) attach additional page if needed:
*JONAH :(GREER RIVER) UNIT

Name: **SEE ATTACHED** API:494Ì$' Entity: S T R Lease:
Name: API: Entity: S T R Lease:
Name: API: Entity: S T R Lease:
Name: API: Entity: S T R Lease:
Name: API: Entity: S - T R Lease:
Name: API: Entity: S T R Lease:
Name: API:

_ __ _ _ _
Entity: S T R Lease:

E T(r64R9 SGunEd

o

oUthrEl

g

lAd

c

mNentation

has been received from the FORMER operator (attach to this
form)· ( År/ / 2-/047

e 2. (r649-8-10) Sundry or other legal documentation has been received from the NEW operator (Attach to this
form). {|,,7,/¡y77,µ)

3. The Department of Commerce has been contacted if the new operator above is not currently operating any
wells in Utah. Is the company registered with the state? (yes/no) If yes, show company file number:

C 4. FOR INDIAN AND FEDERAL WELLS ONLY. The BLM has been contacted regarding this change. Make
note of BLM status in comments section of this form. BLM approval of Federal and Indian well operator
changes should ordinarily take place prior to the division's approval, and before the completion of steps 5
through 9 below.

E 5. Changeghave been entered in the Oil and Gas Information System (3270) for each well listed above.

L 6. Cardex file has been updated for each well listed above.

C 7. Well file labels have been updated for each well listed above.

kr 8. Changes have been included on the monthly "Operator, Address, and Account Changes" memo for distribution
to Trust Lands, Sovereign Lands, UGS, Tax Commission, etc. //-/Qg)

C 9. A folder has been set up for the Operator Change file, and a copy of this page has been placed there for
reference during routing and processing of the original documents.

c:\dons\wpdocs\forms\operchng
- OVER
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OPERATOR CHANGE WORKSHEET RL
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_ __ _ _ _
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form)· ( År/ / 2-/047

e 2. (r649-8-10) Sundry or other legal documentation has been received from the NEW operator (Attach to this
form). {|,,7,/¡y77,µ)

3. The Department of Commerce has been contacted if the new operator above is not currently operating any
wells in Utah. Is the company registered with the state? (yes/no) If yes, show company file number:

C 4. FOR INDIAN AND FEDERAL WELLS ONLY. The BLM has been contacted regarding this change. Make
note of BLM status in comments section of this form. BLM approval of Federal and Indian well operator
changes should ordinarily take place prior to the division's approval, and before the completion of steps 5
through 9 below.

E 5. Changeghave been entered in the Oil and Gas Information System (3270) for each well listed above.

L 6. Cardex file has been updated for each well listed above.

C 7. Well file labels have been updated for each well listed above.

kr 8. Changes have been included on the monthly "Operator, Address, and Account Changes" memo for distribution
to Trust Lands, Sovereign Lands, UGS, Tax Commission, etc. //-/Qg)

C 9. A folder has been set up for the Operator Change file, and a copy of this page has been placed there for
reference during routing and processing of the original documents.

c:\dons\wpdocs\forms\operchng
- OVER



O
OPERATOR CHANGE WORKSHEET (con Inued) - Initial each item when completed. Write N/A if item is not applicable.

(REVIE

Entity assignments have been reviewed for all wells listed above. Were entity changes made?
(yes If entity assignments were changed, attach copies of Form 6, Entity Action Form.

Ñ 2. Trust Lands, Sovereign Lands, Tax Commission, etc., have been notified through normal procedures of entity
changes.

BOND VERIFICATION - (FEE WELLS ONLY)

Al 1. (r649-3-1) The NEW operator of any fee lease well listed above has furnished a proper bond.

2. A copy of this form has been placed in the new and former operator's bond files.

3. The FORMER operator has requested a release of liability from their bond (yes/no) , as of today's date
. If yes, division response was made to this request by letter dated

LEASE INTEREST OWNER NOTIFICATION OF RESPONSIBILITY

& l. Copies of documents have been sent on to at Trust Lands for changes
e involving State leases, in order to remind that agency of their responsibility to review for proper bonding.

L4 2. (r649-2-10) The former operator of any fee lease wells listed above has been contacted and informed by letter
dated 19

_,

of their responsibility to notify all interest owners of this change.

FILMING

1. All attachments to this form have been microfilmed. Today's date: ,9 .

FILING

1. Copies of all attachments to this form have been filed in each well file.

2. The original of this form, and the original attachments are now being filed in the Operator Change file.

O
OPERATOR CHANGE WORKSHEET (con Inued) - Initial each item when completed. Write N/A if item is not applicable.

(REVIE

Entity assignments have been reviewed for all wells listed above. Were entity changes made?
(yes If entity assignments were changed, attach copies of Form 6, Entity Action Form.

Ñ 2. Trust Lands, Sovereign Lands, Tax Commission, etc., have been notified through normal procedures of entity
changes.

BOND VERIFICATION - (FEE WELLS ONLY)

Al 1. (r649-3-1) The NEW operator of any fee lease well listed above has furnished a proper bond.

2. A copy of this form has been placed in the new and former operator's bond files.

3. The FORMER operator has requested a release of liability from their bond (yes/no) , as of today's date
. If yes, division response was made to this request by letter dated

LEASE INTEREST OWNER NOTIFICATION OF RESPONSIBILITY

& l. Copies of documents have been sent on to at Trust Lands for changes
e involving State leases, in order to remind that agency of their responsibility to review for proper bonding.

L4 2. (r649-2-10) The former operator of any fee lease wells listed above has been contacted and informed by letter
dated 19

_,

of their responsibility to notify all interest owners of this change.

FILMING

1. All attachments to this form have been microfilmed. Today's date: ,9 .

FILING

1. Copies of all attachments to this form have been filed in each well file.

2. The original of this form, and the original attachments are now being filed in the Operator Change file.



RESOURCESINC.

DIV.0FOIL,GAS&MINNG

Mr. Dan Jarvis
State of Utah
Division of Oil, Gas & Mining
P. O. Box 145801
Salt Lake City, Utah 84114-5801

RE: Mechanical Integrity Test
Monument #42-6
Sec 6-T9S-Rl7E
Duchesne County, Utah

Dear Mr. Jarvis:

Please find attached, Form 3160-5, Sundry Notice and Report on Wells, for work
performed on the above referenced well Should you have any questions, please contact
me at (303) 382-4434.

Sincerely,

Debbie E. Knight
Manager, Regulatory Compliance

cc: Mr. Edwin Forsman, BLM

410 seventeenth Street, Suite 700, Denver, CO 80202 • 303-893-0102 • FAX

RESOURCESINC.

DIV.0FOIL,GAS&MINNG

Mr. Dan Jarvis
State of Utah
Division of Oil, Gas & Mining
P. O. Box 145801
Salt Lake City, Utah 84114-5801

RE: Mechanical Integrity Test
Monument #42-6
Sec 6-T9S-Rl7E
Duchesne County, Utah

Dear Mr. Jarvis:

Please find attached, Form 3160-5, Sundry Notice and Report on Wells, for work
performed on the above referenced well Should you have any questions, please contact
me at (303) 382-4434.

Sincerely,

Debbie E. Knight
Manager, Regulatory Compliance

cc: Mr. Edwin Forsman, BLM

410 seventeenth Street, Suite 700, Denver, CO 80202 • 303-893-0102 • FAX



FORM 3160-5 UNITED STATES FORM APPROVED

(Tun11990) DEP ENT OF THE INTERIOR Budget Bureau No. 1004-0135

BUR OF LAND MANAGEMENT Expires: March 31, 1993

5. Lease Designation and Serial No.

SUNDRY NOTICES AND REPORTS ON WELLS U-020252-A

Do not use this form for proposals to drill or to deepen or reentry a different reservoir. 6. IfIndian, Allottee or Tribe Name

Use "APPLICATION FOR PERMIT -" for such proposals NA

7. If Unit or CA, Agreement Designation

SUBMIT IN TRIPLICATE NA
1. Type of Well

Oil Gas 8. Well Name and No.

Well Well Other WIW MONUMENT FEDERAL 42-6

9. API Well No.

2. Name of Operator 43-013-31364
INLAND PRODUCTION COMPANY 10. Field and Pool, or Exploratory Area

3. Address and Telephone No. MONUMENT BUTTE
475 17TH STREET, SUITE 1500, DENVER, COLORADO 80202 (303) 292-0900 11. County or Parish, State

4. Location of Well (Footage, Sec., T., R., m., or Survey Description)

1806 FNL 0921 FEL SEINE Section 6, TO9S R17E DUCHESNE COUNTY, UTAH

12. CHECK APPROPRIATE BOX(s TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION

Notice of Intent Abandonment Change of Plans

Recompletion New Construction

X Subsequent Report Plugging Back Non-Routine Fracturing

Casing Repair Water Shut-Off

Final Abandonment Notice Altering Casing Conversionto Injection

X Other MIT Dispose Water
(Note: Report results of multiple completion on Well

Completion or Recompletion Report and Log form.)

13. Describe Proposed or Completed Operations (Clearly state all pertinent details, and give pertinent dates, including estimated date of starting any proposed work. If well is direction-

ally drilled, give subsurface locations and measured and true vertical depths for all markers and zones pertinent to this work.)*

A mechanical integrity test was performed on the above referenced well on 3-12-98. Casing was pressured
to 1000 psi and held for one hour. John Carson w/EPA was notified on 3-11-98. Attached is a copy
of the chart.

DECEWE
MAY04 1998

DIV.OFOlL,GAS&MINING
14. I her byocertify that the orrec

Title Manager, Regulatory Compliance Date 4/30/98

(This space for Federal or State office use)

Approved by Title Date

Conditions of approval, if any:

CC: UTAH DOGM
Title 18 U.S.C. Section 1001, makes it a crime for any person knowingly and willfully to make to any department or agency of the United States any false, fictitious

or fradulent statements or representations as to any matter within its

FORM 3160-5 UNITED STATES FORM APPROVED

(Tun11990) DEP ENT OF THE INTERIOR Budget Bureau No. 1004-0135

BUR OF LAND MANAGEMENT Expires: March 31, 1993

5. Lease Designation and Serial No.

SUNDRY NOTICES AND REPORTS ON WELLS U-020252-A

Do not use this form for proposals to drill or to deepen or reentry a different reservoir. 6. IfIndian, Allottee or Tribe Name

Use "APPLICATION FOR PERMIT -" for such proposals NA

7. If Unit or CA, Agreement Designation

SUBMIT IN TRIPLICATE NA
1. Type of Well

Oil Gas 8. Well Name and No.

Well Well Other WIW MONUMENT FEDERAL 42-6

9. API Well No.

2. Name of Operator 43-013-31364
INLAND PRODUCTION COMPANY 10. Field and Pool, or Exploratory Area

3. Address and Telephone No. MONUMENT BUTTE
475 17TH STREET, SUITE 1500, DENVER, COLORADO 80202 (303) 292-0900 11. County or Parish, State

4. Location of Well (Footage, Sec., T., R., m., or Survey Description)

1806 FNL 0921 FEL SEINE Section 6, TO9S R17E DUCHESNE COUNTY, UTAH

12. CHECK APPROPRIATE BOX(s TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION

Notice of Intent Abandonment Change of Plans

Recompletion New Construction

X Subsequent Report Plugging Back Non-Routine Fracturing

Casing Repair Water Shut-Off

Final Abandonment Notice Altering Casing Conversionto Injection

X Other MIT Dispose Water
(Note: Report results of multiple completion on Well

Completion or Recompletion Report and Log form.)

13. Describe Proposed or Completed Operations (Clearly state all pertinent details, and give pertinent dates, including estimated date of starting any proposed work. If well is direction-

ally drilled, give subsurface locations and measured and true vertical depths for all markers and zones pertinent to this work.)*

A mechanical integrity test was performed on the above referenced well on 3-12-98. Casing was pressured
to 1000 psi and held for one hour. John Carson w/EPA was notified on 3-11-98. Attached is a copy
of the chart.

DECEWE
MAY04 1998

DIV.OFOlL,GAS&MINING

14. I her byocertify that the orrec

Title Manager, Regulatory Compliance Date 4/30/98

(This space for Federal or State office use)

Approved by Title Date

Conditions of approval, if any:

CC: UTAH DOGM
Title 18 U.S.C. Section 1001, makes it a crime for any person knowingly and willfully to make to any department or agency of the United States any false, fictitious

or fradulent statements or representations as to any matter within its
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PRODUCTION COMPANY
A Subsidiary of Inland Resources Inc.

February 9, 2000

State of Utah
Division of Oil, Gas & Mining
Attn: Dan Jarvis
1594 West North Temple - Suite 1210
P.O. Box 145801
Salt Lake City, Utah 84114-5801

RE: Step-Rate Test
Balcron Monument Federal #42-6

Dear Dan:

Please find enclosed Step-Rate Tests (SRT) results on the Balcron Monument Federal
#42-6 injection well in the Jonah Unit. Inland Production Company conducted the SRT on
February 9, 2000. Due to the results of the SRT Inland is requesting a change in the maximum
allowable injection pressure from 2200 psi to 1930 psi for this well.

Thank you for your assistance. If you have any questions or need further information,
please call me at (435) 646-3721.

Brad Mecham
Operations Manager RECEIVED

/bm
FEBi 12000
DIVISION OF

OIL,GAS AND MINING

Inland Production Cornpany Field Office • Route 3, Box 3630 • Myton, UT 84052 • 435-646-3721 • FAX 435-646-3031

Corporate Office • 410 Seventeenth Street, Suite 700 • Denver, CO 80202 • 303-893-0102 • FAX

PRODUCTION COMPANY
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/bm
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OIL,GAS AND MINING
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Corporate Office • 410 Seventeenth Street, Suite 700 • Denver, CO 80202 • 303-893-0102 • FAX



DOGM Form 5

- May 5, 1987

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING s. LEASE DESIGNATION AND SERIAL NO.

U-020252-A

1. SUNDRY NOTICES AND REPORTS ON WELLS 6. IFINDIAN,ALLOTTEEORTRIBALNAME

(Do not use this form for proposals to drill or to deepen or plug back to a different reservoir. N/A

Use "APPLICATION FOR PERMIT--" for such proposals.)

UNIT AGREEMENT NAME

OIL GAS
WELL WELL OTHER X INJECTION JONAH

2. NAME OF OPERATOR 8. FARM OR LEASENAME

INLAND PRODUCTION COMPANY MONUMENT FEDERAL 42-6

3. ADDRESS OF OPERATOR 9. WELL NO.

ROUTE #3 BOX 3630, MYTON, UTAH 84052 42-6

(435) 646-3721
4. LOCATION OF WELL (Report location clearly and in accordance with any State requirements.* 10. FIELD AND POOL, OR WILDCAT

See also space 17 below.)
At surface MONUMENT BUTTE

SE/NE 1806 FNL 0921 FEL
11. SEC., T., R., M., OR BLK. AND

SURVEY OR AREA

SE/NE Section 6, TO9SR17E

14 API NUMBER 15. ELEVATIONS (Show whether DF, RT, GR, etc.) 12. COUNTY OR PARISH 13. STATE

43-013-31364 5580 GR DUCHESNE UT

16. Check Appropriate Box To Indicate Nature of Notice, Report, or Other Data

NOTICE OF INTENTION TO: SUBSEQUENT REPORT OF:

TEST WATER SHUT-OFF PULL ORALTER CASING WATER SHUT-OFF REPAIRING WELL

FRACTURE TREAT MULTIPLE COMPLE E O FRACTURE TREATMENT ALTERING CASING

SHOOT OR ACIDIZE ABANDON* SHOOTING OR ACIDIZING ABANDONMENT*

REPAIR WELL (OTHER) Step-Rate test

(OTHER) (Note: Report results of multiple completion on Well

Completion or Recompletion Report and Log form.)

17 DESCRIBE PROPOSED OR COMPLETED OPERATIONS. (Clearly state all pertinent details, and give pertinent dates, including estimated date of starting any

proposed work. If well is directionally drilled, give subsurface locations and measured and true vertical depths for all markers and zones pertinent to this work.)*

On February 9, 2000 Inland Production Company conducted a Step-Rate Test (SRT) on the Monument Federal #42-6 injection
w ll i the Jonah Unit Due to te re19

i
oen hias 1.SRT oval to nge ouSÖËÎŸED

Oîl,Gas and Mining
consemo FEBi 1 2000

DIVISION OF
18 i istru andcorr OIL, GA3 AND MINING

SIGNED TITLE Operations Manager DATE 2/9/00

(This space for Federal or State office use)
I

APPROVED BY TITLE DATE

CONDITIONS OF APPROVAL, IF ANY:

* See Instructions On Reverse

DOGM Form 5

- May 5, 1987

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING s. LEASE DESIGNATION AND SERIAL NO.

U-020252-A

1. SUNDRY NOTICES AND REPORTS ON WELLS 6. IFINDIAN,ALLOTTEEORTRIBALNAME

(Do not use this form for proposals to drill or to deepen or plug back to a different reservoir. N/A
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REPAIR WELL (OTHER) Step-Rate test

(OTHER) (Note: Report results of multiple completion on Well

Completion or Recompletion Report and Log form.)

17 DESCRIBE PROPOSED OR COMPLETED OPERATIONS. (Clearly state all pertinent details, and give pertinent dates, including estimated date of starting any

proposed work. If well is directionally drilled, give subsurface locations and measured and true vertical depths for all markers and zones pertinent to this work.)*

On February 9, 2000 Inland Production Company conducted a Step-Rate Test (SRT) on the Monument Federal #42-6 injection
w ll i the Jonah Unit Due to te re19

i
oen hias 1.SRT oval to nge ouSÖËÎŸED

Oîl,Gas and Mining
consemo FEBi 1 2000

DIVISION OF
18 i istru andcorr OIL, GA3 AND MINING

SIGNED TITLE Operations Manager DATE 2/9/00

(This space for Federal or State office use)
I

APPROVED BY TITLE DATE

CONDITIONS OF APPROVAL, IF ANY:

* See Instructions On Reverse
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BMF 42-6-9-17
(Jonah Unit)

Step Rate Test
February 9, 2000

2100
|

2000 -

1900 -

800

700

1600

1500
Rate (BPD)

25 50 75 100 125 150 175 200

ISIP: 1975 psi Step Rate(bpd) Pressure(psi)
Fracture pressure: 1930 psi 1 25 1590
FG: 0.84 2 50 1710

3 75 1790
4 100 1870
5 125 1940
6 150 1980
7 175

BMF 42-6-9-17
(Jonah Unit)

Step Rate Test
February 9, 2000

2100
|

2000 -

1900 -

800

700

1600

1500
Rate (BPD)

25 50 75 100 125 150 175 200

ISIP: 1975 psi Step Rate(bpd) Pressure(psi)
Fracture pressure: 1930 psi 1 25 1590
FG: 0.84 2 50 1710

3 75 1790
4 100 1870
5 125 1940
6 150 1980
7 175



INSPECTION FORM 6 STATE OF UTAH
DIVISION OF OIL GAS AND MINING

INJECTION WELL - PRESSURE TEST

Well Name: Cf6e 66 gp ÉL API Number: 3 D(3- Ë /S $(†

Qtr/Qtr Section: Township: Range: OE
Company Name MÛ foQMC

ILneap

or
.)

ral Indian

initial Conditions:

Tubing - Rate: Pressure: psi

Casing/Tubing Annulus - Pressore: f() psi

Conditions During Test:

Time (Minutes) Annulus Pressure Tubing Pressure

10 /0
15 70
20 ty
25 090
30

Resul Pa Fail

Conditions After Test:

Tubing Pressure: psi

Casing/Tubing Annulus Pressure: psi ,

COMMENTS: $ //6// 76

Operator

INSPECTION FORM 6 STATE OF UTAH
DIVISION OF OIL GAS AND MINING

INJECTION WELL - PRESSURE TEST

Well Name: Cf6e 66 ¶g ÉL API Number: 3 D(3- Ë /S $(†

Qtr/Qtr Section: Township: Range: OE
Company Name NÉMÛ foQMC

ILneapæ

or )4vnÁ
ral Indian

initial Conditions:

Tubing - Rate: Pressure: psi

Casing/Tubing Annulus - Pressore: f() psi

Conditions During Test:

Time (Minutes) Annulus Pressure Tubing Pressure

10 /0
15 70
20 fd
25 090
30

Resul Pa Fail

Conditions After Test:

Tubing Pressure: psi

Casing/Tubing Annulus Pressure: psi ,

COMMENTS: $ //6// 76

Operator



OGM Form 5

May 5, 1987

STATE OF UTAH

DEPARTMENT OF NATURAL RESOURCES
DIVISION OF OIL, GAS, AND MINING 5. LEASE DESIGNATION AND SERIALNO.

U-020252-A

1. SUNDRY NOTICES AND REPORTS ON WELLS 6. IFINDIAN.ALLOTTEEORTRIBALNAME

(Do not use this form for proposals to drill or to deepen or plug back to a different reservoir. N/A
Use "APPLICATION FOR PERMIT--" for such proposals.)

7. UNITAGREEMENTNAME

ELLL WAESLL

OTHER JONAH

2. NAME OF OPERATOR 8. FARM OR LEASE NAME

INLAND PRODUCTION COMPANY MONUMENT FEDERAL 42-6-9-17

3. ADDRESS OF OPERATOR 9. WELLNO.

Rt. 3 Box 3630, Myton Utah 84052 MONUMENT FEDERAL 42-6-9-17

435-646-3721
4. LOCATION OF WELL (Report location clearly and in accordance with any State requirements.* 10 FIELD AND POOL. OR WILDCAT

See also space 17 below.)
At surface MONUMENT BUTTE

SE/NE Section 6, T09S R17E
1806 FNL 921 FEL ll SEC.. T., R., M., OR BLK. AND

SURVEY OR AREA

SEINE Section 6, T09S R17E

14 API NUMBER 15. ELEVATIONS (Show whether DF, RT, GR, etc.) 12 COUNTY OR PARISH 13 STATE

43-013-31364 5580 GR DUCHESNE UT

16. Check Appropriate Box To Indícate Nature of Notice, Report, or Other Data

NOTICE OF INTENTION TO: SUBSEQUENT REPORT OF:

TEST WATER SHUT-oFF PULL OR ALTER CASING M'ATER SHUT-OFF REPAIRING WELL

FRACTURE TREAT MULTlPLE COMPLETE FRACTURE TREATMENT ALTERING CASING

SHOOT OR ACIDIZE ABANDON* SHOOTING OR ACIDIZING ABANDONMENT*

REPAIR WELL (OTHER) Recompletion

(OTHER) (Note: Report results of multiple completion on Well

Completion or Recompletion Report and Log form.)

17 DESCRIBE PROPOSED OR COMPLETED OPERATIONS. (Clearly state all peitinent details, and give peitinent dates, including estimated date of starting any

proposed work. If well is directionally drilled, give subsurface locations and measured and true vertical depths for all markers and zones pertinent to this work.)*

The subject well was recompleted in the Green River formation. Three new Green River intervals were

perforated, the GB-4 4253' - 4260' w/4 jspf, GB-4 4272' - 4280' w/ 4 jspf, and the GB-6 4297' - 4300' w/ 4

jspf for a total of 72 shots.
On 7/17/01 Mr. Al Craver w/ EPA and Mr. Dennis Ingram W/ State DOGM was contacted of the intent to
conduct a MIT on the casing. On 7/19/01 the casing was pressured to 1085 psi w/ no pressure loss charted in
the 1/2 hour test. Mr. Dennis Ingram was there to witness the test. The well is shut in and waiting on approval

to inject.

18 SIliereby cert tt co e

TITLE Production Clerk DATE 7/20/01
Krisha Russell

cc: BLM

APPROVED BY TITLE Utah Division of
CONDITIONS OF APPROVAL IF ANY: 011,OSS and Mmíng

3¿- Da .

' · ~ -Ô D VISiON OF

eIn uc .
.

OIL, GAS AND





Mechanical Integrity Test
Casing or Annulus Pressure Mechanical Integrity Test

U.S.Environmental Protection Agency
Underground in ection Control Program, UICDirect Implementation Program 8P-W-GW

999 18'" Street, Suite 500 Denver, CO 80202-2466

EPA Witness: 96MA $7¢AA Date: 9 / A / oi
Test conducted by: ÊAer Àœ¾Œ
Otherspresent:

WellName: Leema. Àa

Location: /% See: (o T
_3

N / S R _E W County: i ny State:__gr

Operator:

Is this a regularly scheduled test? [ ] Yes [

Initial test for permit? [ s [ No
Test after well rework? [ ] Yes [ 'Ño

Well injectingduringtest? [ ] Yes [ If Yes, rate: bpd

Pre-test casing/tubing annulus pressure: psig

MIT DATA TABLE Test #1 Test #2 Test #3

InitialPressure t,g psig psig psig

CASING/ TUË1NG ANNULUS PRESSURE
o minutes.. Ios psig psig Psia
5 minutes 1006 psig psig psig

10 minutes
. lOPS psig PsiR ,PSÍ¾

15 minutes 1046 psig psig
...

psig
20 minutes 09e psig psig psig
25 minutes one psig psig psig
30 minutes psig psig psig

minutes asig psie psia
..__ minutes io nsia neig

RESULT [ ss ( Fail ( Pass ( Fail ( ) Pass ( IFail
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Location: /% See: (o T
_3

N / S R _E W County: i ny State:__gr

Operator:

Is this a regularly scheduled test? [ ] Yes [

Initial test for permit? [ s [ No
Test after well rework? [ ] Yes [ 'Ño

Well injectingduringtest? [ ] Yes [ If Yes, rate: bpd

Pre-test casing/tubing annulus pressure: psig

MIT DATA TABLE Test #1 Test #2 Test #3

InitialPressure t,g psig psig psig

CASING/ TUË1NG ANNULUS PRESSURE
o minutes.. Ios psig psig Psia
5 minutes 1006 psig psig psig

10 minutes
. lOPS psig PsiR ,PSÍ¾

15 minutes 1046 psig psig
...

psig
20 minutes 09e psig psig psig
25 minutes one psig psig psig
30 minutes psig psig psig

minutes asig psie psia
..__ minutes io nsia neig

RESULT [ ss ( Fail ( Pass ( Fail ( ) Pass ( IFail



MECHA CAL INTEGRITY PRES E TEST
Additional, comments for mechanical integrity pressure test, such as volumc of fluid added to annulus
and bled back at end of test, reason for failing test (casing head leak, tubingleak, other), etc.:

Signature of Witness: t '

OFFICE USE ONLY - COMPUANCE FOLLCWUP

Staff Date: 1 /
Oo you agree with the reported test results? YES NO

If not, why'7
Possible violation identified7 ( I YES [ NO

if YES, what
IfYES - followup initiated? [ ] YES

( } NO - why not?

[ ] Data Entry [ ] Compliance Staff [ ]
2tidData Entry [ ] Hardcopy



Unite9States Department of the I rior

BUREAU OF LAND MANAGEMENT
. Tage pm og•

Utah State Office INytRICA
P.O. Box 45155

Salt Lake City, UT 84145-0155
http://www.blm.gov

IN REPLY REFER TO:
3106
(UT-924)

September 16, 2004

Memorandum

To: Vernal Field Office

From: Acting Chief, Branch of Fluid Minerals

Subject: Merger Approval

Attached is an approved copy of the name change recognized by the Utah State Office. We have
updated our records to reflect the merger from Inland Production Company into Newfield
Production Company on September 2, 2004.

Michael Coulthard
Acting Chief, Branch of
Fluid Minerals

Enclosure
1. State of Texas Certificate of Registration

ec: MMS, Reference Data Branch, James Sykes, PO Box 25165, Denver CO 80225
State of Utah, DOGM, Attn: Earlene Russell, PO Box 145801, SLC UT 84114
Teresa Thompson
Joe Incardine
Connie
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O OCorporationsSection gE O, Geoffrey S. Connor
P.O.Box 13697 Secretaryof State
Austin,Texas 78711-3697

Office of the Secretary of State

The undersigned, as Secretary of State of Texas, does herebycertify that the attached is a true and
correct copy of each document on file in this office as describedbelow:

Newfield Production Company
Filing Number: 41530400

Articles of Amendment September02, 2004

In testimonywhereof, I have hereuntosigned my name
officially and caused to be impressed hereon the Seal of
State at my office in Austin, Texas on September 10,
2004.

Secretary of State

Comevisit us on the internet at http://www.sos.state.tx.us/
PHONE(512) 463-5555 FAX(512) 463-5709 TTY7-1-1
Prepared by:

O OCorporationsSection gE O, Geoffrey S. Connor
P.O.Box 13697 Secretaryof State
Austin,Texas 78711-3697

Office of the Secretary of State
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PHONE(512) 463-5555 FAX(512) 463-5709 TTY7-1-1
Prepared by:



ARTICLES OF AMENDMENT the
TO THE SecretaTYof3tate ofTeXat

ARTICLES OF INCORPORATION
OF 02 Ñ

INLAND PRODUCTION COMPAN Y CorporationsSection

Pursuantjo the provisionsof Article 4.04 of the TexasBusinessCorporation Act (the
"TB0A"), the undera,igned corporationadoptsthe following articles of amendment to the articles
of incorporation:

ARTICLE 1 - Name

The name of the corporation is Inland Production Company.

ARTICLE 2 -- Amended Name

The following amendment to the Articles of Incorporation was approved by the Board of
Directors and adoptedby the shareholdersof the corporation on August 27, 2004.

The amendment alters or changes Article Oné of the Articles of Incorporation to change
the nameof the corporation so that, as amended, Article Oneshallread in its entirety as follows:

"ARTl,CLE ONE - The name of the corporation is NewfieldProduction Company."

ARTICLE 3 - Effective Date of Filing

This document will become effective upon filing.

The holder of all of the sharesoutstanding and entitled to vote on said amendment has
signed a consent in writing pursuantto Article 9.10 of theTBCA, adopting said amendment,and
any written notice required has been given.

IN WITNESS WHEREOF, the undersigne_dcorporation has executed these Articles of
Amendment as of the 1" day of September, 2004.

INLAND RESOURCES INC.

By:
Susan G. Riggs,

ARTICLES OF AMENDMENT the
TO THE SecretaTYof3tate ofTeXat

ARTICLES OF INCORPORATION
OF 02 Ñ

INLAND PRODUCTION COMPAN Y
CorporationsSection

Pursuantjo the provisionsof Article 4.04 of the TexasBusinessCorporation Act (the
"TB0A"), the undera,igned corporationadoptsthe following articles of amendment to the articles
of incorporation:

ARTICLE 1 - Name

The name of the corporation is Inland Production Company.

ARTICLE 2 -- Amended Name

The following amendment to the Articles of Incorporation was approved by the Board of
Directors and adoptedby the shareholdersof the corporation on August 27, 2004.

The amendment alters or changes Article Oné of the Articles of Incorporation to change
the nameof the corporation so that, as amended, Article Oneshallread in its entirety as follows:

"ARTl,CLE ONE - The name of the corporation is NewfieldProduction Company."

ARTICLE 3 - Effective Date of Filing

This document will become effective upon filing.

The holder of all of the sharesoutstanding and entitled to vote on said amendment has
signed a consent in writing pursuantto Article 9.10 of theTBCA, adopting said amendment,and
any written notice required has been given.

IN WITNESS WHEREOF, the undersigne_dcorporation has executed these Articles of
Amendment as of the 1" day of September, 2004.

INLAND RESOURCES INC.

By:
Susan G. Riggs,



LEUSL- 15855 61052 73088 76561
071572A 16535 62848 73089 76787
065914 16539 63073B 73520A 76808

16544 63073D 74108 76813
17036 63073E 74805 76954 63073X
17424 630730 74806 76956 63098A
18048 64917 74807 77233 68528A

LEFUr- 18399 64379 74808 77234 72086A
19267 64380 74389 77235 72613A

02458 26026A 64381 74390 77337 73520X
03563 30096 64805 74391 77338 74477X
03563A 30103 64806 74392 77339 75023X
04493 31260 64917 74393 77357 76189>E
05843 33992 65207 74398 77359 76331X
07978 34173 65210 74399 77365 76788X
09803 34346 65635 74400 77369 77098X
017439B 36442 65967 74404 77370 77107X
017985 36846 65969 74405 77546 77236X
017991 38411 65970 74406 77553 77376X
017992 38428 66184 74411 77554 78560X
018073 38429 66185 74805 78022 79485X
019222 38431 66191 74806 79013 79641X
020252 39713 67168 74826 79014 80207X
020252A 39714 67170 74827 79015 81307X
020254 40026 67208 74835 79016
020255 40652 67549 74868 79017
020309D 40894 67586 74869 79831
022684A 41377 67845 74870 79832
027345 44210 68105 74872 79833'
034217A 44426 68548 74970 79831
035521 44430 68618 75036 79834
035521A 45431 69060 75037 80450
038797 47171 69061 75038 80915
058149 49092 69744 75039 81000
063597A 49430 70821 75075
075174 49950 72103 75078
096547 50376 72104 75089
096550 50385 72105 75090

50376 72106 75234
50750 72107 75238

107ð0 51081 72108 76239
11385 52013 73086 76240
13905 52018 73087 76241
15392 58546 73807 76560
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17424 630730 74806 76956 63098A
18048 64917 74807 77233 68528A
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19267 64380 74389 77235 72613A

02458 26026A 64381 74390 77337 73520X
03563 30096 64805 74391 77338 74477X
03563A 30103 64806 74392 77339 75023X
04493 31260 64917 74393 77357 76189>E
05843 33992 65207 74398 77359 76331X
07978 34173 65210 74399 77365 76788X
09803 34346 65635 74400 77369 77098X
017439B 36442 65967 74404 77370 77107X
017985 36846 65969 74405 77546 77236X
017991 38411 65970 74406 77553 77376X
017992 38428 66184 74411 77554 78560X
018073 38429 66185 74805 78022 79485X
019222 38431 66191 74806 79013 79641X
020252 39713 67168 74826 79014 80207X
020252A 39714 67170 74827 79015 81307X
020254 40026 67208 74835 79016
020255 40652 67549 74868 79017
020309D 40894 67586 74869 79831
022684A 41377 67845 74870 79832
027345 44210 68105 74872 79833'
034217A 44426 68548 74970 79831
035521 44430 68618 75036 79834
035521A 45431 69060 75037 80450
038797 47171 69061 75038 80915
058149 49092 69744 75039 81000
063597A 49430 70821 75075
075174 49950 72103 75078
096547 50376 72104 75089
096550 50385 72105 75090

50376 72106 75234
50750 72107 75238

107ð0 51081 72108 76239
11385 52013 73086 76240
13905 52018 73087 76241
15392 58546 73807 76560
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STATEOPUTAH uloFonM sDEPARTMENTOP NATURALRESOURCES
DIVISIONOF OIL,GASAND MINING

TRANSFEROP AUTHORITYTOINJECT
WellName and Number

AP1NumberSee Attached List
Locationof Well FleUorUnitName

See Attached ListFootage : County;
Lesse Designationand Number40, Geotion,Townshly,Range: State: UTAH

EFFECTIVEDATEOP TRANSFER: 9/1/2004

CURRENTOÞ$RATOR

Company: inland ProductionCompanY Name: Brian Harris (
Address: 1401 17th Street Suite 1000 Signatute: O

cityDenver stpteCo g¡p80202 Title: EngineeringTech.
Phone: (303) 893-0102

Date: 9/16/2004
Commente:

NEWOPERATOR

Company: NewfieldProduction Company Name: Eig Harris
Address: 1401 17thStreet Suite 1000 Signature:

cityDenver state 0 zip80202 Títle: Engineering h.
Phone: Date: 9/15/2004
Comments:

Traœnsferrastateuse only

ApprovalDatet

RECEIVED(0/2000)

SEP2 O2004
DIVOFOIL,GAS&
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Division of Oil, Gas and Mining
ROUTING

OPERATOR CHANGE WORKSHEET 1. GLH

3. FILE
Change of Operator (Well Sold) Designation of Agent/Operator

X Operator Name Change Merger

The operator of the well(s) listed below has changed, effective: 9/1/2004
FROM: (Old Operator): TO: ( New Operator):
N5160-Inland Production Company N2695-Newfield Production Company

Route 3 Box 3630 Route 3 Box 3630
Myton, UT 84052 Myton, UT 84052

Phone: 1-(435) 646-3721 Phone: 1-(435) 646-3721

CA No. Unit: JONAH (GREEN RIVER)

WELL(S)
NAME SEC TWN RNG API NO ENTITY LEASE WELL WELL

NO TYPE TYPE STATUS
MON FED 42-lJ 01 090S 160E 4301331404 11492 Federal WI A
MON FED 43-11J 11 090S 160E 4301331002 11492 Federal WI A
WALTON FED 34-11 11 090S 160E 4301331003 11492 Federal WI A
MON FED 23-11J 11 090S 160E 4301331369 11492 Federal WI A
MON FED 14-11J 11 090S 160E 4301331374 11492 Federal WI A
MON FED 32-1lJ 11 090S 160E 4301331386 11492 Federal WI A
MON FED 41-15 15 090S 160E 4301331367 11492 Federal WI A
MON FED 32-15J 15 090S 160E 4301331368 11492 Federal WI A
MON FED 23-15 15 090S 160E 4301331373 11492 Federal WI A
MON FED 13-5 05 090S 170E 4301331370 11492 Federal WI A
MON FED 24-5 05 090S 170E 4301331375 11492 Federal WI A
MONUMENT FED 23-5J 05 090S 170E 4301331383 11492 Federal OW P
MON FED 22-5 05 090S 170E 4301331384 11492 Federal WI A
MONUMENT FED 14-5 05 090S 170E 4301331385 11492 Federal OW P
ALLEN FED 31-6 06 090S 170E 4301331195 11492 Federal WI A
MONUMENT 33-6 06 090S 170E 4301331361 11492 Federal WI A
MON FED 11-6 06 090S 170E 4301331362 11492 Federal WI A
MON FED 24-6 06 090S 170E 4301331363 11492 Federal WI A
MON FED 42-6 06 090S 170E 4301331364 11492 Federal WI A
GETTY 7C 07 090S 170E 4301330961 11492 Federal OW P

OPERATOR CHANGES DOCUMENTATION
Enter date after each listed item is completed
1. (R649-8-10) Sundry or legal documentation was received from the FORMER operator on: 9/15/2004
2. (R649-8-10) Sundry or legal documentation was received from the NEW operator on: 9/15/2004

3. The new company was checked on the Department of Commerce, Division of Corporations Database on: 2/23/2005
4. Is the new operator registered in the State of Utah: YES Business Number: 755627-0143

5. If NO, the operator was contacted contacted on:

Newfield_Jonah GR 3_FORM 4B.xls

Division of Oil, Gas and Mining
ROUTING

OPERATOR CHANGE WORKSHEET 1. GLH

3. FILE
Change of Operator (Well Sold) Designation of Agent/Operator
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1. (R649-8-10) Sundry or legal documentation was received from the FORMER operator on: 9/15/2004
2. (R649-8-10) Sundry or legal documentation was received from the NEW operator on: 9/15/2004

3. The new company was checked on the Department of Commerce, Division of Corporations Database on: 2/23/2005
4. Is the new operator registered in the State of Utah: YES Business Number: 755627-0143

5. If NO, the operator was contacted contacted on:

Newfield_Jonah GR 3_FORM 4B.xls



6a. (R649-9-2)Waste Management Plan has been received on: IN PLACE

6b. Inspections of LA PA state/fee well sites complete on: waived

7. Federal and Indian Lease Wells: The BLM and or the BIA has approved the merger, name change,
or operator change for all wells listed on Federal or Indian leases on: BLM BIA

8. Federal and Indian Units:
The BLM or BIA has approved the successor of unit operator for wells listed on: n/a

9. Federal and Indian Communization Agreements ("CA"):
The BLM or BIA has approved the operator for all wells listed within a CA on: na/

10. Underground Injection Control ("UIC") The Division has approved UIC Form 5, Transfer of Authority to

Inject, for the enhanced/secondary recovery unit/project for the water disposal well(s) listed on: 2/23/2005

DATA ENTRY:
1. Changes entered in the Oil and Gas Database on: 2/28/2005

2. Changes have been entered on the Monthly Operator Change Spread Sheet on: 2/28/2005

3. Bond information entered in RBDMS on: 2/28/2005

4. Fee/State wells attached to bond in RBDMS on: 2/28/2005

5. Injection Projects to new operator in RBDMS on: 2/28/2005

6. Receipt of Acceptance of Drilling Procedures for APD/New on: waived

FEDERAL WELL(S) BOND VERIFICATION:
1. Federal well(s) covered by Bond Number: UT 0056

INDIAN WELL(S) BOND VERIFICATION:
1. Indian well(s) covered by Bond Number: 61BSBDH2912

FEE & STATE WELL(S) BOND VERIFICATION:
1. (R649-3-1) The NEW operator of any fee well(s) listed covered by Bond Number 61BSBDH2919

2. The FORMER operator has requested a release of liability from their bond on: n/a*

The Division sent response by letter on: n/a

LEASE INTEREST OWNER NOTIFICATION:
3. (R649-2-10) The FORMER operator of the fee wells has been contacted and informed by a letter from the Division

of their responsibility to notify all interest owners of this change on: n/a

COMMENTS:
*Bond rider changed operator name from Inland Production Company to Newfield Production Company - received 2/23/05

Newfield Jonah GR 3 FORM 4B.xis
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O e
STATE OF UTAH

DEPARTMENT OF NATURAL RESOURCES
5. LEASE DESIGNATION AND SERTAL NUMBER:

DIVISION OF OIL, GAS AND MINING UTU020252A

SUNDRY NOTICES AND REPORTS ON WELLS
6. IFINDIAN,ALLOTTEEORTRIBENAME:

a not use this form for proposals to drill new wells, significantly deepen existing wells below currentbottom-hole depth, reenter plugged wells, 7. UNIT or CA AGREEMENTNAME:

to drill horizontal laterals. Use APPLICATION FOR PERMIT TO DRILL formfor such proposals. JONAH UNIT

8. WELLNAMEand NUMBERLTYPEOFWELL: OILWELLOGASWELL OTHER Injectionwell MONFED42-6

2. NAMEOFOPERATOR: 9. APINUMBER:

Newfield Production Company 4301331364

3. ADDRESS OF OPERATOR: PHONE NUMBER 10. FIELD ANDPOOL, OR WILDCAT:

Route 3 Box 3630 CITY Myton STATE UT ZIP 84052 435.646.3721 Monument Butte

4 I,F

O

AGOFNOAFTUE

CE; 1806FNL0921FEL COUNTY: Duchesne

OTR/OTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: SE/NE, 6, T9S, R17E STATE: Utah

u. CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA
TYPE OF ACTION SubDate

TYPE OF SUBMlSSION TYPE OF ACTION

O seroiza DEEPEN REPERFORATECURRENTFORMAT[ON

O NOTICEOFINTENT
(Sulunitin Duplicate) ALTERCASING FRACIURETREAT O SIDETRACK TO REPAIRWELL

Approximatedatework will CASING REPAIR NEW CONSTRUCTION TEMPORARITLY ABANDON

O CHANGE TO PREVIOUS PLANS OPERATOR CHANGE TUBING REPAIR

O CHANGETUBING PLUG AND ABANDON W ORFLAIR

SUBSEQUENT REPORT CHANGBWELLNAME PLUGBACK WATERDISPOSAL

(Sulxnit Original Form Only) O CHANGE WELL STATUS PRODUCTION (STARTISTOP) O WATER SHUT-OFF

Date ofWork Contpletion: O COMMINGLEPRODUCIFIG FORMATIONS RECIAMATION OF WELL SITE OTHER: - Step Rate Test

07/21/2005 O CONVERTWELLTYPE RECOMPLETB- DIFFERENT FORMATION

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details includingdates, depths, volumes, etc.

A step rate test was conducted on the subject well on June 30, 2005. Results from the test indicate that the fracture gradient is .914

psilft. Therefore, Newfield is requesting that the maximum allowable injection pressure (MAlP)be changed to 2035 psi.

RECElVED

Accepted by the

Utah Division of
AL

Oil, Gas and Mining

2 6 2005

FORRECORDONLY
°*0600 u½lNING

NAME (PLEASEPRINT) lvÏilte Guinn TITLE Engineer

SIGNATURE DATE
07/21/2005

(Thisspace for State use
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Monument Federal 42-6

Jonah Unit
Step Rate Test
June 30, 2005
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STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

5. LEASE DESIGNATIONAND SERIAL NUMBER

DIVISION OF OIL, GAS AND MINING UTUO20252A

SUNDRY NOTICES AND REPORTS ON WELLS
6. IFINDIAN,ALLOTTEEORTRIBENAME:

> not use this form for proposals to drill new wells, significantly deepen existing wells below current bottom-holedepth, reenter plugged wells, 7. UNIT or CA AGREEMENT NAME

to drill horizontal laterals. Use APPLICATIONFOR PERMIT TO DRILL form for such proposals. JONAH UNIT

l. TYPE OF WELL: 8. WELL NAME and NUMBER:

OIL WELL GAS WELL OTHER Inlection well MON FED 42-6

2 NAME OF OPERATOR: 9. API NUMBER:

NEWFIELD PRODUCTION COMPANY 4301331364

3. ADDRESS OF OPERATOR: PHONE NUMBER 10 FIELD AND POOL, OR WILDCAT:

Route 3 Box 3630 ciTy Myton STATE UT ZIP 84052 435.646.3721 Monument Butte
4. LOCATION OF WELL:

FOOTAGES AT SURFACE: 1806 FNL 0921 FEL COUNTY: Duchesne

OTR/OTR, SECTION,TOWNSHIP. RANGE.MERIDIAN: SE/NE, 6, T9S, R17E STATE: Utah

ii CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA
TYPE OF ACTION SubDate

TYPE OF SUBMISSION TYPE OF ACTION

O ACIDIZE DEEPEN REPERFORATE CURRENT FORMATION

O NOTICE OF INTENT
(Submit in Duplicate) ALTER CASING FRACTURE TREAT SIDETRACK TO REPAIR WELL

Approximate date work will O CASING REPAIR NEW CONSTRUCTION TEMPORARITLY ABANDON

O CHANGE TO PREVIOUS PLANS O OPERATOR CHANGE TUBING REPAIR

O CHANGE TUBING O PLUG AND ABANDON VENT OR FLAIR

SUBSEQUENT REPORT O CHANGEWELL NAME O PLUGBACK WATER DISPOSAL

(Submit OriginalForm Only) O CHANGE WELL STATUS O PRODUCTION (START/STOP) WATER SHUT-OFF

Date of Work Completion: O COMMINGLE PRODUCINGFORMATIONS O RECLAMATION OF WELL SITE OTHER: - 5 Year MIT

06/22/2006
CONVERT WELL TYPE RECOMPLETE - DIFFERENT FORMATION

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

On 6/20/06 Nathan Wiser with the EPA was contacted concerning the 5-year MITon the above listed well. Permission was given at
that time to perform the test on 6/22/06. On 6/22/06 the csg was pressured up to 1235 psig and charted for 30 minutes with no
pressure loss. The well was injecting during the test. The tbg pressure was 2020 psig during the test. There was not an EPA
representative available to witness the test. EPA# UT20642-03737 API#43-013-31364

Accep¾ hv
Utah DM

Oil, Gas and M ning
FORRECORDONLY

NAME (PLEASE PRINT)
Callie Dunem TITLE Production Clerk

SIGNATURE DATE 06/27/2006

(This space for State use only) RECE IVED
JUN2 9 2006

DN.0FOIL,GAS&

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES
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(This space for State use only) RECE IVED
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DN.0FOIL,GAS&



Mechanical Integrity Test
Casing or Annulus Pressure Mechanical Integrity Test

U.S. Environmental Protection Agency
Underground Injection Control Program

999 18th Street, Suite 500 Denver, CO 80202-2466

EPA Witness: Date: 4 / 2) /M
Test conducted by: ,7Ò , rygf
Others present:

n + rÁm,I V2m -fy7 Type: ER SWD Status: AC TA UC

Field: JÂ•n A ran; A
Location: JÀ/pr See: Ú T Ÿ N /$ R /4/ W County: y,wfo.Å State:¾·

Operator:_gong/
Last MIT: Maximum Allowable Pressure:

1s this a regularly scheduled test? [g Yes [ ] No
Initial test for permit? [ ] Yes [ g No
Test after well rework? [ ] Yes [ ><j No
Well injecting during test? \y] Yes [g] No If Yes, rate: € Ÿ bpd

Pre-test casing/tubing annulus pressure: Ò psig

MIT DATA TABLE Test #1 Test #2 Test #3

TUBING PRESSURE
Initial Pressure psig psig psig

End of test pressure psig psig psig

CASING / TUBING AN1VULUS PRESSURE

0 minutes psig psig psig

5 minutes psig psig psig

10 minutes psig psig psig

15 minutes psig psig psig

20 minutes psig psig psig

25 minutes psig psig psig

30 minutes psig psig psig

minutes psig psig psig

minutes psig psig psig

RESULT [ Pass [ ]Fail ( ] Pass j lFail [ ] Pass [ ]Fail

Does the annulus pressure build back up after the test ? [ ] Yes [ No

MECHANICAL INTEGRITY P SURE TEST

Additional comments for mechanical integrity pressure test, such as volume of fluid added to annulus

and bled back at end of test, reason for failing test (casing head leak, tubing leak, other), etc.:

Signature of

Mechanical Integrity Test
Casing or Annulus Pressure Mechanical Integrity Test

U.S. Environmental Protection Agency
Underground Injection Control Program

999 18th Street, Suite 500 Denver, CO 80202-2466

EPA Witness: Date: 4 / 2) /M
Test conducted by: ,7Ò , rygf
Others present:

n + rÁm,I V2m -fy7 Type: ER SWD Status: AC TA UC

Field: JÂ•n A ran; A
Location: JÀ/pr See: Ú T Ÿ N /$ R /4/ W County: y,wfo.Å State:¾·

Operator:_gong/
Last MIT: Maximum Allowable Pressure:

1s this a regularly scheduled test? [g Yes [ ] No
Initial test for permit? [ ] Yes [ g No
Test after well rework? [ ] Yes [ ><j No
Well injecting during test? \y] Yes [g] No If Yes, rate: € Ÿ bpd

Pre-test casing/tubing annulus pressure: Ò psig

MIT DATA TABLE Test #1 Test #2 Test #3

TUBING PRESSURE
Initial Pressure psig psig psig

End of test pressure psig psig psig

CASING / TUBING AN1VULUS PRESSURE

0 minutes psig psig psig

5 minutes psig psig psig

10 minutes psig psig psig

15 minutes psig psig psig

20 minutes psig psig psig

25 minutes psig psig psig

30 minutes psig psig psig

minutes psig psig psig

minutes psig psig psig

RESULT [ Pass [ ]Fail ( ] Pass j lFail [ ] Pass [ ]Fail

Does the annulus pressure build back up after the test ? [ ] Yes [ No

MECHANICAL INTEGRITY P SURE TEST

Additional comments for mechanical integrity pressure test, such as volume of fluid added to annulus

and bled back at end of test, reason for failing test (casing head leak, tubing leak, other), etc.:

Signature of
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STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

5. LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS AND MINING USA UTU-020252-A

SUNDRY NOTICES AND REPORTS ON WELLS
6. IFINDIAN,ALLOTTEEORTRIBENAME:

7. UNIT or CA AGREEMENT NAME:Do not use this form for proposals to drill new wells, significantly deepen existing wells below current bottom-holedepth, reenter plugged
wells, or to drill horizontal laterals. Use APPLICATION FOR PERMIT TO DRILL formfor such proposals. GMBU

1. TYPE OF WELL: 8. WELL NAMEand NUMBER:

OIL WELL GAS WELL OTHER MON FED 42-6

2. NAME OF OPERATOR: 9. API NUMBER:

NEWFIELD PRODUCTION COMPANY 4301331364
3. ADDRESS OF OPERATOR: PHONE NUMBER 10. FIELD AND POOL, OR WILDCAT:

Route 3 Box 3630 CITY Myton STATE UT ZIP 84052 435.646.3721 GREATER MB UNIT
4. LOCATION OF WELL:

FOOTAGESAT SURFACE: 1806 FNL 921 FEL COUNTY: DUCHESNE

OTR/OTR. SECTION. TOWNSHIP. RANGE.MERIDIAN: SENE, 6, T9S, R17E STATE: UT

u. CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION

O ACIDIZE DEEPEN REPERFORATE CURRENT FORMATIONO NOTICE OF INTENT
(Submitin Duplicate) ALTER CASING FRACTURE TREAT SIDETRACK TO REPAIR WELL

Approximate date work will CASINGREPAIR NEW CONSTRUCTION TEMPORARITLY ABANDON

O CHANGE TO PREVIOUS PLANS O OPERATOR CHANGE TUBINGREPAIR

O CHANGETUBING PLUGANDABANDON VENT OR FLAIR

SUBSEOUENT REPORT O CHANGEWELLNAME O PLUGBACK WATER DISPOSAL

(SubmitOriginal Form Only)
CHANGE WELL STATUS PRODUCTION (START/STOP) WATER SHUT-OFF

Date of Work Completion: O COMMINGLE PRODUCINGFORMATIONS RECLAMATION OF WELL SITE OTHER: - Five Year MIT

06/05/2011 0 CONVERTWELL TYPE RECOMPLETE- DIFFERENT FORMATION

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearlyshow all pertinent details including dates,depths, volumes, etc.

On 05/23/2011 Nathan Wiser with the EPA was contacted concerning the 5 year MIT on the above listed well. On 06/05/2011 the
casing was pressured up to 1450 psig and charted for 30 minutes with no pressure loss. The well was not injecting during the test.
The tubingpressure was 1860 psig during the test. There was not an EPA representative available to witness the test.

EPA# UT20642-03737 APl# 43-013-31364

Accepted by the
Utah Division of

Oil, Gas and Mining

FOR RECORDONLY

IAGAT(PLEASE P cy Chav to TDITLEE W6aterServicesTechnician

(This spacefor State use only)

RECEIVED
JUN14 2011

DIV.0FOIL,GAS&

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

5. LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS AND MINING USA UTU-020252-A

SUNDRY NOTICES AND REPORTS ON WELLS
6. IFINDIAN,ALLOTTEEORTRIBENAME:

7. UNIT or CA AGREEMENT NAME:Do not use this form for proposals to drill new wells, significantly deepen existing wells below current bottom-holedepth, reenter plugged
wells, or to drill horizontal laterals. Use APPLICATION FOR PERMIT TO DRILL formfor such proposals. GMBU

1. TYPE OF WELL: 8. WELL NAMEand NUMBER:

OIL WELL GAS WELL OTHER MON FED 42-6

2. NAME OF OPERATOR: 9. API NUMBER:

NEWFIELD PRODUCTION COMPANY 4301331364
3. ADDRESS OF OPERATOR: PHONE NUMBER 10. FIELD AND POOL, OR WILDCAT:

Route 3 Box 3630 CITY Myton STATE UT ZIP 84052 435.646.3721 GREATER MB UNIT
4. LOCATION OF WELL:

FOOTAGESAT SURFACE: 1806 FNL 921 FEL COUNTY: DUCHESNE

OTR/OTR. SECTION. TOWNSHIP. RANGE.MERIDIAN: SENE, 6, T9S, R17E STATE: UT

u. CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION

O ACIDIZE DEEPEN REPERFORATE CURRENT FORMATIONO NOTICE OF INTENT
(Submitin Duplicate) ALTER CASING FRACTURE TREAT SIDETRACK TO REPAIR WELL

Approximate date work will CASINGREPAIR NEW CONSTRUCTION TEMPORARITLY ABANDON

O CHANGE TO PREVIOUS PLANS O OPERATOR CHANGE TUBINGREPAIR

O CHANGETUBING PLUGANDABANDON VENT OR FLAIR

SUBSEOUENT REPORT O CHANGEWELLNAME O PLUGBACK WATER DISPOSAL

(SubmitOriginal Form Only)
CHANGE WELL STATUS PRODUCTION (START/STOP) WATER SHUT-OFF

Date of Work Completion: O COMMINGLE PRODUCINGFORMATIONS RECLAMATION OF WELL SITE OTHER: - Five Year MIT

06/05/2011 0 CONVERTWELL TYPE RECOMPLETE- DIFFERENT FORMATION

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearlyshow all pertinent details including dates,depths, volumes, etc.

On 05/23/2011 Nathan Wiser with the EPA was contacted concerning the 5 year MIT on the above listed well. On 06/05/2011 the
casing was pressured up to 1450 psig and charted for 30 minutes with no pressure loss. The well was not injecting during the test.
The tubingpressure was 1860 psig during the test. There was not an EPA representative available to witness the test.

EPA# UT20642-03737 APl# 43-013-31364

Accepted by the
Utah Division of

Oil, Gas and Mining

FOR RECORDONLY

IAGAT(PLEASE P cy Chav to TDITLEE W6aterServicesTechnician

(This spacefor State use only)

RECEIVED
JUN14 2011

DIV.0FOIL,GAS&



Mechanical Integrity Test
- Casing or AnnulusPressure Mechanical Integrity Test

U.S. Environmental.Protection Agency
Underground injection Control Program

999 18* Street, Suite 500 Ðenver, CO 80202-2466

EPAWitness: Date: /- / 5 / 2o O
Test conductedby: a,·s

Others present:

Well Name: /Ñ,na,.....A F.A.»Ì Type: ER SWD Status: AC TA UC
Field:Ë,.wwd 4...&
Location: 'IÀ•&**See: fr T *I N R /7QW County: Poe4e e. State:Ka4Operator:Ñ«Ê
Last MIT: ' / / Maximum Allowable Pressure: PSIG

Is thisa regularly scheduledtest? M Yes [ ] No
Initial testfor pennit? [ ] Yes þ<f No
Test after well rework? [ ] Yes þ<$ No
Wellinjectingduring test? [ ] Yes þ<QNo If Yes, rate: bpd

Pre-test casing/tubing annulus pressure: O psig

MIT DATA 'ÏABLE Test #1 Test #2 Test #3
TUBEG PRESSURE
InitialPressure /ff,p psig psig psig
End of test pressure j gg psig pg¡g pg¡g

CASMG/ TUBING ANNULUS PRESSURE
0 minutes jgg psig psig psig
5 minutes jg; psig psig psig
10 minutes So 9618 Psiß PS 8
15 minutes psig psig psig
20 minutes psig psig psig
25 minutes psig psig psig
30 minutes psig .

. psig psig
minutes psig psig psig
minutes psig psig psig

RESULT ( Pass [ ]Fail [ ] Pass i lFail ( ] Pass J ]Fail

Does the annulus pressure build back up after the test ? [ ] Yes þ<||No
MECHANICAL INTEGRITY PRESSURE TEST

Additionalcomments for mechanical integrity pressure test, such as volume of fluid added to annulus
and bled back at end of test, reason for failing test (casing head leak, tubing leak, other), etc.:

Signature of

Mechanical Integrity Test
- Casing or AnnulusPressure Mechanical Integrity Test

U.S. Environmental.Protection Agency
Underground injection Control Program

999 18* Street, Suite 500 Ðenver, CO 80202-2466

EPAWitness: Date: /- / 5 / 2o O
Test conductedby: a,·s

Others present:

Well Name: /Ñ,na,.....A F.A.»Ì Type: ER SWD Status: AC TA UC
Field:Ë,.wwd 4...&
Location: 'IÀ•&**See: fr T *I N R /7QW County: Poe4e e. State:Ka4Operator:Ñ«Ê
Last MIT: ' / / Maximum Allowable Pressure: PSIG

Is thisa regularly scheduledtest? M Yes [ ] No
Initial testfor pennit? [ ] Yes þ<f No
Test after well rework? [ ] Yes þ<$ No
Wellinjectingduring test? [ ] Yes þ<QNo If Yes, rate: bpd

Pre-test casing/tubing annulus pressure: O psig

MIT DATA 'ÏABLE Test #1 Test #2 Test #3
TUBEG PRESSURE
InitialPressure /ff,p psig psig psig
End of test pressure j gg psig pg¡g pg¡g

CASMG/ TUBING ANNULUS PRESSURE
0 minutes jgg psig psig psig
5 minutes jg; psig psig psig
10 minutes So 9618 Psiß PS 8
15 minutes psig psig psig
20 minutes psig psig psig
25 minutes psig psig psig
30 minutes psig .

. psig psig
minutes psig psig psig
minutes psig psig psig

RESULT ( Pass [ ]Fail [ ] Pass i lFail ( ] Pass J ]Fail

Does the annulus pressure build back up after the test ? [ ] Yes þ<||No
MECHANICAL INTEGRITY PRESSURE TEST

Additionalcomments for mechanical integrity pressure test, such as volume of fluid added to annulus
and bled back at end of test, reason for failing test (casing head leak, tubing leak, other), etc.:

Signature of
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RECEIVED: Feb. 09, 2012

 

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 

FORM 9
 

5.LEASE DESIGNATION AND SERIAL NUMBER:
 UTU-020252A 

SUNDRY NOTICES AND REPORTS ON WELLS

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION
FOR PERMIT TO DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
 

7.UNIT or CA AGREEMENT NAME:
 GMBU (GRRV) 

1. TYPE OF WELL
  Water Injection Well 

8. WELL NAME and NUMBER:
 MON FED 42-6 

2. NAME OF OPERATOR:
 NEWFIELD PRODUCTION COMPANY 

9. API NUMBER:
 43013313640000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 
 Rt 3 Box 3630 , Myton, UT, 84052 435 646-4825  Ext 

9. FIELD and POOL or WILDCAT:
 MONUMENT BUTTE 

4. LOCATION OF WELL
  FOOTAGES AT SURFACE:
     1806 FNL 0921 FEL 
  QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:
     Qtr/Qtr: SENE Section: 06 Township: 09.0S Range: 17.0E Meridian: S

COUNTY:
 DUCHESNE 

STATE:
 UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

 

    NOTICE OF INTENT
Approximate date work will start:

    SUBSEQUENT REPORT
Date of Work Completion:

2 /8 /2012

    SPUD REPORT
Date of Spud:

 

    DRILLING REPORT
Report Date:

 

     ACIDIZE       ALTER CASING       CASING REPAIR  

     CHANGE TO PREVIOUS PLANS       CHANGE TUBING       CHANGE WELL NAME  

     CHANGE WELL STATUS       COMMINGLE PRODUCING FORMATIONS       CONVERT WELL TYPE   

     DEEPEN       FRACTURE TREAT       NEW CONSTRUCTION  

     OPERATOR CHANGE       PLUG AND ABANDON       PLUG BACK  

     PRODUCTION START OR RESUME       RECLAMATION OF WELL SITE       RECOMPLETE DIFFERENT FORMATION  

     REPERFORATE CURRENT FORMATION       SIDETRACK TO REPAIR WELL       TEMPORARY ABANDON  

     TUBING REPAIR       VENT OR FLARE        WATER DISPOSAL  

     WATER SHUTOFF       SI TA STATUS EXTENSION       APD EXTENSION  

     WILDCAT WELL DETERMINATION       OTHER  OTHER: 

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

 The above subject well had workover procedures performed (tubing
leak), attached is a daily status report. On 02/01/2012 Nathan Wiser
with the EPA was contacted concerning the MIT on the above listed
well. On 02/08/2012 the csg was pressured up to 1290 psig and

charted for 30 minute with no pressure loss. The well was not injecting
during the test. The tbg pressure was 975 psig during the test. There

was not an EPA representative available to witness the test. EPA
#UT20642-03737

NAME (PLEASE PRINT) PHONE NUMBER 
 Lucy Chavez-Naupoto 435 646-4874

TITLE
 Water Services Technician

SIGNATURE
 N/A

DATE
 2 /9 /2012

February 16, 2012

Sundry Number: 22992 API Well Number: 43013313640000Sundry Number: 22992 API Well Number: 43013313640000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-020252A

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. GMBU (GRRV)

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Water Injection Well MON FED 42-6

2. NAME OF OPERATOR: 9. API NUMBER:
NEWFIELD PRODUCTION COMPANY 43013313640000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
Rt 3 Box 3630 , Myton, UT, 84052 435 646-4825 Ext MONUMENT BUTTE

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: DUCHESNE

1806 FNL 0921 FEL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: SENE Section: 06 Township: 09.0S Range: 17.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

2/8/2012
OPERATORCHANGE PLUGANDABANDON PLUGBACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

/ TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

WILDCATWELLDETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

The above subject well had workover procedures performed (tubing Accepted by the
leak), attached is a daily status report. On 02/01/2012 Nathan Wiser Utah Division of
with the EPA was contacted concerning the MIT on the above listed Oil, Gas and Mining

well. On 02/08/2012 the csg was pressured up to 1290 psig and FOR RECORD ONLY
charted for 30 minute with no pressure loss. The well was not injecting February 16, 2012
during the test. The tbg pressure was 975 psig during the test. There

was not an EPA representative available to witness the test. EPA
#UT20642-03737

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Lucy Chavez-Naupoto 435 646-4874 Water Services Technician

SIGNATURE DATE
N/A 2/9/2012

RECEIVED: Feb. 09,

Sundry Number: 22992 API Well Number: 43013313640000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-020252A

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. GMBU (GRRV)

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Water Injection Well MON FED 42-6

2. NAME OF OPERATOR: 9. API NUMBER:
NEWFIELD PRODUCTION COMPANY 43013313640000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
Rt 3 Box 3630 , Myton, UT, 84052 435 646-4825 Ext MONUMENT BUTTE

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: DUCHESNE

1806 FNL 0921 FEL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: SENE Section: 06 Township: 09.0S Range: 17.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

2/8/2012
OPERATORCHANGE PLUGANDABANDON PLUGBACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

/ TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

WILDCATWELLDETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

The above subject well had workover procedures performed (tubing Accepted by the
leak), attached is a daily status report. On 02/01/2012 Nathan Wiser Utah Division of
with the EPA was contacted concerning the MIT on the above listed Oil, Gas and Mining

well. On 02/08/2012 the csg was pressured up to 1290 psig and FOR RECORD ONLY
charted for 30 minute with no pressure loss. The well was not injecting February 16, 2012
during the test. The tbg pressure was 975 psig during the test. There

was not an EPA representative available to witness the test. EPA
#UT20642-03737

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Lucy Chavez-Naupoto 435 646-4874 Water Services Technician

SIGNATURE DATE
N/A 2/9/2012

RECEIVED: Feb. 09,



RECEIVED: Feb. 09, 2012

Sundry Number: 22992 API Well Number: 43013313640000Sundry Number: 22992 API Well Number: 43013313640000

Mechanical Integrity Test
Casing or Annulus Pressure MechanicalIntegrity Test

U.S. Environmental Protection Agency
Underground Injection Control Program

999 18* Street, Suite 500 Denver, CO 80202.2466

EPA Witness: Date: 2 / 6 / \Â
Test conducted by: CC¢ o wc>n

.

Others present: ..

Well Name:Ann & Fe Ar 42 i 9 17 Type: ER SWD Status: ÃC TA UC

Field:AAnomemL (ho Ÿc
Location: $1 /A} E Sec: C T 9 '> N / S R I ] Ô/ W County: Out « c. State:_Q_Ñ
Operator: i<e À%oken
Last MIT: / / Maximum Allowable Pressure· PSIG

Is thisa regularly scheduledtest? [ ] Yes [ o

Initialtest for permit? ( ] Yes [gNo

Test after well rework? [R Yes { ] No
Well injecting during test? [ ] Yes [.--†No If Yes, rate: bpd

Pre-test casing/tubing annulus pressure: psig

MIT DATA TABLE Test #1 Test #2 Test #3

TUBING PRESSURE
psig

End of test pressure psig psig Psig

CASING/ TUBING ANNULUS PRESSURE
psig

5 minutes psig psig .
psig

10 minutes .

psig. psig Psig

15 minutes psig psig Psig

20 minutes O 96 8 P318

25 minutes psig psig Psig
,

30 minutes psig psig Psig i

minutes psig psig Psig

minutes psig psig- Psig

Does the annulus pressure build back up after the test ? [ ] Yes [ o

MECHANICAL INTEGRITY PRESSURE TEST

Additional comments for mechanical integrity pressure test, such as volume of fluid added to annulus

and bled back at end of test, reason for failing test (casing head leak, tubing leak, other), etc.:

Signature of

Sundry Number: 22992 API Well Number: 43013313640000

Mechanical Integrity Test
Casing or Annulus Pressure MechanicalIntegrity Test

U.S. Environmental Protection Agency
Underground Injection Control Program

999 18* Street, Suite 500 Denver, CO 80202.2466

EPA Witness: Date: 2 / 6 / \Â
Test conducted by: CC¢ o wc>n

.

Others present: ..

Well Name:Ann & Fe Ar 42 i 9 17 Type: ER SWD Status: ÃC TA UC

Field:AAnomemL (ho Ÿc
Location: $1 /A} E Sec: C T 9 '> N / S R I ] Ô/ W County: Out « c. State:_Q_Ñ
Operator: i<e À%oken
Last MIT: / / Maximum Allowable Pressure· PSIG

Is thisa regularly scheduledtest? [ ] Yes [ o

Initialtest for permit? ( ] Yes [gNo

Test after well rework? [R Yes { ] No
Well injecting during test? [ ] Yes [.--†No If Yes, rate: bpd

Pre-test casing/tubing annulus pressure: psig

MIT DATA TABLE Test #1 Test #2 Test #3

TUBING PRESSURE
psig

End of test pressure psig psig Psig

CASING/ TUBING ANNULUS PRESSURE
psig

5 minutes psig psig .
psig

10 minutes .

psig. psig Psig

15 minutes psig psig Psig

20 minutes O 96 8 P318

25 minutes psig psig Psig
,

30 minutes psig psig Psig i

minutes psig psig Psig

minutes psig psig- Psig

Does the annulus pressure build back up after the test ? [ ] Yes [ o

MECHANICAL INTEGRITY PRESSURE TEST

Additional comments for mechanical integrity pressure test, such as volume of fluid added to annulus

and bled back at end of test, reason for failing test (casing head leak, tubing leak, other), etc.:

Signature of



RECEIVED: Feb. 09, 2012

Sundry Number: 22992 API Well Number: 43013313640000Sundry Num
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RECEIVED: Feb. 09, 2012

Sundry Number: 22992 API Well Number: 43013313640000Sundry Number: 22992 API Well Number: 43013313640000

Spud Date: 10/13/92
Put on Production: 11/24/92 Mon Federal 42-6-9-17
Put on Injection: 6/22/01 Initial Production: 1 STBOPD,
GL: 5308' KB: 5318' Injection Wellbore TSTM MCFD, 1 STBWPD

Diagram
SURFACE CASING FRAC JOB

CSG SIZE: 8 5/8" /1-55 / 24 lbs. 4757'-5068'

LENGTH: 249' Dowell Frac w/51,670 lbs. sand & 543 bb1sgel.
DEPTH LANDED: 259'KB Ave. 35 BPM @3300psig. Screen out after 8ppg sand

HOLE SIZE: 12 1/4" on perfs. ISIP @4289psig, 5 min @1661psig,

CEMENT DATA: 150 sx 75% Class -G & 25% Litpoz 10 min @942psig, 15 min @640psig.

ACID JOBS

Breakdown w/Dowell
5065'-5068' Spot 250 gal, 15% HCl acid,
BD @1930, Avg. 3.8 STBPM @2250psig, ISIP @1450psig.
4907'-4927' Spot 250 gal 15% HCI acid, BD @1570,
Dropped Balls, 3.7 STBPM @2010psig, ISIP @130psig
4757'-4760' Spot 250 gal. 15%HCI acid, BD @3140,
4.0 STBPM @1640psig, ISIP @830psig.

PRODUCTION CASING 5064'-5070'Breakdownw/Western9-14-93,

500 gals 15% HCI acid w/24 ball sealers.
CSG SIZE:5 1/2" / J-55 / 15.5# 4906'- 4928' Breakdown w/ Western 9-14-93,
LENGTH: 5816' 1000 gals 15% HCI acid w/96 ball sealers.

DEPTH LANDED 5799'KB Cement Top@ 990 . .
4756'- 4760' Breakdown w/ Western 9-14-93,

HOLE SIZE: 7 7/84, 500 gals 15% HCl acid w/24 ball sealers.

CEMENT DATA: 217 sx hifil & 447 sx Class -G 4253'-4300' - Spot 3.2 bb1sHCL across perfs, wait 30 min.
CEMENT TOP AT: 990'KB from CBL Break 4297'-4300' @2200 psi, inj. rate of 1.2 BPM @1550 psi.

Break 4272'-4280'@ inj. rate of 1.2 BPM @1450 psi.
Break 4253'-4260' @2050 psi, inj. rate of 1.2 BPM @1350 psi.

6/27/06 5 Year MIT completed and submitted.
2/1/12 Tubing leak: updated tubing detail

INJECTION EOUIPMENT & SIZE

SIZE/GRADE/WT.: 2-7/8" / J-55 / 6.5#

NO. OF JOINTS: 133 jts (4173.7')

3 SEATING NIPPLE: 2-7/8" (1.10')

SN LANDED AT: 4183.6' KB

CE @:4188.02'

TOTAL STRING LENGTH: EOT @4192.00=
Packer @4188'

4253'-60' GB-4 sds
PERFORATION RECORD

11/14/92 4757',4760' l SPF (2 Holes)
4272'-80' GB-4 sds 11/14/92 4907',4911',4915' (3 Holes)

11/14/92 4919',4923',4927' (3 Holes)
11/14/92 5065', 5068' (2 Holes)

4297'-4300' GB-6 sds
9-13-93 4756'- 4760', 4906'- 4928' w/2 SPF
9-13-93 5064'- 5070' 2 SPF

6/21/01 4253'-4260' 4 SPF (28 holes)
9-13-93 4272'-4280' 4 SPF (32 holes)

4757', 60' D sds 9-13-93 4297'-4300' 4 SPF (12 holes)

4907', l l', 15' E sds

4919', 23', 27' E sds

5065', 68' E sds

SN@4l84'
NEWFIELD

EOT@4192'

PBTD @5783'

Mon Federal 42-6-9-17 TD @5800'

1806 FNL & 921 FEL
SENE Section 6-T9S-Rl7E

Duchesne Co, Utah
API #43-013-31364; Lease #U-020252-A HC

Sundry Number: 22992 API Well Number: 43013313640000

Spud Date: 10/13/92
Put on Production: 11/24/92 Mon Federal 42-6-9-17
Put on Injection: 6/22/01 Initial Production: 1 STBOPD,
GL: 5308' KB: 5318' Injection Wellbore TSTM MCFD, 1 STBWPD

Diagram
SURFACE CASING FRAC JOB

CSG SIZE: 8 5/8" /1-55 / 24 lbs. 4757'-5068'

LENGTH: 249' Dowell Frac w/51,670 lbs. sand & 543 bb1sgel.
DEPTH LANDED: 259'KB Ave. 35 BPM @3300psig. Screen out after 8ppg sand

HOLE SIZE: 12 1/4" on perfs. ISIP @4289psig, 5 min @1661psig,

CEMENT DATA: 150 sx 75% Class -G & 25% Litpoz 10 min @942psig, 15 min @640psig.

ACID JOBS

Breakdown w/Dowell
5065'-5068' Spot 250 gal, 15% HCl acid,
BD @1930, Avg. 3.8 STBPM @2250psig, ISIP @1450psig.
4907'-4927' Spot 250 gal 15% HCI acid, BD @1570,
Dropped Balls, 3.7 STBPM @2010psig, ISIP @130psig
4757'-4760' Spot 250 gal. 15%HCI acid, BD @3140,
4.0 STBPM @1640psig, ISIP @830psig.

PRODUCTION CASING 5064'-5070'Breakdownw/Western9-14-93,

500 gals 15% HCI acid w/24 ball sealers.
CSG SIZE:5 1/2" / J-55 / 15.5# 4906'- 4928' Breakdown w/ Western 9-14-93,
LENGTH: 5816' 1000 gals 15% HCI acid w/96 ball sealers.

DEPTH LANDED 5799'KB Cement Top@ 990 . .
4756'- 4760' Breakdown w/ Western 9-14-93,

HOLE SIZE: 7 7/84, 500 gals 15% HCl acid w/24 ball sealers.

CEMENT DATA: 217 sx hifil & 447 sx Class -G 4253'-4300' - Spot 3.2 bb1sHCL across perfs, wait 30 min.
CEMENT TOP AT: 990'KB from CBL Break 4297'-4300' @2200 psi, inj. rate of 1.2 BPM @1550 psi.

Break 4272'-4280'@ inj. rate of 1.2 BPM @1450 psi.
Break 4253'-4260' @2050 psi, inj. rate of 1.2 BPM @1350 psi.

6/27/06 5 Year MIT completed and submitted.
2/1/12 Tubing leak: updated tubing detail

INJECTION EOUIPMENT & SIZE

SIZE/GRADE/WT.: 2-7/8" / J-55 / 6.5#

NO. OF JOINTS: 133 jts (4173.7')

3 SEATING NIPPLE: 2-7/8" (1.10')

SN LANDED AT: 4183.6' KB

CE @:4188.02'

TOTAL STRING LENGTH: EOT @4192.00=
Packer @4188'

4253'-60' GB-4 sds
PERFORATION RECORD

11/14/92 4757',4760' l SPF (2 Holes)
4272'-80' GB-4 sds 11/14/92 4907',4911',4915' (3 Holes)

11/14/92 4919',4923',4927' (3 Holes)
11/14/92 5065', 5068' (2 Holes)

4297'-4300' GB-6 sds
9-13-93 4756'- 4760', 4906'- 4928' w/2 SPF
9-13-93 5064'- 5070' 2 SPF

6/21/01 4253'-4260' 4 SPF (28 holes)
9-13-93 4272'-4280' 4 SPF (32 holes)

4757', 60' D sds 9-13-93 4297'-4300' 4 SPF (12 holes)

4907', l l', 15' E sds

4919', 23', 27' E sds

5065', 68' E sds

SN@4l84'
NEWFIELD

EOT@4192'

PBTD @5783'

Mon Federal 42-6-9-17 TD @5800'

1806 FNL & 921 FEL
SENE Section 6-T9S-Rl7E

Duchesne Co, Utah
API #43-013-31364; Lease #U-020252-A HC



RECEIVED: Feb. 09, 2012

Sundry Number: 22992 API Well Number: 43013313640000Sundry Number: 22992 API Well Number: 43013313640000
Summary Rig Activity Page 1 of 3

Daily Activity Report

Format For Sundry

MON 42-6-9-17
11/1/2011To3/29/2012

11/29/2011 Day: 1 Tubing Leak

WWS #5 on 11/29/2011 - Attempt to bleed off well. H2S reading too high to work on well. -

MIRU WWS #5. Tbg. @ 1100 psi. Flowback well. Recorded h2s readings @ 30 ppm to 125
ppm. RU hotoiler to tbg. Pump 40 bbls biocide treated water down tbg. @ 1750 psi. Attempt
to bleed off well. Flowed back biocide water. H2s reading returned @ 125 ppm. Turned well
over to hotoiler to bullhead biocide water into formation. - MIRU WWS #5. Tbg. @ 1100 psi.
Flowback well. Recorded h2s readings @ 30 ppm to 125 ppm. RU hotoiler to tbg. Pump 40
bbls biocide treated water down tbg. @ 1750 psi. Attempt to bleed off well. Flowed back
biocide water. H2s reading returned @ 125 ppm. Turned well over to hotoiler to bullhead
biocide water into formation.
Daily Cost: $0
Cumulative Cost: $8,375

11/30/2011 Day: 2 Tubing Leak

WWS #5 on 11/30/2011 - Rig down. - Bullheaded 150 bbls biocide treated water into
formation. Attempt to bleed off well. Recorded 125 ppm H2S readings. Decision was made to
shut well in and rig down WWS #5. SWIFN. - Bullheaded 150 bbis biocide treated water into
formation. Attempt to bleed off well. Recorded 125 ppm H2S readings. Decision was made to
shut well in and rig down WWS #5. SWIFN.
Daily Cost: $0
Cumulative Cost: $11,075

1/27/2012 Day: 3 Tubing Leak

WWS #3 on 1/27/2012 - Hold safety meeting w/ total safety. MIRU WWS #3. Bleed off well.
ND WH, Release PKR. NU BOP. Circulate well w/ bio-cide treated wtr. Try test tbg. Fish SV.
TOH w/ 76 jts of tbg. - Hold safety meeting with Total safety. MIRU WWS #3. Bleed off well.
ND WH. Release PKR. NU BOP. Hot oiler circulated well w/ 50 bbls of boi-cide wtr. Drop SV
and pump 30 bbls of boi-cide wtr. Water foamed up and would not pressure test. RU sandline
and fish SV. TOH w/ 76 jts of tbg. Shut in well 3 times for H2S readings. - Hold safety
meeting with Total safety. MIRU WWS #3. Bleed off well. ND WH. Release PKR. NU BOP. Hot
oiler circulated well w/ 50 bbls of boi-cide wtr. Drop SV and pump 30 bbis of boi-cide wtr.
Water foamed up and would not pressure test. RU sandline and fish SV. TOH w/ 76 jts of tbg.
Shut in well 3 times for H2S readings. Finalized
Daily Cost: $0
Cumulative Cost: $33,727

1/28/2012 Day: 4 Tubing Leak

WWS #3 on 1/28/2012 - TOH w/ pkr, TIH w/ bit & scraper. PU tbg to get below perfs.
Circulate well w/ bio-cide water. LD extra tbg. Try to pressure test tbg. No test. - Safety
meeting and Newfield Orientation. RU hot oiler and pump 60 bbls of fresh wtr w/ bio-cide
down tbg. Continue TOH w/ tbg. LD pkr. PU & RIH w/ RBS 5 1/2" scraper & 135 jts of tbg. PU
32 jts of tbg. EOT @ 5100'. Circulate well w/ w/ bio-cide wtr. LD 32 jts of tbg. EOT @ 4163'.
Drop SV and try to pressure test. Would not pressure test. SIWFN. Shut down 1 time today

http://www.inewfld.com/denver/SumActRpt.asp?RC=153091&API=4301331364&MinDate...

Sundry Number: 22992 API Well Number: 43013313640000
Summary Rig Activity Page 1 of 3

Daily Activity Report

Format For Sundry

MON 42-6-9-17
11/1/2011To3/29/2012

11/29/2011 Day: 1 Tubing Leak

WWS #5 on 11/29/2011 - Attempt to bleed off well. H2S reading too high to work on well. -

MIRU WWS #5. Tbg. @ 1100 psi. Flowback well. Recorded h2s readings @ 30 ppm to 125
ppm. RU hotoiler to tbg. Pump 40 bbls biocide treated water down tbg. @ 1750 psi. Attempt
to bleed off well. Flowed back biocide water. H2s reading returned @ 125 ppm. Turned well
over to hotoiler to bullhead biocide water into formation. - MIRU WWS #5. Tbg. @ 1100 psi.
Flowback well. Recorded h2s readings @ 30 ppm to 125 ppm. RU hotoiler to tbg. Pump 40
bbls biocide treated water down tbg. @ 1750 psi. Attempt to bleed off well. Flowed back
biocide water. H2s reading returned @ 125 ppm. Turned well over to hotoiler to bullhead
biocide water into formation.
Daily Cost: $0
Cumulative Cost: $8,375

11/30/2011 Day: 2 Tubing Leak

WWS #5 on 11/30/2011 - Rig down. - Bullheaded 150 bbls biocide treated water into
formation. Attempt to bleed off well. Recorded 125 ppm H2S readings. Decision was made to
shut well in and rig down WWS #5. SWIFN. - Bullheaded 150 bbis biocide treated water into
formation. Attempt to bleed off well. Recorded 125 ppm H2S readings. Decision was made to
shut well in and rig down WWS #5. SWIFN.
Daily Cost: $0
Cumulative Cost: $11,075

1/27/2012 Day: 3 Tubing Leak

WWS #3 on 1/27/2012 - Hold safety meeting w/ total safety. MIRU WWS #3. Bleed off well.
ND WH, Release PKR. NU BOP. Circulate well w/ bio-cide treated wtr. Try test tbg. Fish SV.
TOH w/ 76 jts of tbg. - Hold safety meeting with Total safety. MIRU WWS #3. Bleed off well.
ND WH. Release PKR. NU BOP. Hot oiler circulated well w/ 50 bbls of boi-cide wtr. Drop SV
and pump 30 bbls of boi-cide wtr. Water foamed up and would not pressure test. RU sandline
and fish SV. TOH w/ 76 jts of tbg. Shut in well 3 times for H2S readings. - Hold safety
meeting with Total safety. MIRU WWS #3. Bleed off well. ND WH. Release PKR. NU BOP. Hot
oiler circulated well w/ 50 bbls of boi-cide wtr. Drop SV and pump 30 bbis of boi-cide wtr.
Water foamed up and would not pressure test. RU sandline and fish SV. TOH w/ 76 jts of tbg.
Shut in well 3 times for H2S readings. Finalized
Daily Cost: $0
Cumulative Cost: $33,727

1/28/2012 Day: 4 Tubing Leak

WWS #3 on 1/28/2012 - TOH w/ pkr, TIH w/ bit & scraper. PU tbg to get below perfs.
Circulate well w/ bio-cide water. LD extra tbg. Try to pressure test tbg. No test. - Safety
meeting and Newfield Orientation. RU hot oiler and pump 60 bbls of fresh wtr w/ bio-cide
down tbg. Continue TOH w/ tbg. LD pkr. PU & RIH w/ RBS 5 1/2" scraper & 135 jts of tbg. PU
32 jts of tbg. EOT @ 5100'. Circulate well w/ w/ bio-cide wtr. LD 32 jts of tbg. EOT @ 4163'.
Drop SV and try to pressure test. Would not pressure test. SIWFN. Shut down 1 time today

http://www.inewfld.com/denver/SumActRpt.asp?RC=153091&API=4301331364&MinDate...



RECEIVED: Feb. 09, 2012

Sundry Number: 22992 API Well Number: 43013313640000Sundry Number: 22992 API Well Number: 43013313640000
Summary Rig Activity Page 2 of 3

due to H2S readings. Found scale and rust corrision in tbg. - Safety meeting and Newfield
Orientation. RU hot oiler and pump 60 bbis of fresh wtr w/ bio-cide down tbg. Continue TOH
w/ tbg. LD pkr. PU & RIH w/ RBS 5 1/2" scraper & 135 jts of tbg. PU 32 jts of tbg. EOT @
5100'. Circulate well w/ w/ bio-cide wtr. LD 32 jts of tbg. EOT @ 4163'. Drop SV and try to
pressure test. Would not pressure test. SIWFN. Shut down 1 time today due to H2S readings.
Found scale and rust corrision in tbg.
Daily Cost: $0
Cumulative Cost: $46,317

1/30/2012 Day: 5 Tubing Leak

WWS #3 on 1/30/2012 - LD tbg & bit, scraper. PU & RIH w/ pkr and 2 7/8 blue band tbg
breaking and redoping. 30 jts in. - Hot oiler thawed out WH. Fish SV. Drop new SV. No test.
Fish SV. LD tbg & bit & scraper. PU & RIH w/ AS-1 pkr, SN. RIH w/ 2 7/8" blue band tbg
breaking and redoping every connection. 30 jts in hole (Crimped 8 jts while trying to break
collars lose). Left well flowing. - Hot oller thawed out WH. Fish SV. Drop new SV. No test. Fish
SV. LD tbg & bit & scraper. PU & RIH w/ AS-1 pkr, SN. RIH w/ 2 7/8" blue band tbg breaking
and redoping every connection. 30 jts in hole (Crimped 8 jts while trying to break collars
lose). Left well flowing. Finalized
Daily Cost: $0
Cumulative Cost: $57,667

1/31/2012 Day: 6 Tubing Leak

WWS #3 on 1/31/2012 - Continue TIH w/ tbg breaking, redoping and pressure testing. - Thaw
out WH. Flush tbg w/ 10 BW. Continue PU & RIH w/ tbg breaking & redoping every
connection. Drop SV. Try to pressure test, No test. TOH w/ tbg found a couple of crimped jts
of blue band tbg. Continue TIH w/ tbg breaking, Redoping and pressure testing. Total of 133
jts of tbg in hole. Pressure test to 3000 psi. Check pressure in AM. - Thaw out WH. Flush tbg
w/ 10 BW. Continue PU & RIH w/ tbg breaking & redoping every connection. Drop SV. Try to
pressure test, No test. TOH w/ tbg found a couple of crimped jts of blue band tbg. Continue
TIH w/ tbg breaking, Redoping and pressure testing. Total of 133 jts of tbg in hole. Pressure
test to 3000 psi. Check pressure in AM. Finalized
Daily Cost: $0
Cumulative Cost: $65,564

2/1/2012 Day: 7 Tubing Leak

WWS #3 on 2/1/2012 - Pressure test tbg. Fish SV. Pump pkr fluid. ND BOP. Set & land.
Pressure test annulus. RDMOSU. - Hot oiler thawed out WH. Pressure test tbg to 3000 psi.
Fish SV. ND BOP. Land tbg on flange. Mix 15 gals Multi-Chem C-6031 & 5 gals B-8850 in 70
bbls fresh water. Pump dn annulus @ 90°F. PU on tbg & set pkr W/ SN @ 4186', CE @ 4189'
& EOT @ 4194'. Land tbg W/ 15,000# tension. NU wellhead. Pressure test annulus & pkr to
1500 psi. RDMOSU. READY FOR MIT. - Hot oiler thawed out WH. Pressure test tbg to 3000 psi.
Fish SV. ND BOP. Land tbg on flange. Mix 15 gals Multi-Chem C-6031 & 5 gals B-8850 in 70
bbis fresh water. Pump dn annulus @ 90°F. PU on tbg & set pkr W/ SN @ 4186', CE @ 4189'
& EOT @ 4194'. Land tbg W/ 15,000# tension. NU wellhead. Pressure test annulus & pkr to
1500 psi. RDMOSU. READY FOR MIT. Finalized
Daily Cost: $0
Cumulative Cost: $83,921

2/9/2012 Day: 8 Tubing Leak

http://www.inewfld.com/denver/SumActRpt.asp?RC=153091&API=4301331364&MinDate...

Sundry Number: 22992 API Well Number: 43013313640000
Summary Rig Activity Page 2 of 3

due to H2S readings. Found scale and rust corrision in tbg. - Safety meeting and Newfield
Orientation. RU hot oiler and pump 60 bbis of fresh wtr w/ bio-cide down tbg. Continue TOH
w/ tbg. LD pkr. PU & RIH w/ RBS 5 1/2" scraper & 135 jts of tbg. PU 32 jts of tbg. EOT @
5100'. Circulate well w/ w/ bio-cide wtr. LD 32 jts of tbg. EOT @ 4163'. Drop SV and try to
pressure test. Would not pressure test. SIWFN. Shut down 1 time today due to H2S readings.
Found scale and rust corrision in tbg.
Daily Cost: $0
Cumulative Cost: $46,317

1/30/2012 Day: 5 Tubing Leak

WWS #3 on 1/30/2012 - LD tbg & bit, scraper. PU & RIH w/ pkr and 2 7/8 blue band tbg
breaking and redoping. 30 jts in. - Hot oiler thawed out WH. Fish SV. Drop new SV. No test.
Fish SV. LD tbg & bit & scraper. PU & RIH w/ AS-1 pkr, SN. RIH w/ 2 7/8" blue band tbg
breaking and redoping every connection. 30 jts in hole (Crimped 8 jts while trying to break
collars lose). Left well flowing. - Hot oller thawed out WH. Fish SV. Drop new SV. No test. Fish
SV. LD tbg & bit & scraper. PU & RIH w/ AS-1 pkr, SN. RIH w/ 2 7/8" blue band tbg breaking
and redoping every connection. 30 jts in hole (Crimped 8 jts while trying to break collars
lose). Left well flowing. Finalized
Daily Cost: $0
Cumulative Cost: $57,667

1/31/2012 Day: 6 Tubing Leak

WWS #3 on 1/31/2012 - Continue TIH w/ tbg breaking, redoping and pressure testing. - Thaw
out WH. Flush tbg w/ 10 BW. Continue PU & RIH w/ tbg breaking & redoping every
connection. Drop SV. Try to pressure test, No test. TOH w/ tbg found a couple of crimped jts
of blue band tbg. Continue TIH w/ tbg breaking, Redoping and pressure testing. Total of 133
jts of tbg in hole. Pressure test to 3000 psi. Check pressure in AM. - Thaw out WH. Flush tbg
w/ 10 BW. Continue PU & RIH w/ tbg breaking & redoping every connection. Drop SV. Try to
pressure test, No test. TOH w/ tbg found a couple of crimped jts of blue band tbg. Continue
TIH w/ tbg breaking, Redoping and pressure testing. Total of 133 jts of tbg in hole. Pressure
test to 3000 psi. Check pressure in AM. Finalized
Daily Cost: $0
Cumulative Cost: $65,564

2/1/2012 Day: 7 Tubing Leak

WWS #3 on 2/1/2012 - Pressure test tbg. Fish SV. Pump pkr fluid. ND BOP. Set & land.
Pressure test annulus. RDMOSU. - Hot oiler thawed out WH. Pressure test tbg to 3000 psi.
Fish SV. ND BOP. Land tbg on flange. Mix 15 gals Multi-Chem C-6031 & 5 gals B-8850 in 70
bbls fresh water. Pump dn annulus @ 90°F. PU on tbg & set pkr W/ SN @ 4186', CE @ 4189'
& EOT @ 4194'. Land tbg W/ 15,000# tension. NU wellhead. Pressure test annulus & pkr to
1500 psi. RDMOSU. READY FOR MIT. - Hot oiler thawed out WH. Pressure test tbg to 3000 psi.
Fish SV. ND BOP. Land tbg on flange. Mix 15 gals Multi-Chem C-6031 & 5 gals B-8850 in 70
bbis fresh water. Pump dn annulus @ 90°F. PU on tbg & set pkr W/ SN @ 4186', CE @ 4189'
& EOT @ 4194'. Land tbg W/ 15,000# tension. NU wellhead. Pressure test annulus & pkr to
1500 psi. RDMOSU. READY FOR MIT. Finalized
Daily Cost: $0
Cumulative Cost: $83,921

2/9/2012 Day: 8 Tubing Leak

http://www.inewfld.com/denver/SumActRpt.asp?RC=153091&API=4301331364&MinDate...



RECEIVED: Feb. 09, 2012

Sundry Number: 22992 API Well Number: 43013313640000Sundry Number: 22992 API Well Number: 43013313640000
Summary Rig Activity Page 3 of 3

Rigless on 2/9/2012 - Conduct MIT - On 02/01/2012 Nathan Wiser with the EPA was
contacted concerning the workover MIT on the above listed well. On 02/08/2012 the casing
was pressured up to 1290 psig and charted for 30 minutes with no pressure loss. The well was
not injecting during the test. The tubing pressure was 975 psig during the test. There was not
an EPA representative available to witness the test. EPA# UT20642-03737 - On 02/01/2012
Nathan Wiser with the EPA was contacted concerning the workover MIT on the above listed
well. On 02/08/2012 the casing was pressured up to 1290 psig and charted for 30 minutes
with no pressure loss. The well was not injecting during the test. The tubing pressure was 975
psig during the test. There was not an EPA representative available to witness the test. EPA#
UT20642-03737 Finalized
Daily Cost: $0
Cumulative Cost: $84,821

Pertinent Files: Go to File List

http://www.inewfld.com/denver/SumActRpt.asp?RC=153091&API=4301331364&MinDate...

Sundry Number: 22992 API Well Number: 43013313640000
Summary Rig Activity Page 3 of 3

Rigless on 2/9/2012 - Conduct MIT - On 02/01/2012 Nathan Wiser with the EPA was
contacted concerning the workover MIT on the above listed well. On 02/08/2012 the casing
was pressured up to 1290 psig and charted for 30 minutes with no pressure loss. The well was
not injecting during the test. The tubing pressure was 975 psig during the test. There was not
an EPA representative available to witness the test. EPA# UT20642-03737 - On 02/01/2012
Nathan Wiser with the EPA was contacted concerning the workover MIT on the above listed
well. On 02/08/2012 the casing was pressured up to 1290 psig and charted for 30 minutes
with no pressure loss. The well was not injecting during the test. The tubing pressure was 975
psig during the test. There was not an EPA representative available to witness the test. EPA#
UT20642-03737 Finalized
Daily Cost: $0
Cumulative Cost: $84,821

Pertinent Files: Go to File List

http://www.inewfld.com/denver/SumActRpt.asp?RC=153091&API=4301331364&MinDate...



¢*°6 4% UNITED STATES ENVIRONMENTAL PROTECTION AGENCY
REGION 8

1595 Wynkoop Street
DENVER, CO 80202-1129

Phone 800-227-8917
http://www.epa.gov/regionOS

FEB1 6 2012 ¶ RECENED
Ref: 8ENF-UFO FEB2 i 2012

CERTIFIED MAIL 7009-3410-0000-2599-1530 DN.0F01, GAS&MINING

RETURN RECEIPT REQUESTED

Mr. JD Horrocks
Newfield Exploration Company
Route 3, Box 3630
Myton, UT 84052

Re: Underground Injection Control (UIC)
Permission to Resume Injection

Acceptedby the Monument Federal 42-6-9-17 Well
Utah Division of EPA ID# UT20642-03737

Oil, Gasand Mining API # 43-013-31364
Jonah Oil Field

FOR RECORD ONLY Duchesne County, UT

Dear Mr. Horrocks:

On February 14, 2012, the Environmental Protection Agency (EPA) received information from Newfield
Exploration Companýon the above referenced well concerning the workövertolddress a tubing leak
and the followup mechanical integrity test (MIT) conducted on February 8, 2012: The data submitted
shows that the well passed the required MIT. Therefore, pursuant to Title 40 of the Code of Federal
Regulations Section 144.51(q)(2) (40 C.F.R. §144.51(q)(2)),permission to resume injection is granted.
Under continuous service, the next MIT will be due on or before February 8, 2017.

Pursuant to 40 C.F.R. §144.52(a)(6),if the well is not used for a period of at least two (2) years
("temporary abandonment"), it shall be plugged and abandoned unless EPA is notified and procedures
are described to EPA ensuring the well will not endanger underground sources of drinking water ("non-

endangerment demonstration") during its continued temporary abandonment. A successful MIT is an
acceptable non-endangerment demonstration and would be necessary every two (2) years the well
continues in temporary abandonment.

Failure to comply with a UIC Permit, or the UIC regulations found at 40 C.F.R. Parts 144 through 148
bonstitute one or more violations of the Safe Drinking Water Act, 42 U.S.C. §300h.Such non-

compliance may subject you to formal enforcement by EPA aš códified at 40 C.F,R art

¢*°6 4% UNITED STATES ENVIRONMENTAL PROTECTION AGENCY
REGION 8

1595 Wynkoop Street
DENVER, CO 80202-1129

Phone 800-227-8917
http://www.epa.gov/regionOS

FEB1 6 2012 ¶ RECENED
Ref: 8ENF-UFO FEB2 i 2012
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Utah Division of EPA ID# UT20642-03737

Oil, Gasand Mining API # 43-013-31364
Jonah Oil Field

FOR RECORD ONLY Duchesne County, UT

Dear Mr. Horrocks:

On February 14, 2012, the Environmental Protection Agency (EPA) received information from Newfield
Exploration Companýon the above referenced well concerning the workövertolddress a tubing leak
and the followup mechanical integrity test (MIT) conducted on February 8, 2012: The data submitted
shows that the well passed the required MIT. Therefore, pursuant to Title 40 of the Code of Federal
Regulations Section 144.51(q)(2) (40 C.F.R. §144.51(q)(2)),permission to resume injection is granted.
Under continuous service, the next MIT will be due on or before February 8, 2017.

Pursuant to 40 C.F.R. §144.52(a)(6),if the well is not used for a period of at least two (2) years
("temporary abandonment"), it shall be plugged and abandoned unless EPA is notified and procedures
are described to EPA ensuring the well will not endanger underground sources of drinking water ("non-

endangerment demonstration") during its continued temporary abandonment. A successful MIT is an
acceptable non-endangerment demonstration and would be necessary every two (2) years the well
continues in temporary abandonment.

Failure to comply with a UIC Permit, or the UIC regulations found at 40 C.F.R. Parts 144 through 148
bonstitute one or more violations of the Safe Drinking Water Act, 42 U.S.C. §300h.Such non-

compliance may subject you to formal enforcement by EPA aš códified at 40 C.F,R art



If you have any questions concerning this letter, you may contact Sarah Roberts at
(303) 312-7056. Please direct all correspondence to the attention of Sarah Roberts at Mail Code
8ENF-UFO.

Sincerely,

Darcy O'Connor, Acting Director
UIC/FIFRA/OPA Technical Enforcement Programs

cc: Irene Cuch, Jr., Chairman Ronald Wopsock, Vice-Chairman
Uintah & Ouray Business Committee Uintah & Ouray Business Committee
P.O. Box 190 P.O. Box 190
Fort Duchesne, Utah 84026 Fort Duchesne, Utah 84026

Phillip Chimburas, Councilman Stewart Pike, Cou iŠl
Uintah & Ouray Business Committee Uintah & Ouray B si s e

P.O. Box.190 P.O. Box 190
Fort Duchesne, Utah 84026 Fort Duchesne30mic)84j) DDR 203

RicÌ1ardJenks, Councilman Frances Poowegup, Councilwoman
Uintah & Ouray Business Committee Uintah & Ouray Business Committee
P.O. Box 190 P.O. Box 190
Fort Duchesne, Utah 84026 Fort Duchesne, Utah 84026

Mike Natchees, Environmental Manuel Myore, Director of Energy,
Coordinator Minerals and Air Programs
Ute Indian Tribe P.O. Box 70
P.O. Box 460 Ute Indian Tribe
Fort Duchesne, Utah 84026 Fort Duchesne, Utah 84026

John Rogers
Utah Division of Oil, Gas and Mining
P.O. Box 145801
Salt Lake City, Utah 84114
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RECEIVED: May. 09, 2016

 

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 

FORM 9
 

5.LEASE DESIGNATION AND SERIAL NUMBER:
 UTU-020252A 

SUNDRY NOTICES AND REPORTS ON WELLS

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION
FOR PERMIT TO DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
 

7.UNIT or CA AGREEMENT NAME:
 GMBU (GRRV) 

1. TYPE OF WELL
  Water Injection Well 

8. WELL NAME and NUMBER:
 MON FED 42-6 

2. NAME OF OPERATOR:
 NEWFIELD PRODUCTION COMPANY 

9. API NUMBER:
 43013313640000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 
 Rt 3 Box 3630 , Myton, UT, 84052 435 646-4825  Ext 

9. FIELD and POOL or WILDCAT:
 MONUMENT BUTTE 

4. LOCATION OF WELL
  FOOTAGES AT SURFACE:
     1806 FNL 0921 FEL 
  QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:
     Qtr/Qtr: SENE Section: 06 Township: 09.0S Range: 17.0E Meridian: S

COUNTY:
 DUCHESNE 

STATE:
 UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

 

    NOTICE OF INTENT
Approximate date work will start:

    SUBSEQUENT REPORT
Date of Work Completion:

5 /5 /2016

    SPUD REPORT
Date of Spud:

 

    DRILLING REPORT
Report Date:

 

     ACIDIZE       ALTER CASING       CASING REPAIR  

     CHANGE TO PREVIOUS PLANS       CHANGE TUBING       CHANGE WELL NAME  

     CHANGE WELL STATUS       COMMINGLE PRODUCING FORMATIONS       CONVERT WELL TYPE   

     DEEPEN       FRACTURE TREAT       NEW CONSTRUCTION  

     OPERATOR CHANGE       PLUG AND ABANDON       PLUG BACK  

     PRODUCTION START OR RESUME       RECLAMATION OF WELL SITE       RECOMPLETE DIFFERENT FORMATION  

     REPERFORATE CURRENT FORMATION       SIDETRACK TO REPAIR WELL       TEMPORARY ABANDON  

     TUBING REPAIR       VENT OR FLARE        WATER DISPOSAL  

     WATER SHUTOFF       SI TA STATUS EXTENSION       APD EXTENSION  

     WILDCAT WELL DETERMINATION       OTHER  OTHER:  5 YEAR MIT

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

 5 YR MIT performed on the above listed well. On 05/05/2016 the
casing was pressured up to 1529 psig and charted for 30 minutes with

no pressure loss. The well was not injecting during the test. The tbg
pressure was 1185 psig during the test. There was not an EPA

representative available to witness the test. EPA #UT22197-03737

NAME (PLEASE PRINT) PHONE NUMBER 
 Lucy Chavez-Naupoto 435 646-4874

TITLE
 Water Services Technician

SIGNATURE
 N/A

DATE
 5 /9 /2016

May 09, 2016

Sundry Number: 71669 API Well Number: 43013313640000Sundry Number: 71669 API Well Number: 43013313640000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-020252A

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. GMBU (GRRV)

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Water Injection Well MON FED 42-6

2. NAME OF OPERATOR: 9. API NUMBER:
NEWFIELD PRODUCTION COMPANY 43013313640000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
Rt 3 Box 3630 , Myton, UT, 84052 435 646-4825 Ext MONUMENT BUTTE

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: DUCHESNE

1806 FNL 0921 FEL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: SENE Section: 06 Township: 09.0S Range: 17.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

5 / 5 / 2 0 16
OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

WILDCATWELLDETERMINATION OTHER OTHER: 5YEARMIT

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

5 YR MIT performed on the above listed well. On 05/05/2016 the Approved by the
casing was pressured up to 1529 psig and charted for 30 minutes with Ud.olyDBr,iil6Ih6ef

no pressure loss. The well was not injecting during the test. The tbg Oil, Gas anci Mining

pressure was 1185 psig during the test. There was not an EPA Date:
representative available to witness the test. EPA #UT22197-03737

By:

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Lucy Chavez-Naupoto 435 646-4874 Water Services Technician

SIGNATURE DATE
N/A 5/9/2016

RECEIVED: May. 09,



RECEIVED: May. 09, 2016

Sundry Number: 71669 API Well Number: 43013313640000Sundry Number: 71669 API Well Number: 43013313640000

MechanicalIntegrityTest
Casing or Annulus PressureMechanicalIntegrity Test

U.S. Environmental Protection
undergroundinjection ControlProgram

999 18* Street,Suite 500 Denver,CO 80202-2466

EPA Witness: Date: / /
Test conducted by: fftley ß Í¾
Others present·

WellName: **
.99-! Type: ER SWD Status: AC TA UC

Field: Af*†*** II"
Location: 4 ' See: C T î N / S R (9 E / W County: Û© BL State tÀ

Last MIT: | Maximum AllowablePressure: PSIG

1sthis a regularly scheduled test? [ b ] Yes [ ] No
Initial test for permit? [ ] Yes [F ] No
Test after well rework? [ ] Yes [F ] No
Well injectingduring test? [ ] Yes [y ] No If Yes, rate: bpd

Pre-test casing/tubing annulus pressure: 'Ly tyt pg¡g

MIT DATA TABLE Test #1 Test #2 Test #3
TUBMG PRESSURE
InitialPressure gig psig psig psig
End of test pressure |¡ gr psig Psig psig
CASMG/ TUR&G ANNULUS PRESSURE
Orninutes ¡Tty psig - psig psig
5 minutes ¡ygy psig psig psig
10 minutes iÿ psig Psig Psig
15 minutes / $2 psig psig Psig
20 minutes / 5 ty psig psig psig
25 minutes | g psig psig psig
30 minutes l i t 4 psig Psig Psig

minutes psig psig psig
minutes psig psig psig

RESULT -

,jg Pas.s j ]Fail [ ] Pass ( IFail ( ) Pgss.. [ ]Fail

Doesthe annulus pressurebuild back up after the test ? [ ] Yes [ ] No
MECHANICAL INTEGRITY PRESSURE TEST

Additional comments for mechanical integritypressure test, such as volume of fluid added to annulus
and bled back at end of test, reason for failingtest (casing head leak, tubing leak, other),etc.:

Signature of



RECEIVED: May. 09, 2016

Sundry Number: 71669 API Well Number: 43013313640000
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